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d) Unlimited Area Building: Yes No ¥ Code Section:

K. Fire Resistance Rating Requirements for Building Elements (hours).
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Exit Width Required: N/A Exit Width Provided: N/A
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All Roofing material manufacturers are required to meet or exceed the —
manufacturing UL assembly # as outlined in the Underwriters Revision # Date
Laboratories, Inc. Roofing Materials and Systems Directory Book
STEVENS ROOFING SYSTEM, DIV OF JPS ELASTOMERICS, CORP.
9 Sullivan Road
Holyoke, MA 01040
Axis Job # 0722
UL R10325 Owner # DFCM# 07150640
Class A FULLY ADHEARED Stevens "EP TPO" Single Ply membrane systems Date 09-17-07
- criteria 29 Drawn
Checked

GENFLEX ROOFING SYSTEMS
Suite A 1722 Indian Wood Circle A

Maumee, OH 43537

UL R9344 INFORMATION SHEET
PVC, FULLY ADHEARED PVC OR TPO

Please note: All Other manufacturers will be reviewed for approval prior to bid.
All UL manufacturer assembly criteria must be provided to the architect or

owner for review and approval prior to bidding.
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I DEMOLITION KEY NOTES

<I> REMOVE ALL EXISTING MECHANICAL UNITS FROM ROOF. SALVAGE
FOR RE-USE. CONTRACTOR TO COORDINATE SAFE STORAGE
LOCATION WITH OWNER.

@ REMOVE METAL PARAPET CAP FLASHING

@ REMOVE EXISTING PITCH PANS WITH METAL ANCHORS.

@ REMOVE EXISTING ROOFING SYSTEM DOWN TO CONCRETE ROOF
DECK, EXISTING CONCRETE CRICKETS TO REMAIN

@ EXTEND EXISTING MECHANICAL CURB MIN. 8" A.F.R.

@ REMOVE EXISTING ROOFING SYSTEM DOWN TO EXISTING TAPERED
INSULATION. SLOPE TO REMAIN TO SCUPPER DRAINS AT ROOF
EDGE.

@ CORE DRILL CONCRETE DECK AND EXTERIOR MASONRY WALL FOR
NEW OVER FLOW DRAIN LINE.

2

REMOVE ELECTRICAL CONDUIT FROM TOP OF CAP FLASHING
REINSTALL AT FACE OF MASONRY WALL

@ EXISTING ROOF ACCESS HATCH TO REMAIN

REMOVE EXISTING GRAVEL STOP AND METAL SCUPPER

@ REMOVE EXISTING SURFACE MOUNTED FLASHING

I GENERAL DEMOLITION NOTES

1. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO
CONSTRUCTION.

2. WHERE EXISTING ROOF DEMOLITION IS INDICATED, MEASURES MUST BE TAKEN
TO AVOID DAMAGING OTHER BUILDING ELEMENTS.

3. CONTRACTOR TO PROVIDED TEMP CONSTRUCTION FENCING AROUND BUILDING
DURING DEMOLITION AND RE-ROOFING.

4. CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH OWNER.

5. CONTRACTOR TO PROTECT EXISTING CONCRETE CRICKETS DURING
CONSTRICTION.
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Technology Building Re-Roof
Dixie State College of Utah

225 S 700 E St. George Utah 84770

Construction Documents

Revision # Date

A

Axis Job # 0722
Owner #  DFCM# 07150640

Date 09-17-07

Drawn ABG

Checked AT
DEMOLITION ROOF PLAN

SCALE: 1/8"=1'-0"

TECHNOLOGY BUILDING
NORTH ‘ A | DEMOLITION ROOF PLAN
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Revision # Date I
NORTH ‘ A | DEMOLITION ROOF PLAN
SCALE: 1/4"=1'-0"
I DEMOLITION KEY NOTES I GENERAL DEMOLITION NOTES Axis Job # 0722 |
Owner #  DFCM# 07150640
Date 09-17-07
1. CONTRACTOR TO FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO Drawn SLF
<I> REMOVE ALL EXISTING MECHANICAL UNITS FROM ROOF. SALVAGE REMOVE ELECTRICAL CONDUIT FROM TOP OF CAP FLASHING CONSTRUCTION. Checked AT
FOR RE-USE. CONTRACTOR TO COORDINATE SAFE STORAGE REINSTALL AT FACE OF MASONRY WALL 2. WHERE EXISTING ROOF DEMOLITION IS INDICATED, MEASURES MUST BE TAKEN
LOCATION WITH OWNER. @ EXISTING ROOF ACCESS HATCH TO REMAIN TO AVOID DAMAGING OTHER BUILDING ELEMENTS.
@ REMOVE METAL PARAPET CAP FLASHING REMOVE EXISTING GRAVEL STOP AND METAL SCUPPER 3.  CONTRACTOR TO PROVIDED TEMP CONSTRUCTION FENCING AROUND BUILDING I
@ REMOVE EXISTING PITCH PANS WITH METAL ANCHORS. REMOVE EXISTING SURFACE MOUNTED FLASHING DURING DEMOLITION AND RE-ROOFING. DEMOLITION ROOF PLAN
@ REMOVE EXISTING ROOFING SYSTEM DOWN TO CONCRETE ROOF 4.  CONTRACTOR TO COORDINATE DEMOLITION STAGING AREAS WITH OWNER.

DECK, EXISTING CONCRETE CRICKETS TO REMAIN

@ EXTEND EXISTING MECHANICAL CURB MIN. 8" A.F.R.

@ REMOVE EXISTING ROOFING SYSTEM DOWN TO EXISTING TAPERED
INSULATION. SLOPE TO REMAIN TO SCUPPER DRAINS AT ROOF
EDGE.

@ CORE DRILL CONCRETE DECK AND EXTERIOR MASONRY WALL FOR
NEW OVER FLOW DRAIN LINE.

| 4

CONTRACTOR TO PROTECT EXISTING CONCRETE CRICKETS DURING
CONSTRICTION.

AD102
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Revision # Date
I CONSTRUCTION KEYED NOTES I NEW CONSTRUCTION GENERAL NOTES 0
RF
5. METALS: PRE-FINISHED METAL FLASHING AT ROOF EDGE TYPICAL. 1. CONTRACTOR SHALL FIELD VERIFY THE SIZE AND LOCATION OF ALL TYP.
PRE MANUFACTURED GUARD RAIL SYSTEM AND GATE. GUARD RAIL ROOFTOP EQUIPMENT, CURBS AND PENETRATIONS INDICATED ON THE
SYSTEM MOUNTS TO THE EXISTING ROOF HATCH CURB. ENSURE 15. MECHANICAL: CONSTRUCTION DOCUMENTS AND IN THE FIELD PRIOR TO BID.
EXISTING CURB IS A MIN. OF 8" ABOVE FINISHED ROOF SURFACE. MECHANICAL CURB, 8" MIN. ABOVE FINISHED ROOF INSTALL 2. CONTRACTOR SHALL RECONNECT ALL PLUMBING, ELECTRICAL AND 1; = (1) Axis Job # ([))7FZC2M# 07150640
REPAINT ROOF HATCH TO MATCH PRE FINISHED METAL COLOR. TYP. EXISTING MECHANICAL UNIT. CONNECT POWER AND UTILITIES. CONTROL CONNECTIONS TO ALL ROOFTOP MECHANICAL EQUIPMENT. gowtler i 09-17-07
USE MANUFACTURERS PIPE FLASHING AT ALL ROOF PENETRATIONS 3. RAISE ALL EXISTING ROOFTOP EQUIPMENT CURBS TO PROVIDE THE Drawn SLF
7: MOISTURE AND THERMAL PROTECTION TO 8" MIN. ABOVE FINISHED ROOF TYP. MINIMUM 8" CLEARANCE ABOVE THE NEW FINISHED ROOFING. Checked At
NEW TAPERED RIGID INSULATION OVER EXISTING CONCRETE EXISTING ROOF DRAIN TO REMAIN. REPLACE ANY DAMAGED 4. AVOID INSTALLATION OF ROOFING NEAR AIR INTAKE LOUVERS WHILE
A
CRICKET SLOPE TO DRAIN. COMPONENTS. BUILDING IS OCCUPIED.
FULLY ADHERED SINGLE PLY MEMBRANE OVER SCHEDULED ROOF NEW OVERFLOW SECONDARY DRAIN, LINE AND SCUPPER 5. CONSTRUCTION STAGING AREA TO BE COORDINATED WITH OWNER PRIOR
SHEATHING OVER ENTIRE ROOF TYP. TO COMMENCEMENT OF CONSTRUCTION. NEW ROOF PLAN
@ NEW FULLY ADHERED SINGLE PLY MEMBRANE TO WRAP UP AND
UNDER PARAPET CAP TYP. 1; = ()
WALK PAD OVER NEW SINGLE PLY MEMBRANE AS INDICATED

HIGHLIGHTED.

@ NEW PRE-FINISHED METAL PARAPET WALL CAP FLASHING.

TECHNOLOGY BUILDING

NORTH B | NEW ROOF PLAN E
—— SCALE: 1/8"=1'-0"
2 3 4 5 6 A 1 O 1
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Revision # Date I
I I ‘ A | NEW ROOF PLAN
SCALE: 1/4"=1"-0"
5. METALS: @ PRE-FINISHED METAL FLASHING AT ROOF EDGE TYPICAL. 1. CONTRACTOR SHALL FIELD VERIFY THE SIZE AND LOCATION OF ALL
PRE MANUFACTURED GUARD RAIL SYSTEM AND GATE. GUARD RAIL ROOFTOP EQUIPMENT, CURBS AND PENETRATIONS INDICATED ON THE Axis Job # 0722 I
SYSTEM MOUNTS TO THE EXISTING ROOF HATCH CURB. ENSURE 15. MECHANICAL: CONSTRUCTION DOCUMENTS AND IN THE FIELD PRIOR TO BID. 8Wt”er # 59':(13%707150640
ate -17-
EXISTING CURB IS A MIN. OF 8" ABOVE FINISHED ROOF SURFACE. MECHANICAL CURB, 8" MIN. ABOVE FINISHED ROOF INSTALL 2. CONTRACTOR SHALL RECONNECT ALL PLUMBING, ELECTRICAL AND Drawn SLF
REPAINT ROOF HATCH TO MATCH PRE FINISHED METAL COLOR. TYP. EXISTING MECHANICAL UNIT. CONNECT POWER AND UTILITIES. CONTROL CONNECTIONS TO ALL ROOFTOP MECHANICAL EQUIPMENT. Checked AT
USE MANUFACTURERS PIPE FLASHING AT ALL ROOF PENETRATIONS 3. RAISE ALL EXISTING ROOFTOP EQUIPMENT CURBS TO PROVIDE THE
7: MOISTURE AND THERMAL PROTECTION TO 8" MIN. ABOVE FINISHED ROOF TYP. MINIMUM 8" CLEARANCE ABOVE THE NEW FINISHED ROOFING. A
NEW TAPERED RIGID INSULATION OVER EXISTING CONCRETE @ EXISTING ROOF DRAIN TO REMAIN. REPLACE ANY DAMAGED 4. AVOID INSTALLATION OF ROOFING NEAR AIR INTAKE LOUVERS WHILE I
CRICKET SLOPE TO DRAIN. COMPONENTS. BUILDING IS OCCUPIED. ROOF PLAN
FULLY ADHERED SINGLE PLY MEMBRANE OVER SCHEDULED ROOF NEW OVERFLOW SECONDARY DRAIN, LINE AND SCUPPER 5.  CONSTRUCTION STAGING AREA TO BE COORDINATED WITH OWNER PRIOR
SHEATHING OVER ENTIRE ROOF TYP. TO COMMENCEMENT OF CONSTRUCTION.
@ NEW FULLY ADHERED SINGLE PLY MEMBRANE TO WRAP UP AND
UNDER PARAPET CAP TYP.
WALK PAD OVER NEW SINGLE PLY MEMBRANE AS INDICATED I
HIGHLIGHTED.

@ NEW PRE-FINISHED METAL PARAPET WALL CAP FLASHING. E 1 2
1 2 3 4 5 6 l \
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