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ADDENDUM #1 
 
Date: March 20, 2008 
 
To:  Contractors   
 
From: Wayne Smith, Project Manager, DFCM 
 
Reference: Control Room Upgrade – Decker Lake Youth Center 
  Division of Juvenile Justice Services – West Valley City, Utah 
  DFCM Project No. 07193430 
 
Subject: Addendum No. 1 
 
Pages Addendum          1     page 
 Architect’s Addendum        6    pages 
 Total                                                                          7    pages 
  
 
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this 
Addendum apply to all drawings and specification sections whether referenced or not 
involving the portion of the work added, deleted, modified, or otherwise addressed in the 
Addendum. Acknowledge receipt of this Addendum in the space provided on the Bid 
Form. Failure to do so may subject the Bidder to Disqualification.    
 
1.1 SCHEDULE CHANGES – There are no changes to the project schedule. 
 
 
1.2 GENERAL – The 2008 Utah Legislature passed SB 220 entitled:  "Cause of Action 
for Defective Construction."  The Governor of the State of Utah has signed the bill.  The 
bill becomes effective 60 days after the close of the 2008 Legislative General Session. 
While we contend that SB220 should only be potentially applicable to a contract issued 
after the effective date of said bill, this is to clarify that for purposes of this contract, 
regardless of the execution or effective dates of this contract, the status of Utah Law and 
remedies available to the State of Utah and DFCM,  as it relates to any matter referred to 
or affected by said SB220, shall be the Utah law in effect at the time of the issuance of 
this Addendum. 
 
. 
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Decker Lake Youth Center 
CONTROL ROOM REMODEL 
2310 West 2770 South, West Valley City, Utah 
 
dfcm project #:  07193430 
ajc architects project #:  0792 
 

date: 
time: 

March 19, 2008 
11:00 a.m. 
 

pages: 1 
 

 The bidders on the above captioned project shall be governed by the following 
changes, additions, and/or deletions in the Drawings and Specifications.  This 
Addendum shall be included as part of the Contract Documents.  
 

ITEM #1. : 
 
 

ITEM #2.: 
 
 
 
 
 
 
 
 
 
 

ITEM #3.: 
 

Project Manual, Specification Section 01500 – TEMPORARY FACILITIES AND CONTROLS, 
has been revised and re-issued in it’s entirety herewith. 
 
Contractor Questions: 

1. The new ceiling in the Control Room is to be installed at the same elevation as 
the existing ceiling. 

2. Fire sprinkler heads are to be reinstalled at their existing locations with new 
escutcheons. 

3. Delete reference to Additive Alternate – Apply New Highly Reflective Film to 
Exterior of Window, Keyed Note #10, sheet AE101. 

4. Approved Prime Contractors: Broderick & Henderson Construction; Chad 
Husband Construction; Garff Construction; Wade Payne Construction. No sub-
contractors will be bidding as Prime Contractors. 

 
 See attached Electrical Addendum #1 for electrical items and question answers. 

  
END OF ADDENDUM 
 

 Kent Rigby, AIA 

attachments: 
 

Project Manual, Specification Section 01500 – TEMPORARY FACILITIES AND CONTROLS. 
Electrical Addendum #1. 
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Decker Lake Youth Center 
Control Room Renovation 
 

SECTION 01500 - TEMPORARY FACILITIES AND CONTROLS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes requirements for temporary facilities and controls, including temporary 
utilities, support facilities, and security and protection facilities. 

B. Support facilities include, but are not limited to, the following: 

1. Waste disposal facilities furnished by the Owner. 

a. Coordinate with Owner for using the Owner’s dumpster and for waste disposal 
staging and storage areas until off-site disposal is completed. Refer to Owner’s 
OUTSIDE CONTRACTOR RULES AND REGULATIONS document for additional 
Contractor protocol regulations and information. 

2. Toilet Facilities: 

a. Owner will designate a toilet room on site for Contractor use. No portable toilet 
facilities will be required to be provided by the Contractor. 

C. Security and protection facilities include, but are not limited to, the following: 

1. Security enclosures and lockup. 

a. Coordinate with Owner for using the Owner’s secure storage area and lockers for 
secure material and tool lock-up. Refer to Owner’s OUTSIDE CONTRACTOR RULES 
AND REGULATIONS document for additional Contractor protocol regulations and 
information. 

2. Barricades, warning signs, and lights, as may be required from time to time for facility 
employee, inmate, and public protection. 

1.3 DEFINITIONS 

A. Permanent Enclosure:  As determined by Architect, permanent or temporary roofing is 
complete, insulated, and weathertight; exterior walls are insulated and weathertight; and all 
openings are closed with permanent construction or substantial temporary closures. 

PART 2 - PRODUCTS 
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Decker Lake Youth Center 
Control Room Renovation 
 
2.1 MATERIALS 

A. General:  Provide new materials.  Undamaged, previously used materials in serviceable 
condition may be used if approved by Architect.  Provide materials suitable for use intended. 

2.2 EQUIPMENT 

A. General:  Provide equipment suitable for use intended. 

B. Fire Extinguishers:  Hand carried, portable, UL rated.  Provide class and extinguishing agent as 
indicated or a combination of extinguishers of NFPA-recommended classes for exposures. 

1. Comply with NFPA 10 and NFPA 241 for classification, extinguishing agent, and size 
required by location and class of fire exposure. 

PART 3 - EXECUTION 

3.1 TEMPORARY UTILITY INSTALLATION 

1. Provide a portable cellular telephone for superintendent's use in making and receiving 
telephone calls. 

2. At a central location to the work, post a list of important telephone numbers. 

a. Police and fire departments. 
b. Ambulance service. 
c. Contractor's home office. 
d. Architect's office. 
e. Engineers' offices. 
f. Owner's office. 
g. Principal subcontractors' field and home offices. 

3.2 SUPPORT FACILITIES INSTALLATION 

A. General:  Comply with the following: 

1. Maintain support facilities until near Substantial Completion.  Remove before Substantial 
Completion.  Personnel remaining after Substantial Completion will be permitted to use 
permanent facilities, under conditions acceptable to Owner. 

B. Traffic Controls:  Provide temporary traffic controls, as may be required, at junction of 
temporary roads with public roads.  Include warning signs for public traffic and "STOP" signs for 
entrance onto public roads.  Comply with requirements of authorities having jurisdiction. 

3.3 SECURITY AND PROTECTION FACILITIES INSTALLATION 

A. Environmental Protection:  Provide protection, operate temporary facilities, and conduct 
construction in ways and by methods that comply with environmental regulations and that 
minimize possible air, waterway, and subsoil contamination or pollution or other undesirable 
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Decker Lake Youth Center 
Control Room Renovation 
 

effects.  Avoid using tools and equipment that produce harmful noise.  Restrict use of 
noisemaking tools and equipment to hours that will minimize complaints from persons or firms 
near Project site. 

B. Security Enclosure and Lockup:  Comply with Department of Corrections requirements for tool 
storage and lockup. Refer to paragraph 1.2, C. above. 

C. Barricades, Warning Signs, and Lights:  Comply with standards and code requirements for 
erecting structurally adequate barricades.  Paint with appropriate colors, graphics, and 
warning signs to inform personnel and public of possible hazard.  Where appropriate and 
needed, provide lighting, including flashing red or amber lights. Coordinate with Owner.  

END OF SECTION 01500 
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ELECTRICAL ADDENDUM #1 
 
Specifications: 
 
Item #1 Section 17800 Page 19 3.16.A.1 Warranty.  The warranty shall be for a 

period of one year in lieu of two years as shown for all systems in Section 
17. 

 
Item #2 Section 17850 Page 2 1.3-B-4:  Amend this Paragraph to read: 

Provide a spare NIC card for the PC, spare Ethernet Module for the PLC 
and a Ethernet Switch.  

 
Item #3 Section 17850 Page 5  2.2D 1 a:  The PC may be a Core 2 Duo or a  

Quad Core Xeon CPU’s are also acceptable. Window XP-PRO operating 
systems are acceptable. 

 
Item #4 Section 17850 Page 6  2.2 D 1 f:  Delete this paragraph the Workstation 

extender is not required. 
 
Item #5 Section 17850 Page 7 2.2 E: Amend this paragraph to read as follows:  

A. Additional Programming: The SEC shall include all associated costs for 
a post occupancy system walk through with owner and shall allow for 
Thirty (30) hours of site specific program changes to the system. 

 
Item #6 Section 17850 Page 8  2.2 D 3 f:  Delete this paragraph the administrative 

computer for administrative duties will be provided by the owner and will 
be a stand along item not be integrated into the security electronics 
system.  

 
Item #7 Section 17850 Page 18 2.6 B.1:   General Electric and Allen Bradley are 

also acceptable manufactures of the PLC 
 
Item #8 Section 17850 Page 18 2.6 C.2:  Dual Ethernet port is not required a 

Single port on the PLC is acceptable. 
 
Item #9 Section 17850 Page 18 2.2 D 1.b:  Delete this paragraph the PLC can be 

house in a standard rack.   
 
Item #10 Section 17850 Page 19 2.6 D 2.b:  Amend this paragraph to read as 

follows:  
 

a. All output modules shall be externally fused respectively with “blown 
fuse” indicators. 

 
Item #11 Section 17850 Page 19 2.6 D 2.c:  Delete this paragraph on the I/O 

modules. 



 
Item #12 Section 17850 Page 19 2.8 A:  Delete this Sub Section, the system 

network will be independent to the Central control room only. 
 
Item #13 Section 17850 Page 20 2.8 G: Delete this line item, this function will not 

be required.  
 
Item #14 Section 17860 Page 3 2.2 D.1: Amend this Paragraph to read as follows; 
 

The intercom system shall be an integral part of the PLC security system. 
The PLC I/O shall be interfaced to control standard 25 line audio relay 
selection panels or individual DPDT intercom relay.  Standard 16-Watt 
amplifiers shall provide audio power to paging speakers and IC stations. 
PLC inputs shall provide IC station call-in termination.  

 
Item #15 Section 17870 Page 2. 1.7: Warranty of the equipment and workman ship 

is to be amended to be one year on both item in lieu of two years shown.  
 
Item #16 Section 17870 Page 3. 2.2.A.8: Amend this Paragraph to read as follows; 
 

1. This system shall be able to switch up to 128 camera inputs to 24 
monitor outputs. 

 
Drawings: 
 
Sheet EY-01 
 
Item #1 Conduit runs required between the Main Building and Building A or 

conduit runs between Building A and Building B or between Building C 
and D may be run in rigid conduit on the outside of the security fence.  
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