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NOT TO SCALE

APPLICABLE CODES

Year Year

International Building Code 2006
International Mechanical Code ___2006
International Plumbing Code ~ __2006
International Fire Code 2006
International Energy
Conservation Code

National Electrical Code __2005

Uniform Code for
N/A

Building Conservation
ADA Accessibility
ICC/ANSI A117.1

Guildelines

N/A

om

<

K.

Occupancy and Group: __ B
Change in Use: Yes No _ NO  Mixed Occupancy: Yes No__ X
Special Use and Occupancy (e.g. High Rise, Covered Mall): NO
Seismic Design Category: _ D Design Wind Speed: _90  mph
Type of Construction (circle one):
1 1 I I @m @I ©§ Y
A B A B A B HT A

Fire Resistance Rating Requirements for the Exterior Walls based on the fire
separation distance (in hours):

North: N/A South: N/A East. _N/A West: N/A

Mixed Occupancies: __ NO
Sprinklers:

Required: _ NO Provided: _NO  Type of Sprinkler System: N/A
Number of Stories: 1 Building Height: 12'—6"

Actual Area per Floor (square feet): 1440 SQ. FT.

Tabular Area: 9000 SQ. FT. AND 2 STORIES

Area Modifications:

YA = A+ Al 1AL l.=100 F 0.25 W
a = = _— . JE—
a 1100 100 f P 30

b) Sum of the Ratio Calculations for Mixed Occupancies:
Actual Area <

Nonseparated Uses: NO

Allowable Area
c) Total Allowable Area for:

1) One Story: -

2) Two Story: A, (2)__—

3) Three Story: A,(3)_—
d) Unlimited Area Building: Yes No X Code Section: _N/A
Fire Resistance Rating Requirements for Building Elements (hours).

Element Hours

As§embly Element Hours As§embly
Listing Listing

Exterior Bearing Walls
Interior Bearing Walls
Exterior Non-Bearing Walls
Structural Frame

Partitions - Permanent

Fire Barriers

Floors - Ceiling Floors 0 =
- Roofs - Ceiling Roofs 0
Exterior Doors and Windows 0 —
- Shaft Enclosures N/A -
— Fire Walls Q -
- Fire Partitions 0 —
Smoke Partitions 0 -

o|g|o|o|o|o
|

Design Occupant Load: _31.09 (ONE EXIT ALLOWED AS PER TABLE 1014)
Exit Width Required: _36 Exit Width Provided: _36

Minimum Number of Required Plumbing Facilities:

a) Water Closets - Required (m) 1per25 (f) 1per25 Provided (m) __1 ® _1
b) Lavatories - Required (m) 1per40 (f) 1per40 Provided (m) 1 ) _1
c) Bath Tubs or Showers: NOT PROVIDED

d) Drinking Fountains: NOT PROVIDED Service Sinks: 1 _PROVIDED

FOOTNOTES:

In case of conflict with the U.S. Department of Justice Federal Registers Parts 1
through ¥ - ADA Guidelines and specific reference to the International Building
Code Accessibility Chapters, the more restrictive requirement shall govern.
Additional Code Information shall be provided at the discretion of the Building
Official for Complex Buildings. Including, but not limited to:

1)

2)

3)

d)
e)
f)
9)

High Rise Requirements.

Atriums.

Performance Based Criteria.

Means or Egress Analysis.

Fire Assembly Locator Sheet.

Exterior and Interior Accessibility Route.

Fire Stopping, Including Tested Design Number.

Deferred Submittals As Listed Below To Be Submitted To The Building Official

a.

Every Structure, And Portion Thereof, Including Non Structural Components That
Are Permanently Attached To The Structura And Their Sutpports And Attachments,
Shall Be Designed And Constructed To Resist The Effects Of Earthquake Motion
In Accordance With ASCE 7-05. Reference IBC Section 1613.1

A licensed inspector shall be hired by the State of Utah to provide inspections and reports.
All written reports shall be provided to the architect, DFCM Project Manager and Enzo Calfa
head of state plans inspectors.
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REFERENCE NOTES

EXISTING TRANSFORMER LOCTION
GENERAL CONTRACTORS STAGING AREA

<3>> NEW CONCRETE ADA RAMP, SEE DETAILS AND
SECTIONS ON DRAWING A-RP101

<{4>> GENERAL CONTRACTORS PARKING AREA

<(5>> EXISTNG ENTRANCES TO REMAIN CLEAR AT ALL TIMES

EXISTING SIDEWALKS TO REMAIN CLEAR AT ALL TIMES
<7> EXISTING TRAILER LOCATION. TRARERS TO BE LOCATED AT NEW
LOCATION PRIOR TO ANY INTERIOR DEMOLITION BEING PERFORMED.

EXISTING TREES TO REAMIN UNDISTURBED
<> EXSTING BUILDING LOCATIONS

NEW 5" THICK CONCRETE SIDEWALK OVER 4” COMPACTED GRAVEL
BASE, GENERAL CONTRACTOR SHALL REMOVE AL EXISTING
CONCRETE IN AREAS SHOWN TO RECEIVE NEW CONCRETE.

<> NEW MODULAR TRALER LOCATION. GENERAL CONTRACTOR SHALL
REMOVE ALL VEGETATION PRIOR TO PLACING TRAILER

<Z> WATER SHUT OFF VALVE LOCATION, SEE DETAIL

<13> GENERAL CONTRACTOR SHALL DISCONNECT EXISTING LANDSCAPE
IRRIGATION SYSTEM AT AREAS OF CONSTRUCTION. UPON
COMPLETION OF PROJECT THE GENERAL CONTRACTOR SHALL
REPLACE AND PROVIDE NEW SPRINKLERS, PIPING AND SOD AS
NECESSARY TO MAINTAIN EXISTING AND NEW LANDSCAPING.
GENERAL CONTRACTOR SHALL USE "LIKE SPRINKLER MATERIAL.

VAN ACCESSIBLE ADA PARKING SIN, SEE DETAIL 04/ASP100.
EXISTING SLOPE DOES NOT EXCEED 1:48 AS PER ANSI CHAPTER 5

< : > EXISTING ADA PARKING STALLS

EXISTING ADA PARKING SIGNS

<{7> EXISTNG ADA CURB RAMP
NEW ADA CURS RAMP, SEE DETALS 06/AMS300

NEW PAINTED ADA ACCESS AISLE WITH "NO PARKING” PAINTING
NDICATED.

GENERAL CONTRACTOR TO PAINY NEW PARKING STRIPING AND NEW
ADA INTERNATIONAL SYMBOL FOR ACCESSIBLE PARKING STALL

LEGEND
m CONTRACTOR STAGING AREA

PARKING CONTRACTOR PARKING AREA

DUMPSTER| CONTRACTORS DUMPSTER LOCATION
——ES—— EXISTING 4" SEWER LINE

———— P ——— EXISTING BURIED POWER LINE
e § e EXISTING BURIED 1 7 GAS LINE
~————EW-—— EXISTING BURIED 1 Ji" WATER LINE
e T e EXISTING BURIED TELEPHONE
e ———— EXISTNG 6" FIRE LINE
——NW—— NEW 1" BLUE BRUT WATER LINE

veme NG e NEW 47 SEWER LINE
——NG—— NEW GAS LINE

T HATCH PATTERN INDICATES AREAS OF NEW
%1 CONCRETE. IN AREAS SHOWN TO RECIEVE
NEW CONCRETE GENERAL CONTRACTOR SHALL
SAW CUT AND REMOVE ANY EXISTING
CONCRETE

(= === ADA ACCESSBLE ROUTE

GENERAL NOTES

1. GENERAL CONTRACTOR S RESPONSIBLE FOR
REPLACEMENT OF ANY SIDEWALK, CURB &
GUTTER, ASPHALT, LANDSCAPING ETC. DISTURBED
OR DESTROYED DURING CONSTRUCTICN.

2. CONTRACTOR SHALL MAINTAIN EMERGENCY AND
UTIUTY VEHICLE ACCESS AT ALL TWES 7O ALL
EXISTING BUILDINGS AND BUILDING ENTRANCES

3. GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING

SITE AND PROJECT CONDITIONS PRIOR TO BIDDING.

Py AV A% N7 A
“é“iﬁ“%“é“‘é“‘y‘ 4. GENERAL CONTRACTOR SHALL PROTECT EXISTING
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<> | WITHNEW WALLS SO AS NOT TO AFFECT STRUCTUAL i .
@ @ @ | @ @ @ @ @ INTEGRITY, PROVIDE BRACING AS NECESSARY D | Internet: http://www.dfcm.state.ut.us
7 ) i / / / F z | / 7 /
! ! <£> ENSTHG BATHROOM FIXTURES TO BE REMOVED CREATED BY: P+A architects
l ' <!> g:éis;g‘% vvggnow COVERINGS AND BARS OVER WINDOWS TO
N .
i | <5> EXISTING WOOD TRIM AT EXTERIOR PERIMETER OF ALL P+A arc_;h ltects
| I /-<1> WINDOWS AND DOORS TO BE REMOVED. PROVIDE NEW st Fonsinglon Ave.
w LA FLASHING AT PERIMETER OF WINDOWS AND DOORS AS PER ap Laxe Lity, Uia
/_<>_/ | /_@/ | | | DETAIL 05/AMS300. REINSTALL WOOD TRIM AND FILL NAIL Fr 3014811 —
: l : B 1 HOLES AND CAULK. REPAINT WOOD TRIM. ol e s @ComcastLet
1 | | e l GENERAL NOTES
~ H
/7 |
|

____________ ettt |Z==EE punfu e s DEMO CEILING PLAN
REFERENCE NOTES
l @ ggg\“ﬁ% SAUP:QI;:AD%ngEUngF) IGHT FIXTURES TO B [Iarchitecture [l planning ﬂ design
<Z>> EXISTING GYPSUM BOARD CEILING AND BATT CONSULTANT: xyz engineering

INSULATION TO BE REMOVED

DEMO ROOF PLAN
GENERAL NOTES C

1. REMOVE ALL EXISTING ROOF SHINGLES, DRIP
EDGES AND ROOFING FELTS ECT. DOWN TO
EXISTING ROOF SHEATHING PRIOR TO NEW ROOF
SYSTEM INSTALLATION..
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FLOOR PLAN
REFERENCE NOTES

<T>> ADA WATER CLOSET

<Z>> 5'-0" DIA ADA TURNING RADIUS

<3>> NEW WINDOW COVERINGS

< 4> WATER HEATER LOCATION, SEE PLUBMING DRAWINGS

<5>> METAL LOCKERS, SEE INTERIOR ELEVATIONS AND
SPECIFICATIONS

LAVATORY, SEE PLUMBING DRAWINGS
< 7> WALL MOUNTED GRAB BAR, SEE SPECIFICATIONS

20" DEEP x 42" LONG BENCH SEAT, SEE SECTION

<(g>> SOLID PHENOCIC SOLDING SHOWER SEAT, SEE
SPECIFICATIONS

TELEPHONE BOARD, SEE ELECTRICAL DRAWINGS
<> TOWEL BAR, SEE SPECIFICATIONS
<{Z> SHOWER GRAB BAR, SEE SPECIFICATIONS

<> <i3>> NEW DRINKING FOUNTAIN, ONE TO BE ADA ACCESSIBLE.

48"x36" CLEARANCE AT SHOWER.
GENERAL NOTES

1. REFER TO FINISH SCHEDULE FOR ADDITIONAL
FINISH NOTES,

FLOOR PLAN LEGEND

E——-———ROOM TAG
(I00A> ——DOOR TAG
F.D: FLOOR DRAIN
WEO1 A ——wAIt TYPE, SEE WALL TYPES

t-QI.M.F.——WALL MOUNTED FIRE EXTINGUSHER, SEE SPECIICATION

CEILING PLAN
REFERENCE NOTES

@ 22°x30" CLEAR OPENING ATTIC ACCESS DOOR

GENERAL CONTRACTOR TO PROVIDE NEW R-38
BATT INSULATION ABOVE NEW GYP. BD. CHILING

_LEGEND

01 +— ROOM NUMBER
g-0"_— CEILING HEIGHT
CT-1 — CEiLING TYPE

09——NEW EXIT SIGN, SEE ELECTRICAL DRAWINGS.
WP,

HO — WALL MOUNTED LIGHT FIXTURE, SEE ELECTRICAL
DRAWINGS

——NEW 2X4 SURFACE MOUNTED FLORESCENT
LIGHT FIXTURE, SEE ELECRTICAL DRAWINGS

"1 —WALL MOUNTED LIGHT FIXTURE, SEE
ELECTRICAL DRAWINGS
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PLAN NORTH

FP10Q/ scae 14 = 70"

0 4 8 16

e —

FIXTURE, SEE ELECTRICAL DRAWINGS

E—NE\‘I SUPPLY AIR DIFFUSER, SEE MECHANICAL

DRAWINGS

Z‘—NE‘N RETURN AR GRIL

——CEILING EXHAUST FAN, SEE MECHANICAL DRAWINGS

ROOF PLAN

REFERENCE NOTES

NEW RECESSED CAN LIGHT FIXTURE, WATER PROOF

< 1> DASHED LINE INDICATES WALL BELOW

< Z>> NEW BAKED ENAMEL SEAMLESS ALUMINUM
RAINGUTTERS WITH DOWN SPOUT LOCATIONS AS
SHOWN. GENERAL CONTRACTOR TO EXTEND BASE
OF DOWN SPOUT 1'-8” FROM FACE OF BUILDING.
GENERAL CONTRACTOR SHALL PROVIDE PRECAST
CONCRETE SPLASH AT DOWN SPOUT LOCATIONS

<3>> NEW ASPHALT SHINGLE RIDGE VENT, SEE DETAIL
& SPECIFICATION

NEW 30 YEAR ASPHALT SHINGLES OVER 15 Ib.
ROOFING FELT

DASHED LINE INDICATES NEW ICE AND WATER
SHIELD. ICE AND WATER SHIELD SHALL
CONFORM TO ASTM D226 TYPE 1 AND TO
EXTEND A MINIMUM OF 2'—0" BEYOND INSIDE
WALL LINE

ROOF TURTLE VENTS. GERNERAL CONTRACTOR SHALL
PROVIDE REQUIRED ATTIC VENTILATION AS PER LB.C.
1203.2. THE NET FREE VENTHATING AREA SHALL NOT

BE LESS THAN Xso OF THE AREA OF THE SPACE
VENTILATED, WITH 50 PERCENT OF THE REQUIRED
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VENTILATAING AREA PROVIDED BY VENTILATORS LOCATED
IN THE UPPER PORTION OF THE SPACE VENTAILATED AT

LEAST 3'-0" ABOVE EAVE OR CORNICE VENTS.
GENERAL CONTRACTOR TO VERIFY

REQUIRED AREA 24x60=1440 SQUARE FEET

NET FREE AREA Ksox1440=9.6 SQUARE INCHES
50% PROVIDED VENTAILATORS .5x9.6=4.9 SQUARE
INCHES OF VENTILATOR SPACE REQUIRED.

< 7> NEW PREFINISHED METAL DRIP EDGE AT
PERIMETER OF ROOF.
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METAL LOCKER,
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SOUND BATT g
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8% TYPE "X" GYPSUM— | [=—)

BOARD )

2x8 WOOD STUD WALL—\><)
FRAMING @ 16" 0.C.

BASE AS SCHEDULE %

' TYPE X" WATER SPECIFICATION
1/ RESISTANT GYPSUM

BOARD

| FRP. TRIM

TREATED 2x WOOD __crp

OR 3-% 18 GA ‘

METAL STUD FRAMIN FRP. TRM o

T BASE OF ADA -
LOCKER. N—CONT. SEALANT
%

dwg

BASE

0\ ADA LOCKER BASE DETAIL
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RP101/ SCALE
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dwg
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>\ RIDGE

DETAIL

SHINGLES TO MATCH ROOF
SHINGLES

EXISTING ROOF SHEATHING
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RP101/ SCALE
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TRAILER

PRIMED AND
PAINTED CONT.
1X4 TRIM

PRIMED AND PAINTE
PRESSED BOARD SIDING
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1'-10

EXISTING MODULAR—~
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8" MASONRY WALL
" SEE STRUCTURAL

FINISH GRADE

s

g0\ SKIRT WALL DETAIL
i RP101/ SCALE 3y =1-0 3

CERAMIC FLOOR TILE
COVED CERAMIC TILE

TAMCO COOL RIDGE VENT SYSTEM
OR EQUAL WITH EXISTING ASPHALT

EXISTING ASPHALT ROOF SHINGLE SOUND BATF——~__ |

EXISTING ROOF TRUSS SYSTEM

15-1/2"

/—CERAMIC WALL TILE OR
PAINTED GYPSUM BOARD

%" TYPE X"
GYPSUM BOARD TO
CEILING ABOVE

SOUND BATT
INSULATION FULL
HEIGHT OF WALL

2x8 WOOD STUD WALL—
FRAMING @ 16" 0.C.

/

\

" FINISH, SEE INTERIOR
ELEVATIONS

2x4 OR 3%’ METAL STUD
FRAMING @ 16" 0.C. TO
DECK ABOVE

% TYPE "X" WATER
RESISTANT BOARD TO 4

h AF.C.

—— METAL LOCKER TOP

)
-~

FINISHING STRIP

/‘}i" WOOD BLOCKING

LOCKER HEAD

15"

LOCKER MANUFACTURER

\FASTENER, SIZE AND
\ SPACING AS PER METAL
METAL LOCKER FRAME

METAL LOCKER DOOR

%" TYPE X" GYPSUM
BOARD _\
2x8 WOOD STUD WALL—
FRAMING @ 16" 0.C.

BASE AS SCHEDULE!

I

\

| I—— |

SOLID WOOD BLOCKING
/—6 MIL VAPOR BARRIER

%" TYPE "X" GYPSUM
»'/_BOARD

METAL LOCKER, SEE
SPECIFICATION

/—CAST IN PLACE
CONCRETE BASE

WA

£ 3
<
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TREATED 2x WOOD OR 3-

X

]
)
L

METAL STUD FRAMING AT BASE OF LOCKER.

dwg

o

LOCKER BASE

5\ LOCKER DETAIL

\CERAMIC FLOOR TILE

COVED CERAMIC TILE
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EXISTING GYPSUM BOARD
WALL

/7 NeW %" GYPSUM

EXISTING MODULAR
TRAILER FLOORING

FINISH GRADE

~

EXISTING MODULAR—
TRAILER
o
|
N
&{
N GALVINIZED
PREFINISHED METAL
3 ACCESS DOOR, SEE
SPECIFICATION
a ‘J_”‘ U)
N <
=

/8" MASONRY WALL

SEE STRUCTURAL

¢

£\ SKIRT WALL DETAIL
S\ARP10) SCAE 3= 70" 4
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RAMP PLAN
REFERENCE NOTES

<> SEE STRUCTURAL DRAWINGS FOR

<5>> DASHED LINES INDICATE LOCATION OF DOORS ABOVE
<6>> 1% PAINTED PIPE RAILING, SEE SECTIONS

TRAILER SUPPORT SYSTEM
8" MASONRY AT PERIMETER OF MODULAR TRAILERS, SEE
STRUCTURAL DRAWINGS
2’ X 2 CRAWL SPACE ACCESS DOORS, SEE DETAIL AND
SPECIFICATION
3'-6" WIDE X 1'-0" HIGH CRAWL SPACE VENTILATION
LOUVER

<> TOP OF CONCRETE SLAB AT TOP OF RAM SHALL BE
SLOPED AWAY FROM BUILDING NOT MORE THAN 2%

DASHED LINES INDICATE FOOTING AND FOUNDATIONS

24°x48" CAST-IN PLACE TRUNCATED DOME DETECTABLE
WARNING SYSTEM. USE "ADA WALKWAY INC". CAST IN
PLACE TRUNCATED DOME WARNING SYSTEM OR EQUAL.
CONTACT NUMBER 1-866—-838-5638

"McNICHOLES™ OR EQUAL GALVANIZES "CLOSE MESH” BAR

GRATING. GCM—1 1"x)§" UD— MEETING ALL ADA
REQUIREMENTS AND IBC HEEL REQUIREMENTS.

CRAWL SPACE ACCESS

& VENTILATION CALCS.

FLOOR PLAN SQ. FTG = 960 SQ. FT.

REQ. VENTILITATION AS PER IBC = 1 SQ. FT. PER 130 SQ FT.
1370/150 = 9.1 SQ. FT. REQUIRED.

TOTAL VENTILITATION PROVIDED = 10 SQ. FT., SEE DETAILS
CRAWL SPACE ACCESS PROVIDED = 22 1/4" X 30"

DOOR, SEE SPECIFICATION

LEGEND

AF.G. — ABOVE FINISHED GRADE

EXISTING MODULAR—
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CONT. SEALAN
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8" MIN.
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8" MASONRY WALL
SEE STRUCTURAL
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£ o\ SKIRT WALL DETAIL
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y TYPE "X WATER
RESISTANT GYPSUM BOARD
‘ 207

CLEAR

CERAMIC FLOOR TILE
AT BENCH. SLOPE TOP

4- — BULL NOSE TLE (TVP)

| 5
GENERAL REQUIREMENTS
I GENERAL:

B. CONTRACTOR SHALL COMPARE ALL DIMENSIONS AND CONDITIONS
ON CONTRACT DOCUMENTS AND AT THE SITE. ANY OMISSION OR
CONFLICT SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT/ENGINEER. IN CASE OF ANY CONFLICT FOLLOW THE
MOST STRINGENT REQUIREMENT AS DIRECTED BY
ARCHITECT /ENGINEER.
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2. DESIGN CRITERIA:
53" WHITE &N BLUE \\—11 68" WATE ON BLLE N A BULDING CODE: 2006 INTERNATIONAL BULDING CODE (18c) w/
I ADA COMPLIAYT EXIT AN ADA COMPLIANT UNISEX \
5/ S AU . SIGN WITH BRNILLE . RESTROOM WALL SICN N\ 3. CONCRETE:
D % J L, 5 [ 6 N(f| T BRALLE & T ™ A ALL MATERIALS SHALL COMPLY WITH ACI 318 AND ACI 347
Rl ﬁ f; y PUBLICATIONS AND APPLICABLE ASTM PUBLICATIONS,
=N B ] 5., /’ S, / B.  CONCRETE MATERIAL PROPERTIES: 28~DAY COMPRESSIVE
% I X X 0 % =X / = / STRENGTHS ARE TO BE 3000 PSI TYPICAL UNLESS NOTED
E / ES S/ OTHERWISE.
= | N || ™ 2 / 2 / oo C. AL CAST IN PLACE CONCRETE SHALL BE FIBER REINFORCED
=N | | [ 2 4 = 7 D. CAST IN PLACE CONCRETE:
|Ncont. seaant 1. SPACING OF CONSTRUCTION JOINTS OR CONTROL JOINTS
o | || a 0 PROVIDE TWO EXIT SIGNS PROVIDE ONE RESTROOM SIGN 0P OF CONCRETE. RAMP | AS SHOWN ON DRAWINGS
0 2. PROVIDE EXTRA REINFORCING AROUND ALL OPENINGS
: : : : : ONE AT DOOR 100A BATH 105 2N A EXCEEDING 24 INCHES SQUARE OR'ROUND IN ALL SLABS
| % 3 ¢ LE AND ONE AT DOOR 100B AND WALLS EQUAL TO TVO f5 BARS ON FOUR SIDES AND
D FLOORNG BUILDING SIGNAGE e 3. PROVIDE A 3/4” CHAMFER ON ALL EXPOSED CORNERS OF
|=‘ 08 d s |2 CONCRETE UNLESS NOTED OTHERWASE.
_ MS300) SCALE 1/ = 10 2 5 112 wax suoee 4. PROVIDE CLASS B LAP SPLICES FOR ALL REINFORCING
BENCH SECTION | b PROVDE SOLATON ST
g "MCNICHOLES OR EQUAL EXISTING TRALER ’ _ - 5. PROVIDE ISOLATION JOINTS AROUND ALL COLUMNS AT ALL
W Ll o e e oA RGBT CASTIN PACE—N EXPOSED SLAB ON CRADE AREAS.
TAMS30(y SCALE 3 =1-0 GRATING. GCH—1 1°%§" UD— WARNING SYSTEM. USE "ADA | | EE 3 4. STRUCTURAL AND MISCELLANEOUS STEEL:
@ \/‘ MEETING ALL ADA REQUIREMENTS ' WALKWAY INC". CAST IN PLACE & : A. MATERIAL PROPERTIES:
AND IBC HEEL REQUIREMENTS. ) TRUNCATED DOME WARNING SYSTEM - 1. SQUARE OR RECTANGULAR TUBES TO BE ASTM A 500,
EXISTNG SHEATHING TH EW 6" . OR EQUAL CONTACT NUMBER * WDE x 18” GRADE B, Fy = 46 KSI.
REMAIN UNDISTURBED NEW 6 WIDE x 18 1-866-838-5638 NEW 6 WIDE x 18 4 2. AL STEEL TO BE DETAILED, FABRICATED AND ERECTED
- DEEP CURB WTH (2) DEEP CURB WITH (2) IN ACCORDANCE WTH ALS.C. SPECIFICATIONS, LATEST
EXISTING ASPHAL - |
IMPREGNATED BUILDING ' - CONT #4 BARS 148  [2 | | CONT #4 BARS T4B ADOPTION.
. PAPER TO REMAN . 4 : = B.  WELDING:
UNDISTURBED \/<) _ .\ - - 4 - 5 1. FOR STRUCTURAL STEEL TO BE IN ACCORDANCE WITH
} : S AM.S. REQUIREMENTS FOR E70XX ELECTRODES.
EXISTNG BUILDIN LN 4 a_ [ - GALVANIZED 4"x4"%" CoNT— 5 C BOLTS ‘
ONDSTORBED ) —ets mar wswnon N ' - STEEL ANGLE 1. ALL BOLTS 7O BE 3/4° DIAMETER ASTM A 325-N UNLESS
i 4 NG GYPSUM BOARD WALLS .\\@ ' - J'X4" LAG BOLT WTH WASH P NOTED OTHERWISE.
AND CONTRUOUS NG 4 MIL VAPOR BARRER N : g 216 0s. EXISTING CURB T0 BE—" |0 5 ANGHOR BOLTS SHALL BE ASTW A 307 OR A 36,
C SEALANT 2 4 A'\\ . . : 2" DIA. STAINLESS STEEL: CUT DOWN FOR NEW . 2 ’ *
ESTING WOOD TR TING 2¢4 WOOD STUD WALL FRAMING A, 4 _ SPACER. DA RAMP % (2
T0 BE REMOVED AND J owoc ' e - 4 RED HEAD J'X%" WEDGE B 12 uax sore
REINSTALLED. 4. & %ﬂ' e 'Y N < 1 S ANCHORS © 24" O.C.
) 72(\ rerris GYP. BD. PRMED AND PANTED Vv = GAST IN PLACE CONGRETE VA
RAMP
NEW PREFINISH GENERAL NOTE
SALVANIZED METAL EXISTING WOOD TRIM AT PERMETER OF ALL y
° WINDOWS AND DOORS TO BE REMOVED.
= GENERAL CONTRACTOR SHALL INSTALL NEW > g RA
GALVANIZED PREFINISHED METAL FLASHING AS "m DETA""' "ﬂ'h ADA Al MP
SHOWN, GENERAL CONTRACTOR SHALL \AMS300/ SCAE 3 = 10 Ss300 SCAE 1jF = 16
REINSTALL WOCD PERIMETER TRIM FILL NAL = - 0 o o 0 0 -
gﬁg%GTgNB%OW HOLES AND REPAINT. 1'-0 - - L . )
REMOVED AND MB/HEAD Sy TRAILER
REINSTALLED FOR 1.666” DIA. POWDER
INSTALLATION OF SiLL COATED PAINTED
- FLASHING. . PIPE RAILING .
————— i 5" COMPACTED SLAB 11/2
=3 OVER 4" COMPACTED
= 3\ 1.666" DIA POWDER ~ YGRMEL BASE A
| COATED PANTED PIPE 2 - X = VERTIAL PIPE RALNG ————~—__ |
iR - P =
NEW PREFINISHE . 3 MAX SLOPE B —— \ HORIZONTAL PIPE RAILING
GALVANIZED METAL 5/8" TWPE'X 02\ 5" CONCRETE SLAB OVER —— )
TRIM. & 72(\ ———r/ CYP. BD. PRMED AND PAINTED . ST & COUPACTED GRAVEL r_’_—————-—____::-’—-—————-"“]/ S L
~ i g r~BOTTOM " =
EXISTING WOOD TRIM—| ﬂ"* : h / RAWP SLOPE Vsl W——"j Eﬂg
;g NBSI:} REMO}IED AND N /;%ﬁ—g;ﬁ.mgcm WOOD STUD WALL FRAMING = { ) INFILL W/ EXTERIOR GRADE v | E g%m
NEW BACKER ROD =~ ’,, - #=__I_—:*—'| AN "_3_1’ W NON-SHRINK GROUT, "POP-ROCK = é R
AND CONTINUOUS A—EXSTING GYPSUM BOARD WALLS o \ ANCHORING COMPOUND 5% 5
 SEALANT. [ . INISH GRADE T o
EXISTING BUILDING—- 3—EXISTING 4 MIL VAPOR BARREER L S B Z o
B SDNG TO REMAN =" Yfi | e} | e SNV 8" CONCRETE WALL EDGE OF g nZ =
UNDISTURBED 4—R-13 BATT INSULATION L W/ #4 BARS 18" 0.C. VERT. o T g4
" i - | | , : WHERE OCCURS P e b
exsme asma—t | == L e+ | w/ s BaRs 12° 0.C. HORZ L ZE§
IMPREGNATED BUILDING ) SO UGG " P M Eisi N RS > - T Eof
PAPER TO REMAIN ] , CONCRET FOOTING 4, 4 pEEE g
EXISTING SHEATHING TO SILL ol
REMAIN UNDISTURBED MIN.
£\ JAMB / HEAD & SILL DETAIL g\ ELEVATION CONCRETE ADA RAMP 2\ CONCRETE ADA RAMP g o\ VERTICAL SUPPORT
iw SCAE 3 =1-0" TMMS300/ SCAE  1/2" = 1"-0° T\AMS300/ SCAE 1/2° = 70" W SCAE 3 =1-0
1’_0' 301_03 38."'2- ’
EQ. £Q. £Q. £Q. £Q. EQ. EQ. £Q. FQ. EQ. FQ.
- ¥ b = 4 ¥
____ ] 1‘- _____________________ = < i ||_ ‘A_ o |
1.666" DIA. POWDER
COATED PAINTED
A PIPE RAILING 5
1.666° DIA. POWDER w
COATED PAINTED ¥ CHAMFER
PIPE RALING 5. CONCRETE SLAB OVER /1P OF RAWP SLOPE ] ] / I
BASE PACTED GRAVEL | I I I I / =
" —@z5n "\ | 4o
gc .;g.-..,f.-».. R /_ CONT.‘
1 ] ©
o~ - | o
§5 BARS EA. WAY @ 12" 0.C: |
W/ # BARS 18" 0.C. VERT. ]
r W/ #4 BARS 12° 0.C. HORZ
}
I &
- ‘e
™~ T TN T T o o e e ————————— o
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1

3

4

5

& WOOD STUDS @ 16” 0.C. —| |7

FROM FLOOR TO BOTTOM
OF EXISTING STRUCTURE

ENCLOSURE, SEE SPECIFICATION
AND INTERIOR ELEVATIONS

BOARD FULL HT. OF WALL

PRE MANUFACTURED SHOWER — |

%’ CEMENTIOUS TILE BACKER — |

6 MIL MEMBRANE — ||

/—EXISTING 2"x4" WOOD
T

STUDS @ 16" 0.C.

—— EXISTING R-13 BATT

INSULATION

e NEW 3" TYPE "X

GYPSUM BOARD
PRIMED & PAINTED,
SEE FINISH SCHEDULE.

L 6 MIL MEMBRANE
/]

—— EXISTING WALL PANEL

TO REMAIN

FIBERGLASS REINFORCED PLASTIC PANELS IN
NON-SHOWER LOCATION TO ONLY EXTEND TO TOP OF
WAINSCOT. GENERAL CONTRACTOR SHALL PROVIDE %"
TYPE "X" GYPSUM BOARD FROM TOP OF WAINSCOT TO

TOP OF WALL

— EXISTING 2"x4" WOOD
% STUDS @ 16" 0.C.

EXISTING R-13 BATT
INSULATION

SPECIFICATION AND

6 MIL MEMBRANE

BACKER BOARD

TO REMAIN

LOOAN

FIBERGLASS REINFORCED
PLASTIC PANELS, SEE

INTERIOR ELEVATIONS

L — % CEMENTIOUS TILE

EXISTING WALL PANEL

|

IS
Y
N/
I~

. % i~ N

2°x4” WOOD STUDS @ 16" O.C.
% TYPE "X" WATER

RESISTANT GYPSUM BOARD
PRIMED & PAINTED, SEE
FINISH SCHEDULE. EXTEND

TO BOTTOM OF DOUBLE

LAYER GYP. BD. CEILING.
L—— 5" TYPE "X” GYPSUM BOARD

PRIMED AND PAINTED

FIBERGLASS REINFORCED
A1 PLASTIC PANELS WAINSCOT
T0 5-0" AFF., OR AS

HIGH AS SHOWN ON

INTERIOR ELEVATIONS SEE

NOTE:

ROOM FINISH SCHEDULE DOOR AND FRAME SCHEDULE REFERENCE NOTES
< DOOR FRAME FIRE <> WALL MOUNTED GRAB BAR, SEE SPECIFICATION
o HARD.| OOR < 2> SOAP DISPENSER, SEE SPECIFICATION
SIZE DETAIL -
S WARE| & <3>> LAVATORY, SEE PLUMBING DRAWINGS
WALLS CEILING DOOR | @ | wxH [DEPTH| TYPE | MATL |FINISH|DEPTH| TYPE | MATL |FINISH | HEAD | JaMB | THRsH | SET |FRAME|NOTES <A CERAMIC FLOOR TE WTH &° CERAMIC FLOOR TILE
ROOM
oM oM NAME - oorl ease Noxmal Exst Tsoumawest | vee Tnmant | notes 100A EXISTI’NG”DO’OR”AND FRAME TO REMAIN. DOOR TO GEI NEW HARDWARE, SEE SPECIFICATION BASE, SEE SPECIFICATION
100 | OPEN OFFICE F1 B Wi Wi Wi w | cr=1 1 8—0 100B | S | 3-0"x7-0 17 B HM | PAINT| 6 01 HM PAINT |06/ADT500|06 /ADT500/05/ADT500| 01 | NONE [G.C. TO VERIFY ACTUAL SIZE @ SHOWER HEAD AND CONTROLS, SEE INTERIOR
e 100A | S| 3-0"x7-0" | 1% | A WD | STAN| 6" | 01 | HM | PAINT |06/ADT500/06/ADT500 —— | 02 | NONE ELEVATIONS & PLUMBING DRAWINGS
101 | OFFICE R B | W | W | W | W |CT-1)] 8-0 . FIBERGLASS REINFORCED PLASTIC PANELS TO 5'-0"
102 | oFFice g e L w | w | ow | w et g0 1024 | s | 3-0x7=0" | 1¥ | A | wb |STAN| 9" | 01 | HM | PANT |07/ADT500(07/ADT500 —— | 02 | NONE AP SEE SPECIFICATION
D w03 | orrice a e Tw  wi | w | w ot | oo 103 | S| 3-0"x7=0" |17 | A | wp [STAN| 9" | o1 | HM | PANT |07/ADT500/07/ADT500]——— | 02 | NONE <(7>> PAPER TOWEL DISPENSER, SEE SPECIFICATION.
104 0FF|CE F1 B1 W1 W1 W1 w1 CT—1 8,_0,, 104A S 3’—0")(7’—0" 1 i’" A WD STAIN 9” 01 HM PAINT 07/ADT500 07/ADT500 - 02 NONE SANITATION SEAT COVERING DISPENSER, SEE
05 | unisex 2 | 52 v vz e wipwe| ot | g0 105A | S| 3-0"x7=0" | 1% | A | WD |STAN| 6" | O1 | HM | PANT |06/ADT500(06/ADT50003/ADT500| 03 | NONE SPECIFICATION
— 106A [P | 2-8"x7-0" | 1# | A | WD |STAN| 6" | O1 | HM | PANT |06/ADT500/06/ADT500 —— | 04 | NONE TOILET PAPER DISPENSER, SEE SPECIFICATION
106 ] UTLITY F2 1 B2 W | W | w | W fcT-1) 80 MIRROR, SEE SPECIFICATION
107 | SHOWER w | — ] w3 | wi| wi| w3 |cr-2| 80
<> PAINTED GYPSUM BOARD WALL
<{Z> ROBE HOOK, SEE SPECIFICATION
<3>> GENERAL CONTRACTOR SHALL PROVIDE ADA PIPE
FLOOR FINISHES WALL FINISHES CEILING TYPES PROTECTION AT ALL EXPOSED PIPING
F—1 | CARPET, SEE SPECIFICATION W-1 | % GYPSUM BOARD TO BE PRIMED AND PAINTED, SEE SPECIFICATION | | CT—1 [ NEW %’ TYPE "X" GYPSUM BOARD TO BE PRIMED AND PAINTED ON <{4> PRIMED AND PAINTED HOLLOW METAL DOOR FRAVE,
- NEW R—38 BATT INSULATION, SEE SPECIFICATION SEE DOOR SCHEDULE AND SPECIFICATION
F-2 | CERAMIC TILE OVER %’ TILE BACKER BOARD. GENERAL CONTRACTOR W=2 | FIBERGLASS REINFORCED PLASTIC PANELS WAINSCOT OVER %’ ! @ SHOWER CURTAIN AND ROD, SEE SPECIFICATION.
SHALL PROVIDE SLOPED TOPPING COMPOUND AT NECESSARY WATER RESISTANT GYPSUM BOARD, GYPSUM BOARD TO BE PRIMED CT—2 | CERAMIC TILE OVER % TILE BACKER BOARD
| LOCATIONS, SEE SPECIFICATION AND PAINTED ABOVE WAINSCOT, SEE INTERIOR ELEVATIONS AND FOLDING CHANGING BENCH SEAT, SEE SPECIFICATION.
SPECIFICATION <{7>> ACCESSIBLE WATER CLOSET, SEE PLUMBING DRAWINGS.
W-3 | PRE MANUFACTURED FIBERGLASS SHOWER ENCLOSURE OVER %"
BASE TYPES CEMENTICOUS TILE BACKER.
B—1 | 4" STRIGHT EDGE RUBBER BASE, SEE SPECIFICATION
B—2 | COVED CERAMIC TILE, SEE SPECIFICATION
ACOUSTICAL BATTS ——
07_y 06 OLLOW ACOUSTICAL BATTS ——] \/VA
DT500AADT50 METAL DOOR y o wm \ " vop my
2 i PRyl o, e A 0. |
PRIMED AND — SLOPED TOPING COMPOUND AS REQ. . BRD. \ : - BRD. \ ‘ :
PAINTED I':PS/}AE':OX'SERP&SEA'}L CERAMIC TILE. SEE SPECIFICATIONS - ;
T | . 1/2” TILE BACKER BOAR CONTINUOUS ) CONTINUOUS o :
/ 06 Y 07 REQUIREMENTS. SEALANT (BOTH ~ SEALANT (BOTH -
C , g | — PANTED HOLLOW oot J | /— PANTED HoLLOW
/ DT500A\ADT50 SIDES) = S/ METAL FRAME ) o S/ METAL FRAME
| o | / @ | — 1 B —
= =l |/ = — e
£ £ o / 2°x8" WOOD STUD — == 2x4" WOOD STWD — = |
? ? N 3 | / | FRAMING AT 16" O.C. FRAMING AT 16” 0.C. |
& & A @ EXISTING FLOOR SHEATHING P P
6 b AN DOOR AS SCHEDULED—] y DOOR AS SCHEDULED—] y
\
TYPE "A" TYPE "B" TYPE O1
27w\ DOOR & FRAME TYPES 276 SHOWER TRANSITION o\ JAMB / HEAD DETAIL 276\ JAMB / HEAD DETAIL
[Te
E DT50Q/ SCALE 1/4 =1-0" 'i DT50Q/ SCALE 3 =1-0 2 DT50Q/ SCALE 3 =1-0 i DT500Q/ SCALE 3 =1-0"
B NOTE:

FIBERGLASS SHOWER ENCLOSURE TO HAVE CEMENTIOUS

TILE BACKER FULL HEIGHT

e

/— SOUND BATT

INSULATION

J—— 2"x4" WOOD STUDS

@16” 0.C.WALL

NEW %’ TYPE "X
GYPSUM BOARD

PRIMED & PAINTED,
SEE FINISH SCHEDULE.

4 F7 % TIPE X° WATER

~ RESISTANT GYPSUM BOARD
PRIMED & PAINTED, SEE
FINISH SCHEDULE.

|17 2"4" WoOD STUDS @ 167 0.

\BULLNOSE TILE (typ.)

FIBERGLASS REINFORCED
PLASTIC PANELS WAINSCOT
T0 5'-0" AF.F., OR AS
HIGH AS SHOWN ON
INTERIOR ELEVATIONS SEE
SPEC.

~——— SOUND BATT INSULATION

N

et

N

L

CERAMIC TILE AT SHELTER BATH 103 FULL HEIGHT OF

WALL AT SHOWER, SEE SPECIFICATION

<13>> SOLID CORE WOOD DOOR, SEE DOOR SCHEDULE
<20>> TOWEL BAR, SEE SPECIFICATION
<2> "ACCESSIBILITY PROFESSIONALS” 36”X36” PREMANUFACTURED

FIBERGLASS SHOWER ENCLOSURE WITH GRAB BAR AND FOLD
DOWN SHOWER SEAT OR APPROVED EQUAL BY OTHERS.
"ACCESSIBILTY PROFESSIONALS”

MODEL NUMBER: APLSS3838A5

PHONE NUMBER 1-877-947-7769

DOUBLE TIERED METAL LOCKERS. ONE TO BE ADA
ACCESSIBILITY GUIDE LINES WHERE MAXIMUM HEIGHT
OF LOCKER TO BE 48" A.F.F.. THE BOTTOM INSIDE
FINISH OF THE METAL LOCKER SHALL BE 15" AFF.
SEE DETAIL 05/ARP101

ADA BUILT IN ACCESSIBLE BENCH, SEE DETAIL
09,/AMS300

ENERAL NOTES

G

"MCNICHOLES OR EQUAL

GALVANIZES "CLOSE MESH" BAR

GRATING. GCM-1 1°x)§" UD-

MEETING ALL ADA REQUIREMENTS

AND IBC HEEL REQUIREMENTS.
N

REFER TO FINISH SCHEDULE FOR ADDITIONAL
FINISH NOTES

. CONTRACTOR TO FIELD VERIFY LOCATION AND PLACEMENT

OF ALL FIXTURES AND ACCESSORIES AND COORDINATE
WITH A.D.A. REQUIREMENTS

CONTRACTOR SHALL PROVIDE ADA PIPE PROTECTION AT
ALL EXPOSED PIPING

GENERAL CONTRACTOR TO FIELD VERIFY LOCATION AND
PLACEMENT OF ALL WALL MOUNTED ITEMS AND CASE
WORK PRIOR TO FRAMING ALL WALLS. GENERAL
CONTRACTOR SHALL PROVIDE ADEQUATE FRAMING,
BACKING AND BRACING FOR PROPER INSTALLATION OF
ALL REQUIRED A.D.A. ITEMS AND \%«SEWORK.

/—— DOOR AS SCHEDULED
——— DOOR SWEEP

d
—— ALUMINUM THRESHOLD

S~

-

SEALANT BOTH SIDES
5 AS REQUIRED

<

GALVANIZED 4°X4"X%" CONTJ

STEEL ANGLE

J'X4" LAG BOLT WITH WASHER

\
SHOLD

= ANCHOR
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@ 16" 0.C.
2" DIA. STAINLESS STEEL: fl
SPACER. ”
Ay
& THRESHOLD
SCALE

Yo

F\DT50

—— SOUND BATT INSULATION

L—— 2"x4" WOOD STUDS @16"
0.C.WALL

NEW 3% TYPE "X
GYPSUM BOARD
PRIMED & PAINTED,
SEE FINISH SCHEDULE.

3 =1-0"

__1—— SOUND BATT INSULATION (2)
TWO LAYERS

L—— 2"x4" WOOD STUDS @16"
0.C.WALL

NEW %" TYPE "X"
GYPSUM BOARD
PRIMED & PAINTED,
(typ) SEE FINISH
SCHEDULE.
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SOUND BATT INSULATION === ; | - BasE A scHEDULED SIT,EC' BASE AS SCHEDULED \ FROM FLOOR TO TOP OF BASE AS SCHEDULED BASE AS SCHEDULED
%' TYPE "X" GYPSUM BOARD —— 1} / ASE AS SCHEDULED |} g — L[ % CeMenTious TLE /N\/ WooD STUDS
g o e o
WALL TYPE 08 WALL TYPE 07/ WALL TYPE 06 WALL TYPE 05 WALL TYPE 04 WALL TYPE 03 %)SSRC(;(T) e or e WALL TYPE 02 WALL TYPE O1
2750\ WALL TYPES
EW SCAE 3" =1-0"
TOILET TISSUE DISPENSER NOTE 1: 48" MAX. HT. FOR ACCESSORY CONTROLS
< SANITARY NAPKIN DISPOSAL \ Qﬁ“ E,fff(o HBTY ;‘OFEOS'T,VD’QRQE fgﬁCH (PREFERRED) OR
<> : N~ — C T~ e e
CERAMIC TILE. SEE SPECIICATIONS +—— / \J s <> -1 <> <> MIRROR I \ \ -6 Ao N
EEE <‘> N 3'*4"\ 30" TOWEL DISPENSER
SLOPED MORTAR BED. BULLNOSE TILE. SEE SPECIFICATION / <5>_ N / '\ ) . g bt ot DRYER
1/2" TILE BACKER BOARD . > J/ 3> 7 T019 AP |DISPENSHR = = - . g 1'-6" MIN)
/ 2 Lo M X — > S - | 2] B9l Lde U~ |
I i 0 q < : > N p e——> . R T p ———=—>¢ _ — oy 5
A«Mi A eI % = <> N Cﬂ_ = L2242 .|z = s % - o w2
A 2 e <> <> h <>+ \_a’: 2l Tl =5 : 2l BT 2|3
‘ \CI o seme A — : N <3> e e e Sk T2
EXISTING FLOOR SHEATHING \ \ - > L 3 — " M‘;X = s R e =
07 ) Z O g JF ’ K
‘r SOUTH EAST NORTH WEST DRINKING FOUNTAIN LAVATORY TOILETS ACCESSORIES SHOWER
273\ THRESHOLD 270\ BATH 103 7\ STANDARD MOUNTING HEIGHTS
S DT500Q/ SCALE 3 =1-0 \ADT50Q/ SCALE /4" = 1-0 DT500Q) SCALE 1/4 = 1'-0
Y ] ! 2 3 4 5

A-DT500




CONSTRUCTION NOTES

CODES.

2.) CONTRACTOR SHALL YERIFY ALL DIMENSIONS AND CONDITIONS SHOUWN ON
PLANS. ENGINEER SHALL BE NOTIFIED OF ANY DISCREPANCIES.

3.) STRUCTURAL STEEL SHALL CONFORM TO ASTM A-36.

©6.) ALL BOLTS SHALL CONFORM TO ASTM A-327, UNLESS NOTED OTHERWISE
1) ALL REINFORCING STEEL SHALL BE AST™ A-215, GRADE 62.
8.) ALL REINFORCING STEEL TO OYERLAP A MINIMUM OF 24" AT SPLICES.

1) ALL WORK SHALL CONFORM TO THE 2006-I1BC, ACI 218, AND LOCAL BUILDING

4.) WELDING SHALL BE BY 'ELECTRIC ARC PROCESS' PER AWS DII ALL WELDS TO BE
PERFORMED WITH E-T1@XX ELECTRODES.

5. ALL HOLES TO BE PUNCHED OR DRILLED. HOLES TO BE l/l6" OVER BOLT SIZE.

24"

3.) PROVYIDE CORNER BARS TO MATCH CONTINUOUS STEEL. 24"

12 MINIMUM ALLOWABLE CONCRETE COMPRESSIVE STRENGTH SHALL BE 3000 P9I

AT 28 DAYS. MAXIMUM AGGREGATE SIZE 1S 3/4". MAXIMUM AIR ENTRAINMENT

RESISTANT.

1S 3%. CEMENT SHOULD BE TYPE | OR TYPE Il

12.) SOIL BEARING CAPACITY ASSUMED TO BE 1522 PSF.
IF SOIL CONDITIONS YARY FROM THIS, THE PROJECT ENGINEER MUST BE NOTIFIED.
SOIL MUST BE STABILIZED BEFORE EXCAVATION.

14.) DESIGN SNOW LOAD 32 PSF, WIND SPEED = 1@ MPH, EXP 'C'

15.) ALL STAIRS ¢ LANDINGS TO HAVE NON-EKID SURFACE.
16.) PLACE ALL TRANSYERSE BEAMS ¢ BEARING WALLS BEFORE BACKFILLING.

17.) FOUNDATION WALL YENT OPENINGS MAY NOT BE LOCATED
UNDER BEAM SUPPORT POINTS.

18.) CONTRACTOR 1S RESPONSIBLE FOR TRANSFER OF ALL
COLUMN LOADS TO THE FOUNDATION.

12.) MASONRY UNITS SHALL BE GRADE N-Il UNITS, 2002 PSI, CONFORMING
TO THE LATEST ASTM DESIGNATION C-22. (DESIGN F'M = 2002 PS1).

1) ALL LUMBER IN CONTACT WITH CONCRETE, OR WITHIN &" OF SOIL TO BE PRESSURE TREATED
WITH PRESERVATIVE.

12.) FASTENERS USED IN CONSTRUCTION OF FOUNDATION SYSTEM TO BE CORROSION

22.) MORTAR MIX SHALL CONFORM TO THE REQUIREMENTS OF |.B.C. TABLE 2123.8,
TYPE S, ¢ PROJECT SPECIFICATIONS. MORTAR SHALL ATTAIN A COMPRESSIVE
STRENGTH OF 2002 PSI AT 28 DAYS.

21.) GROUT SHALL CONFORM TO THE REQUIREMENTS OF SECTION

2123 OF |B.C. FOR COARSE GROUT. USE SUFFICIENT WATER FOR
GROUT TO FLOW INTO ALL JOINTS OF THE MASONRY WITHOUT

SEGRETION. GROUT SHALL ATTAIN A COMPRESSIVE STRENGTH OF

INSTALL OR
VERIFY 8d @
6" OC, TYP.

INSTALL OR VERIFY
CONTINUOUS SHEATHING

—_—

—
—

=

EXISTING ROOF
TRUSS

2000 PS| AT 28 DATYS.
22) LEVEL 1 SPECIAL INSPECTION IS REQUIRED FOR ALL CMU WALLS PER |B.C. SECTION 1124.

—

EXISTING ROOF
SHEATHING

<

_—]

INSTALL LAG BOLT
CONNECTION PER MFR

SPECIFICATION

EXISTING BEARING
OR SHEAR WALL
WHERE OCCURS

(A \TYPICAL ROOF BEARING AT MARRIAGE LINE

NG

N.T.S.

CMU PILASTER PER
PLAN, SOLID GROUTED.
ALTERNATE BLOCK

INDICATES l6" SQ. CMU PILASTER ON 24" 6Q. FTG PER DETAIL I/-

5

* 3 CLOSED DIRECTION EA. COURSE
TIES © 8" OC.
24'-0"
2'-" 2'-"
Il_ell 8!_6“ y Il_ell Il_ell 8!_6“ Il_ell
PLAN VIEW
r————r—-—-""-""-""""—"—" - = - T =
| A | :If/ | _Q.
IMIrT T ] CT T T T - T T T T T T T =
— — | [l | L I
|| I I
1T 1A 11
— | | 1 [ | | | .
P 34“)('0“)('0“ w/ (4) 6" CMU STEM wALL—\I\ I I I -Q.
" ¢ A307 AB. @ | | V]| ®
" OC. CTRD, w/ 1" 7 I . | 1
. =2 MIN. EMBED 171 LU
3| e CMU PILASTER AS 1 A 17 |
z sHouN A 1 | | . - T | i
X| *4DOUELS A BOVE | 4|l N (P4 |
w/ 5n HOOK_/ : e = I ] i i I
IN EA CELL i CONC. FTC‘!, w/ I I I | i 1 I I
/ (3) % 4 EA WAY h . 17k
e I 1Y | | MARRIAGE LINE | {1 | <
== S 121 L 1A &
T Ll 171 1A ®
< =TT T AN RAIL , TYP. OF (4)
y g T L pr i "
3 —I|-~= I %\IP\I | I 1 ! 74 I
“ | Ut | i |
A B i
. 17| (T M7
2'-0" 5Q. | g | {11
| A | | 11|
/1 IR | 1Y
- I | | ]| Q
\_/ NTS FOUNDATION VENTS | 1l | Zk )
PER ARCH'LN | | . v I
I | 14|
| 1A | I I
| | 1 I 1 [ |
MODULAR HOME | Al Nzm
FLOOR FRAMING— 1 AL I |
1N | | 1 I 1 [ | .
|| I I )
|1 | V] 0
| ] - L1 | ]
| VAl I I A2
A IZK S
A | —t [ |
5 171 171 5
151 171 :
| | 1 I 1 [ |
- | AT hiA |
® o I I Jy 45!
—T=1E0= 3 1/t T —H|
:m:m:mzé 4 r L | s |
=== p (N1 17k
=== NG 7 o 1Yl
S| eausEMUAL T [=R g L ! °
= GROUTED 80LID T 7 : : [ : : ®
BELOW GRADE ¢ AT - T AT T T =TTt : : . .
ALL RENF. ==l AR dali==li==ll= 14 | 1|
I_ﬁmﬁ —m—_| 1= 1 | 1] |
(2) % 4 CONT. TYP. N | A ¢ ! ' 7
FOOTING AND STEM | VIl R I 21
o LAP = 2'-0" I AU 4%1
A | )
Y Hi
* 4 DOWELS AT 32" OC. 1 1 ZE 9
w/ 8" STD HOOK I 74 I I I ©
4" 1] I_I I
| | I 1 | |
15F hit |
72N\ 1A A
, A\ 171K R RIZI
\:/ N.T.S. | K11 — tig
| U — | V]
| | 1 I 1 [ |
AWIII: 1| 171 5
| — V]I ]
EXISTING BEARING 171k 1 v LA ®
I OR SHEAR WALL Y= . 17k
INSTALL OR WHERE OCCURS 1 1Y
VERFY £d ¢ I Ui | —nH] |
6" OC, TYP. EXISTING FLOOR Mer 1o ] e d 1l i
I SHEATHING | | D
________________________________ |
= T = = T =
i * yd
\— EXISTING MAN RAL, A\
|| FLOOR P.
INSTALL OR VERIFY FRAMING
2x BLOCKING @
MAN RAIL, TYP, INSTALL OR VERIFY NGT AG BOLT
LATERAL CONNECTION CONﬁLELC'II'-ION ,Egé MER S
SR —OUNDATION PLAN
24" OC. MIN)
174" = I'-QO"
3 \TYPICAL FLOOR BEARING AT MARRIAGE LINE
\:/ N.T.S.
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2

SPECIAL INSPECTION AND TESTING (IBC 1704)

Indicate required Special inspections for project by checking the appropriate boxes:

FABRICATORS (IBC1704.2)

3

1 Approved Fabricator Fabricators Name:

[] Unapproved Fabricator | Fabricators Name:’

In-plant inspections
[] Steel Construction

STEEL (IBC1704.3)
Item

[] Welding [] Details

Reference/Comments

Site prepared mortar [] Continuous | [_] Periodic
Construction of mortar joints [ 1 Continuous | [] Periodic
Location of reinforcement, [] Continuous | [ ] Periodic
connectors, pre-stressing tendons

and anchorages :
Pre-stressing technique [] Continuous | [] Periodic
Grade and size of pre-stressing [] Continuous | [] Periodic

tendons and anchorages

Inspection program verify:

L \A

Size and location of structural
elements

] Continuou:

X Period?'c

High Strength Bolting(1704.3.3)

L] Continuous | [] Periodic |

WELDING (1704.3.1)

Details (1704.3.2)

Complete & partial penetration [ ] Continuous | [] Periodic
groove welds
Multipass fillet welds [ ] Continnous | [] Periodic

Type, size and location of ] Continuo K Peri%dic
anchors .

Size, grade and type of ] Continuoﬁ X Pex}%dic
reinforcement

Welding of reinforcement ] Continuous J-Periodic
Cold and hot weather protection | [ ] Continuous | [ | Periodic
Application and measurement of [] Continuous | [ | Periodic
pre-stressing force T~

Single-pass fillet welds > 5/16”

] Continuous/

] ?agiodic

Single-pass fillet welds < 5/16”

] ContinuO\((s

B[ Pe§odic

Floor & roof deck welds ] Continuou\\‘;]_)’/'ériodic
REINFORCEMENT STEEL L] Continuous | /\
Verification of weldability ] Continuous | [_] Periodic
Shear wall and shear ] Continuous | [_] Periodic
reinforcement

Other reinforcement ] Continuous | [_] Periodic
Steel frame joint details [] Continuous | [] Periodic

CONCRETE CONSTRUCTION (IBC1704.4)

Ttem Reference/Comments
Materials (1704.4.1) [[] Continuous | [ | Periodic
Steel placement [] Continuous | [_] Periodic
Steel welding | Continuouy ] \P'S{iodic
Bolts prior & during placement ] Continuo‘fs X Pe9iodic
Use of required design mix ] Continuoﬁ\_;l_]?ériodic
Concrete sampling for strength | ] Continuous | [_] Periodic
test, slump, air content, and
temperature of concrete
Concrete & shotcrete placement | [ | Continuous | [] Periodic
Curing temperature and ] Continuous | [_] Periodic
techniques :
Pre-stressed concrete ] Continuous | [ ] Periodic
Pre-cast concrete ] Continuous | [] Periodic
Posttentsioned concrete ] Continuous | [ | Periodic
Form work ] Continuous | [] Periodic
MASONRY CONSTRUCTION (IBC1704.5)
Item Reference/Comments

As masonry construction begins:

Page 1 of 4

Prior to grouting verify / p)

Clean grout space [] Continuo X Periogc

Placement of reinforcement ] Continuogls X Perio)iic

Grout mix ] Continuogs X Peijdic

Mortar joints [] Continuous\-{_] Periodic

Grout placement [] Continuous | [ ]| Periodic

Grout and mortar specimens and | [ | Continuous | [ | Periodic

prisms

Construction and submittal ] Continuous | [] Periodic

compliance verification

Empirical masonry — Cat. I-IIT [] Continuous | [] Periodic

(1708.1.1)

Empirical masonry — Cat. IV ] Continuous | [] Periodic

(1708.1.1)

Engineered masonry — Cat. I-III | [ ] Continuous | [ ] Periodic

1708.1.1

Engineered masonry — Cat. IV ] Continuous | [_| Periodic

(1708.1.1)

Engineering & pre-stressing steel | [ | Continuous | [_] Periodic

(1708.3)

Structural steel (1708.4) L] Continuous | [_] Periodic

Qualification of mechanical & [] Continuous | [ | Periodic

electrical equipment (1708.5)

Seismically isolated structures ] Continuous | [[] Periodic

(1708.6)

Testing for seismic resistanceis | [_] Continuous | [ ] Periodic
WOOD CONSTRUCTION (IBC1704.6)

Ttem Reference/Comments

Prefabricated elements & [ 1 Continuous []

assembly Periodic
SOILS CONSTRUCTION (IBC1704.7)

Item Reference/Comments

Site preparation [] Continuous [] Periodic

Page2of 4
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Structural fill material ] Continuous [_] Periodic
Structural fill lift thickness [] Continuous [ ] Periodic
Structural fill soil densities [] Continuous [] Periodic
Backfill soils materials [] Continuous [ | Periodic
Backfill soil densities ] Continuous [ | Periodic
Fill material under side walks ] Continuous [_] Periodic
and parking

Fill soil densities under side ] Continuous [_] Periodic
walks and parking

PILE FOUNDATIONS (IBC1704.8)

Item Reference/Comments
Observe driving operation and [] Continuous [ ] Periodic

reporting

Verify placement & installation ~ [_] Continuous [ | Periodic

data

PIER FOUNDATIONS (IBC1704.9)

Item Reference/Comments
Observe drilling operation and [] Continuous [ ] Periodic

reporting

Verify placement & installation [ | Continuous [ | Periodic

data

SPRAYED FIRE-RESISTANT MATERIALS (IBC1704.10)

Item Reference/Comments
Structural member surface ] Continuous [_] Periodic

conditions

Material application ] Continuous [] Periodic

Material thickness [] Continuous [ | Periodic

Material density [] Continuous [ ] Periodic

Bonding strength ] Continuous [] Periodic

MASTIC AND INTUMESCENT FIRE-RESISTANT COATINGS (IBC1704.11)

Item " Reference/Comments
Material and instillation [] Continuous [_] Periodic

EXTERIOR INSTULATION AND FINISH SYSTEMS (EIFS) (IBC1704.12)

Item Reference/Comments
Material and instillation [] Continuous [ ] Periodic

ALTERNITIVE CONSTRUCTION METHODS OR MATERIALS (IBC1704.13)

Item Reference/Comments
Material and instillation - ] Continuous [ ] Periodic ’

EPOXY (IBC1704.13)

Jtem Reference/Comments
Material and instillation [] Continuous [_] Periodic

SMOKE CONTROL (IBC1704.14)

Ttem Reference/Comments
Material [] Continuous [_]| Periodic

Page 3 of 4

Instillation [] Continuous [ | Periodic

Special inspection for seismic resistance (IBC1707)

Ttem ‘ Reference/Comments
Structural Steel (1707.2) [ Continuous [ ] Periodic
Structural Wood (1707.3) ] Continuous [ ] Periodic
Cold—formed steel framing [] Continuous [ _] Periodic
(1707.4)

Pier foundations (1707.5) ] Continuous [ ] Periodic
Storage racks & access floors ] Continuous [ | Periodic
(1707.6)

Architectural components [] Continuous [ | Periodic
(1707.7)

Mechanical & electrical items ] Continuous [_| Periodic
(1707.8)

Designated systems verification || Continuous [] Periodic
(1707.9)

Seismic isolation systems [[] Continuous [_] Periodic
(1707.10)

Inspection of seismic resistance are not required per IBC 1705.3 []

OTHER
Ttem Reference/Comments
[] Continuous [_] Periodic

[l Continuous [ ] Periodic

Special Inspectors Shall:

¢ Be approved by the Building Official prior to performing any duties;

e Provide proof of licensure as a special inspector by the State of Utah for each type of inspection;

o Inspection reports are to meet the requirements of IBC 1704.1.2 and DFCM standards;

e Inspection reports are to be submitted to the code consultant, architect, DFCM project manager, and the State of Utah
Building Official within 48 hrs. of inspections;

e A final inspection report shall be submitted following completion of the project documenting the types of
special inspections performed and a statement indicating that the structure is in compliance with the
drawings, specifications and applicable codes. IBC 1704.1.2
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1
SYMBOL LEGEND
m— SDEWALL GRILLE
—IX— | SUPPLY ARDIFFUSER
NJ— | RETURN OR EXHAUST GRILLE
Nz ACOUSTICALLY LINED DUCTWORK (NSIDE CLEAR DIMENSION)
> <« RECTANGULAR SUPPLY AR DUCT CROSS SECTION
S ROUND SUPPLY AR DUCT CROSS SECTION
———RD. HAND DAMPER WITH REMOTE OPERATOR, SEE DETAIL 4/M501
A7 <| RSEORDROPINDUCT
@ THERMOSTAT
—— | SUPPLYARDRECTION
—~—— | RETURN AR DIRECTION
AFF. ABOVE FINISHED FLOOR
HET HIGH EFFICIENCY TAKEOFF
AL ACOUSTICAL LNING
OA OUTSIDE AR
SA SUPPLY AR
RA. RETURN AR
NK. NECK
1

ROUND RUNOUT, SEE
PLANS FOR SIZING.

— RUSKIN OR EQUAL
BALANCE DAMPER

FSHEEI'MEI'AL DUCTWORK

REMOTE DAMPER
MOTOR BY UNITED

ENERTECH OR EQUAL

|— HIGH EFACIENGY

TAKEOFF

ACOUSTICAL LINNG
(WHERE REQUIRED)

+—— PLENUM RATED RJ-11 CABLE. BUNDLE CABLE

UTILIZING NYLON ZIP TIES AND SUPPORT IN
ATTIC SPACE UTILIZING CONDUIT CLAMPS AT
ROOF TRUSSES. WRAP CABLE BUNDLE WITH
ELECTRICAL TAPE TO PREVENT CHAFFING OF
CABLE AT CLAMP LOCATION.

—~—— DAMPER LAYOUT SHEET. PROVIDE REDUCED
SET OF DRAWINGS LAMINATED WITH DAMPER

NUMBER INDICATED ON DRAWINGS AND MARKED
ON COVER PLATE. SECURE DRAWING TO DOUBLE
BOXWITH JACK CHAN.

—— DOUBLE GANG BOX MOUNTED
IN MECHANICAL ROOM.

_ | — COVER PLATE WITH RJ11 PLUGS
(QUANTITY AS REQURED)

ooooo
ooooo

— DAMPER ACTUATOR

State of Utah
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Construction & Management
4110 State Office Building
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™\ REMOTE DAMPER CONTROLLER DETAIL

M-3H-000 SCALE: NONE

1/2 DIFFUSER
NECK SIZE

— SHEET METAL DUCT, SIZE AS
INDICATED ON DRAWINGS

SECURE BELLMOUTH
TO BOTTOM OF
DUCT WITH MIN.

OF 6 SHEETMETAL
SCREWS, SEAL AR
TIGHT

STANDARD SHORT

RADIUS BELLMOUTH  ———

CELNG ——

l—ACOUSTICAL DUCT LINNG

|

<=l ARFLOW

A RECT. RUNOUT/DIFFUSER DETAIL

i 1 1 1 7
/ \\CHUNG DIFFUSER, SEE PLANS

FOR LOGATIONS, AND SCHEDULE
FOR SIZNG

M-SH-000  SCALE: NONE

TOTAL STATIC FLECTRICAL REQUIREMENTS
SYMBOL M"‘g"F",\LAJM PRESSURE a%%’g'ﬁ SERVICE REMARKS
Nwe | vors | P | Hz | waTs
CEF-1 100 0.375" 120 | 1 | 60 | 130 L100MG RESTROOM
(1) CAPACITIES AT JOB SITE ELEVATION. SEE SPECFICATION SECTION 15870 FOR ADDITIONAL REQUIREMENTS,
NECK FACE KRUEGER
SYMBOL CAM o o OO REMARKS
X ASNOTED | ASNOTED | ASNOTED H
R ASNOTED | ASNOTED | ASNOTED SesH
61 ASNOTED | ASNOTED | ASNOTED SesH
SEE SPECIFICATION SECTION 15940 FOR ADDITIONAL REQUIREMENTS.
~ HANGER STRAPS TO .
STRUCTURE ABOVE—~ ~ ~
1"THICK, 1-1/2 LB. DENSITY { (
ACOUSTICAL LINING.
\—15° k3o°
HEXHEAD SHELT METAL SCREWS. DUAL SIDED REDUCER SINGLE SIDED REDUCER
14+
HANGER STRAP GAUGE, WIDTH AND SPACING FOR o
RECTANGULAR DUCTS PER SMACNA HVAC DUCT w<_ = MN2 Blw <
CONSTRUCTION STANDARDS. }rHYI;%?&TL) W
2 AN
AN\ RECT. DUCT HANGER DETAIL “ L W \%Rw%% VNESFRST
M-3H-000 SCALE: NONE $ RETURN DUCTWORK.
W
WAL CAPBYFAN
o - N COMPOSITE ELBOW
EXTEROR WALL HANGING STRAP -
TV EE MITERED RECTANGULAR ELBOWS
£ PERA006 BT WITH FULL TURNING VANES NOT
/ FELON ALLOWED.
, SDE
! DISCHARGE SUPPORT FROM
] CELNG 1 gg!é%%TLUERE WHERE
e BAIST /™ RECTANGULAR DUCT FITTINGS
7] , M-SH-000 SCALE: NONE
EIXI-IAUST GR;UE | TOP AND BOTTOM SECTION
OF LINER SHALL OVERLAP
g%%JEE%RVKmEBAN t NOTE: 'IS'I-IE SIDES éA(l)\lD CORNERS
P HALL BE COATED WITH
BY FANMODEL —— REFER TO FLANS FORLOGATION, DUCT LINER ADHESIVE (VIRACLE PF96).
EXHALST DUCTWORK SEE EQUIPMENT SCHEDULE FOR
—— EXUSTOUCHORK SIZE AND SPECIFICATIONS.
PLANS FOR CONTINUATION,
L BHAUSTDUCT, SEE N
PLANS FOR SZE
~WELDPN
~—DUCTLINERTO BE (TYPICAL)
ADHERED TO DUCT
™\ CEILING EXHAUST FAN DETAIL USNGMRIGLE
M-HHO00 - SGALE: NONE ENTIRE AREA
/e AL ENDS OF LINER TO BE COATED
WITH ADHESIVE SMILAR TO MIRACLE
NOT MORE THAN 2"
PF96 AND FIRMLY BUTTED TOGETHER.
FROM EDGE OF LINER. HET TAP INS SIMILAR, CHAMFER LINING
AT 45°ALL AROUND TAP AND COAT
WITH ADHESIVE.
LINNG FASTENERS:

DURA DYNE MODEL GP WELD TYPE FASTENERS
OR EQUIVALENT. ADHESIVE TYPE STICK CLIPS
OR GRIP NALLS NOT ALLOWED.

(2 ACOUSTICAL LINER DETAIL

M-8H-000 SCALE: NONE
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- || | | | AL
N e A B AR O o O
\ T T ] — / \
i O i 4
|\(E) WALL HUNG |\(E) WALL HUNG
HEATING / COOLNG HEATING / COOLING
UNT UNIT

MECHANICAL REMODEL PLAN

SCALE: 1/4' = 10"

5
DRAWING NOTES

3 | 4
OF 7 7@
gamy | -
DIFFUSER
- (M
E i
(E) SUPPLY —— (B} SUPPLY
Y DUCTWORK —=4 DUCTWORK

= i

DEMOLITION NOTES:

@ REMOVE PORTIONS OF EXISTING DUCTWORK PREPARATORY TO
TO NEW WORK. REMOVAL SHALL INCLUDE DUCTWORK, HANGERS
AND ANY AND ALL ASSOCIATED ACCESSORES.

(2) REMOVE EXSTING SUPPLY DIFFUSERS PREPARATORY TO NEW WORK.
@ REMOVE EXISTING THERMOSTAT PREPARATORY TO NEW WORK.

@ REMOVE EXISTING LAVATORY COMPLETE PREPARATORY TO NEW
WORK. REMOVAL SHALL INCLUDE FIXTURES, SUPPLY AND STOPS,
AND ALL ASSOCIATED WASTE AND SUPPLY PIPING TO BELOW
EXISTING FLOOR LINE.

@ REMOVE EXISTING WATER CLOSET GOMPLETE PREPARATORY TO
NEW WORK. REMOVAL SHALL INCLUDE FXTURES, SUPPLY AND
STOPS, AND ALL ASSOCIATED WASTE AND SUPPLY PIPING TO
BELOW EXISTING FLOOR LINE.

@ REMOVE EXISTING RETURN GRILLE PREPARATORY TO NEW WORK.

@ REMOVE EXSTING EXHAUST FAN COMPLETE. REMOVAL SHALL
INCLUDE FAN, DUCTWORK AND APPLICABLE ACCESSORIES.

REMODEL NOTES:

115 CFM, 8'9 NK. SA. DIFFUSER.
an 200 CFM, 8'@ NK. S.A. DIFFUSER.
{2 175 CFM, 8@ NK. SA. DIFFUSER
@3 165 CFM, 8@ NK. SA. DIFFUSER

185 CFM, 8% NK. SA. DIFFUSER
® 145 CFM, 8'@ NK. SA. DIFFUSER,

18"%8" NK. TA. GRILLE,

@ 18%6" NK. TA. GRILLE,

BROAN MODEL 641 WALL CAP, OR EQUAL. ANISH WALL CAP TO
MATCH BULDING EXTERIOR WITH TWO COATS PRMER AND TWO
COATS PAINT. PANT BY G.C.

24'x16" NK, RETURN AR GRILLE ON BOTTOM OF DUCT.

i?%\élppl% I,:L\llélD INSTALL NEW THERMOSTAT. MOUNT THERMOSTAT

@ CONTROL WIRNG FROM THERMOSTAT TO TERMINAL STRP IN
EXISTING MECHANICAL EQUIPMENT, SEE CONTROL DRAWINGS SHEET
M-SC-300 FOR ADDITIONAL INFORMATION.

@ TRANSITION 24'x8"+1" A.L. SUPPLY DUCTWORK TO EXISTING WALL
HUNG AC UNIT QUTLET COLLAR SIZE AND CONNECT WITH FLEXIBLE
CONNECTION AS INDICATED.

@ TRANSITION 28'x8"+1* A.L. RETURN DUCTWORK INTO WALL CHASE
AND EXTEND TO WALL HUNG AC UNIT INLET COLLAR. CONNECT
DUCTWORK TO AC UNIT WITH FLEXIBLE CONNECTION AS INDICATED.

REMOTE DAMPER CONTROL BOX MOUNTED IN CLOSET, SEE
DETALL 5/M-SH-000.

@ INSULATED AL29-4C VENT PIPING BY UBBINK OR EQUAL. PROVIDE
COMPLETE VENTING PACKAGE INCLUDING PIPING, OFFSETS,
TERMINATION KITS, ROOF JACKS, AND THIMBLES, PROVIDE
COMPLETE INSTALLATION AND SEAL WATER TIGHT.,
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GENERAL DEMO. NOTES

1. REMOVE ALL PORTIONS OF EXISTING HVAC AND PLUMBING INSTALLATIONS
RENDERED OBSOLETE BY THIS WORK. REMOVAL SHALL INCLUDE ALL
COMPONENTS, DUCTWORK, INSULATION, PIPING AND ACCESSORIES.

@ 71010
(B SUPPLY
DIFUSER (E)SUPPLY
rumsm
@%7 778, ®
O— —®
(B SUPPLY
DIFUSER (B SUPPLY
_\ rumsm
/, 5 A
o} o ,éﬁ@
= (B SuPPLY . (B SUPPLY
DUCTWORK ——= DUGTWORK
(B SUPPLY
. DFUSR
@%ﬁi// 7@
L BSUPPLY
DIFFUSER
/ a
0 o o
@ (B) EXHAUST FAN — () RETURN
G
| ® ﬁggum:NOSTAT ® /,/—(E)H-IE%MOSTAT ®
(B WATER CLOSET—— ﬂﬁ% 7 T G 1w
B LAVATORY/
EWALLHUNG L BWALHUNG
HEATING / COOLING HEATING / COOLING
UNITTO REVAN —— UNTTO REMAN

MECHANICAL DEMOLITION PLANS

SCALE: 1/4" = 10"

MECHANICAL EQUIPMENT AND DUGTWORK SHOWN OFFSET ON DEMOLITION PLAN TO PROVIDE CLARITY
FOR TEMS REQUIRNG DEMOLITION BELOW. FIELD VERIFY EXACT PLACEMENT OF EXISTING ITEMS AND
REMOVE COMPLETELY.
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24l I #2 IIX II+1 n A,L, 24IIX L}

= [—= — =1 H
! L 1 T | - !
i \\ ié:jijx EH y/ /, ) \\ k\L Hi ?ﬁj:?; \\ i
i L___ >~ | 7 R\ | L= ] i
A ~ I
L | AEXBLECONNECTON- | |
\(E)WALLHLNG
HEATING / COOLING
UNIT (BEYOND)
MECHANICAL SECTION A
SCALE: 1/4" = 10"
CONTROL EQUIPMENT
SYMBOL DESCRPTION HONEYWELL MODEL NO.
T-1 THERMOSTAT T735081002
081 OUTSIDE AR TEMP. SENSOR C7170A1015
DS-1 DISCHARGE ARR TEMP. SENSOR C7041B2013
X BF;:)E ) EXISTING WALL MOUNTED HEATING
RH / COOLING UNIT TERMINAL STRIP
oo VPR B m
| RED |
Y1 YELLOW | R | LOWVOLTAGE |
g | WHE T, N
Wi YHTE ] vewow |
G GREEN ) i | h Y |
A) | GREEN G |
A TAN LB o :
Y2 | NOTUSED) L -
W2 | (NOT USED)
0s OUTSDE AR
0S SENSOR
AS DISCHARGE AR
AS SENSOR
T-1
DIAGRAM NOTES

WITH HIGH DENSITY POLYETHYLENE INSULATION. ENCLOSE INSULATED

CONDUCTORS IN BROWN PVC JACKET.

@ HELD VERIFY LOGATION OF EXISTING THERMOSTAT CONDUIT AND CABLE,

CONNECT NEW CONDUIT AND GABLE TO EXISTING UTILIZNG A JUNCTION BOX
AND WIRE NUTS AND EXTEND TO NEW THERMOSTAT. PROVIDE ADDITIONAL

PARALLEL CONDUCTORS FROM CONNECTION POINT TO EXSTING WALL MOUNTED

AG UNIT AS REQUIRED TO PROVIDE SPECIFIED CONTROL FUNCTION.

@ THERMOSTAT CABLE- 8 CONDUCTOR- 18 AWG SOLID COPPER WIRE INSULATED

EXISTING WALL MOUNTED HEATING
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State of Utah
3' W PPING TO MAN, : NEW 4 OZ. METER L ,
PLUMBING SYMBOL LEGEND \ ABBREVIATIONS S G B oSG DRAWING NOTES Department of Administrative Services
FOR CONTINUATION —————= -
FD_| FLOORDRAN —t© | RSEINPPE — N | CHECKVALVE [ ALFEES (1) DOMESTIC WATER ENTRY AND PRV STATION, SEE . .
—OFCO | FLOORCLEAN OUT 1 FLBOW N PIPE 65— | BAANCEVALVE - \ 3" W UNDERGROUND /—P-2 | ] (2 DETALL 1/P-8H-000. ]C:)1V1$10n %Lfl\lzamhtws
2" - = = -- -- truction & Management
——{IWCO | WALL CLEAN OUT - TEE N PIPE VIR VENT THROUGH ROOF e I r ® WCo ——F @ ° (Z) WRAP NEW 3/4° COPPER WATER ENTRY WITH 2 FOAMGLASS ons gem
2——o0— S—3 w—0——3' RISE : a g 4 ¥ ! INSULATION AND ALUMINUM JACKET FROM BOTTOM OF FLOOR 4110 State Office Building
——— | DOMESTIC COLD WATER (DCW) —— | GASSHUTOFF VALVE WHA WATER HAMMER ARRESTOR “ b oo TOP-1 % 2 7—3/4' ﬁ M i “ DECK TO 3' BELOW GRADE. PROVIDE AND INSTALL HEAT TAPE D Salt Lake City, Utah 84114
—--— | DOMESTIC HOT WATER (DHW) — 21— | GASPRESSURE REGULATOR AD. ACCESS DOOR 2'VTO ROOF—»O---I-"-' ~—2'RSETOP \ A@ A —1"GAS PER DETALL 2/P-SH-000. Phone: (801) 538 - 3018
- | DOMESTCHOTWATERRECRC.DHWR | —io— | BALLVALVE AFE. | ABOVE FINSHED FLOOR 2 WSUNDOEQGROUND — Lowvent 11/§"D Vel e P-1 O | UNDERRLOR (8) 24%04" MLCOR STYLE ACCESS DOOR AS REQUIRED BY Fax: (801) 538 - 3267
— 2'RSETOSD ———9 T i -—-® ARCHITECT.
VWEANSTT(E/)(W) F\);,IZEV(E)?[\T = WH |E|A(,)Aé-|E_ ;;[éRANT 4=— 2" W UNDERGROUND @ >§@T' T "-\E D T @ HEAT TAPE CONTROL BOX. SEE DETAIL 2/P-SH-000 COOHDINATED Internet: http://www.dfcm.state.ut.us
= i W=t S pesyromT FANAL LOCATION OF CONTROL BOX WITH ARCHITECT IN FEELD. CREATED BY: PiA archi
—_ 5 | DROPINPPE —— | UNON WV MIXING VALVE O ——t|8” . (TYPCAL) 1 (5) 4 DOVESTIC 00LD AND HOT WATER DROPS TOWATER : architects
Lp3 i Ca4'DoW | HEATER IN CLOSET, SEE DETAL 1/P-DT-000. P+A architects
: (/4D () 1/2" DOMESTIC COLD WATER DROP TO FIXTURE, INSTALL ALL 821 East Kensington Ave
PLUMBING FIXTURE SCHEDULE 2" W UNDERGROUND —=p “ L e~ PIPE SUPPORT . WATER PIPNG ON THE WARM SIDE OF EXTERIOR WALLS. Salt Lake City, Utah 84105 ' I
R o ff T e D FRSEINEICOIEIT | B
. F: 801.485.4640
SYMBOL DESCRIPTION COLD HOT TRAP WASTE VENT REMARKS 1 55 ‘(“:' 3" WASTE PIPING VERTICAL DROP TO CONNECTION AT MAN e-mail parchitects@comcast.net .
P-1 FLOOR MOUNTED, TANK TYPE, WATER CLOSET, ADA COMPLIANT 172 | e |ONT 3 2 : = roio—9) UNDERGROUND, INSULATE PIPING DROP FROM FLOOR
P-2 WALL MOUNTED LAVATORY, ADA COMPLIANT / W CARRER v | e 2 [ e _ ®/ bjﬁg\ WATER . T N TO [0 RDEEGHOUND Wt O
P3 SHOWER, SINGLE VALVE, THERMOSTATIC MXING R 3 2 HEATER (9) 2" WASTE PPING VERTICAL DROP TO CONNECTION AT MAN
P-4 BH-LEVEL ELECTRIC WATER COOLER 12" Ry 3 i 26R|SE - ! L gg\I?EIRR%‘%%L[J\IN%IqISéJL&EE Eﬂﬁ%hé% Bﬁgmoqw %%R
-|- P-4 I_ L] [}
= GLASS INSULATION AND COVER WITH ALUMINUM JACKET.
SD SHOWER DRAN, 6" DIAVETER GRATE : : 2 | 2 | 2 I PROVIDE AND INSTALL NEW HUB DRAIN IN WATER HEATER
FD FLOOR DRAN, 6" DIAVIETER GRATE : : 2 2 2 ALL WASTE PPNG EXCEPT VERTICAL RSES TO AXTURES SHALL BE BURED UNDERGROUND i | U CLOSET PER DETAL 3/P-DT-000. EXTEND GONDENSATE
ONLY VERTICAL RISES ARE ALLOWED ABOVE GRADE AND THESE SHALL BE INSULATED WITH (NACA DRAN AND WATER HEATER P&T DISCHARGE TO HUB DRAN
Woo WALL CLEAN OUT : : : : : 1* FOAM GLASS INSULATION AND WRAPPED WITH ALUMINUM JACKET. I AND TERMINATE WITH 1" AR GAP.
CENERAL FXTURE NOTES: - N (1) 1" GAS PPNG DROP TO WATER HEATER, SEE DETAL 1/P-DT-0CX. Harchitecture Hp.anmng Hdesign
' D E G_ O D ASTE P L A ' (12) 3/4" DOMESTIC COLD WATER PIPING, SEE CML DRAWINGS FOR : - :
1, THE PLUMBING CONTRACTOR SHALL VERIFY THE REQUIREMENTS OF ALL PLUMBING EQUIPMENT AND THE RELATED ROUGH IN LOCATIONS UN RGROUND W N 1/2" DOW —= I CONTINUATION. CONSULTANT: Cunning & Associates
WITH THE MECHANICAL AND ARCHTECTURAL PLANS AND SPECIFICATIONS. PROVIDE ALL ACCESSORIES AND OPTIONS REQUIRED TO SAE =10
PROVIDE THE OWNER A COMPLETLEY FUNCTIONAL PLUMBING SYSTEM. WA= — Mechanical
2. ALL WALL HUNG PLUMBING FIXTURES SHALL BE SUPPORTED BY FLOOR MOUNTED GARRIERS BY WADE, SMITH, JOSAM, MIFAB, OR WATTS. . echanica
CARRIERS SHALL BE CONSTRUCTED UTILZING ALL METAL COMPONENTS WITH SUPPORT FEET SECURELY ANCHORED TO THE FLOOR STRUCTURE, PRESSURE GAUGE _—Weo Consulting
FIXTURES ARMS SHALL SUPPORT FXTURE INDEPENDENT FROM WALL STRUCTURE. 0-100 PSI (TYRCA | [ Jo—2VR C ,
3, EACH INDVDUAL FIXTURE SUPPLY SHALL BE PROVIDED WITH A CHROME-PLATED QUARTER TURN STOP VALVE BRASSCRAFT MODEL KTCR_ OR PRESSURE REDUCING =) 48 Engineers
ENGINEER APPROVED EQUAL. LAV B S O - = Cunning & Associates
4, FIXTURES AND ACCESSORIES SHALL BE AS SCHEDULED. EACH ITEM SHALL BE COMPLETE WITH CHROME-PLATED BRASS TRM. 6F(L]OW' S %+ ~3/4"TO SYSTEM m ¥ 591 No-Main Carfld, U 3015 P 870
5. ADA COMPLIANT FXTURES SHALL BE INSTALLED WITH PRE-FORMED INSULATION AND PROTECTIVE COVERS ON P-TRAPS AND STOPS. T - cossoe@rmision.com - Fe: T8
COVERS TO BE MANUFACTURED BY BUCKAROOS OR TRUEBRO. g%'\%%FEAATsEr)-m Q __—F—UNION, TYPICAL
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TO SMOOTH, ALLETED EDGE APPROPRIATE TOOLS. PROVIDE PROFESSIONAL APPEARENCE. TRK 3 4_@,% e e
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LOGAL AMMENDMENTS, CONSULT AUTHORTIES HAVING JURISDICTION AN SHULOFF [ /4" REDUCED PRESSURE
+—|<3H<|—+\¥ BACKFLOW PREVENTER
INSTANTANEOUS WATER HEATER (IWH) et St
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2'PPESLERVE —
NOMINAL HOTWATER | ELEC, REQUREMENTS / PIPE INSULATION AROUND :
SYMBOL INPUT RECOVERY e REMARKS CAULK WATER PPNG | Il — PROJECT TITLE:
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LIGHTING SYMBOLS

I LIGHT FIXTURE SYMBOLS ARE GENERAL IN NATURE AND MAY BE SHOWN ON THE DRAWINGS IN VARIOUS SIZES AND
SHAPES. REFER TO THE LIGHT FIXTURE SCHEDULE FOR SPECIFICATION INFORMATION,

TRICAL S SCH NO

ELECTRICAL SHEET INDEX

I, TOUNT ALL OUTLETS, DEVICES, AND EQUIPMENT AT HEIGHTS INDICATED BELOW, UNLESS NOTED OTHERWISE ON THE
DRAWINGS. UNLESS NOTED OTHERMWISE, HEIGHTS ARE GIVEN FROM FINISHED FLOOR TO CENTER OF OUTLET BOX.

E-GECOI  SYMBOL SCHEDULE
E-GEOOZ SYMBOL SCHEDULE ¢ ONE-LINE DIAGRAM
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P+A architects

821 East Kensington Ave,
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e-mail parchitects@comcast.net

I] design

|:| architecture I] planning

CONSULTANT:

E-GESOl  DETAILS
2. ARROWS INDICATE AIMING DIRECTION, E-GE6O0l  SCHEDULES
2. WHERE OUTLETS, DEVIGES, AND EQUIPMENT ARE NOTED BY SUBSCRIPTS, REFER TO ABBREVIATION SCHEDULE FOR F-GEBOl  PANEL SCHEDULES
STMBOL | DESCRIPTION MOUNTING REMARKS DEFINED REQUIREMENTS, , E-SPI00  ELECTRICAL SITE PLAN ¢ DEMO SITE PLAN
ol - E-DPIO0  DEMOLITION PLAN -
. AS SPECIFIED 3. WHERE OUTLETS, DEVICES AND EQUIPMENT ARE NOTED BY THE SUBSCRIPT 'A', MOUNT AT 4" ABOVE COUNTER, IF E-EPI00  ELECTRICAL PLAN
o | ARHIOUNTED SINGLEHEAD LIGHT FIXTURE AND POLE | o eray Ep COUNTER HAS A BACK SPLASH, MOUNT AT 4" ABOVE BACK SPLASH. REFER TO ARCHITECTURAL INTERIOR ELEVATIONS
AND COORDINATE WITH CASEWORK SUPPLIER. -
(o] X AS SPECIFIED
O=o=() | ARHIOUNTED DOUBLE-HEAD LIGHT FIXTURE AND POLE | oR DETAILED 4. NOT ALL ELECTRICAL STMBOLS MAY BE USED. -
B © | POST-TOP SINGLE-HEAD, LIGHT FIXTURE AND POLE o3 I ECIED ABBREVIATION SCHEDULE
GENERAL STMBOLS ,
NOTE: NOT ALL ABBREVIATIONS MAY BE USED.
0 WALL-MOUNTED EIXTURE AS SPECIFIED | REFER TO ARCHITECTURAL EXTERIOR
OR DETAILED | ELEVATIONS FOR MOUNTING HEIGHT SYMBOL | DESCRIPTION REMARKS A | ABOVE COINTER IS0 | ISOLATED
: A AMP OR AMPS KVA | KILO VOLT AMPERES
© O | LIGHT BOLLARD AT eD @ |KETED NOTE ADJ | ADJACENT KW | KILOWATTS
- AFF | ABOVE FINISHED FLOOR LAMC | LIGUID-TIGHT METAL CONDUIT
oD FLOOD LIGHT AS SPECIFIED TOP NUMBER INDICATES DETAIL NUMBER; BOTTOM AHJ | AUTHORITY HAVING JURISDICTION | LFNC | LIGUID-TIGHT NONMETAL CONDUIT
OR DETAILED /TN LETTER-NUMBER INDICATES DRAWING SHEET WHERE AL ALUI’!INiIJ_Ir_‘I MCA | MINIMUIM CIRCUIT AMPS
‘ DETAIL REFERENCE DETAIL IS SHOWN; WHERE NOT SPECIFIGALLY c CONDU MO | MAIN LUGS ONLY
g RECESSED WALL FIXTURE OR STEP LIGHT o R G \E1/ ' REFERENGED, DETAIL IS5 GENERAL N NATURE AND CB | CIRCUIT BREAKER  |NC. | NORMALLY CLOSED
- BLEV SHALL APPLY WHERE APPLICABLE. CKT | CIRGUIT NIC. | NOT IN CONTRACT
C0.!5 | CONVENIENCE OUTLETS NL. [ NIGHT LIGHT
2\ TOP NUMBER INDICATES ELEVATION NUMBER; gx gfgﬁER ' g% m& ;JS*;’EN
SPECIFI REFEREN BOTTOM LETTER-NUMBER INDICATES WHERE C.
FLUORESCENT LIGHT FIXTURES or DETA;LES \E-2/ ELEVATION cE ELEVATION IS SHOWN, ELEG | ELECTRICAL OCP | OVER CURRENT PROTECTION
:::I : B BEMERGENCT ary GQUANTITY '
BT | ELECTRIC METALLIC TUBING R REMOVE
TOP NUMBER INDICATES SECTION NUMBER; BOTTOM ENT | ELECTRIC NONMETALLIC TUBING REQ. | REQUIREMENTS
ﬂ SECTION REFERENCE LETTER NUMBER INDICATES WHERE SECTION 1S EQUIP | BQUIPHENT RHMC | RIGID METAL CONDUIT
\E3/ . SHOWN., EWC | ELECTRIC WATER COOLER RNC | RIGID NONMETALLIC CONDUIT
AS SPECIFIED E,EX | EXISTING RR | REMOVE AND RELOCATE
3 PARABOLIC - LOUVERED LIGHT FIXTURES | OR DETAILED EXP | EXPLOSION PROOF S5 | SURGE SUPPRESSION
EIT ' FIRE ALARM SCP | SECURITY CONTROL PANEL
FACP | FIRE ALARM CONTROL PANEL TR | TAMPER RESISTANT
ARCHITEGTURAL ROOM NUMBER FLA | FULL LOAD AMPS TYP | TYPICAL
A1C | FLEXIBLE METAL CONDUIT TVSS | TRANSIENT VOLTAGE SURGE SUPPRESSOR
— ORESG STURES AS SPECIFIED FOB | FREIGHT ON BOARD UF | UNDER FLOOR
- REC INDIRECT FLU ENT LIGHT F OR DETAILED m EQUIPMENT NAME / NUMBER TOP NUMBER ABBREVIATES EQUIPMENT NAME OR GND | GROUND CONDUCTOR us UNDERGROLUND
N1/ [ TPE; BOTTOM NIMBER INDICATES EQUITTENT HOA | HAND-OFF-AUTO UNO. | UNLESS NOTED OTHERWISE
NUMBER. REFER TO EQUIPMENT SCHEDULE. '
HORSE POWER W | WITH
‘ AS SPECIFIED ISOLATED GROUND WP | WEATHER PROOF
WALL-MOUNTED LINEAR FLUORESCENT LIGHT FIXTURE USED TO DENOTE CHANGES EITHER 1SSUED BY _
| OR DETAILED A REVISION NUMBER ADLENDUT O, LURING CoNSTRIGTION AND TO :z;uﬁﬁ%mﬁ METAL CONDUIT XFMR | TRANSFORMER
. A5 SPECIFIED DENOTE RECORD DRAWING CHANGES, '
FLUORESCENT LINEAR WALL WASHER OR DETALED
RECESSED DOWN LIGHT gg%‘i‘g_‘gg % BREAKLINE USED TO BREAK DRAWINGS.
IF SHOWN, ARROW INDICATES PROJECT NOTES:
FSSED HASHS A AS SPECIFIED OWN, c GENERAL PROJECT NOTES:
REC WALL ER OR DIRECTI DORNLIGHT | or DETAILED AIMING DIRECTION BRANCH CIRCUITING STMBOLS DIVISION 16000 CONTRACTOR 15 RESPONSIBLE FOR READING AND APPLYING
5 SPECIFIED WHAT 15 IN THE SPECIFICATIONS TO THIS PROJECT. ANYTHING THAT IS NOT
SURFACE OR PENDANT-MOUNTED LIGHT FIXTURE OR DETAILED - INCLUDED ON THE PROJECT THAT IS CALLED OUT IN THE SPECIFICATION
_STMBOL | DESCRIPTION REMARKS SHALL BE LISTED ON THE SUBSTANTIAL COMPLETION PUNCHLIST. THE
AS SPECIFIED | REFER TO ARCHITECTURAL EXTERIOR ARROWS: NUMBER OF ARROWS INDICATES CONTRAGTOR WILL BE REQUIRED TO REMEDY THESE DEFICIENCIES.  THERE
WALL-MOUNTED LIGHT FIXTURE OR DETAILED |  ELEVATIONS FOR MOUNTING HEIGHT e | | CIRGUIT, 2 WIRE BRANCH CIRCUIT HOME RUN TO PANEL NUMBER OF GIRGUITS REQUIRED. WILL BE NO EXCEPTIONS.
TRACK | AS SPECIFIED IF SHOWN, ARROW INDICATES SUORT CROSS LINES: NUMBER OF SHORT . THE CONTRACTOR MAY SCHEDULE A PRE-CONSTRUGTION MEETING , AT THEIR
OR MONO-POINT LIGHT FIXTURE OR DETAILED AMING DIRECTION CROSS LINES INDICATES NUMBER OF PHASE, DISCRETION WITH THE ELECTRICAL ENGINEER AND REVIEW THE DRAWINGS
AS SPECIFIED _|.H_._.__ 2 CIRCUIT, 3 WIRE BRANCH CIRCUIT HOME RUN TO PANEL TRAVELER, AND/OR SHITCHED AND SPECIFICATIONS. THE MEETING SHALL BE A MAXIMUM OF ONE HOUR AND
WALL SCONCE o DAL ED CONDUCTORS REQUIRED IF GREATER THAN | SHALL TAKE PLACE AT THE ENGINEER'S OFFICE.
, (ONE). , ‘ :
THIS IS AN EXAMPLE OF AN EGRESS : . THE FOLLOWING ITEMS ARE SOME OF THE REQUIREMENTS THAT ARE LISTED IN
FLUORESCENT EGRESS LIGHT FIXTU AS SPECIFIED Eoros LONG CROSS LINES: NUMBER OF LONG THE SPECIFICATIONS, THESE TEMS DO NOT REPRESENT ALL ITEMS AND THE
RE OR DETAILED ﬁ{,ﬂﬁg?m DI Mé,ﬁ{f XTURES —}HI———-——- 3 CIRGUIT, 4 WIRE BRANCH CIRCUIT HOME RUN TO PANEL GROSS LINES INDICATES NIMBER OF CONTRACTOR IS RESPONSIBLE FOR MEETING ALL REQUIREMENTS OF THE
- NEUTRAL CONDUCTORS REQUIRED FOR SPECIFICATIONS:
: AS SPECIFIED |THIS IN AN EXAMPLE OF AN MULTI-WIRE HOME RUNS.
FLUORESCENT EMERGENCY (NON-EGRESS) LIGHT FIXTURE OR DETAILED EMERGENCY (NON-EGRESS) LIGHT FIXTURE. T SOLA A INSULATED THROAT CONNECTORS OR PLASTIC BUSHINGS SHALL BE
BERGENCY FIXTURES ARE FULLY-SHADED. T UTILIZED FOR ALL CONDUIT SIZES USED ON THIS PROJECT.
CEILING MOUNTED EXIT SIGN CEILING GROUND CONDIC TOR: -
i | TS, DEviEs, e NG BETHEEN FOIURES, CONDICTORS APE NOT SO, BT ARE B. A ¥0 ANG NEUTRAL CONDUGTOR WILL BE PROVIDED FOR ALL
WALL-MOUNTED EXIT SIGN WALL SBOVE | DARKENED PORTION OF SIGN INDICATES ‘ ' REQUIRED AS NOTED ON THE DRAWINGS OR FLUORESCENT LIGHTING CIRCUITS.
FACE(S); ARROW(S) INDICATE CHEVRON IN THE SPECIFICATIONS,
DIRECTION(S) C.  THE CONTRACTOR IS RESPONSIBLE FOR UPSIZING CONDUCTORS FOR
@ WALL-MOUNTED EXIT SIGN W/ BMERGENCY LIGHT FIXTURE | WALL JBOVE ————0 | BRANCH CIRCUITING (UN.OJ TURNED UP OR TOWARDS OBSERVER, VOLTAGE DROP PER THE NEC REGARDLESS OF WHETHER IT IS SHOWN
| ON THE PLANS OR NOT.
TIME CLOCK — o | BRANGH CIRGUITING (UN.OJ TURNED DOWN OR D. THE CONTRACTOR SHALL LABEL ALL ELECTRICAL EQUIPMENT AS IT IS
[C AWAT FROM OBSERVER. CALLED OUT IN THE SPECIFICATIONS, -
EMERGENCY LIGHT FIXTURE AS NOTED .
— 5 | BRANGH CIRGUITING (UN.O) CONTINUATION E.  THE CONTRAGTOR SHALL PROVIDE SEISMIC SUPPORT AND BRACING
) FLECTRIC PHOTOCELL N/A MOUNT ON ROOF FACING NORTH SKY ———3 | coNpuIT STUB-IN CAP AND MARK, Fﬁ?&@%ﬁ%'a“ EGUIPTENT AS REQUIRED BY LOCAL AND
LIGHT FIXTURE CALLOUT (LETTER DENOTES FIXTURE TYPE ———< | INCOMING SERVICE THE CONTRACTOR SHALL FOLLOW THE PANELBOARD SCHEDULES AS
AT 28 O INDICATED IN THE DRAWINGS. EACH CIRCUIT BREAKER HAS BEEN ASSIGNED
o JINCTION BOX SUBSCRIET F INDICATES TO PROVIDE A A SPECIFIC AREA OF THE BUILDING. NO DEVIATION WILL BE ALLOWED

FLOOR BOX WITH BLANK COVERPLATE

EL ECTRONIC STSTEM GENERAL SYMBOLS

STMBOL DESCRIPTION: MOUNTING REMARKS
PANEL | E| ECTRONIC SYSTEM PANELBOARD .
NA'E | (SURFACE MOUNT) TOP AT 12 ELECTRONIC SYSTEMS MAY
INCLUDE BUT ARE NOT
. SPECIFICALLY LIMITED TO,
PANEL TELEPHONE, DATA, TELEVISION,
(FLUSH MOUNT) ALARM, ACCESS CONTROL,
SECURITY, CCTV, SOUND SYSTEM,
NURSE CALL, OR INTERCOM.
[ ELECTRONIC SYSTEM TERMINAL BOARD TOP AT 12"
TELEPHONE / DATA STMBOLS
STMBOL | DESCRIPTION MOUNTING REMARKS
> TELEPHONE OUTLET 18"
> DATA QUTLET +g"
g COMBINATION TELEPHONE/DATA OUTLET Hg"
s | TELEPHONE TERIMINAL BOARD TOP AT 72°

WITHOUT THE APPROVAL FROM THE ELECTR]GAL ENGINEER.

THE CONTRACTOR SHALL INSTALL PROPER WIRE SIZE AS CALLED OUT ON
THE PANELBOARD SCHEDULES. HOWEVER, THE CONTRACTOR 1S
RESPONSIBLE TO ENSURE THE WIRE IS LARGE ENOUGH FOR VOLTAGE DROP.

. THE CONTRACTOR SHALL VERIFY ALL MECHANICAL OVERCURRENT DEVICES

FOR THE ACTUAL MECHANICAL EQUIPMENT SUPPLIED ON THE JOB, PRIOR TO
RELEASE OF ANT ELECTRICAL DISTRIBUTION EQUIPMENT. CONTACT THE
BELECTRICAL ENGINEER WITH ANY DISCREPANCIES.

THE CONTRACTOR SHALL VISIT THE SITE BEFORE SUBMITTING THE BID, AND
SHALL EXAMINE ALL PHYSICAL CONDITIONS WHICH MAY BE MATERIAL TO THE
PERFORIMANCE OF HIS WORK. NO EXTRA PATTENTS WILL BE ALLOWED TO
THE CONTRACTOR AS A TOF T BY W
FAILURE TO DO SO. ANY CASE OF DISCREPANCY OR LACK OF CLARITY
SHALL BE PROMPTLY IDENTIFIED TO THE OWNER'S REPRESENTATIVE AND THE
ENGINEER FOR CLARIFICATION.

THE CONTRACTOR SHALL MAKE SURE THAT ALL BRANCH CIRCUITS THAT ARE
AFFECTED BY THIS PROJECT ARE NOT OVERLOADED. PROVIDE ADDITIONAL
BRANCH CIRCUITS FROM ELECTRICAL PANELS AS NECESSARY TO COMPLY
WITH THE BRANCH CIRCUIT LOADING REQUIREMENTS. PROVIDE ALL MATERIAL
AND LABOR AS NECESSARY FOR A COMPETE AND OPERATING STSTEM.

PROVIDE UPDATED, TYPED PANELBOARD SCHEDUL E(S) TO REFLECT ALL THE
CHANGES MADE INCLUDING EXISTING LOADS. THE EXISTING LOADS SHALL BE
NAMED THE SAME AS LISTED ON THE EXISTING PANELBOARD SCHEDULE.
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State of Utah
WIRING DEVICE STMBOLS Department of Administrative Services
SYMBOL | DESCRIPTION MOUNTING REMARKS o o
$ SINGLE-POLE TOGGLE SWITCH +48" ]C)thISKt),n %Lfl\l/;[’acﬂltle?
o i 48" SUBSCRIPT KETS SWITCH TO onstruction dlagemen
$ SINGLE-POLE TOGGLE SWITCH ORI KETS Sl = 4110 State Office Building
$ DOUBLE-POLE TOGGLE SWITCH 148" Salt Lake City, Utah 84114
R aY Y a S AR IV e N T 2
Phone: (801) 538 - 3018
$ THREE-WAY TOGGLE SWITCH +48" (801)
3 Fax: (801) 538 - 3267
FOUR-WAY TOGGLE SWITCH +48" ’
3/4" CONDUIT WITH | #6 CU. %4
3" POST W/ CAP < > ; Internet: http://www.dfcm.state.ut.us
" 7O 3" GROUNDING ELECTRODE CONDUCTOR $p | SINGLE-POLE TOGGLE SWITCH WITH PILOT LIGHT +48" CREATED BY: P+A architects
2 SPACE ( > :
_____ i Som | orer sumed e RATE DIMMER SWITCH FOR
11e) i < | | L > MAXIMUM POSSIBLE WATTAGE P+A arch Itects
| —~—— METER o A $rm | TIMER SWITCH +48" 821 East Kensington Ave.
12" e e e < - > o DUAL LEVEL SWITCH OUTBOARD LAMPS Salt Lake City, Utah 84105
$$ P: 801.484.1161
Y ( o > SEPARATELY FROM INBOARD LAMPS. F. 801 485 4640 Tl
N Il 6 (g $Ia_\/ LOW VOLTAGE MOMENTARY CONTACT SWITCH +48" e-mail parchitects@comcast.net .
l < 9 GROUND > $apy | 3-POSITION MOMENTARY CONTACT SWITCH +48" REFER TO DETAIL
— TG e < RODS DRIVEN BUILDING COLD WATER > UP-ON; CENTER-NEUTRAL; DOWN-OFF
\,{\/\\/ S L <//\\ + I EXTERNAL TO STEEL PIPE $apy | 3-POSITION MAINTAINED CONTACT SWITCH +48" UP-ON; CENTER-OFF; DOWN-ON
R BSEEBAY g — — ( BUILDING > EILING MOUNTED WITH SUBSCRIPT
- H C/N | OCCUPANGY SENSOR AS NOTED | CEILING MOUNTED BSCRIPT 'C'
\C ' @& | SPLIT-WIRED DUPLEX RECEPTACLE +g"
ONDUIT BY DIVISION 16 J U0 O @ GROUND DETAIL e SIMPLEX RECEPTACLE +8"
EQUAL DISTANCE SCALE: NONE & DUPLEX RECEPTACLE +g"
& FOURPLEX RECEPTACLE +g"
) RANGE -- NEMA 14-50R H . H . H .
m == 125/250V RECEPTACLE +18 DRTEE __ NEEH A 14-30R architecture planning design
3/4" CONDUIT WITH | #6 CU. [ == GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLE +8" CONSULTANT:
4" GAL. CONDUIT " '
\ | L ar coNDUIT WITH | %2 cU. EACH €= | GROUND FAULT GIRCUIT INTERRUPTER FOURPLEX RECEPTACLE +18
5 AL FosT—~ T\ GROUNDING ELECTRODE CONDUCTOR S | EMERGENCY DUPLEX RECEPTACLE He' ® [NV‘S‘ON
o 5 ‘ &= | EMERGENCT FOURPLEX RECEPTACLE +g" LI IAIVIN
| |1 @— - — | MULTI-OUTLET ASSEMBLT 4" ABOVE Direction. Then Velocity
90 . BACKSPLASH C 244 West 300 Noth Suite 100
: : = POWER / TELEPHONE POLE FLOOR/CEILING 8015341130 oh 30T 5341080 o
CORD DROP WITH DUPLEX RECEPTACLE 48" REFER TO DETAIL
|
I || 6 (% S SUBSCRIPT IN PARENTHESIS INDICATES NEMA
25" - =l CONFIGURATION IF SHOWN. REFER TO
- = 2 GROUND BULDNG COLD WATER — ® SPECIAL PURPOSE OUTLET 48" DRAWINGS AND/OR EQUIPMENT SCHEDULES.
RODS DRIVEN LN fas ONCRET! (5-20R) CONFIRM EXACT CONFIGURATION WITH OWNER
EXTERNAL TO PRIOR TO INSTALLATION.
BUILDING ELECTRODE
4 WIETER DETAIL GEAR AND CONTROL STMBOLS
SCALE: NONE
SOUN A STMBOL | DESCRIPTION MOUNTING REMARKS
GROUND DETAIL $ MANUAL STARTER WITH THERMAL OVERLOAD(S) AT EQUIPMENT
SCALE: NONE T
' O | ELECTRIC MOTOR
CH NON-FUSED DISCONNECT SWITCH +60"
A 3R 8 X 8" GUTTER WIRE WAT FUSED DISCONNECT SWITCH +60" —| PROJECT TITLE:
—(2) 2"C EACH WITH WITH SCREW COVER TO SPAN BOTH O] CIRCUIT BREAKER AND ENCLOSURE +60"
4 #3/0 CONNECTIONS WITH PROVISIONS FOR v MAGNETIC STARTER 60" DIVISION OF WILDLIFE
| # GND FUTURE CONNECTIONS WITH - RESOURCES
THIN, CU. DISTRIBUTION BLOCKS. i COMBINATION MAGNETIC STARTER / NON-FUSED DISCONNECT +60
vy COMBINATION MAGNETIC STARTER / FUSED DISCONNECT +60"
——— X COMB. MAGNETIC STARTER / MOTOR CIRCUIT PROTECTOR (MCP) +60"
j] ! COMB. VARIABLE FREQUENCT DRIVE / MOTOR CIRGUIT FROTECTOR (ricP) | TEOROR WAL R NORTHERN REGIONAL
METER PROVIDED BY ROCKY MOUNTAIN POWER ———=—(M)—4 2-2'C. | 2 o 8 | REDUCED VoL TAGE STARTER FLOOR OR WALL TOP AT +12' IF WILDLIFE RESOURCES
I o o LT o R 4 o A SPECINED | WALL MOUNTED NEW MODULAR OFFICES
o [ |
METERING CONDUCTORS PROVIDED < THAN, CU. > § DNCLOSURE BET 2004 2P 1N, cu - LOAD CENTER (SURFACE-MOUNTED) TOP AT +12" 4" X 3'D
BY ROCKY MOUNTAIN POWER; : — g ; VT
I-/2"C. PROVIDED BY DIVISION 16 0 5D 0 ||—_-'-_—|| LOAD CENTER (FLUSH-MOUNTED) TOP AT +12 14"W X 3'D
— — — — I I I /——\ — LIGHTING AND APPLIANCE PANELBOARD (SURFACE-MOUNTED) TOP AT +12" 20"W X 6'D
BANEL m |FUTUREI — LIGHTING AND APPLIANCE PANELBOARD (FLUSH-MOUNTED) TOP AT +12" 20"W X 6'D B SOUTH OGDEN, UTAH
PANEL A PANEL| | PANEL CT ENCLOSURE 2'C. @ : : THESE STIMBOLS ARE
C' 225A B' E 120/208V, 30, 4, 400A, 22KAIC NEMA 3R 4 #4/0 @ = = GENERAL IN NATURE AND
MCB PER ALL ROCKY MOUNTAIN POWER STANDARDS | #4 GND ¢ ||_—_J_| F’%«N!EL F’,IA.NIIEL — POWER DISTRIBUTION PANELBOARD WALL MAY VARY IN SIZE AND
. . L] L THWN, cU S D'C. Tl 2 SHAPE TO SUIT APPLICATION.
e L NEMA 3R BREAKER ¢ 3 450 CROSS HATCHING INDICATES
| ENCLOSURE 'BE' 225A 3P 22K " se oD ] I 7 AN PANELBOARD OR
| AlC. THAN, CU. / 2| SWITCHBOARD FLOOR D ICHBOARD"
| (2) 4'C—ap SEMI-QUOTES (1E. 'L2A", MDP)
| 5 2'C. ) METER BASE TOP AT +12"
| [ [ ] @ P FURNISH SAITCH UNLE56 /N | 02-09-09 | REVIEW COMMENTS
+—) - D BY ANO
| PANE- PN = THIAN, CU. H OPEN - STOP - CLOSE SWITCH 160" | DIISION INSTALL M0 MARK | DATE | DESCRIPTION
| TO RELATED SPECIFICATION ISSUE TYPE: CONSTRUCTION DOCUMENTS
| I ] SECTIONS.
A / . PROVIDED BY DIVISION _
: ~__/ (D | HYAC THERMOSTAT +60 5000 UNO. ISSUE DATE: 26th January, 2009
o UTILITY TRANSFORMER KETED NOTES: HAND - OFF - AUTO SIWITCH +60"
ROCKY MOUNTAIN POWER Y v DFCM PROJECT NO: 08281520
| UTILITY TRANSFORMER ~ DED B A
. 3 ROCKY MOUNTAIN POWER (1) COMPLETELY REMOVE CONDUIT AND CONDUCTORS BETWEEN GP-— | GROUND FAULT PROTECTION CAD PROJECT NO-
1 THE TRANSFORMER AND EXISTING PANEL 'A' CAD DWG FILE.
(2) COMPLETELY REMOVE INTERIOR BUSSING AND BREAKERS DRAWN BY: BRT
AND ANT EXISTING CONDUCTORS. CHK'D BY- RVV
ROUTE CONDUITS THROUGH WALL TO RE-FEED EXISTING COPYRIGHT: STATE OF UTAH
PANEL 'A'.
INCOMING MEDIUM VOLTAGE INCOMING MEDIUM VOLTAGE
SERVICE CABLE SERVICE CABLE SHEET TITLE
BY ROCKY MOUNTAIN POWER BY ROCKY MOUNTAIN POWER @ PROVIDE SIEMENS REPLACEMENT INTERIOR PART#
1632L1Z00CU. CONTRACTOR TO VISIT SITE PRIOR TO BID SY M B O L
AND VERIFY EXACT DIMENSIONS OF THE EXISTING INTERIOR
BUSSING THAT IS TO BE REPLACED. THE ENGINEER SHALL
BE NOTIFIED OF ANY DISCREPANCIES. APPROXIMATE A S C H E D U L E & O N E_
DIMENSIONS ARE 12'W X 14"H X 5'D FOR REFERENCE.
CONTRACTOR TO REMOVE THE BONDING JUMPER AT PANEL L I N E D I AG R AM
| DEMOLITION ONE-| INE DIAGRAM 9 ONE-L INE DIAGRAM ® "
SCALE: NONE SCALE: NONE
SHEET NUMBER

W:\2008-152.00 - Northern Regional Wildlife Site Trailers\Elec\E-GE002 DELTA1_2-11-09.dwg, 3/16/2009 3:04:04 PM, JHARWARD,

Envision Engineering, PC




W:\2008-152.00 - Northern Regional Wildlife Site Trailers\Elec\E-SP100 DELTA1_2-11-09.dwg, 3/16/2009 3:05:21 PM, JHARWARD,

Envision Engineering, PC

&
&

;ﬁg
ot
1

H<— EXISTING TELEPHONE
TERMINAL BOARD

—_— — — | —_— — —— — —

Eéffl/@@' SCALE: I = 10'-0"
PLAN NORTH

DEMOLITION KEYED NOTES:

@ DISCONNECT AND COMPLETELY REMOVE CONDUCTORS
A FROM THE TRANSFORMER TO THE EXISTING BUILDING.
CONTRACTOR TO MARK, CAP AND ABANDON CONDUIT.
APPROXIMATE LOCATION SHOWN. CONTRACTOR TO FIELD
VERIFT EXACT LOCATION.

EXISTING 15 KVA 120/208 ROCKY MOUNTAIN POWER
TRANSFORMER TO REMAIN.

@ CONTRACTOR TO REMOVE THE SIDEWALK JOINT TO JOINT
AS SHOWN FOR NEW CONDUIT ROUTING.

N@ /o ELECTRICAL DEMO SITE PLAN

GENERAL DEMOLITION NOTES:

. UNLESS SPECIFICALLY NOTED OTHERWISE, REMOVE ALL ELECTRICAL ITEMS
SHOWN IN DARK ¢ DASHED LINES. ITEMS SHOWN IN LIGHT & SOLID LINES ARE
TO REMAIN. DEMOLITION ITEMS ARE SHOWN TO GIVE A BASIC DESCRIPTION OF
THE EXTENTOF DEMOLITION WORK, BUT MAY NOT BE INCLUSIVE. PROVIDE
DEMOLITION WORK IN ACCORDANCE WITH THE FOLLOWING REQUIREMENTS:

A. DISCONNECT AND REMOVE ANT/ALL FIXTURES, DEVICES, EQUIPMENT,
ETC. REQUIRED FOR PROPER COMPLETION OF THE WORK WHETHER
SHOWN OR NOT.

B. RELOCATE, REWIRE, AND/OR RECONNECT ANT/ALL FIXTURES,
DEVICES, EQUIPMENT, ETC. THAT FOR ANT REASON OBSTRUCTS
CONSTRUCTION.

C. LEAVE ALL EXISTING FIXTURES, DEVICES, EQUIPMENT, ETC. IN
PORTIONS OF THE SITE NOT BEING REMODELED, IN WORKING
CONDITION. RESTORE ALL INTERRUPTED BRANCH CIRCUITS,
FEEDERS, ETC.

AN NN —

[ TTB2

5

SITE KETYED NOTES:

TELEPHONE/COMMUNICATION KEYED NOTES:

EXTEND (1) 4" CONDUIT FROM TELEPHONE TERMINAL BOARD |
TO TELEPHONE TERMINAL BOARD 2. 4" CONDUIT(S) SHALL
BE PROVIDED WITH (4) I" INNER DUCTS EACH WITH NYLON
PULL ROPE. BURY CONDUITS A MINIMUM OF 30" BELOW
GRADE, OR AS DIRECTED BY THE TELEPHONE SERVICE
PROVIDER. INSTALL (2) ORANGE WARNING TAPES ABOVE
CONDUITS; BURY () TAPE 12" ABOVE CONDUITS AND (1) TAPE
12" BELOW GRADE

CONTRACTOR TO PROVIDE A CONDUIT TO EXIT THE
BUILDING THAT SHALL BE 12" ABOVE GRADE. TO MINIMIZE
THE EXPOSED CIRCUIT THE CONDUIT SHALL BE ROUTED
OVERHEAD TO THE TELEPHONE TERMINAL BOARD | ONCE
THE CONDUIT IS INSIDE THE BUILDING.

ELECTRICAL SERVICE KETYED NOTES:

APPROXIMATE LOCATION OF EXISTING TRANSFORMER
PROVIDED BY LOCAL POWER COMPANT.

PROVIDE (2) 4" SCH 40 PVC CONDUITS WITH A 600-800
LB. TEST PULL ROPE BURIED 40" BELOW GRADE. CONFIRM
ALL REQUIREMENTS WITH LOCAL POWER COMPANT PRIOR
TO BID. COORDINATE ALL WORK IN THE FIELD WITH LOCAL
POWER COMPANT.

REFER TO ONE-LINE DIAGRAM FOR CONDUIT AND
CONDUCTOR REQUIREMENTS AND OTHER INFORMATION.

LIGHTING KETED NOTES:
BOLLARD LIGHT CIRCUIT SHALL BE CONTROLLED BY THE

PHOTOCELL THAT CONTROLS THE EXTERIOR BUILDING
LIGHTING.

SITE GENERAL NOTES:

PROVIDE ALL REQUIRED TRENCHING, BACKFILLING, ETC.
FOR ALL CONDUITS. PROVIDE REQUIRED BACKFILL
MATERIALS AS DIRECTED BY EACH UTILITY.

VERIFY ALL ROCKY MOUNTAIN POWER AND QWEST
REQUIREMENTS WITH EACH UTILITY PRIOR TO BID.

INCLUDE ALL RELATED UP FRONT COSTS AND FEES
REQUIRED BT EACH UTILITY IN THE PROJECT BID. THIS
SHALL INCLUDE, BUT IS NOT LIMITED TO, LINE EXTENSION
FEES, RELOCATION AND REROUTING OF AERIAL LINES
INTERFERING WITH NEW PROJECT, REQUIRED CONDUITS AND
THEIR ROUTING, ETC.

COORDINATE INSTALLATION OF SERVICE UTILITY EQUIPMENT,
WITH RESPECTIVE UTILITY REPRESENTATIVE.

VERIFT ALL TELEPHONE SERVICE PROVIDER REQUIREMENTS
PRIOR TO BID. COORDINATE ALL LOCATIONS AND ROUTING
WORK IN THE FIELD.

EXISTING TELEPHONE ——f{— — — — —
TERMINAL BOARD

N E
PLAN NORTH

GENERAL DEMOLITION NOTES:

D. REMOVE AND DISPOSE OF ALL RACEWATS, CONDUCTORS, BOXES,
DEVICES, EQUIPMENT, ETC. THAT ARE NOT TO BE REUSED.

E. EXISTING RACEWAYS MAY BE REUSED, IF IN PLACE, WHERE
POSSIBLE, AND WHERE IN COMPLIANCE WITH THE SPECIFICATIONS
AND THE INTENT OF THE CONTRACT DOCUMENTS. UPGRADE AND OR
PROVIDE NEW CONDUIT SUPPORTS WHERE NECESSARTY FOR ALL
RACEWATS BEING REUSED. INSURE INTEGRITY OF EXISITING
RACEWATS BEFORE REUSE.

F. DO NOT PENETRATE STRUCTURAL ELEMENTS OF FLOORS, WALLS,
CEILINGS, ROOFS, ETC.

G. COORDINATE WITH OWNER WHAT EQUIPMENT SHOULD BE DISPOSED OF
AND WHAT EQUIPMENT IS TO BE RETURNED TO OWNER.

/o ELECTRICAL SITE PLAN

225A NEMA 3R
BREAKER ¢ ENCLOSURE
IBEI

N

—=—— 200A NEMA 3R
BREAKER & ENCLOSURE
BET'

a

ale

2o\ ELECTRICAL EQUIP. ELEVATION
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UTILITY GENERAL NOTES:

. BURT CONDUITS PER UTILITYT REQUIREMENTS. REFER TO
SHEET E-EG50I FOR TRENCHING REQUIREMENTS.

~ I

S S A A

ROCKY MOUNTAIN POWER REPRESENTATIVE:

CURTIS GALVEZ
80|—62%2§§>A

UTILITY COORDINATION REQUIREMENTS:

THE ELECTRICAL CONTRACTOR SHALL COORDINATE AND
VERIFY ALL REQUIREMENTS AND LOCATIONS TO EXTEND
CONDUITS FOR UTILITY USE WITHIN 2 WEEKS OF THE
CONTRACT AWARD. THE CONTRACTOR SHALL NOT
ROUGH-IN ANY CONDUITS UNTIL THE UTILITY
COORDINATION IS COMPLETE AND ALL LOCATIONS ARE
KNOWN. THE CONTRACTOR SHALL PROVIDE TO THE
ARCHITECT AND ENGINEER A WRITTEN, SIGNED STATEMENT,
INCLUDING A SKETCH OF LOCATIONS, FROM THE UTILITY
COMPANY NOTIFYING THEM THAT THEY HAVE
COORDINATED AND VERIFIED ALL REQUIREMENTS. IF THE
CONTRACTOR DOES NOT COORDINATE AND VERIFY THE
REQUIREMENTS WITH THE UTILITIES OR PROVIDE A WRITTEN
STATEMENT FROM THE UTILITY COMPANY TO THE
ARCHITECT AND ENGINEER ALL CHANGES DUE TO LACK OF
COORDINATION WILL BE DONE AT NO ADDITIONAL EXPENSE
TO THE OWNER.
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- | State of Utah
ITION NOTES: L .
| Department of Administrative Services
I. UNLESS SPECIFICALLY NOTED OTHERWISE, REMOVE ALL ELECTRICAL ITEMS .
SHOWN IN DARK. ¢ DASHED LINES. ITEMS SHOWN IN LIGHT & SOLID LINES ARE C .
TO REMAIN. DEMOLITION ITEMS ARE SHOWN TO GIVE A BASIC DESCRIPTION OF | Daivision of Facilities
THE EXTENT OF DEMOLITION WORK, BUT MAY NOT BE INCLUSIVE. PROVIDE i
DEMOLITION WORK. IN ACGORDANCE WITH THE FOLLOWING REQUIREMENTS: Ef ?8@&%2%%%3%%%?;
D Salt Lake City, Utah 84114
A. DISCONNEGT AND REMOVE ANY/ALL FIXTURES, DEVICES, EQUIPMENT, | >
ETC. REQUIRED FOR PROPER GOMPLETION OF THE WORK WHETHER 1I:h0ne(= 8(3(1);)5 328 -3320618
SHOWN OR NOT. ‘ ax: - 7
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KEYED NOTES:

(1)) PROVIDE A TORK PHOTOCELL #2107 OR APPROVED
EQUIVALENT. LIGHT FIXTURE TYPES BL' AND ‘AW’ SHALL BE
CONTROLLED USING THIS PHOTOCELL. MOUNT ON THE ROOF
FACING THE NORTH SK.

N@ /o LIGHTING PLAN

-EPI2P scALE

PLAN NORTH

4" = 1'-@"
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BOLLARD.

SRS
-==#[7 PVC SCH. 40 CONDUIT -

- \\f SEE DRAWINGS FOR SIZE.

LIGHT BOLLARD BASE

®

SCALE: NONE

TYPICAL BOLLARD LIGHT -
SEE FIXTURE SCHEDULE. [l
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@ ADA ELEVATION DETAIL
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PROVIDE 4"x4"x2-1/8" DEEP JUNCTION
BOX WITH SINGLE GANG PLASTER
RING AND EXTEND [" CONDUIT WITH
NTLON PULL ROPE TO THE
TELEPHONE TERMINAL BOARD.

Al-40 —=—— DESIGNATION OF CIRCUIT. WIRE
) COMPLETE.

Al-40/|G —=— ISOLATED GROUND CIRCUIT.

SCALE: NONE

@ TYPICAL OUTLET CONVENTION

CIRCUIT DESIGNATION (FIRST)/ ——==— |4 -4/ Cl4-2

RELAY DESIGNATION (SECOND)

—~~— L ETTER DESIGNATES
FIXTURE TYPE.

a—=——| OWERCASE LETTER

CIRCUIT DESIGNATION ———==— 4EL-3

(2]
®

..A2 —=—| ETTER DESIGNATES
FIXTURE TYPE.

G

EXIT SIGNS. CONNECT
TO UNSWITCHED HOT
EMERGENCT LIGHTING

CIRCUIT.

k

LSHADING INDICATES EGRESS
LIGHT FIXTURE. CONNECT TO
UNSWITCHED HOT EMERGENCT
LIGHTING CIRCUIT.

SCALE: NONE

@ TYPICAL LIGHT FIXTURE CONVENTION

SWITCHING OR CIRCUIT ASSIGNMENT.
ASSIGNIMENTS, SUCH AS a/b, INDICATE
DUAL LEVEL SWITCHING.

DESIGNATION OF CIRCUIT.
CONNECT HOT CONDUCTOR ¢
WIRE COMPLETE.

Al-42
oc %

WHERE A SINGLE-POLE TOGGLE SWITCH
AND OCCUPANCY SENSOR ARE SHOWN
IN THE SAME ROOM, THE SWITCH SHALL
BE WIRED TO THE OCCUPANCTY SENSOR
AND FUNCTION AS A MANUAL OVERIDE.

LOWERCASE LETTER DESIGNATES
SWITCHING OR CIRCUIT ASSIGNMENT
WITHIN ROOHM.

$b $o

N

$9

DESIGNATION OF CIRCUIT.
/ CONNECT HOT CONDUCTOR ¢
Add WIRE COMPLETE.

Q¢ —— LOWER CASE LETTER DESIGNATES TTYPE
OF OCCUPANCT SENSOR. REFER TO
OCCUPANCY SENSOR SCHEDULE

DESIGNATES

INDICATES DUAL LEVEL SWITCHING.
INBOARD LAMPS ARE TO BE SWITCHED
SEPARATELY FROM OUTBOARD LAMPS.

SCALE: NONE

@ TYPICAL SWITCHING CONVENTIONS
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9 TRENCH DETAIL

SCALE: NONE

BRANCH CIRCUITS

T~

g TRENCH DETAIL

SCALE: NONE

3

QNEST

©)

TRENCH DETAIL

TRENCHING KETED NOTES: TRENCHING GENERAL NOTES:

@ MARKER TAPE WITH THE WORDS, | PROVIDE PULL ROPES IN ALL CONDUITS.
'"CAUTION BURIED ELECTRIC CONDUITS

BELOW' DIRECTLY OVER POWER HORIZONTAL AND VERTICAL SEPARATION
CONDUITS &7 MINIMUM BELOW GRADE. BETWEEN CONDUIT SHALL BE MAINTAINED BY
INSTALLING HIGH IMPACT SPACERS WITH
(T2) CLEAN BACKFILL CONTANNG No HORIZONTAL INTERVALS OF EIGHT FEET.
ROCKS LARGER THAN 4" DIA.
3. ALL MARKER TAPE SHALL CONTAIN #0
(T3) BACKFILL MATERIAL WITHIN 4" OF THE TRACER WIRE.
CONDUIT SHALL PASS THRUOGH A 3/4"

SIEVE FRAME AND CONTAINLESS THAN 4 * vERIFY AND COMPLY WITH ALL ROCKY
30 PERCENT ROCK SOLIDS BY VOLUME. MOUNTAIN POWER AND QWEST REQUIREMENTS,

ALL CONDUITS SHOWN SHALL BE
SCHEDULE 40 PVC.

(T5) UNDISTURBED EARTH.

MARKER TAPE WITH THE WORDS,
"CAUTION BURIED DATA/COMUNICATION
CONDUIT BELOW" DIRECTLY OVER
DATA/COM CONDUITS.

@ TRENCHES SHALL BE A UNIFORM DEPTH
FOR ENTIRE LENGTH OF TRENCH SO
CONDUITS CAN SIT FLAT (HORIZONTAL)
WITH THE GROUND.

FINISHED GRADE.

SCALE: NONE

ROCKY MOUNTAIN POWER
VVVVVVVVVVVVVVV\/\/\/‘\/\/\/\/\/\/\/\/\J\/\/\/\/\_/V\_/\/V\/\_/\_/\/\/\/\/\_/\_/\_/\/\/\/\/\/\/\/\/\/\_/\/V\/\/\/VVVVVVVVVVVVVVVVV
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UNIT CONDUIT WIRES STARTER / DISCONNECT/ CONNECTION AT UNIT
NAME DESCRIPTION LOAD TYPE | VOLTAGE | PHASE | AMPERAGE SIZE ocP DISCONNECT REMARKS
NO. SIZE NOTE STARTER SIZE | sIZE | PoLEs | slzE |POLES
AC-| AIR CONDITIONING UNIT 58 MCA 208 | 46 4 " 2 4 I0A 60 2 60 2
AC-2 AIR CONDITIONING UNIT 58 MCA 208 | 46 4 I" 2 4 I0A 60 2 60 2
EF-I EXHAUST FAN 80 WATTS 120 | | 3/4" 2 2 A - - | HP |
H-| HEATER Io KN 208 | 48 3/4" 2 6 dA - - 60 2
H-2 HEATER Io KN 208 | 48 3/4" 2 6 dA - - 60 2
WH- WATER HEATER 6 AMPS 120 | 6 3/4" 2 2 dA - - 30 2
SIZE ALL FUSES IN ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS.
STARTER / DISCONNECT NOTES: INSTALLATION NOTES:
. MANUAL STARTER WITH THERMAL OVERLOAD 4. NON-FUSED DISCONNECT SWITCH A. FURNISHED, INSTALLED, & CONNECTED UNDER DIVISION 6.
2. MANUAL STARTER WITH THERMAL OVERLOAD PROTECTION & I0. FUSED DISCONNECT SWITCH B. FURNISHED ¢ INSTALLED UNDER ANOTHER DIVISION
LOW VOLTAGE RELAY / CONTACTOR FOR ATC CONTROL Il. BREAKER AND ENCLOSURE REQUIRING CONNECTIONS UNDER DIVISION 16.
3. COMBINATION MAGNETIC STARTER / FUSED DISCONNECT 12. DIRECT CONNECTION C. FURNISHED UNDER ANOTHER DIVISION BUT INSTALLED
4. COMBINATION MAGNETIC STARTER / MOTOR CIRCUIT PROTECTOR (MCP) 13. DUPLEX RECEPTACLE OUTLET AND CONNECTED UNDER DIVISION 6.
5. COMBINATION VARIABLE FREQUENCY DRIVE / MOTOR CIRCUIT PROTECTOR (MCP) 4. SPECIAL PURPOSE OUTLET D. FURNISHED, INSTALLED, ¢ CONNECTED UNDER ANOTHER DIVISION
6. REDUCED VOLTAGE STARTER 5. SHUNT-TRIP BREAKER AND ENCLOSURE E. FURNISHED BY OWNER, INSTALLED ¢ CONNECTED BY DIVISION 16
7. COMBINATION TWO-SPEED STARTER / FUSED DISCONNECT 6. TOGGLE SWITCH
8. COMBINATION TWO-SPEED STARTER / MOTOR CIRCUIT PROTECTOR (MCP) 1. MAGNETIC STARTER
LIGHT FIXTURE LIGHT FIXTURE SCHEDULE
GENER AI_ N OTES TYPE MANUFACTURER SERIES DESCRIPTION LOAD (VA MOUNTING LAMPS REMARKS
VOLTAGE NUMBER TYPE WATTS COLOR (KELVIN) | CRI
. REFER TO THE ARCHITECTURAL REFLECTED CEILING PLANS FOR LOCATIONS OF LIGHT FIXTURES. BRING ALL DISCREPANCIES OF
LOCATIONS AND QUANTITIES TO THE ATTENTION OF THE ARCHITECT AND ELECTRICAL ENGINEER PRIOR TO BIDDING. AW GARDCO i WALL PACK 20 20 WALL ! METAL HALIDE 50 3500 5
DECO D444 UL LISTED FOR WET CONDITIONS
2. REFER TO ARCHITECTURAL ELEVATIONS FOR MOUNTING HEIGHTS AND LOCATIONS OF LIGHT FIXTURES. BRING ALL LUMINAIRE COLOR: SCBA
DISCREPANCIES TO THE ATTENTION OF THE ARCHITECT PRIOR TO BIDDING. COLD WEATHER BALLAST
3. REFER TO THE SPECIFICATIONS FOR OTHER LIGHT FIXTURE, BALLAST, AND LAMP REQUIREMENTS AND ACCEPTABLE
MANUFACTURERS. BL VANDAL RESISTANT BOLLARD 120 120 CONCRETE BASE METAL HALIDE 50 3500 65
SHAPE: ROUND
4. REFER TO ARCHITECTURAL DRAWINGS FOR LOUVER REQUIREMENTS (IF ANY). KIM VRBI DIMENSIONS: 42" HIGH, 8" ROUND
5. CONFIRM AVAILABLE MOUNTING DEPTHS OF ALL LIGHT FIXTURES AND COMPARE WITH DEPTHS SHOWN ON SHOP DRAWING. BRING BRONZELITE RO UL'L'STES AFF?Q Aﬁ%bﬁrﬁ ATIONS
ALL POTENTIAL CONFLICT AREAS TO THE ATTENTION OF THE ARCHITECT AND ELECTRICAL ENGINEER PRIOR TO RELEASE. ;
TOP CAP: DOMED TOP
LUMINAIRE COLOR: SCBA
LIGHT FIXTURE DFS PRESCOLITE CFT6 LENSED COMPACT FLUORSECENT SHOWER DOWNLIGHT 20 42 RECESSED TRIPLE TUBE COMPACT 42 3500 82
ABBREVIATION SCHEDULE DAY-BRITE oM6 UL LISTED FOR WET LOCATIONS GTP. FLUORESCENT
SHAPE: ROUND
NOTE: NOT ALL ABBREVIATIONS WILL NECESSARILY BE USED. APPERATURE: 6"
REFLECTOR COLOR/FINISH: SPECULAR
AFF. ABOVE FINISHED FLOOR LENS TYPE: TEMPERED PRISMATIC
MAXIMUM RECESS DEPTH: 8"
WALLGCLG.  WALL MOUNT AT CORNER OF WALL AND CEILING 10% TUD ELECTRONIC BALLAST B /@
CCBA CUSTOM PAINTED COLOR AS SELECTED BY THE ARCHITECT SP2 SURFACE MODULAR PARABOLIC 120 58 > SURFACE 2 48" LINEAR T8 FLUORESCENT 32 3500 86
DIMENSIONS: 2'W X 4L X 6"D < _TCLP COMPLIANT
SCBA STANDARD PAINTED COLOR AS SELECTED BY THE ARCHITECT NUMBER OF CELLS: 3X6 < > E BALLAST . 11714 % A
DAY-BRITE P3 LOUVER FINISH: LOW IRIDESCENT ANODIZED DIFFUSE SILVER GE332MAX-N
CFBA CUSTOM FINISH AS SELECTED BY THE ARCHITECT COLUBIA o ELECTRONIC BALLAST(S): QT+ |+ THD: <i0% < > ) NN
SFBA STANDARD FINISH AS SELECTED BY THE ARCHITECT S
PRISMATIC WRAP AROUND 120 K 56 ) SURFACE 2 48" LINEAR T8 FLUORESCENT 32 3500 85
MoD MODIFY STANDARD LIGHT FIXTURE AS INDICATED S LITHONIA LB-2-32 MOUNTING: SURFACE MOUNT e TCLP COMPLIANT
VY Y S PR
DIMENSIONS: 10"W X 4'L X 3'D E BALLAST" (714 ;
COLUMBIA WC4 DIFFUSER TYPE: 125" THICK #12 PATTERN ACRYLIC GE332MAX-N
BIDDING REQUIPEMENTS ELECTRONIC BALLAST(S): QTY: |; THD: <I0% —
WB2 WALL-MOUNTED FLUORESCENT FIXTURE 20 34 WALL 2 24" LINEAR T8 FLUORESCENT 7 3500 86
DIMENSIONS: 1-5/8"IW X 24" X 35'D ABOVE MIRROR TCLP COMPLIANT
. BID ONLY PRODUCTS THAT ARE SPECIFIED OR APPROVED BY ADDENDUM. NUMBER OF LAMPS IN CROSS SECTION.: 2
. PACKAGING OF LIGHT FIXTURES WITH OTHER SYSTEMS IS NOT ALLOWED. DAT-BRITE cD ELECTRONIC BALLAST(S): QTY: |; THD: <I0%
3. WHEN ONLY ONE PRODUCT IS APPROVED FOR BIDDING, THE PRICE FOR THAT ITEM LITHONIA WP DAMP LOCATION RATED
SHALL BE BROKEN OUT SEPARATELY WHEN SUBMITTING PRICING TO VARIOUS
DISTRIBUTORS AND/OR CONTRACTORS.
4. WHEN A CONTRADICTION EXISTS BETWEEN A SPECIFIC MODEL NUMBER AND THE DESCRIPTION, THE DESCRIPTION SHALL GOVERN. X MCPHILBEN CAX DESIGNER EMERGENCY LIGHT 120 5 UNIVERSAL N/A N/A - -
DUAL LITE LZ WHITE HOUSING
MAINTENANCE FREE NI-CAD BATTERY
LIGHT FIXTURE PRIOR APPROVAL REQUIREMENTS
LED EXIT SIGN 20 5 UNIVERSAL LAMP INCLUDED 5 N/A N/A
. PRIOR APPROVAL IS REQUIRED BEFORE BIDDING THIS PROJECT. A OPERATION: EMERGENCY - NICKEL CADMIUM BATTERY
EXITRONIX GVEX FACE TYPE: STENCIL
2. PRIOR APPROVALS SHALL BE SUBMITTED TO THE ELECTRICAL ENGINEER'S OFFICE AT LEAST (8) EIGHT WORKING DATS BEFORE DUAL LITE Lsc HOUSING COLOR: WHITE
THE BID. PRIOR APPROVALS RECEIVED AFTER THIS TIME PERIOD SHALL BE REJECTED. NUMBER OF FACES: |
3. PRIOR APPROVALS SHALL BE SIGNED BY A PRINCIPAL OF THE SUBMITTING ORGANIZATION STATING THAT THET HAVE LETTER COLOR: GREEN
PREPARED AND/OR REVIEWED THE SUBMITTAL AND THAT THE PRODUCTS PROPOSED ARE EQUIVALENT TO THOSE SPECIFIED.
ANT EXCEPTIONS SHALL BE SO NOTED. EMERGENCY EGRESS LIGHT
XL DUAL LITE PG7 COLOR: DARK BRONZE 120 5 UNIVERSAL N/A LED 5 -
4. ITEMS THAT ARE SUBMITTED AND HAVE BEEN APPROVED WILL BE LISTED IN THE ADDENDUM(S). VERBAL APPROVAL WILL NOT MAINTENANCE FREE NI-CAD BATTERY
BE GIVEN ON ANT ITEM. PROVIDE WITH HEATER
(OR APPROVED EQUIVALENT)
5. IT IS NOT THE RESPONSIBILITY OF THE ELECTRICAL ENGINEER TO NOTIFY THE SUBMITTING PARTY OF ERRORS IN THE SUBMITTAL.
NOTIFICATION OF ERRORS BY THE ELECTRICAL ENGINEER PRIOR TO ISSUANCE OF THE ADDENDUM(S) MAY NOT BE GIVEN.
PRIOR APPROVALS SHALL CONSIST OF TWO SETS OF CUT SHEETS DESCRIBING THE PRODUCTS BEING SUBMITTED AS
EQUIVALENTS. FAXES ARE NOT ACCEPTABLE. ALL SPECIFICATION INFORMATION SHALL BE CLEARLY MARKED, WITH
NON-APPLICABLE INFORMATION CROSSED OUT. COMPLETE PHOTOMETRIC DATA SHALL BE PROVIDED. PRODUCTS WITHOUT
PHOTOMETRIC DATA WILL NOT BE APPROVED.
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LIGHTING AND APPLIANCE PANELBOARD SCHEDULE
(EXISTING)  CIRCUIT BREAKERS: | {BOLT ON
PANEL NAME: 1l TYPE: QO PLUG ON 20 /208 | o 3
[X|ENGRAVED NAME TAGS BUS MATERIAL:{ |ALUM BUS GROUND: [X|GROUND BUS NEUTRAL: |X|l00% LUGS:| |MAIN MAIN BREAKER:[X]AMPS 200
cu BUS | {I1s0L GND BUS | |200% | |SUB-FEED
, FEED-THROUGH BUS AMPS: 200
BRANCH BREAKERS
WRE | CIR LEFT PHASE LOAD RIGHT PHASE LOAD CIR. AMP WIRE
NOTES {TEM AP POLE | SIZE | No. A B A B NO. POLE | SIZE ITEM NOTES

8 | CONVENIENCE QUTLETS 20 i 12 [ 1080 1200 2 20 ! 12 MICROWAVE 8
8 | - CONVENIENCE QUTLETS 20 i 12 3 080 1200 4 20 i 12 REFRIDGERATOR 8
8 | CONVENIENCE QUTLETS 20 I 12 5 g0 600 6 20 2 2 PLOTTER 8
8 | CONVENIENCE OUTLETS 20 } 12 1 080 600 8 - - - ~ 8
8 LIGHTS 20 i 12 q 7] 1200 lo 20 { 12 EWC 8
8 EXTERIOR LIGHTS 20 ! 12 [ Wio 2 20 i - SPARE )
8 | CONVENIENCE OUTLETS 20 [ 12 i3 400 14 20 i - SPARE 8
8 | TELE PHONE BOARD 2 20 I 12 5 360 16 20 { - SPARE 8

. 4410 3930 3000 1800
FEEDER ENTRY:| |TOP FRONT: {x| STANDARD 1410 5130 |TOTAL

x| BOTTOM HINGED 62 48 AMPS / PHASE

DOOR-IN-DOOR
MOUNTING: [x] FLUSH TVSS: [X|NONE ~ NEMARATING: | |NEMAI TOTAL CONNECTED LOAD: 18200
| {SURFACE CATEGORY "C" NEMA 3R
SURFACE W/ SKIRT ABOVE CATEGORY 'B" | [NEMA 4% " SHORT GIRCUIT RATING:| |SERIES - RATED
| | SURFACE W/ SKIRT BELOW CATEGORY "A* [ [NerA 12 FULLY - RATED
| |STAINLESS STEEL
22000 APS RS ST
REFER TO ONE-LINE DIAGRAM FOR FEEDER , CONDUIT AND CONDUCTOR SIZES -

P+A architects

821 East Kensington Ave,

Salt Lake City, Utah 84105

P: 801.484.1161

F: 801.485.4640

e-mail parchitects@comcast.net

[Iarchitecture I:I planning H design
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LIGHTING AND APPLIANCE PANELBOARD SCHEDULE
(EXISTING!  CIRCUIT BREAKERS: | |BOLT.ON .
PANEL NAME: 12 TYPE: Q0 PLUG ON R0/ 208 | o 3
[X] ENGRAVED NAME TAGS BUS MATERIAL:| |ALLM BUS GROUND: [X|GROUND BUS NEUTRAL: [X[l00% LuesS: [X]MAIN _ MAIN BREAKER:[ | ArPs
cy BUS [ TisoL 6ND BUS | |200% SUB-FEED f '
FEED-THROUGH BUS APS: 200
BRANGH BREAKERS
WIRE | CIR. LEFT PHASE LOAD RIGHT PHASE LOAD CIR. AP WIRE
NOTES meM AP POLE | SIZE | No. A B A B NO. POLE | SIZE ITEM NOTES
8 AC-| 60 2 4 [ 6032 120 2 20 i R WATER HEATER 8
8 - - - - 3 6032 500 4 20 { 12 EXHAUST FAN 8
8 AC-2 60 2 4 5 6032 4942 6 60 2 4 HEATER H-1 8
8 - - - - 7 6032 4992 8 - - - - 8
8 EXHAUST FAN 20 | 12 q 500 lo 20 { SPARE 8
8 HEATER H-2 60 2 4 il 4992 2 20 I SPARE 8
8 - - - - i3 4942 14 20 ] SPARE 8
8 SPARE 20 | 5 6 20 [ SPARE 8
. , 1556 1056 51 5492
FEEDER ENTRY:] |TOP FRONT: {x| STANDARD 23268 22548 [TOTAL
x| BOTTOM HINGED 194 188 AMPS / PHASE
DOOR-IN-DOOR
MOUNTING: [x] FLUSH _ TVSS: [X|NONE  NEMA RATING: | INEMAI TOTAL GONNECTED LOAD: 45816
SURFACE CATEGORY *C* NEMA 3R
| SURFACE W/ SKIRT ABOVE CATEGORY *B" [ INEMA 4% SHORT CIRCUIT RATING: [ |SERIES - RATED
SURFACE W/ SKIRT BELOW CATEGORY "A* [ INEMA 12 : FULLY - RATED
o | |STAINLESS STEEL :
22000 APS 15 5T
REFER TO ONE-LINE DIAGRAM FOR FEEDER , CONDUIT AND CONDUCTOR SIZES
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PANELBOARD SCHEDULE NOTES:

l. PROVIDE CLASS A GROUND FAULT INTERRUPTER TYPE CIRCUIT BREAKER.

2. PROVIDE ARC FAULT CIRCUIT INTERRUPTER TYPE CIRCUIT BREAKER.

3. PROVIDE 30 MILLIAMPERE EQUIPHMENT GROUNG FAULT PROTEGTOR TYPE CIRCUIT BREAKER.
4, PROVIDE SHUNT-TRIP TYPE CIRCUIT BREAKER WITH 120V COiL.

Th

5. PROVIDE HACR RATED CIRCUIT BREAKER. :

6. PROVIDE HANDLE CLAMP FOR HOLDING CIRCUIT BREAKER IN THE "ON" OR "OFF" POSITION,

1. PROVIDE SHITCHING RATED CIRCUIT BREAKER. :

8. PROVIDE NEW CIRCUIT BREAKER IN EXISTING PANELBOARD (WHERE PANEL IS INDICATED AS EXISTING) OF SAME MANUFACTURER AND AlC. RATING AS EXISTING.
9. EXISTING LOAD.

T2

PANEL
SCHEDULES

SHEET NUMBER

E-GE801
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