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ADDENDUM NO. 2 
 
Date: September 9, 2009 
 
To:  Contractors 
 
From: Wayne Smith – Project Manager 
 
Reference: Price Armory Upgrade 
  Utah National Guard – Price, Utah 
  DFCM Project No. 08297480 
 
Subject: Addendum No. 2 
 
Pages Addendum Cover Sheet 1 page 
 Architect’s Addendum No. 2 14 pages 
 Total  15 pages 
 
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this 
Addendum apply to all drawings and specification sections whether referenced or not involving 
the portion of the work added, deleted, modified, or otherwise addressed in the Addendum. 
Acknowledge receipt of this Addendum in the space provided on the Bid Form. Failure to do so 
may subject the Bidder to Disqualification.   
  
While we contend that SB220 should only be potentially applicable to a contract issued after the 
effective date of said bill, this is to clarify that for purposes of this contract, regardless of the 
execution or effective dates of this contract, the status of Utah Law and remedies available to the 
State of Utah and DFCM, as it relates to any matter referred to or affected by said SB220, shall be 
the Utah law in effect at the time of the issuance of this Addendum. 
 
1.1 SCHEDULE CHANGES:     No Project Schedule changes. 
 
1.2 GENERAL ITEMS:    See attached Architect’s Addendum No. 2 
 



Addendum #2 
Price Armory – Structural repairs and upgrades 
548 North 500 East 
Price, Utah 
DFCM Project # 08297480 
 
AE401 
 

Add the attached foundation plan for the new stair, planter, and accessible 
sidewalk at the main entry to sheet AE401 

 
 
AE701 
 
Revise the General Note added to the Finish Schedule by addendum #1 on AE701 to the 
following: 
 

GENERAL NOTE:  PRIOR TO PAINTING ANY MASONRY, ALL 
MISCELANIOUS ANCHORS, CLAMPS, ETC. NOT BEING USED OR 
REUSED TO SUPPORT CONDUITS, PIPES, DUCTWORK, OR WALL 
HUNG ITEMS SHALL BE REMOVED, AND ANY HOLES,  CRACKS, OR 
SPALLED AREAS IN THE EXPOSED SURFACE OF THE MASONRY 
SHALL BE PATCHED FLUSH WITH ADJACENT SURFACES USING 
PATCHING MATERIALS APPROPRIATE FOR TYPE OF DEFECT TO 
BE FILLED. 

 
Specifications 
 
Replace Section 096813 Tile Carpeting (State Carpet Contract) with attached revised 
Section 096813. 

In section 075216 “SBS-Modified Bituminous Membrane Roofing”, delete article 1.8 and 
replace with the following: 

1.8         WARRANTY 

A. Manufacturer’s Warranty:  Comply with Owner’s requirements. 

1. Warranty Period: 20 years. 
2. Wind Coverage: 90 mph wind warranty. 
3. Warranty Form: Owner’s standard warranty form. 
 

B. Contractor’s Warranty:  Comply with Owner’s requirements. 

1. Warranty Period:  5 years. 
2. Wind Coverage: 90 mph wind warranty. 
3. Warranty Form: Owner’s standard form. 



 
In section 075216 “SBS-Modified Bituminous Membrane Roofing”, Add the 
following manufacturers to article 2.1 : 

d. GAF Materials Corp 
e. Johns Manville 

 
Section 099123 3.3 A  
 
Use block filler compatible with previously painted surfaces, at existing painted CMU 
walls, as a prime coat. 
 
Section 102113 Toilet Compartments 
 
Add the following approved manufacturers to 102113 2.2 A 

4. Flush Metal Partitions 
5. Hadrian Metal Toilet Partitions 
6. Columbia Partitions - Substitution 

 
Clarifications: 
 
North Arrows: 
 

The North Arrow is incorrectly shown on several of the drawings.  The Parking 
Lot side of the building is the north side.  The main entry with the new accessible 
access is the west side of the building and the basement Garage is on the south 
side.  Veterans Lane is on the east side of the building. 

 
Sheet L101 – North arrow should point to the top of the sheet.  There is no 
planting on the south garage side of the building.  The hatch shown in the parking 
lot is for accessible parking stripping and does not represent Rock or Bark mulch. 

 
Sheet AD101  
  

Note 3 calls for removal of glazed block.  The glazed block on these walls is a 2 
½” to 3” veneer over CMU.  The CMU behind the glazed block where shown 
dashed at the west wall of the women’s and the east wall of the men’s shall also 
be remove.  These 2 walls are to be replaced by new shear walls (see Structural)  

 
Stacked Portable Bleachers 
 

If the bleachers along the south side of the drill hall need to be relocated for any 
work being done in that area, the contractor will be responsible for moving and 
reinstalling the bleachers.  Micropiles along that wall are shown to be installed 
from the basement garage side of that wall so the bleachers should not be in the 
way of that operation. 

 
Building Occupancy: 



 
The building will be vacated during construction, and the contractor will have 
access to all areas of the building. 

 
Footing Depths: 
 

3 drawings (Footing & Foundation Plan #3, Elevation & Section Plans  #6 & 7) 
from the original building drawings have been added for clarification of the 
footing depth and configuration.  THESE RECORD DOCUMENTS HAVE 
BEEN PROVIDED BASED ON INFORMATION BY OTHERS.  EFT 
ARCHITECTS HAS NOT VERIFIED THE ACCURACY AND/OR 
COMPLETENESS OF THIS INFORMATION AND SHALL NOT BE 
RESPONSABLE FOR ANY ERRORS OR OMISSIONS WHICH MAY BE 
INCORPORTATED HERIN AS A RESULT.  THOSE RELYING ON THESE 
RECORD DOCUMENTS ARE ADVISED THAT THEY ARE ATTACHED 
FOR REFERENCE ONLY. 



UTAH NATIONAL GUARD  DFCM PROJECT NO.: 
AMERICAN FORK ARMORY                08296480 
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SECTION 096813 - TILE CARPETING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and 
Supplementary Conditions and Division 01 Specification Sections, apply to this 
Section. 

1.2 SUMMARY 

A. This Section includes modular, tufted carpet tile. 

B. Related Sections include the following: 

1. Division 09 Section "Resilient Base and Accessories" for resilient wall base and 
accessories installed with carpet tile. 

1.3 SUBMITTALS 

A. Product Data:  For each type of product indicated.  Include manufacturer's written data 
on physical characteristics, durability, and fade resistance.  Include installation 
recommendations for each type of substrate. 

B. Shop Drawings:  Show the following: 

1. Columns, doorways, enclosing walls or partitions, built-in cabinets, and locations 
where cutouts are required in carpet tiles. 

2. Existing flooring materials to remain. 
3. Carpet tile type, color, and dye lot. 
4. Type of subfloor. 
5. Type of installation. 
6. Pattern of installation. 
7. Pattern type, location, and direction. 
8. Pile direction. 
9. Type, color, and location of edge, transition, and other accessory strips. 
10. Transition details to other flooring materials. 

C. Samples:  For each of the following products and for each color and texture required.  
Label each Sample with manufacturer's name, material description, color, pattern, and 
designation indicated on Drawings and in schedules. 

1. Carpet Tile:  Full-size Sample. 

TILE CARPETING  096813 - 1 
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2. Exposed Edge, Transition, and other Accessory Stripping:  12-inch- long 
Samples. 

D. Product Schedule:  For carpet tile.  Use same designations indicated on Drawings. 

E. Qualification Data:  For Installer. 

F. Product Test Reports:  Based on evaluation of comprehensive tests performed by a 
qualified testing agency. 

G. Maintenance Data:  For carpet tiles to include in maintenance manuals.  Include the 
following: 

1. Methods for maintaining carpet tile, including cleaning and stain-removal 
products and procedures and manufacturer's recommended maintenance 
schedule. 

2. Precautions for cleaning materials and methods that could be detrimental to 
carpet tile. 

H. Warranty:  Special warranty specified in this Section. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  An experienced installer who is certified by the Floor Covering 
Installation Board or who can demonstrate compliance with its certification program 
requirements. 

B. Fire-Test-Response Characteristics:  Provide products with the critical radiant flux 
classification indicated in Part 2, as determined by testing identical products per 
ASTM E 648 by an independent testing and inspecting agency acceptable to 
authorities having jurisdiction. 

1.5 DELIVERY, STORAGE, AND HANDLING 

A. Comply with CRI 104, Section 5, "Storage and Handling." 

1.6 PROJECT CONDITIONS 

A. Comply with CRI 104, Section 7.2, "Site Conditions; Temperature and Humidity" and 
Section 7.12, "Ventilation." 

B. Environmental Limitations:  Do not install carpet tiles until wet work in spaces is 
complete and dry, and ambient temperature and humidity conditions are maintained at 
the levels indicated for Project when occupied for its intended use. 

TILE CARPETING  096813 - 2 
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C. Do not install carpet tiles over concrete slabs unless slabs are sufficiently dry to bond 
with adhesive and concrete slabs have pH range recommended by carpet tile 
manufacturer. 

1.7 WARRANTY 

A. Special Warranty for Carpet Tiles:  Manufacturer agrees to repair or replace 
components of carpet tile installation that fail in materials or workmanship within 
specified warranty period. 

1. Warranty does not include deterioration or failure of carpet tile due to unusual 
traffic, failure of substrate, vandalism, or abuse. 

2. Failures include, but are not limited to, more than 10 percent edge raveling, 
snags, runs, dimensional stability, loss of tuft bind strength, loss of face fiber, and 
delamination. 

3. Warranty Period:  10 years from date of Substantial Completion. 

1.8 EXTRA MATERIALS 

A. Furnish extra materials described below, before installation begins, that match 
products installed and that are packaged with protective covering for storage and 
identified with labels describing contents. 

1. Carpet Tile:  Full-size units equal to 5 percent of amount installed for each type 
indicated, but not less than 10 sq. yd.. 

PART 2 - PRODUCTS 

2.1 CARPET TILE 

A. Products:  Subject to compliance with requirements, available products that may be 
incorporated into the Work include, but are not limited to, the following: 

1. AIKI Collection; Interface. 
2. Centerfield III; Mannington Commercial. 
3. Industrial Society; Bentley Prince Street. 
4. Municipality; Mohawk. 

a. Color:  As selected by Architect from manufacturer's full range. 

B. Surface Pile Weight: 23 oz. minimum. 

C. Primary Backing/Backcoating:  Manufacturer's standard composite materials. 

D. Secondary Backing:  Manufacturer's standard material. 

TILE CARPETING  096813 - 3 
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E. Size:  18 by 18 inches minimum. 

F. Fiber Content:  100 percent nylon 6, 6. 

G. Applied Soil-Resistance Treatment:  Manufacturer's standard material. 

H. Performance Characteristics:  As follows: 

1. Critical Radiant Flux Classification:  Not less than 0.45 W/sq. cm. 

2.2 INSTALLATION ACCESSORIES 

A. Trowelable Leveling and Patching Compounds:  Latex-modified, hydraulic-cement-
based formulation provided or recommended by carpet tile manufacturer. 

B. Adhesives:  Water-resistant, mildew-resistant, nonstaining, pressure-sensitive type to 
suit products and subfloor conditions indicated, that complies with flammability 
requirements for installed carpet tile and is recommended by carpet tile manufacturer 
for releasable installation. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine substrates, areas, and conditions, with Installer present, for compliance with 
requirements for maximum moisture content, alkalinity range, installation tolerances, 
and other conditions affecting carpet tile performance.  Examine carpet tile for type, 
color, pattern, and potential defects. 

B. Concrete Subfloors:  Verify that concrete slabs comply with ASTM F 710 and the 
following: 

1. Slab substrates are dry and free of curing compounds, sealers, hardeners, and 
other materials that may interfere with adhesive bond.  Determine adhesion and 
dryness characteristics by performing bond and moisture tests recommended by 
carpet tile manufacturer. 

2. Subfloors are free of cracks, ridges, depressions, scale, and foreign deposits. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. General:  Comply with CRI 104, Section 6.2, "Site Conditions; Floor Preparation," and 
with carpet tile manufacturer's written installation instructions for preparing substrates 
indicated to receive carpet tile installation. 

TILE CARPETING  096813 - 4 
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B. Use trowelable leveling and patching compounds, according to manufacturer's written 
instructions, to fill cracks, holes, depressions, and protrusions in substrates.  Fill or 
level cracks, holes and depressions 1/8 inch wide or wider and protrusions more than 
1/32 inch, unless more stringent requirements are required by manufacturer's written 
instructions. 

C. Remove coatings, including curing compounds, sealers, and other substances that are 
incompatible with adhesives and that contain soap, wax, oil, or silicone, without using 
solvents.  Use mechanical methods recommended in writing by carpet tile 
manufacturer. 

D. Broom and vacuum clean substrates to be covered immediately before installing carpet 
tile. 

3.3 INSTALLATION 

A. General:  Comply with CRI 104, Section 14, "Carpet Modules," and with carpet tile 
manufacturer's written installation instructions. 

B. Installation Method:  Glue down; install every tile with full-spread, releasable, pressure-
sensitive adhesive. 

C. Maintain dye lot integrity.  Do not mix dye lots in same area. 

D. Cut and fit carpet tile to butt tightly to vertical surfaces, permanent fixtures, and built-in 
furniture including cabinets, pipes, outlets, edgings, thresholds, and nosings.  Bind or 
seal cut edges as recommended by carpet tile manufacturer. 

E. Extend carpet tile into toe spaces, door reveals, closets, open-bottomed obstructions, 
removable flanges, alcoves, and similar openings. 

F. Maintain reference markers, holes, and openings that are in place or marked for future 
cutting by repeating on finish flooring as marked on subfloor.  Use nonpermanent, 
nonstaining marking device. 

G. Install pattern parallel to walls and borders. 

3.4 CLEANING AND PROTECTION 

A. Perform the following operations immediately after installing carpet tile: 

1. Remove excess adhesive, seam sealer, and other surface blemishes using 
cleaner recommended by carpet tile manufacturer. 

2. Remove yarns that protrude from carpet tile surface. 
3. Vacuum carpet tile using commercial machine with face-beater element. 
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B. Protect installed carpet tile to comply with CRI 104, Section 16, "Protection of Indoor 
Installations." 

C. Protect carpet tile against damage from construction operations and placement of 
equipment and fixtures during the remainder of construction period.  Use protection 
methods indicated or recommended in writing by carpet tile manufacturer. 

END OF SECTION 096813 
 

TILE CARPETING  096813 - 6 
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MECHANICAL ADDENDUM #1 

 

DATE: September 8, 2009   

    
PROJECT NO: 9110   
    
PROJECT: UNG Price, UT Structural & 

Misc. Upgrades 
  

 
 
 

DRAWINGS 

SHEET - M401 
1. Air Handler AH-1: Heresite coating for coil shall be deleted. 
2. CO2 Sensors and valve controls shall be provided by the controls contractor. 
 
SHEET – M301 
1. Detail 14: Discharge shroud shall be field fabricated with drum louvers installed in shroud. Shroud 

shall cover the face of the unit and be 12” deep.  
2. Detail 14: Access doors for the unit may be either side of the unit. 

SPECIFICATIONS 

 
SECTION – 224200 
1. Add to fixture specifications: “The plumbing contractor shall install a SFDG1 “Dirt Grabber” flush 

valve filter as manufactured by South Fork Manufacturing in each urinal or water closet 
diaphragm-type flush valve prior to turning water into the flush valve, but after the domestic water 
lines have been flushed according to the specifications.” 

PRIOR APPROVALS 

 
The following manufacturers, trade names and products are allowed to bid on a name brand only basis 
with the provision that they completely satisfy all and every requirement of the drawings, specifications 
and all addenda shall conform to the design, quality and standards specified, established and required for 
the complete and satisfactory installation and performance of the building and all its respective parts. 
 
Item Manufacturer Comments 
Exhaust Fans Captive Aire 
Modular Indoor Air Handling Units McQuay, Greenheck 
Test and Balance Danis Test and Balance 
 Independent Test & Balance 
 
END OF ADDENDUM 
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