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ADDENDUM #1 
 
Date: June 24, 2009 
             
To:  Contractors 
 
From: Jeff Reddoor, Project Manager, DFCM 
 
Reference:         Completion of Shelled Auditorium 
  Southern Utah University, Cedar City, Utah 
  Project No. 09013730 
 
Subject: Addendum No. 1 
 
Pages Addendum        1  page 
 Revised Bid Form                                                   2  pages 
 Architects Addendum                                             5  pages 
 Total                                                                        8  pages  
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this Addendum apply 
to all drawings and specification sections whether referenced or not involving the portion of the work added, 
deleted, modified, or otherwise addressed in the Addendum. Acknowledge receipt of this Addendum in the 
space provided on the Bid Form. Failure to do so may subject the Bidder to Disqualification.   
  
While we contend that SB220 should only be potentially applicable to a contract issued after the effective 
date of said bill, this is to clarify that for purposes of this contract, regardless of the execution or effective 
dates of this contract, the status of Utah Law and remedies available to the State of Utah and DFCM, as it 
relates to any matter referred to or affected by said SB220, shall be the Utah law in effect at the time of the 
issuance of this Addendum. 
 
1.1        SCHEDULE CHANGES – There are no changes to the project schedule. 
1.2 GENERAL – MHTN Architects Addendum. 
 Revised Bid Form – Two additive alternates were added to the bid form 
 #1 – Provide new projector and screen as described in specs. 
 #2 – Provide carpet as described in specs. 
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REVISED BID FORM 
 
 
NAME OF BIDDER                                                                                                       DATE             
 
To the Division of Facilities Construction and Management 
4110 State Office Building 
Salt Lake City, Utah  84114 
 
The undersigned, responsive to the "Notice to Contractors" and in accordance with the "Instructions to Bidders”, 
in compliance with your invitation for bids for the Completion of Shelled Auditorium – Southern Utah 
University – Cedar City, Utah – DFCM Project No. 09013730 and having examined the Contract Documents 
and the site of the proposed Work and being familiar with all of the conditions surrounding the construction of the 
proposed Project, including the availability of labor, hereby proposes to furnish all labor, materials and supplies as 
required for the Work in accordance with the Contract Documents as specified and within the time set forth and at 
the price stated below.  This price is to cover all expenses incurred in performing the Work required under the 
Contract Documents of which this bid is a part: 
 
I/We acknowledge receipt of the following Addenda:            
 
 
For all work shown on the Drawings and described in the Specifications and Contract Documents, I/we agree to 
perform for the sum of: 
 
BASE BID: (All work associated with new shop, including all utility stubs to back of house) 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
 
ADDITIVE ALTERNATE No.1: Provide new projector and screen as described in specs. 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
ADDITIVE ALTERNATE No.2: Provide carpet as described in specs. 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
I/We guarantee that the Work will be Substantially Complete by October 15, 2009, should I/we be the successful 
bidder, and agree to pay liquidated damages in the amount of $500.00 per day for each day after expiration of the 
Contract Time as stated in Article 3 of the Contractor’s Agreement.  
 
 
 
 
 

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and Management 
DFCM
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BID FORM  
PAGE NO. 2 
 
 
This bid shall be good for 45 days after bid opening. 
 
Enclosed is a 5% bid bond, as required, in the sum of           
 
The undersigned Contractor's License Number for Utah is                                                         .   
 
Upon receipt of notice of award of this bid, the undersigned agrees to execute the contract within ten (10) days, 
unless a shorter time is specified in the Contract Documents, and deliver acceptable Performance and Payment 
bonds in the prescribed form in the amount of 100% of the Contract Sum for faithful performance of the contract.   
 
The Bid Bond attached, in the amount not less than five percent (5%) of the above bid sum, shall become the 
property of the Division of Facilities Construction and Management as liquidated damages for delay and 
additional expense caused thereby in the event that the contract is not executed and/or acceptable l00% 
Performance and Payment bonds are not delivered within the time set forth. 
 
 
Type of Organization: 
 
                                                                 
(Corporation, Partnership, Individual, etc.) 
 
 
Any request and information related to Utah Preference Laws: 
 
__________________________________________________ 
 
 
      Respectfully submitted, 
 
 
 
      ______________________________________________ 
      Name of Bidder 
 
 
 

ADDRESS: 
 
 
      ______________________________________________ 
 

______________________________________________ 
 
 
 
      ______________________________________________ 

 Authorized Signature 
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Addendum No. 1 Issued: 06/23/09 
 
 

Addendum No. One 
for the 

S.U.U. Sharwan Smith Center 
Auditorium Remodel 

MHTN Project No. 2009516, DFCM Project No. 09013730 
 

All Contractors submitting proposals on the above captioned project shall be governed by the 
following addendum, changes and explanations to the bidding documents dated June 08, 2009   
and shall submit their bids in accordance therewith: 
 
Approved Substitution Requests: 
 
Division 09– Interior Finishes 
 Fixed Sound Absorptive Panels- ACC-U-SOUND ATP Panels  (Fabric shall be as shown on 
 Finish Schedule / Interior Elevations). 
 
Division 23- Mechanical Equipment 
 Duct Access Doors- Greenheck 
 
 Motorized OA Dampers – Greenheck 
 
 Backdraft Dampers – Greenheck 
 
 Flex Duct – Hart & Cooley 
 
 Louvers – Greenheck 
 
 Air Handling Units – McQuay (subject to compliance with size and weight restrictions not 
 to exceed unit as called for in contract documents) 
 
 Electric & Electronic Control Systems –  Utah Yamas Controls 
 
 
Changes to the Project Manual: 
A1.1 Specification Section 012300 Paragraph 3.1 (Schedule of Alternates) shall be revised as 
follows: 
  Alternate #1- Provide Video Projector as specified in Division 274116 and Projection 
  Screen mounted above platform as specified in Division 115213. 
   
  Alternate #2- Provide Carpet Tiles and Resilient accessories in Aisles as specified in 
  Division 9 Sections. 
 
 
A1.2 Specification Section 126100 Paragraph 2.1 Item  D. (Fixed Audience Seating Fabric)  
shall be revised as follows: 
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  Fabric: 
   Manufacturer : Maharam 
   Pattern: Messenger 458640 
   Color: 007 Shadow 
 
A1.3 Specification Section 126100 Paragraph 2.2 Item A. (Fixed Auditorium Seating 
Products) shall be revised as follows: 
 
 A. Subject to compliance with requirements, available manufacturers offering products 
 that may be incorporated into the Work include, BUT ARE NOT LIMITED TO, the following: 
  1. American Seating – Spirit Chair OR EQUIVALENT. 
  2. Irwin Seating – Marquee (with Cast Iron Standards) OR EQUIVALENT. 
 
A1.4 Specification Section 126100 Paragraph 2.2  Item D. (Fabric Upholstered Chairs) shall be 
revised as follows: 
  1. Backs: 
   a. Molded plastic back with upholstered 2 inch foam padding. 
 
A1.5  Specification Section 271005. (STRUCTURED CABLING FOR VOICE AND DATA) shall be 
added to the contract documents. See attached specification section 271005. 
 
Clarifications: 
A1.6  Terminal board for Voice and Data cables is located in room 219 (TEL). Connections to this 

existing telephone and data network equipment shall be as set forth in the attached specification 
section 271005. 

 
 
 
Changes to the Drawings: 
A1.7 Note 1. on the finish schedule for Sheets AE101 and AE102 shall be revised as follows: 
  1. All base in carpeted areas to be carpet base to match carpet tile. Areas with  
  concrete floors to have rubber base to match Roppe P193 Black Brown. 
 
A1.8 Sheet AE101, note regarding Auditorium Seating shall be revised to call for 16 degree back 
pitch instead of 18 degree back pitch. 
  
 
 
Attachments: 
 
Specification Section 271005 
 
 
End of Addendum No. 1 
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SECTION 27 1005 
 

STRUCTURED CABLING FOR VOICE AND DATA 

PART 1  GENERAL 

1.01 SECTION INCLUDES 

A. Cabling and pathways inside building(s). 

1.02 RELATED REQUIREMENTS 

A. Section 07 8400 (07840) - Firestopping. 

B. Section 26 0534 (16131) - Conduit. 

1.03 REFERENCE STANDARDS 

A. NFPA 70 - National Electrical Code; 2008. 

B. TIA/EIA-568-B.1 - Commercial Building Telecommunications Cabling Standard - Part 1: General 
Requirements; Rev B, 2001; Addenda 1-7. 

C. TIA/EIA-568-B.2 - Commercial Building Telecommunications Cabling Standard - Part 2: 
Balanced Twisted Pair Cabling Components; Rev B, 2001; Addenda 1-11. 

D. TIA-569 - Commercial Building Standard for Telecommunications Pathways and Spaces; Rev 
B, 2004. 

E. TIA/EIA-606 - Administration Standard for the Telecommunications Infrastructure; Rev A, 2002. 

F. ANSI/J-STD-607 - Commercial Building Grounding (Earthing) and Bonding Requirements for 
Telecommunications; Rev A, 2002. 

G. UL 444 - Communications Cables; 2002. 

H. UL 1863 - Standard for Communications-Circuit Accessories; 2004. 

1.04 QUALITY ASSURANCE 

PART 2  PRODUCTS 

2.01 MANUFACTURERS 

A. Cabling and Equipment: 
1. 3M Telecommunications:  solutions.3m.com/wps/portal/3M/en_US/Telecom/Home. 
2. AMP Netconnect/Tyco Electronic Corporation:  www.ampnetconnect.com. 
3. Siemon Company:  www.siemon.com. 
4. Substitutions:  See Section 01 6000 (01600) - Product Requirements. 

2.02 SYSTEM DESIGN 

A. Provide a complete permanent system of cabling and pathways for voice and data 
communications, including cables, conduits and wireways, pull wires, support structures, 
enclosures and cabinets, and outlets. 
1. Provide fixed cables and pathways that comply with NFPA 70 and ANSI/J-STD-607 and 

are UL listed or third party independent testing laboratory certified. 
2. Provide connection devices that are rated for operation under conditions of 32 to 140 

degrees F (0 to 60 degrees C) at relative humidity of 0 to 95 percent, noncondensing. 
3. In this project, the term plenum is defined as return air spaces above ceilings, inside ducts, 

under raised floors, and other air-handling spaces. 

B. Capacity: 
1. Horizontal Cabling:  Copper. 
2. Provide one voice outlet and one data outlet in each work area. 
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C. Intermediate Distribution Frames (IDF):  Support structures for terminating horizontal cables that 
extend to telecommunications outlets. 
1. Locate intermediate distribution frames in Telecommunications Room(s) on each floor. 

D. Cabling to Outlets:  Specified horizontal cabling, wired in star topology to distribution frame 
located at center hub of star; also referred to as "links". 

2.03 PATHWAYS 

A. Conduit:  As specified in Section 26 0534 (16131); provide pull cords in all conduit. 

2.04 COPPER CABLE AND TERMINATIONS 

A. Copper Horizontal Cable:  TIA/EIA-568 Category 5e solid conductor unshielded twisted pair 
(UTP), 24 AWG, 100 ohm; 4 individually twisted pairs; covered with blue jacket and complying 
with all relevant parts of and addenda to latest edition of TIA/EIA-568 and UL 444. 
1. In locations other than in plenums, provide NFPA 70 type CMG general purpose, CMR 

riser-rated, or type CMP plenum-rated cable. 
2. In plenums, provide NFPA 70 type CMP plenum-rated cable. 

B. Copper Cable Terminations:  Insulation displacement connection (IDC) type using appropriate 
tool; use screw connections only where specifically indicated. 

C. Jacks and Connectors: RJ-45, non-keyed, terminated with 110-style insulation displacement 
connectors; high impact thermoplastic housing; complying with same standard as specified 
horizontal cable and UL 1863. 
1. Performance:  500 mating cycles. 
2. Voice and Data Jacks:  4-pair, pre-wired to T568A configuration, with color-coded 

indications for T568B configuration. 

2.05 CROSS-CONNECTION EQUIPMENT 

A. Connector Blocks for Category 6 and Up Cabling:  Type 110 insulation displacement 
connectors; capacity sufficient for cables to be terminated  plus 25 percent spare. 

B. Patch Panels for Copper Cabling:  Sized to fit EIA standard 19 inch (482.6 mm) wide equipment 
racks; 0.09 inch (2.2 mm) thick aluminum; cabling terminated on Type 110 insulation 
displacement connectors; printed circuit board interface. 
1. Jacks:  Non-keyed RJ-45, suitable for and complying with same standard as cable to be 

terminated; maximum 48 ports per standard width panel. 
2. Capacity:  Provide ports sufficient for cables to be terminated plus 25 percent spare. 
3. Labels:  Factory installed laminated plastic nameplates above each port, numbered 

consecutively; comply with TIA/EIA-606 using encoded identifiers. 
4. Provide incoming cable strain relief and routing guides on back of panel. 

PART 3  EXECUTION 

3.01 INSTALLATION - GENERAL 

3.02 PATHWAYS 

A. Install with the following minimum clearances: 
1. 48 inches (1220 mm) from motors, generators, frequency converters, transformers, x-ray 

equipment, and uninterruptible power systems. 
2. 12 inches (300 mm) from power conduits and cables and panelboards. 
3. 5 inches (125 mm) from fluorescent and high frequency lighting fixtures. 
4. 6 inches (150 mm) from flues, hot water pipes, and steam pipes. 

B. Conduit: 
1. Do not install more than 2 (two) 90 degree bends in a single horizontal cable run. 
2. Leave pull cords in place where cables are not initially installed. 
3. Conceal conduit under floor slabs and within finished walls, ceilings, and floors except 
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where specifically indicated to be exposed. 
a. Conduit may remain exposed to view in mechanical rooms, electrical rooms, and 

telecommunications rooms. 
b. Treat conduit in crawl spaces and under floor slabs as if exposed to view. 
c. Where exposed to view, install parallel with or at right angles to ceilings, walls, and 

structural members. 

C. Grounding and Bonding:  Perform in accordance with ANSI/J-STD-607 and NFPA 70. 

D. Firestopping:  Seal openings around pathway penetrations through fire-rated walls, partitions, 
floors, and ceilings in accordance with Section 07 8400 (07840). 

3.03 INSTALLATION OF EQUIPMENT AND CABLING 

A. Cabling:   
1. Do not bend cable at radius less than manufacturer's recommended bend radius; for 

unshielded twisted pair use bend radius of not less than 4 times cable diameter. 
2. Do not over-cinch or crush cables. 
3. Do not exceed manufacturer's recommended cable pull tension. 
4. When installing in conduit, use only lubricants approved by cable manufacturer and do not 

chafe or damage outer jacket. 

B. Service Loops (Slack or Excess Length):  Provide the following minimum extra length of cable, 
looped neatly: 
1. At Distribution Frames:  120 inches (3000 mm). 
2. At Outlets - Copper:  12 inches (305 mm). 

C. Copper Cabling: 
1. Category 6:  Maintain cable geometry; do not untwist more than 1/2 inch (12 mm) from 

point of termination. 
2. For 4-pair cables in conduit, do not exceed 25 pounds (110 N) pull tension. 
3. Copper Cabling Not in Conduit:  Use only type CMP plenum-rated cable as specified. 

D. Field-Installed Labels:  Comply with TIA/EIA-606 using encoded identifiers. 
1. Cables:  Install color coded labels on both ends. 
2. Outlets: Label each jack on its face plate as to its type and function, with a unique 

numerical identifier. 
3. Patch Panels:  Label each jack as to its type and function, with a unique numerical 

identifier. 

3.04 FIELD QUALITY CONTROL 

A. Comply with inspection and testing requirements of specified installation standards. 

B. Visual Inspection: 
1. Inspect cable jackets for certification markings. 
2. Inspect cable terminations for color coded labels of proper type. 
3. Inspect outlet plates and patch panels for complete labels. 

C. Final Testing:  After all work is complete, including installation of telecommunications outlets, 
and telephone dial tone service is active, test each voice jack for dial tone. 

END OF SECTION 


