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ADDENDUM #3 
 
Date: February 17, 2010 
             
To:  Contractors 
 
From: Michael Ambre, Project Manager, DFCM 
 
Reference:         NCAA Track and Field Facility 
  Utah Valley University – Orem, Utah 
  Project No. 09026790 
 
Subject: Addendum No. 3 
 
Pages Addendum        1  page 
 Project Specifications                                            20 pages 
 Total                                                                       21 pages  
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this Addendum apply 
to all drawings and specification sections whether referenced or not involving the portion of the work added, 
deleted, modified, or otherwise addressed in the Addendum. Acknowledge receipt of this Addendum in the 
space provided on the Bid Form. Failure to do so may subject the Bidder to Disqualification.   
  
While we contend that SB220 should only be potentially applicable to a contract issued after the effective 
date of said bill, this is to clarify that for purposes of this contract, regardless of the execution or effective 
dates of this contract, the status of Utah Law and remedies available to the State of Utah and DFCM, as it 
relates to any matter referred to or affected by said SB220, shall be the Utah law in effect at the time of the 
issuance of this Addendum. 
 
3.1 SCHEDULE CHANGES – There are no changes to the project schedule. 
 
 
3.2 GENERAL – Please see attached specs. and drawings.  
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A. REVISED DRAWING LIST 
 
  The following drawings are updated and resubmitted as part of Addenda No. 3.  The 
  Contractor shall substitute the updated drawings for those provided in the bid set dated January 
  14, 2010. 
 
  C‐102 
  C‐103 
  C‐501 
  L‐101 
  TF‐4 
  TF‐5 
  TF‐6 
  TF‐7 
  TF‐8 
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B. ADDENDA ITEMS 
 

1. The Contractor shall install the asphalt surface at the track within the following NCAA Rule 1, 
Section 1 tolerances and those listed on sheet C‐102.  These grading tolerances and 
requirements shall supersede all those listed in the APWA specifications. 
 
NCAA Rule 1, Section 1  
 
Article 1. With respect to grade or slope: 
 
a. The maximum lateral inclination permitted for the track across the full width of the 

track preferably toward the inside lane and across all runways shall not exceed 1:100, 
one percent (1%). 
 

b. The maximum downward inclination permitted in the running direction for the track, 
the running direction for all runways and the throwing direction for all landing sectors, 
measured over the full length of any straight track distance, the last 20 meters of the 
javelin runway, the last 40 meters of other runways and the full length of landing 
sectors, shall not exceed 1:1000, one‐tenth of one percent (0.1%). 
 

c. In the high jump, the maximum inclination of the last 15 meters of the approach and 
takeoff area shall not exceed 1:250, four‐tenths of one percent (0.4%), in the running 
direction toward the center of the crossbar. 
 

d.  The surface of a throwing circle shall be level. 
 

2. The Asphalt material at the track shall be a performance graded asphalt PG70‐28 with a 
maximum aggregate size of 12.5 mm for the wearing course and 19 mm for the asphalt base 
course as shown in APWA 32 12 06 and shall in all other respects comply with APWA 32 12 
06. 
 

3. The Contractor shall coordinate the use of all concrete admixtures with the track & field 
synthetic surfacing contractor to verify and ensure the synthetic surface will bond to the 
concrete. 
 

4. The Contractor may not use crushed gravel as structural backfill material in the voids 
created by the removal of the existing 42” RCP pipe. 

 
5. The Contractor shall include in his bid price the cost to stabilize 10% of the total area of the 

new track surface or approximately 5,800 square feet.  The cost of stabilization shall include 
removing 24” of existing material and disposing of it off‐site.  Replacing with 24” of 
structural fill compacted to 98% of max.dry density in 6” lifts over woven geotextile 
stabilizing fabric. 
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6. The precast channel slot drain and trench drain shall be constructed of polymer concrete 

and specifically designed for premium running track drainage systems (not roadway, parking 
lot, or commercial systems).  Approved products for the slot drain (High jump/steeplechase 
area) are System 3000 by ACO Sport (http://www.acousa.com/sport/index.htm), or XT‐4 by 
SportsEdge (www.sportsedge.com), or approved equal.  Approved products for the precast 
trench drain with grate (interior and portions of the exterior of track oval) are System 4000 
by ACO Sport (http://www.acousa.com/sport/index.htm), or Pro‐L Premium Channel drain 
by SportsEdge (www.sportsedge.com), or approved equal. 
 

7. Section 02541 – Track & Field Equipment 
 
a. Revise Item 2.01 C. 3. To Read: 
 
  3.  Two (2) mesh covers for sand pits. Model #519‐1230 
 
b. Revise Item 2.01 C. 8 To Read: 
 
  8.  One (1) tall, single circle, hammer/discus cage with ground sleeves. Model #  
    570‐3600R. 
 

8. Section 02542 – Track & Field Line Markings 
 
a. Revise Item 3.02 F. 2. To Read: 
 
  2.  One direction back straight a way 
 
b. Delete Item 3.02 F. 5. b. 
 
c. Revise Item 3.02 G. 2. To Read: 
 
  2.  One direction back straight a way 
 
d. Delete Item 3.02 G. 5. b 
 
e. Revise Item 3.02 H. 2. To Read: 
 
  2.  Both curves (reverse) 
 
f. Revise Item 3.02 H. 5. To Read: 
 
  5.  Color of reverse starting line is black 
 
g. Revise item 3.02 FF. To Read: 
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  FF.  Interval Marks 
 
  1.  Provide a 2” wide white line on the inside of the track oval extending from the  
    inside edge of the inside Lane 1 line toward the precast channel drain    
    approximately 4” long 
 
  2.  These lines are to be at 50 meter intervals starting at the common finish line  
    and running the entire length of the track oval 
 

9. Drawing TF‐1 – Track & Field Layout Plan 
 
a. Eliminate references to Alternate Bid items – all items listed as Alternate Bid are now in 

the base bid. 
 
b. Revise Construction Note 7 To Read: 
 
  7.  Construct pole vault box per Details 02/TF‐6 & 03/TF‐6. 
 
c. Rotate North Arrow 90 degrees to left 
 

10. Drawing TF‐2 – Track & Field Dimension Plan 
 
a. Rotate North Arrow 90 degrees to left 
 

11. Drawing TF‐3 – Track & Field Timing Plan 
 
a. Rotate North Arrow 90 degrees to left 
 
b. Add the following note to the Drawing Key: 
 
   3       = 3 x 2" Conduits: 1 x 2" Electrical & 2 x 2" Other 
 
c. Eliminate conduit shown at northeast end of track oval designated with a 2. 
 
d. Eliminate references to Alternate Bid items – all items listed as Alternate Bid are now in 

the base bid.  
 

12. Drawing TF‐4 – Track & Field Details 
 
a. Replace this sheet with attached drawing 
 

13. Drawing TF‐5 – Track & Field Details 
 
a. Replace this sheet with attached drawing 
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14. Drawing TF‐6 – Track & Field Details 
 
a. Replace this sheet with attached drawing 
 

15. Drawing TF‐7 – Track & Field Details 
  
a. Replace this sheet with attached drawing 
 

16. Drawing TF‐8 – Track & Field Details 
  
a. Replace this sheet with attached drawing 
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C. QUESTIONS (Responses are in Bold) 
 
General 
 
1. Can the 42” pipe be reused? 
   
  The existing 42” RCP pipe may not be reused but it may be salvaged by the Contractor. 
 
2. How much topsoil (depth) needs to be removed? 
   
  There is no minimum depth to which the topsoil must be removed in those areas where new 
  sod is being installed (all non‐hardened or non‐improved areas).  The Contractor may re‐use 
  existing topsoil under the new sod.  Such topsoil must be free of all organics and refuse (sod, 
  weeds, twigs, garbage, etc.) 
 
3. Can Diamond Grinding and Buffing be used to redress asphalt grading issues at the track 
  surfaces? 

 
  Yes.  The Contractor shall work with the synthetic surface manufacturer/installer to ensure a 
  final surface that not only meets acceptable grading tolerances but that also provides 
  adequate bonding to the synthetic material 
 
4. Can we substitute the specified structural fill for flowable fill when backfilling under the track? 

 
  No.  Flowable fill may be used in backfilling the trench where the existing 42” RCP pipe is to be 
  removed but the contractor must install the flowable fill against undisturbed soil and provide 
  a minimum 18” compacted structural fill barrier between the flowable fill and the bottom of 
  the track pavement section. 
 
5. In Specification 02810 section 2.3  A it says that all fittings for main and lateral lines shall be 
  Schedule 40 PVC.  The UVU Standard Specs says fittings shall be Sch 40 for PVC pipe 2” in Dia. or 
  less or Harco fittings on pipe 2 ½” or larger.  Which do we use? 

 
  See irrigation note #2 on sheet L‐501.  The UVU irrigation standards in the specifications 
  control  in all instances and supersede any requirements shown on either the drawings or in 
  specification sections 02810 or 02900.  

 
6. Auto Controllers A. Controllers are existing, it also says existing on the plans sheet L‐501 Note 1,  
 
  The Contractor shall connect the new and modified irrigation system into existing controllers 
 
7. 02810 Execution 3.8 says new valves, New Controllers, UVU Standard specs says new and gives 
  specifications 
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  The Contractor shall not be required to furnish or install new controllers. 
 
8.  Valves A. Ball Valves upstream side of the electric remote control valve and in the same box, 
  02810 Execution 3.3 A. says 4 valves to a group or manifolded with a ball valve 
 
  See Response to note #5 above. 
 
Sheet L‐101 
 
1. We noticed the head placement provides uneven coverage.  How do you want to address this?  
 
  See note #5, Sheet L‐501.  The Owner has reviewed the irrigation plans and provided us with 
  revisions which we have made and are reflected in the bid sheet L‐101.  They have also 
  indicated to us that given heads or irrigation pipe may be required to be substituted or 
  relocated in the field.  The owner will work with contractor at the time of the irrigation system 
  installation to direct this work.   
 
2.  The existing mainline goes under the track surface on the north and south end. Do you want to 
  reroute it or leave it under the track? 
 
  The Contractor shall re‐route the existing irrigation mainline(s) that currently go under the 
  planned track surface as part of this contract.  The mains shall be relocated to the proper 
  depth at the minimum distance of the furthest cut/fill line of that side of the track.  The 
  Contractor shall also raise or lower all existing irrigation mains and electrical conduits that will 
  affected by cut/fill slopes such that they meet UVU standards for bury.  All relocated mains 
  and conduits shall meet UVU campus standards in installation and materials. 
 
3.   Do you want us to extend the mainline on the east side going north to finish the loop? 
 
  No. 
 
4.   There is no call for modifying the irrigation or the landscape on the perimeter. Is that part of the 
  contract? 
 
  Yes.  See note 5 sheet C‐101.  The contractor is required to modify and/or repair the existing 
  irrigation, heads, valves, etc. in those areas outside the footprint of the track affected by 
  either cut/fill slopes or by construction activities, storm drain piping and box installation, etc. 
 
5.   Note number 2 is very vague.  Is there contour changes? 
 
  The Contractor shall furnish and install new sod in all areas outside the footprint of the track  
  affected by cut/fill slopes, construction damaged areas, storm drain piping and box 
  installation, existing utility main relocation, etc.  The Contractor may reuse the existing topsoil 
  as long as it is free from all organics and refuse. 
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6.   We understand there is electrical conduit that runs down the west side. Will it be effected? 
 
  Yes.  The Contractor shall relocate the existing electrical conduit such that it does not run 
  under the new track surface and that it meets UVU bury requirements. 
 
7.   Are the trees on the north end effected?  
 
  No, the trees should not be affected by construction 
 
8.   There are two valves located by the jump pits with no mainline?  Please advise? 
 
  See Addenda Sheet L‐101.  The Contractor shall connect the two valves to the existing main as 
  shown. 
 
9.   Plan shows a quick coupler in the surface. Is this a typo? 
 
  Quick couplers are to be installed at all groups of valves, between the steeplechase water 
  jump and track oval and near the long/triple jump sand pits.  See Addenda Sheet L‐101.   
 
10.   Is there a drainage system through the track infield? 
 
  No. 
 
11.   With the cuts and fill do the sprinkler clocks remain as located? 
 
  No.  See note #6 on sheet C‐101.  The Contractor is responsible to adjust all utilities to grade 
  within the cut and fill slopes including irrigation boxes, clocks, enclosures, etc. 
 
12.   Is the catch basin affected due to cuts and fill? 
 
  No, the catch basin located at the north and west of the track should not be affected by fill 
  slopes although it will be near the toe of the adjoining fill slope. 
 
13.   With the cuts and fill, the existing mainline on the west may exceed campus standard for depth. 
  Please advise? 
 
  See response to question #2 above. 
 
14.   Are the point of connections to have isolation valves? 
 
  No.  UVU has indicated that they already exist. 
15.   Campus standards require one isolation valve per two valves. Is this correct? 
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  Yes. 
 
16.   Can we get a detail to tie into existing mainline? 
 
  The connections to the existing irrigation main shall be by mechanical joint couplings sized for 
  PVC pipe.  All connections shall be left open for inspection and approval by Russ Clegg prior to 
  acceptance.  
 
Sheet C‐106 
 
1.   There is no irrigation noted. How is this to be addressed? 
 
  There is no sod or irrigation within the fenced retention basin.  See retention basin note 
  #4 on sheet C‐106. 
 
2.   On the southwest corner of the retention basin, is the sod to remain? If so, is new irrigation 
  required or modification required? 
 
  No. See retention basin note #2 on sheet C‐106. 
 
3.   Does the effected area go outside the fence line? 
 
  See retention basin note #4 on sheet C‐106. 
 
 
Track and Field Plans 
 
1.  Sheet TF1 refers to details on TF‐6 how to construct the pole vault box. However, there are no 
  specs on the box, the 10mm synthetic surface, etc. Please advise. 
 
  The track & field synthetic surfacing is specified in Section 02540 
  The track & field equipment is specified in Section 02541 
 
2.  The plans show a discus/shot put throw and call for metal embedded items. There are no specs 
  for these items. Please advise. 
 
  The track & field equipment is specified in Section 02541 
 
3.  The details for the discus/shot put do not clarify the height for the chain link fencing. Please 
  clarify. 
 
  The track & field equipment is specified in Section 02541 
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4.  There are details for the steeplechase, however there are no specifications for the components 
  of the pit and the jumping bar, e.g., 10mm synthetic surface, bar, etc. 
 
  The track & field synthetic surfacing is specified in Section 02540 
  The track & field equipment is specified in Section 02541 
 
5.  The plans call for “special aggregate” in the shot put area. Does this refer to sand? I cannot find 
  any details on aggregate description. 
 
  The shot put landing material and long/triple jump sand pit sand are specified in Section 
  02543 
 
6.  Specification for Precast channel drain shown on sheet TF‐4? 
 
  The precast channel slot drain and trench drain shall be constructed of polymer concrete and 
  specifically designed for premium running track drainage systems (not roadway, parking lot,   
  or commercial systems).  Approved products for the slot drain (High jump/steeplechase area) 
  are System 3000 by ACO Sport (http://www.acousa.com/sport/index.htm), or XT‐4 by 
  SportsEdge (www.sportsedge.com), or approved equal.  Approved products for the precast 
  trench drain with grate (interior and portions of the exterior of track oval) are System 4000 by 
  ACO Sport (http://www.acousa.com/sport/index.htm), or Pro‐L Premium Channel drain by 
  SportsEdge (www.sportsedge.com), or approved equal. 
 
7.  Specification for Take off board TF‐5? 
 
  The track & field equipment is specified in Section 02541 
 
8.  Specification for Vapor barrier TF‐5? 
 
  The vapor barrier shall be W.R. Meadows PERMINATOR® 15 mil Underslab Vapor Barrier or 
  approved equal. 




















