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SHEET

1

DESCRIPTION

TITLE SHEET

INDEX TO SHEETS AND SUMMARY OF ITEMS2

3

4

TYPICAL SECTIONS

PLAN VIEW5

DETAIL SHEET

PAINTING PLAN6

DESCRIPTION

MOBILIZATION

UNIT QUANTITY

LUMP 1
1

2

3

4

5

1PAVEMENT MARKING PAINT LUMP

ROTOMILL SQ. FT. 3545

CRACK SEAL FEET 2020

HMA (1/2" MIX) 2" OVERLAY SQ. FT. 34970

6

3RECONSTRUCT UTILITY ACCESS EACH

7

2RECONSTRUCT INLET BOX EACH

8

PAVING FABRIC (PETROMAT) SQ. YD. 3885

UNTREATED BASE COURSE SQ. FT. 300

GRANULAR BORROW SQ. FT. 300

EXCAVATION SQ. FT. 300

9

STABILIZATION FABRIC (COMBIGRID 30/30) SQ. YD. 35

10

11

12

13

14
2REMOVE RAMP EACH

REMOVE SIDEWALK 160SQ. FT.

10FEETCURB WALL

15

HMA (1/2" MIX) 3" THICK SQ. FT. 1330

16

17
CONCRETE CURB BLOCK 9EACH

REMOVE ASPHALT SQ. FT. 1030

18

GENERAL NOTES:

1. THESE DRAWINGS MEET THE CURRENT DFCM STANDARDS.

2. THIS PROJECT DOES NOT INVOLVE STRUCTURES.

3. THESE DRAWINGS ARE BASED ON THE 2006 IBC AND THE  ICC/ANSI A117.1-2003
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4'-0"

2
"

ROTOMILL TO A DEPTH OF 2"

AT EDGE OF CONCRETE, TAPER

TO 0" AT A POINT 4'-0" OUT

2" HMA OVERLAY

LIP OF EXISTING

 CONCRETE

TYPICAL SECTION A

EXISTING ASPHALT SURFACE

PAVING FABRIC REQ'D. (PETROMAT STYLE 4598 OR EQUAL)

2
"

2" HMA OVERLAY

EXISTING CONCRETE

TYPICAL SECTION B

EXISTING ASPHALT SURFACE

PAVING FABRIC REQ'D. (PETROMAT STYLE 4598 OR EQUAL)

2
"

2" HMA OVERLAY

PAVING FABRIC REQ'D. (PETROMAT STYLE 4598 OR EQUAL)

EXISTING CONCRETE

TYPICAL SECTION C

EXISTING ASPHALT SURFACE

2
"

2" HMA OVERLAY

EXISTING CONCRETE

TYPICAL SECTION D

EXISTING ASPHALT SURFACE

PAVING FABRIC REQ'D. (PETROMAT STYLE 4598 OR EQUAL)

THICKEN HMA OVERLAY

TO BE FLUSH WITH CONCRETE

12'-0"

3" HMA REQ'D.

MATCH EXISTING LIP

IF GUTTER IS PRESENT

TYPICAL SECTION E

6" UNTREATED BASE COURSE REQ'D.

12" GRANULAR BORROW REQ'D.

STABILIZATION FABRIC REQ'D. (NAUE COMBIGRID 30/30 Q1 151 GRK 3, OR EQUAL)

LIP OF EXISTING

CONCRETE

TYPICAL SECTION F

REMOVE EXISTING ASPHALT

REPLACE WITH HMA

LIP OF EXISTING

CONCRETE

3
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RAISE UTILITY ACCESS 2"

REMOVE EXISTING

CONCRETE COLLAR

UTILITY ACCESS

3' X 3' CONCRETE COLLAR

3'-0"

3
'
-
0
"

3' X 3' CONCRETE COLLAR

RECONSTRUCT UTILITY ACCESS

SECTION VIEW

RECONSTRUCT UTILITY ACCESS

PLAN VIEW

2" HMA OVERLAY

SAW CUT

REMOVE EXISTING RAMP

6"

1
'
-
0
"

AS REQUIRED

CURB WALL REQ'D.

CURB WALL

ELEVATION VIEW

CURB WALL

SECTION VIEW

2" X 3" X 

1

4

" ANGLE IRON FRAME

ANCHOR BOLT WELDED TO

FRAME ( 4 REQUIRED)

McNICHOLS BAR GRATING

HWE 2 

1

2

" X 

3

8

" BEARING BARS

 WITH 3 

5

8

" X 2" OPENINGS

( OR APPROVED EQUAL )

6
"

CUT EXISTING BOX

6" BELOW FINISHED

GRADE. DRILL AND

DOWEL AT 12" C.C.

6'-0"

6
'
-
0
"

6
"

# 4 REBAR AT 12'

 C.C. BOTH WAYS

RECONSTRUCT INLET BOX

PLAN VIEW

RECONSTRUCT INLET BOX

SECTION VIEW
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ROTOMILL REQUIRED (SEE SHT. 3 FOR

TYPICAL SECTION), 3,545 SQ. FT.

CRACK SEAL REQUIRED

RECONSTRUCT

UTILITY ACCESS

RECONSTRUCT

UTILITY ACCESS

RECONSTRUCT

UTILITY ACCESS

RECONSTRUCT

INLET BOX

RECONSTRUCT

INLET BOX

OVERLAY REQUIRED (SEE SHT. 3 FOR TYPICAL

SECTION), 34,970 SQ. FT.

RECONSTRUCTION (SEE SHT. 3 FOR TYPICAL

SECTION), 300 SQ. FT.

REMOVE SIDEWALK

(3.5' X 37.5')

REMOVE STEEL PLATE

REMOVE CONCRETE RAMP

CURB WALL REQUIRED

TYP. C

T
Y

P
.
 
B

TYP. D

TYP. D

T
Y

P
.
 
D

T
Y

P
.
 
B

TYP. F

TYP. A

T
Y

P
.
 
B

T
Y

P
.
 
B

REMOVE CONCRETE RAMP

CURB WALL REQUIRED

TRANSITION

TYP. E

POTHOLE

USE

TYP. E

TYP. F

REMOVE SIDEWALK

(5.0' X 5.0')

REMOVE STEEL PLATE

REMOVE AND REPLACE ASPHALT (SEE SHT. 3

FOR TYPICAL SECTION), 1,030 SQ. FT.
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