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Year Year
International Building Code _ 2006 National Electrical Code ~ __ 2006
International Mechanical Code 2006 Uniform Code for
International Plumbing Code 2006 Building Conservation 2006
International Fire Code _ 2006 ADA Accessibility
International Energy Guildelines 2006
Conservation Code 2006

BONNEVILLE FREMONT

A.  Occupancy and Group: _R-1/B/A-3 R-1/B

Change in Use: Yes No X Mixed Occupancy: Yes X No

Special Use and Occupancy (e.g. High Rise, Covered Mall): N/A

B. Seismic Design Category: __ EXISTING Design Wind Speed: EXISTING mph

C. Type of Construction (circle one):

BONNEVILLE FREMONT
1 1 i I o I X
A B B A B HT B

D. Fire Resistance Rating Requirements for the Exterior Walls based on the fire
separation distance (in hours):

North: 0 South: 0 East: 0 West: 0
E. Mixed Occupancies: YES Nonseparated Uses: NO
F. Sprinklers:

Required: __ YES Provided: __ YES
BONNZEVILLE FREI\{lONT

Type of Sprinkler System: WET

G.  Number of Stories: Building Height: N/A
H.  Actual Area per Floor (square feet): N/A
I Tabular Area: N/A

J. Area Modifications:
Acle | 1A
= + +
VAT A [100} [100

b) Sum of the Ratio Calculations for Mixed Occupancies:

|-1ooF 025W
= P 1 30

Actual Area < 1

Allowable Area

c) Total Allowable Area for:

1) One Story: N/A
2) Two Story: A,(2) N/A
3) Three Story: A,(3) N/A

d) Unlimited Area Building: Yes N/A No Code Section:

K. Fire Resistance Rating Requirements for Building Elements (hours).
Element Hours | ASSEMDIY | Elgment Hours | AASsembly
Listing Listing
Exterior Bearing Walls N/A Floors - Ceiling Floors N/A
Interior Bearing Walls N/A Roofs - Ceiling Roofs N/A
Exterior Non-Bearing Walls N/A Exterior Doors and Windows N/A
Structural Frame N/A Shaft Enclosures N/A
Partitions - Permanent N/A Fire Walls N/A
Fire Barriers N/A Fire Partitions N/A
Smoke Partitions N/A

L.  Design Occupant Load: _ N/A

Exit Width Required: __ N/A Exit Width Provided: _ N/A

M. Minimum Number of Required Plumbing Facilities:

a) Water Closets - Required (m) _NA _ (f) _N/A
) Lavatories - Required (m)__NA (f) __N/A
) Bath Tubs or Showers: __ N/A

) Drinking Fountains: __ N/A

Provided (m) __ N/A () __N/A
Provided (m) _N/A  (f) _N/A

T

o O

Service Sinks: _ N/A

N7 N7 N | PLASTER ‘ ‘ ‘ ‘ ACOUSTICAL TILE

4 =2 ‘| COMPRESSIBLE FILLER BACKER ROD AND FILLER

” 4 <

P 4 a,

GYPSUM
A VA VA VA VA VAV
METAL LATH S0mED

— X ———— X — FeNCE J TO REMOVE

FOOTNOTES:

1) In case of conflict with the U.S. Department of Justice Federal Registers Parts I
through ¥ - ADA Guidelines and specific reference to the International Building
Code Accessibility Chapters, the more restrictive requirement shall govern.

2) Additional Code Information shall be provided at the discretion of the Building
Official for Complex Buildings. Including, but not limited to:

a) High Rise Requirements.

b) Atriums.

c) Performance Based Criteria.
d) Means or Egress Analysis.

e) Fire Assembly Locator Sheet.

—H

) Exterior and Interior Accessibility Route.
g) Fire Stopping, Including Tested Design Number.
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GENERAL NOTES

EXISTING CONDITIONS
P7 NTS

1. ALL DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO
COMMENCING WORK - ANY DISCREFANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF
RECORD PRIOR TO COMMENCING WORK.

2. PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION. PATCH & REPAIR ANY
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR
THE CONSTRUCTION OF NEW ITEMS.

3. NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON. THE CONTRACTOR'S CHOICE OF MEANS &
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID. ANY DEMOLITION &
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT
BE COMPENSATED FOR AFTER THE BID OPENING.

4. PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITEMS TO BE REMOVED & RETURNED TO THE
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5. 72-HOUR NOTICE IS REQUIRED FOR ANY UTILITY SHUT DOWN.

©. ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.

7. PRIOR TO BIDDING, THE CONTRACTOR IS TO SURVEY THE EXISTING WALL CONDITIONS. ALL EXISTING NAILS,
SCREWS, ABANDONED FASTENERS & HARDWARE IN THE WALLS ARE TO BE REMOVED & THE HOLES
PATCHED. DAMAGED GYPSUM BOARD 1S TO BE REPAIRED & PATCHED.

H'FSArCh/tects

ARCHITECTURE
INTERIORS
PLANNING

BONNEVILLE DEMOLITION NOTES

1484 South State Street
Salt Lake City, Utah 84115
801-596-0691/F: 596-0693

www.hfsa.com

EXISTING CONDITIONS
F& NTS

1. MEN'S ROOM: THE EXPOSED PIPING FOR THE ABANDONED WALL-MOUNTED SINK 1S TO BE DEMOLISHED &
CAPPED IN THE WALL. THE MOUNTING BRACKET FOR THE ABANDONED SINK 1S TO BE DEMOLISHED.

2. MEN'S ROOM: THE MIRRORS ABOVE BOTH SINK LOCATIONS ARE TO BE DEMOLISHED..
3. MEN'S ROOM: THE ACCESS DOOR 1S TO BE REPLACED, CAREFULLY DEMOLISHED THE EXISTING.
4. MEN'S ROOM: THE EXHAUST FAN 1S TO BE REPLACED, CAREFULLY DEMOLISH THE EXISTING.

5. MEN'S ROOM: THE GRAB BARS, WALL-MOUNTED PAPER TOWEL DISPENSER, SOAF DISPENSER & HAND
DRYER ARE TO BE DEMOLISHED.

©. WOMEN'S ROOM: THE MIRROR ABOVE BOTH SINKS ARE TO BE DEMOLISHED.
7. WOMEN'S ROOM: THE ACCESS DOOR 15 TO BE REPLACED, CAREFULLY DEMOLISHED THE EXISTING.
&. WOMEN'S ROOM: THE EXHAUST FAN 15 TO BE REPLACED, CAREFULLY DEMOLISH THE EXISTING.

9. WOMEN'S ROOM: THE GRAB BARS, WALL-MOUNTED PAPER TOWEL DISPENSER, SOAP DISPENSER & HAND
DRYER ARE TO BE DEMOLISHED.

10. WOMEN'S ROOM: THE FULL-LENGTH MIRROR 1S TO BE SAVED & INSTALLED ON THE NORTH WALL.
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BONNEVILLE PLUBMING NOTES

Staff Restroom Upgrades
to the Bonneville & Fremont

1. CONNECT TO EXISTING WASTE PIFING.
2. CONNECT TO EXISTING WASTE & COLD WATER PIPING.

3. EXTEND 2" WASTE & %" COLD WATER & CONNECT TO EXISTING PIPING, PROVIDE FLOOR METAL CARRIER.

4, CONNECT TO EXISTING WASTE, HOT WATER & COLD WATER PIPING.

Community Correctional Centers

Utah Department of Corrections
Bonneville - 1141 S. 2475 W.
Fremont - 2588 W. 2365 S.

BONNEVILLE FINISH LEGEND

FLOOR:
2X2 CERAMIC MOSAIC FLOOR TILE & MARBLE THRESHOLD

WALLS:

&X& CERAMIC TILE WAINSCOT TO 5-0" A.F.F. AS SHOWN
ON INTERIOR ELEVATIONS & EPOXY PAINT ON EXISTING
BASE: GYPSUM BOARD
4" COVED CERAMIC TILE BASE
CEILING:

EPOXY PAINT ON EXISTING GYPSUM BOARD
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GENERAL NOTES

1. ALL DIMENSIONS & EXISTING CONDITIONS IN AREAS OF WORK ARE TO BE FIELD VERIFIED PRIOR TO
COMMENCING WORK - ANY DISCREFANCIES ARE TO BE REPORTED TO THE ARCHITECT OR ENGINEER OF
RECORD PRIOR TO COMMENCING WORK.

2. PROTECT ALL AREAS & SURFACES ADJACENT TO DEMOLITION & CONSTRUCTION. PATCH & REPAIR ANY
DAMAGE OR HOLES IN WALLS, CEILINGS & FLOORS RESULTING FROM THE DEMOLTION OF EXISTING ITEMS OR
THE CONSTRUCTION OF NEW ITEMS.

3. NOTED AREAS INDICATED THE GENERAL EXTENT OF DEMOLITON. THE CONTRACTOR’S CHOICE OF MEANS &
METHODS OF CONSTRUCTION MAY REQUIRE MORE OR LESS DEMOLITION. THE MEANS & METHODS OF
DEMOLITION & CONSTRUCTION MUST BE ACCOUNTED FOR IN THE CONTRACTORS BID. ANY DEMOLITION &
REPAIR TO ADJACENT SURFACES BEYOND THE AREAS INDICATED IN THE CONTRACT DOCUMENTS WILL NOT
BE COMPENSATED FOR AFTER THE BID OPENING.

4. PRIOR TO THE START OF DEMOLTION, THE CONTRACTOR IS TO MEET WITH THE OWNER & ARCHITECT TO
IDENTIFY ALL ITEMS TO BE DEMOLISHED & REMOVED FROM SITE, ITEMS TO BE REMOVED & RETURNED TO THE
OWNER, OR ITEMS TO BE REMOVED & REINSTALLED.

5. 72-HOUR NOTICE 15 REQUIRED FOR ANY UTILITY SHUT DOWN.

©. ANY REPAINTING OF SURFACES REQUIRED DUE TO DAMAGE TO FINISHES DURING DEMOLITION AND
CONSTRUCTION MUST BE COMPLETE FROM CORNER TO CORNER.

7. PRIOR TO BIDDING, THE CONTRACTOR IS TO SURVEY THE EXISTING WALL CONDITIONS. ALL EXISTING NAILS,
SCREWS, ABANDONED FASTENERS & HARDWARE IN THE WALLS ARE TO BE REMOVED & THE HOLES
PATCHED. DAMAGED GYPSUM BOARD 1S TO BE REFAIRED & PATCHED.

FREMONT DEMOLITION NOTES
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1484 South State Street
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1. MEN'S ROOM: THE ACCESS DOOR 15 TO BE REPLACED, CAREFULLY DEMOLISHED THE EXISTING.
2. MEN'S ROOM: THE EXISTING 4" CORED CERAMIC TILE BASE 15 TO BE DEMOLISHED.
3. WOMEN'S ROOM: THE ACCESS DOOR 1S TO BE REPLACED, CAREFULLY DEMOLISHED THE EXISTING.

4, WOMEN'S ROOM: THE EXISTING 4" CORED CERAMIC TILE BASE 1S TO BE DEMOLISHED.

CONSULTANT

FREMONT PLUMBING NOTES

Staff Restroom Upgrades

to the Bonneville & Fremont

1. CONNECT TO EXISTING WASTE & COLD WATER FPIFING.

2. CONNECT TO EXISTING WASTE, COLD WATER & HOT WATER FIFING.

Community Correctional Centers

Utah Department of Corrections
Bonneville - 1141 S. 2475 W.
Fremont - 2588 W. 2365 S.

FREMONT FINISH LEGEND

FLOOR:

WALLS:

EXISTING CERAMIC MOSAIC TILE TO BE STEAM CLEANED EXISTING CERAMIC WALL TILE TO BE STEAM CLEANED

BASE:

NEW 4"

BROKEN TILE BEHIND MEN'S ROOM TOILET TO BE
REPLACED & BACKER BOARD TO BE REPAIRED
COVED CERAMIC TILE BASE
CEILING:

EPOXY PAINT ON EXISTING GYPSUM BOARD, PATCH &
REPAIR GYPSUM BOARD DAMAGE PRIOR TO PAINTING A

DOOR FRAMES:
PAINT TO MATCH EXISTING DOOR FRAME COLOR IN GLOSS
ENAMEL
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EXISTING MTL. STUD WALL

NEW CONT. CAULKING, BOTH SIDES

d NEW HM DOOR FRAME, PAINTED

NEW SOLID-CORE WOOD DOOR
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PLUMBING FIXTURE SCHEDULE NEW HV DOOR FRAVEE, PAINTED www.hfsa.com
CW|HW]| W vV
ID FIXTURE any| any | any | any [NOTES SPECIFICATION 2 orw 2 NEW CONT. CAULKING, BOTH SIDES CONSULTANT
FLOOR DRAIN (RESTROOM): SMITH FIGURE 2005Y-P050 FLOOR DRAIN WITH CAST IRON BODY AND FLASHING vﬁ’—ﬁ‘ .
FD-1 | FLOORDRAIN | --]|--| 2 |112|RESTROOM COLLAR WITH 6" ROUND NICKEL BRONZE ADJUSTABLE STRAINER HEAD WITH SECURED GRATE AND TRAP O EXISTING MTL. STUD WALL
PRIMER COMMECTION .
LAVATORY (WALL HUNG): KOHLER K-2032 GREENWICH 20" X 18", "D" SHAPED BOWL, VITREOUS CHINA, WALL-
MOUNT LAVATORY WITH DUAL FRONT OVERFLOW 4" FAUCET CENTERS; K-7715 OPEN GRID STRAINER; SLOAN \ \
OPTIMA PLUS EBF-60 BATTERY POWERED SENSOR OPERATED FAUCET COMPLETE WITH THERMOSTATIC
L-1 LAVATORY 121 12111/211 172 MIXING VALVE. PROVIDE VANDAL RESISTANT AERATOR. PROYIDE LOOSE KEY ANGLE STOPS AND CHROME nji
PLATED COPPER SUPPLIES AND 17 GA. CAST BRASS, CHROME PLATED “P*” TRAP. COVER ALL EXPOSED PIPING §
WITH WHITE "HANDI-LAY GUARD" PROTECTOR TO MEET ADA REQUIREMENTS. PROVIDE WATTS 700 DUAL
CHECK VALVES ON HOT AND COLD WATER SUPPLIES TO FAUCET.
U-1 ADA URINAL 374 5 112 URINAL (WALL MOUNTED): KOHLER K-4560-ET BARDON VITREOUS CHINA URINAL, FLOOR MOUNTED CARRIER. C
SLOAN G2-8186-0.5 BATTERY POWERED, SENSOR OPERATED URINAL FLUSH VALVE
FLOOR MOUNTED WATER CLOSET: KOHLER K-4368 HIGHCLIFF VITRECQUS CHINA, FLOOR MOUNTED, ELONGATED BOWL TOILET
wC-1 | WATER CLOSET 1 -- 4 2 FLUSH VALVE AD;'-\ WITH K-4670-C LUSTRA OPEN FRONT SEAT; SLOAN G2-81111 EXPOSED, 1.6 GPF FLUSH VALVE. INSTALL 1
: ACTUATOR ON WIDE SIDE OF FIXTURE.
A S
1. ALLUNDER GROUND WASTE AND VENT SHALL BE 2" OR GREATER PER DRAWINGS.
2. RE-CONNECT TO EXISTING WATER, WASTE AND VENT PIPING. EXTEND EXISTING PIPING AS REQUIRED TO MEET NEWY ROUGH-IN DIMENSIONS.
3. PROVIDE FIXTURES BY MANUFACTURERS LISTED OR BY AN APPROVED ALTERNATE MANUFACTURER. SUBMIT FOR MANUFACTURER APPROVAL PRIOR TO BID. NEW SOLID-CORE WOOD DOOR.
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CEILING PLAN LEGEND

PAINTED SUSPENDED GYPSUM BOARD CEILING, TYPICAL

AEXIST.

(AEXIST,

B INSTALL NEW 2X4 LIGHT FIXTURE
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B\ALTERN/\TE #1 SUSPENDED GYP. BD. CEILING
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SCALE: 1/8" = 1-0"
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