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ADDENDUM NO. 2 
 
Date: September 2, 2010 
             
To:  Contractors   
 
From: S’ean Crawford 
 
Reference:        Matheson Courthouse – Concrete Replacement/Repairs 
             Administrative Office of the Courts – Salt Lake City, Utah 
                
  Project No.10039150 
 
Subject: Addendum No. 2 
 
Pages Addendum               2   pages 
 Revised Bid Form                                                              2   pages 
 Engineers Addendum                                                         4   pages 
 Total                                                                                    8  pages  
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this Addendum apply 
to all drawings and specification sections whether referenced or not involving the portion of the work added, 
deleted, modified, or otherwise addressed in the Addendum. Acknowledge receipt of this Addendum in the 
space provided on the Bid Form. Failure to do so may subject the Bidder to Disqualification.   
  
 
2.1 SCHEDULE CHANGES – There are no changes to the project schedule. 

                                                   
2.2.1 The Project Drawings and Specifications have been posted to the DFCM Website. 
 
2.2.2 The contact information for the adjacent parking lot managed by PRI is: 

Doug Sterner 801-240-0398 
Any agreements negotiated and executed between the Contractor and PRI shall hold the 
State of Utah harmless. 
 

2.2.3 The original handrail cap was provided by Metals Manufacturing Company, 801-972-0911. 
The contractor must match the existing handrail cap, the contact information provided is a 
local vendor that has access to the materials specified. The Contractor may use any supplier 
and or manufacturer that can supply the specified material.  
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2.2.4 ADDITIONAL SCOPE: DFCM and the AOC have added 2 alternates to the project.  
 

Additive Alternate #1 removes turf and geoblock to the South of the West Entrance and 
replacing it with concrete, as indicated on the drawing provided. Contractor shall salvage 
all geo-block, stack neatly on a pallet and turn over to DFCM Grounds Supervisor, Alan 
Olsen 801-538-3252 
 
Additive Alternate #2 specifies a Smoking Shelter to be installed on or near Alt. #1, 
reference the attached specification and drawing. Contractor must coordinate final location 
with the DFCM in writing. 
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REVISED BID FORM 
 
 
NAME OF BIDDER                                                                                                       DATE             
 
 
The undersigned, responsive to the "Notice to Contractors" and in accordance with the "Instructions to 
Bidders”, in compliance with your invitation for bids for the Matheson Courthouse Concrete 
Replacement/Repairs – Administrative Office of the Courts – Salt Lake City, Utah – DFCM 
Project No. 10039150 and having examined the Contract Documents and the site of the proposed Work 
and being familiar with all of the conditions surrounding the construction of the proposed Project, 
including the availability of labor, hereby proposes to furnish all labor, materials and supplies as 
required for the Work in accordance with the Contract Documents as specified and within the time set 
forth and at the price stated below.  This price is to cover all expenses incurred in performing the Work 
required under the Contract Documents of which this bid is a part: 
 
I/We acknowledge receipt of the following Addenda:           
 
For all work shown on the Drawings and described in the Specifications and Contract Documents, I/we 
agree to perform for the sum of: 
BASE BID: 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
ADDITIVE ALTERNATE No. 1: Additional Concrete 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
ADDITIVE ALTERNATE No. 2: Smoking Shelter 
 
                                                                                                                            DOLLARS ($                                ) 
(In case of discrepancy, written amount shall govern) 
 
I/We guarantee that the Work will be Substantially Complete by November 19, 2010, should I/we be the 
successful bidder, and agree to pay liquidated damages in the amount of $200.00 per day for each day after 
expiration of the Contract Time as stated in Article 3 of the Contractor’s Agreement.  
 
This bid shall be good for 45 days after bid opening. 
 
Enclosed is a 5% bid bond, as required, in the sum of           
 
The undersigned Contractor's License Number for Utah is                                                         .   
 
 
 

STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES 
 

Division of Facilities Construction and Management 
DFCM 
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Bid Form 
Page 2 
 
Upon receipt of notice of award of this bid, the undersigned agrees to execute the contract within ten (10) days, 
unless a shorter time is specified in the Contract Documents, and deliver acceptable Performance and Payment 
bonds in the prescribed form in the amount of 100% of the Contract Sum for faithful performance of the contract.   
 
The Bid Bond attached, in the amount not less than five percent (5%) of the above bid sum, shall become the 
property of the Division of Facilities Construction and Management as liquidated damages for delay and  
 
additional expense caused thereby in the event that the contract is not executed and/or acceptable l00% 
Performance and Payment bonds are not delivered within the time set forth. 
 
Type of Organization: 
 
                                                                 
(Corporation, Partnership, Individual, etc.) 
 
 
 
Any request and information related to Utah Preference Laws: 
 
__________________________________________________ 
 
      Respectfully submitted, 
 
 
      ______________________________________________ 
      Name of Bidder 
 

ADDRESS: 
 

      ______________________________________________ 
 

______________________________________________ 
 

 
      ______________________________________________ 

 Authorized Signature 
 





Smoking Shelter Plan Specification 
Matheson Courts Concrete Replacement Project 
DFCM Project No. 10039150 
 
The Smoking Shelter shall be a Handi‐Hut Inc. model #S4‐2PH with a dark bronze anodized finish, a built 
in bench/backrest and concrete pad sized 12’x7’x6” minimum or approved equal that complies with the 
specifications shown below.  The Shelter shall be located a minimum of 25’ from the rear entrance in 
the sod area to the south.  The exact location and orientation shall be approved by the owner prior to 
installation.   
 
DESIGN REQUIREMENTS: Each shelter shall consist of a structural aluminum frame with glazed rear, side 
walls, windscreen if required and glazed domed roof. The walls shall be glazed full height with 10” 
ventilation space at bottom.  Benches shall be furnished as indicated. The shelter shall be fabricated in 
the minimum number of parts or sections which can be transported to each site in their preglazed 
sections.  Fabrication methods shall provide for ease in erection. The frame shall be designed to be 
stable with or without wall glazing and plastic roof domes.  The shelter, including connections, 
components and anchorage, shall be tamperproof. The shelter, including the structural frame, glazing 
and roof domes, shall be capable of withstanding a windload of 75 MPH.  The roof including the dome 
shall be capable of supporting a uniformly distributed load of 40 pounds per square foot or a separate 
concentrated load of 200 pounds placed at any location on the roof or fascia without permanent 
deformation. 
 
ALUMINUM: All structural and framing members including the fascia shall be extruded aluminum of 
6063‐T52 alloy not less than 1/8 inch in thickness. 
 
GLAZING: All wall and roof glazing shall be 1/4 inch thick. Wall panels shall be tempered glass.  Roof 
domes shall be thermo formed white translucent acrylic, 1/4 inch thick. Barrel roof shall be glazed with 
twin‐ wall polycarbonate.  Gasketing around windows and domes shall be extruded PVC dry set splines, 
which shall be black in color.  Hot or cold poured sealants will not be permitted. 
 
SHELTER CONSTRUCTION: Maximum horizontal span of any panel shall not exceed 27”. 
 
All wall panels shall be factory glazed into aluminum sub‐frames with minimum depth engagement of 
3/4”.  Panel sub‐frames shall be attached to vertical and horizontal structural mullions with 3/16” 
diameter rivets on approximately 13” centers. 
 
Each shelter shall be supported by four vertical 2 1/2” x 2 1/2” aluminum tube corner mullions anchored 
at base and supporting the roof, rear wall and side walls. Intermediate vertical mullions shall be 2 1/2” x 
1 1/2” aluminum tubing. 
 
Mullion connections shall be by means of extruded aluminum “U” channels 2 1/4” x 2 1/4” or 1 1/4” x 2 
1/4” with tapered edges. 
 
All wall sections shall have structural horizontal members along top and bottom edges. Horizontal and 
vertical mullions shall be factory attached directly to each other.The fasteners shall be completely 
hidden when shelter is field installed. The final assembly shall provide a clean, neat, unobtrusive and 
tamperproof structure free of sharp or irregular edges or corners. 
 



Anchor flanges shall be aluminum with minimum height of 5” to provide up to 3” vertical adjustment for 
possible unlevel site conditions. All mounting hardware shall be factory supplied. 
 
Roof shall be completely assembled if roof is no larger than 15’ long by 7’‐6” deep. Roof domes shall be 
factory glazed 1 1/4” deep all around. Roof fascia shall be 1/8” extruded aluminum 6” high. Fascia shall 
incorporate an integral gutter with 5/8” x 1 1/4” deep holes in back of shelter for drainage. 
 
Roof fascia shall have both corner keys and alignment plates secured with 3116” diameter rivets. Under 
no circumstances will corner keys be dependent upon mere pressure fit. Each corner key shall be 
secured with a total of six rivets, three on each face, through both the roof fascia and corner key. Rivet 
shall match the finish of roof fascia. 
 
The roof fascia extrusion shall have an inside lip facing downward which shall overlap the inside surface 
of the wall assembly. This lip shall have factory drilled clearance holes for factory supplied 3116” 
diameter rivets on 20” centers. Through these holes, holes shall be chased into the top horizontal wall 
mullion in the field, then the roof assembly secured to the wall assembly with the factory supplied 
rivets. Any subsequent upward windload force under the roof shall be resisted by shear strength of the 
rivets. The roof assembly shall not be fastened down to the top of the wall sections with sheet metal 
screws whereby any upward force is resisted by the screw threads in tension. 
 
FINISH: All aluminum components shall be a Dark Bronze finish as follows: 
 
Dark bronze 313AMM10C22A44 hard coat anodic film 
 
Painted finish 
 
BENCH/BACKREST: A bench and backrest shall be included, materials shall be extruded aluminum 
consisting of two contoured sections for bench and one section for backrest. Included shall be aluminum 
brackets and hardware.  Bench/backrest shall be supported along inside for shelter rear wall. 
 
WARRANTY: Shelters shall be guaranteed against any defects in material and/or workmanship for one 
full year from time of delivery. 
 






