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PARKING LOT RECONSTRUCTION



SHEET

1

DESCRIPTION

TITLE SHEET

INDEX TO SHEETS AND SUMMARY OF ITEMS2

3

4

DETAIL SHEET

PLAN VIEW

5 PAINTING PLAN

DESCRIPTION

MOBILIZATION

UNIT QUANTITY

LUMP 1
1

2

3

4

5

1PAVEMENT MARKING PAINT LUMP

6

1RECONSTRUCT UTILITY ACCESS EACH

7

8

UNTREATED BASE COURSE SQ. FT. 13750

GRANULAR BORROW SQ. FT. 13750

EXCAVATION SQ. FT. 13750

9

STABILIZATION FABRIC (COMBIGRID 30/30) SQ. YD. 1530

10

11

4ADA RAMP EACH

5 FOOT SIDEWALK 80FEET

84FEETCONCRETE CURB AND GUTTER

HMA (1/2" mix) 3" THICK SQ. FT. 13750
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GENERAL NOTES:

1. THESE DRAWINGS MEET THE CURRENT DFCM STANDARDS.

2. THIS PROJECT DOES NOT INVOLVE STRUCTURES.

3. THESE DRAWINGS ARE BASED ON THE 2006 IBC AND THE  ICC/ANSI A117.1-2003

No. 146602
CRAIG E.

JOHANSEN



3" HMA REQ'D.

MATCH EXISTING LIP

IF GUTTER IS PRESENT

TYPICAL SECTION E

6" UNTREATED BASE COURSE REQ'D.

12" GRANULAR BORROW REQ'D.

STABILIZATION FABRIC REQ'D. (NAUE COMBIGRID 30/30 Q1 151 GRK 3, OR EQUAL)

MATCH EXISTING CURB

MATCH EXISTING CURB

25% MAX. SLOPE

RAMP 8.33%

MAX. SLOPE

4'-0"

LANDING 2.00%

 MAX. SLOPE

EACH WAY
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MATCH EXISTING

SIDEWALK

SAW CUT REQ'D.

SAW CUT REQ'D.

SAW CUT REQ'D.

5.00% MAX. SLOPE
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SIDEWALK THROUGH

DRIVEWAY REQ'D.

25% MAX. SLOPE

ADA RAMP TYPICAL

PLAN VIEW

NOTE: LANDING NOT REQUIRED

IF EXISTING SIDEWALK RUNNING

 SLOPE IS LESS THAN 2%

5
'
-
0

"

DETECTABLE WARNING

RAMP 8.33% MAX. SLOPE

LANDING 2.00%

 MAX. SLOPE

MATCH EXISTING

SIDEWALK

NO LIP AT FLOW LINE

ADA RAMP TYPICAL

SECTION VIEW

6" CONCRETE REQ'D.

3" UNTREATED BASE COURSE REQ'D.

NOTE: LANDING NOT REQUIRED

IF EXISTING SIDEWALK RUNNING

 SLOPE IS LESS THAN 2%

BID ITEM 10 BID ITEM 8 BID ITEM 10

RAISE UTILITY ACCESS 2"

REMOVE EXISTING

CONCRETE COLLAR

UTILITY ACCESS

3' X 3' CONCRETE COLLAR

3'-0"

3
'
-
0
"

3' X 3' CONCRETE COLLAR

RECONSTRUCT UTILITY ACCESS

SECTION VIEW

RECONSTRUCT UTILITY ACCESS

PLAN VIEW

2" HMA OVERLAY
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REMOVE AND REPLACE

CURB, GUTTER AND SIDEWALK

REMOVE AND REPLACE 20

FEET OF CURB AND GUTTER

REMOVE CURB, GUTTER

AND SIDEWALK.

INSTALL ADA RAMP

REMOVE CURB, GUTTER

AND SIDEWALK.

INSTALL ADA RAMP

REMOVE CURB, GUTTER

AND SIDEWALK.

INSTALL ADA RAMP

5 FOOT SIDEWALK REQ'D.

RECONSTRUCTION (SEE SHT. 4

FOR TYPICAL  SECTION

13,750 SQ. FT.

REMOVE CONCRETE SLAB

400 SQ. FT.

REMOVE CURB, GUTTER

AND SIDEWALK.

INSTALL ADA RAMP

5 FOOT SIDEWALK REQ'D.

RECONSTRUCT UTILITY

ACCESS REQ'D.

DO NOT EXCEED 2% SLOPE

IN EITHER DIRECTION IN

THIS AREA
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PAINT TOP AND FACE OF

CURB RED (NO PARKING)

4" YELLOW LINE (TYP.)

PAINT TOP AND FACE OF

CURB RED (NO PARKING)

PAINT TOP AND FACE OF

CURB RED (NO PARKING)
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