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Architect Construction & Management APPLICABLE CODES
P+A arCh iteCtS 41 10 State Ofﬂce BUIldlng L ,__I | | | | International Building Code L National Electrical Code L
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821 East Kensmgton Ave. P: 801.541.0945 International Plumbing Code  _<"Y2  Building Conservaton = __ "/~
; ) ) ) Int tional Fire Cod __ <02  ADAA ibilit
I§'a|y(_)?k:8(4:|?1,6titah 84105 F: 801 ..538.3267 | | | | | | |2t2:::t:g::| Enorgy. Guidelines WASATCH YOUTH CENTER
: 404, Contact: Matt Boyer Conservation Code —
F: 801 4854640 A.  Occupancy and Group: 3 534 SOUTH 700 WEST
e-mail parChlteCtS@ComcaSt.net Change in Use: Yes No Mixed Occupancy: Yes No SALT LAKE CITY’ UTAH
Contact: SCOtt Prior Special Use and Occupancy (e.g. High Rise, Covered Mall):
B.  Seismic Design Category: Design Wind Speed: mph
C.  Type of Construction (circle one):
I I I I m m v "4 "4
A B A B A B HT A B
Q D. Fire Resistance Rating Requirements for the Exterior Walls based on the fire
separation distance (in hours):
North: South: East: West:
E. Mixed Occupancies: Nonseparated Uses:
F: Sprinklers:
Required: Provided: Type of Sprinkler System:
G: Number of Stories: Building Height:
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G-1000 COVER SHEET YA, Aﬁ[mo } [100 } l+= 100 [P 0.25} 0
G-1001 GENERAL INFORMATION \g b) Sum of the Ratio Calculations for Mixed Occupancies: ISSUE TYPE: CONSTRUCTION DOCUMENTS
ol : 3008 s Actual Area
ARCHITECTURAL wosfly ) Alowable Avea ISSUE DATE:  18th July, 2010
A-SP100 SITE PLAN S ¥ g c) Total AIIowabI(.a Area for: ) y’
A-DP100 | DEMOLITION ROOF PLAN (EAST) ’ 2w St A
A-DP101 | DEMOLITION ROOF PLAN (WEST) 3) Three Story: Aq(3) — _ CAD PROJECT NO: 10094430
d) Unlimited Area Building: Yes No Code Section:
A-RP100 NEW ROOF PLAN (EAST) K. Fire Resistance Rating Requirements for Building Elements (hours). CAD DWG FILE:
A-RPlOl NEW ROOF PLAN (WEST) Element Hours As_se_mbly Element Hours AS§eF"b'V DRAWN BY BRIAN AND SCOTT
Listing Listing
A-RP102 NEW ROOF PLAN BREEZEWAY Exterior Bearing Walls Floors - Ceiling Floors CHK'D BY: SCOTT
A-RP103 | NEW ROOF PLAN WALKWAY PAD LOCATION (EAST) oo NomBooring Walls R - g RO e COPYRIGHT: P&A architects
A-RP104 | NEW ROOF PLAN WALKWAY PAD LOCATION (WEST) el e Snaft Pndlosures KEY PLAN
A-DT501 |  ROOF DETAILS Fire B Smoke Partions
L.  Design Occupant Load:
Exit Width Required: Exit Width Provided:
M. Minimum Number of Required Plumbing Facilities:
a) Water Closets - Required (m) (f) Provided (m) _ N /A (fy _N/A
b) Lavatories - Required (m) (f) Provided (m) f)
g% g?i;hk;;béo%rn?z:ﬁgers. Service Sinks:
FOOTNOTES:

1)} In case of conflict with the U.S. Department of Justice Federal Registers Parts 1
through ¥ - ADA Guidelines and specific reference to the International Building
Code Accessibility Chapters, the more restrictive requirement shall govern.

2) Additional Code Information shall be provided at the discretion of the Building
Official for Complex Buildings. Including, but not limited to:

b Athme caurement. SHEET TITLE

c) Performance Based Criteria.
d) Means or Egress Analysis.
e) Fire Assembly Locator Sheet.

f) Exterior and Interior Accessibility Route.
g) Fire Stopping, Including Tested Design Number. COVE R S H E ET
3) Deferred Submittals As Listed Below To Be Submitted To The Building Official

a. Every Structure, And Portion Thereof, Including Non Structural Components That
Are Permanently Attached To The Structura And Their Sutpports And Attachments,
Shall Be Designed And Constructed To Resist The Effects Of Earthquake Motion

In Accordance With ASCE 7-05. Reference IBC Section 1613.1 SHEET NUMBER

b. A licensed inspector shall be hired by the State of Utah to provide inspections and reports.

All written reports shall be provided to the architect, DFCM Project Manager and Enzo Calfa
head of state plans inspectors.

c. There will be no diferred submittals for this project. All submittals will be.
reviewed by the architect and structural engineers. 1 O O 1
+ + + + + G-
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LEGEND GENERAL NOTES

_’_

REFERENCE NOTES

1. GENERAL CONTRACTOR IS RESPONSIBLE FOR
REPLACEMENT OF ANY SIDEWALK, CURB &
GUTTER, ASPHALT, LANDSCAPING ETC. DISTURBED
OR DESTROYED DURING CONSTRUCTION.

2. CONTRACTOR SHALL MAINTAIN EMERGENCY AND
UTILITY VEHICLE ACCESS AT ALL TIMES TO ALL
EXISTING BUILDINGS AND BUILDING ENTRANCES

3. GENERAL CONTRACTOR SHALL VERIFY ALL EXISTING
SITE CONDITIONS PRIOR TO BIDDING.

4. GENERAL CONTRACTOR SHALL PROTECT EXISTING

BUILDING FROM DAMAGE DURING CONSTRUCTION.
<%”:| CONTRACTOR VEHICLE ACCESS TO
CONSTRUCTION SITE 5. EXISTING DRIVE APPROACHES TO REMAIN CLEAR

AT ALL TIMES

6. ALL EXISTING SIDEWALKS TO REMAIN CLEAR AT
ALL TIMES

—— - —— CONTRACT LIMIT LINE

DUMPSTER| CONTRACTORS DUMPSTER LOCATION

PROJECT LOCATION

CONTRACTOR STAGING AREA (IF REQUIRED)

7. ALL EXISTING CONCRETE AND ASPHALT
PATHWAYS TO REMAIN OPEN TO PEDESTRIANS
AND VEHICLES AT ALL TIMES DURING
CONSTRUCTION

8. GENERAL CONTRACTOR SHALL PROVIDE SELF
CONTAINED TOILET FACILITIES AS PER
SPECIFICATION DURING CONSTRUCTION.

9. GENERAL CONTRACTOR SHALL PROVIDE CAUTION

TAPE AT PERIMETER OF BUILDING. CAUTION
TAPE TO BE HELD IN PLACE WITH 3'-0" HIGH
ABOVE FINISHED GRADE @ 10'-0" 0.C. WOOD
STAKES. PERIMETER CAUTION TAPE TO BE
LOCATED AT A DISTANCE OF 20% OF BUILDING
HEIGHT BACK FROM FACE OF BUILDING OR
10'-0" WHICH EVER DISTANCE IS GREATER

EXISTING AREAS OF LANDSCAPING NOT TO BE DISTURBED
. GENERAL CONTRACTORS STAGING AREA

3. EXISTING CONCRETE AND ASPHALT PATHWAYS AND

SIDEWALKS TO REMAIN OPEN TO PEDESTRIANS AN

VEHICLES AT ALL TIMES DURING CONSTRUCTION

GENERAL CONTRACTORS PARKING AREA

EXISTING DRIVE APPROACHES TO REMAIN CLEAR AT ALl

TIMES

6. GENERAL CONTRACTOR SHALL PROVIDE AN ENCLOSED
DEBRIS SHOOT FOR THE REMOVAL OF CONSTRUCTION
MATERIAL FROM THE ROOF OR, USE A CRANE.

7. GENERAL CONTRACTOR SHALL PROVIDE SELF CONTAINED
TOILET FACILITIES AS PER SPECIFICATION ON ROOF
LOCATIONS DURING CONSTRUCTION.

8. ALL ENTRANCES AND EXITS SHALL BE PROTECTED AS
SHOWN ON ROOF PLAN DRAWINGS.

9. ROOF OF COVERED PARKING (N.I.C.)

o~

JUVENILE COURT BUILDING
(N.I.C.)
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° ° ! ° ’ 0 " State of Utah

401_3)1 51_011 y 8,—0” I})_ol! I/ 1_07'
7 W W GENERAL NOTES REFERENCE NOTES
. _ <> NEW FULLY ADHERED E.P.DM. ROOF MEMBRANE OVER NEW 1/2” Department of Administrative Services
T 1. ALL SAFETY STANDARD AND REQUIREMENTS ARE THE DENZ DECK PRIME ADHERED TO EXISTING CONCRETE DECKING SYSTEM
N N A RESPONSIBILITY OF THE CONTRACTOR. WITH LOW RISE FOAM OR OLY-BOND TYPE ADHESIVE, SEE
> SPECIFICATION. Qi 13
TYP. <> 2 gﬁggRERZAVaEgTTlnggg Jég}( /ESEEITEMCETT%RW%EQE\?VU?\mg 2. NEW STANDING SEAM PRE-FINISHED 24 GA METAL CAP FLASHING. DlVlSlO.n of Facilities
APPROVAL. COLOR AND FINISH AS PER ARCHITECT. GENERAL CONTRACTOR SHALL Construction 8t§fManag_elrél_ent
> | | | | | | 3 COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND PROVIDE STANDING SEAM EXPANSION JOINT AT A MAXIMUM OF 4110 State O ice Building
= RECOMMENDATIONS. 10=0" 0.C. SEE DETAILS D Salt Lake City, Utah 84114
N i 7 % yx g 3. NEW SKYLIGHT, SEE DETAIL AND SPECIFICATIONS. Phone: (801) 538 - 3018
: 4. THE GENERAL CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING 4. VENT PIPE ROOF PENETRATION TO RECEIVE PRE-MANUFACTURED one: (801) -
\ADT50)/ X WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO VENT PIPE BOOT, SEE SPECIFICATION AND DETAILS ON DRAWING Fax: (801) 538 - 3267
. PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO THE A—DT500
1 H 1 BUILDING OR ITS CONTENTS WILL BE THE RESPONSIBILITY OF 5. LOCATION OF ROOF EXPANSION JOINT, SEE DETAIL FOR Internet: http://www.dfcm.state.ut.us
R RIS R ] THE CONTRACTOR. CONSTRUCTION OF NEW EXPANSION JOINT AND CURB
3 353 353 353 . o
R.D — pE s SR 3 o T 5. AT THE END OF CONSTRUCTION, CONTRACTOR IS TO CLEAN OUT g ng yXEEEYEDULNES%ACT)\%NRlDGE LINE LOCATION.
] ] X 3 AND FLUSH ALL ROOF DRAIN LINES TO MAKE SURE THEY ARE : :
<> R 5 5 cT NOT PLUGGED AND ARE IN WORKING CONDITION 8. LXISTING ROOF TURTLE TYPE VENTS TO BE REMOVED AND
2 TYP. ' REINSTALLED AS REQUIRED FOR INSTALLATION OF NEW ROOF SYSTEM.
N > 6.  ALL EXISTING VENT STACKS TO REMAIN. GENERAL PROVIDE NEW CURB AS PER DETAIL FOR ALL TURTLE TYPE VENTS,
- {‘3 {3 {3 {3 {3 CONTRACTOR SHALL EXTEND EXISTING VENT STACK AS SEE DETAIL 15/ADT500
NECESSARY FOR COMPLETION OF NEW ROOFING PROJECT. 9. EXISTING BUILDING ENTRANCES AND EXITS TO BE PROTECTED FROM
¥ B ¥ ¥ X MIN. TOP OF STACK HEIGHT TO BE 12" ABOVE FINISHED FALLING DEBRIS DURING THE CONSTRUCTION PROCESS, SEE DETAIL
<> y y i i ROOF MEMBRANE 17/ADT500. DASHED LINES INDICATE 2x WALL FRAMING BELOW.
/ <> 7 ALL ROOF AREAS MUST SLOPE TO DRAIN. POND WATER 10. NEW FULLY ADHERED EPDM ROOF MEMBRANE OVER NEW 1,/2" DENZ
p— : IS NOT ACCEPTABLE. ALL TAPERED INSULATION, DECK PRIME OVER MINIMUN 2" POLYISOCYANURATE RIGID INSULATION
CRICKETS, SADDLES AND ANY OTHER APPURTENANCES WITH §” PER FOOT TAPERED POLYISOCYANURATE RIGID INSULATION
LB NECESSARY TO ACCOMPLISH THIS TASK ARE PART OF ABOVE 2" POLYISOCYANURATE RIGID INSULATION. INSULATION AND
THIS CONTRACT. GENERAL CONTRACTOR SHALL DENZ DECK PRIME TO BE ATTACHED USING LOW RISE FOAM OR
PROVIDE TAPERED INSULATION SHOP DRAWINGS TO THE OLY-BOND ADHESIVE, SEE SPECIFICATION
ARCHITECT PRIOR TO WORK. 11. EXISTING PROJECTING CONCRETE TO RECEIVE TREATED WOOD BLOCK
AND NEW CAP FLASHING.
- 8. PROVIDE SEALANT AND PAINT ALL ROOF PENETRATIONS. 12, EXISTNG MUSHROOM EXHAUST STACK COLLARS TO BE REINSTALLED,
.| NOTE: DO NOT PAINT ALUMINUM OR STAINLESS STEEL PROVIDE CONT. SEALANT AT COLLAR SEAM
< HOODS, VENTS, ETC.. PAINT ALL VENT STACKS, COLOR 13. CONCRETE WALL & CAP BELOW
RID. BY ARCHITECT. 14. NEW ROOF OVERFLOW SCUPPER, SEE DETAIL 14/ADT500
G < 9. ALL EXISTING AND NEW PIPE AND VENT PIPES SHALL 15. NEW ROOF SCUPPER WITH NEW CONDUCTOR HEAD AND DOWN SPOUT. . .
RECEIVE PRE. MANUFACTURED PIPE BOOTS ONLY BASE OF DOWN SPOUT TO EXTEND 2'—6” FROM FACE OF BUILDING. CREATED BY: P+A architects
: : : : N PROVIDE PRECAST CONCRETE SPLASH BASE AT ALL DOWN SPOUT
{ ‘A N 10. NO MEMBRANE SEAMS WILL BE ALLOWED IN VALLEY LOCATION , SEE DETAIL 15/ADT500 P+A archltects
@ "y 3 ; : g LOCATIONS. 16. WHERE EXISTING WINDOW HAS BEEN REMOVED AT EAST AND WEST 821 Eact Konsimaion A
i 1. ROOF MEMBRANE INSTALLATION AS PER FIRESTONE LOCATIONS, THE GENERAL CONTRACTOR SHALL INFILL WALL AS PER ast Kensington Ave.
= i DY % BUILDING PRODUCTS EPDM ROOFING SYSTEM UL ITEM NEW WALL DETAL. o Salt Lake City, Utah 84105
2 NUMBER A,FA,144 17. PROVIDE DURA-BLOCK PIPE SUPPORTS AT 10'-0" 0.C. WITH P: 801.484.1161 ————
5| 5] " = UNI-STRUT AT TOP AND CLAMP RING AT CONDUIT LOCATIONS. F: 801.485.4640 -.I
P10 PROVIDE 16”x16” REINFORCED PAD AT EACH PIPE SUPPORT e-mail parchitects@comcast.net
B B B \ D 18. SATELLITE DISH TO BE REINSTALLED AS PER DETAIL.
19. EXISTING ROOF DRAINAGE HOLES TO BE CORE—CUT TO 3" DIAMETER.
PROVIDE NEW FLASHING AT HOLE TO EXTEND DOWN TO 12" ABOVE
LOWER ROOF. PROVIDE 16"x16” REINFORCED MEMBRANE PAD AT
BASE OF DOWN SPOUT.
o o o o o o 20. EXISTING ROOF DRAIN AT THIS LOCATION TO BE CAPPED PRIOR TO
KRR LEGEN D BEING COVERED BY NEW ROOF SYSTEM.
<> 21. NEW WINDOW & WALL SYSTEM AT EAST & WEST OPENING LOCATIONS,
N N &~ ARROW INDICATES DIRECTION OF EXISTING SLOPE 22. EXISTING MASONRY BOILER STACK TO REMAIN UNDISTURBED
5 23. GENERAL CONTRACTOR SHALL SAW CUT TOP OF EXISTING CONCRETE
X WALL AS NECESSARY TO INSTALL OVER FLOW SCUPPER &
KRS o— RD.- = E)SSSHEN%XTSOT?NFGDSQWAEOYC%SE'DRA|Ns CONDUCTOR HEAD. PROVIDE ALL NEW TREATED 2X WOOD NAILERS
AS REQUIRED FOR SCUPPER & CONDUCTOR HEAD INSTALLATION.
e AND BASKETS AS SHOWN ON NEW ROOF PLANS 24, PROVIDE COUNTER FLASHING AS PER DETAIL 07,/ADT500. H H H
25. NEW FULLY ADHERED 60 MIL EPDM ROOF MEMBRANE ON )" DENZ architecture planning design
‘ 01500/ NEW WINDOW TAG, SEE. WINDOW ELEVATION AND DETAIL DECK PRIME ON 1 5" POLYISOCYANURATE RIGID INSULATION. ~ ADHERE
. : : . DENZ DECK & POLYISOCYANURATE TO EXIST CONCRETE ROOF DECK PROJECT TITLE:
3 4 i ' ' ' ——HATCH PATTERN AT UPPER SAW TOOTH PATTERN WITH LOW RISE FOAM.
K @ € F ROOF INDICATES LOCATION OF TAPERED 26. EXISTING ROOF DRAIN HOLES TO BE CORE-CUT TO 3" DIAMETER. YOUTH CORRECTIONS
5 INSULATION. PROVIDE NEW FLASHING AT HOLE, SEE DETAIL. PROVIDE RAIN CHAIN
E e [ R N AR W o - H VAR A \\NEERESZE ;]\ AS DETAILED TO 6" ABOVE LOWER ROOF. PROVIDE 16”X16" WASATCH YOUTH CENTER
N REINFORCED EPDM SPLASH PAD AT ROOF BELOW END OF RAIN
HATCH PATTERN INDICATION LOCATION WHERE G.C. CHAIN.
SHALL PROVIDE BUILT-UP CRICKET. CRICKET TO 27. PROVIDE AND INSTALL NEW ROOF MOUNTED DOWN BLAST
— BE CONSTRUCTED USING TAPERED CENTRIFUGAL EXHAUST VENTILATOR, "COOK” MODEL 165C3B, 2000
POLYISOCYANURATE RIGID INSULATION. C.F.M. @ 0.4 SP, RATED AT 4500 FEET ELEVATION, 3 HP, 120 VOLT,
~ SINGLE PHASE. PROVIDE WITH GRAVITY BACKDRAFT DAMPER. PROVIDE
NEW ON/OFF SWITCH AT EXISTING SWAMP COOLER CONTROL
<24> LOCATION.
l é BELOW
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State of Utah
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Department of Administrative Services

S <I>>NEW FULLY ADHERED E.P.D.M. ROOF MEMBRANE OVER NEW 1/2"
. 1. ALL SAFETY STANDARD AND REQUIREMENTS ARE THE DENZ DECK PRIME ADHERED TO EXISTING CONCRETE DECKING SYSTEM
R ] RESPONSIBILITY OF THE CONTRACTOR. WITH LOW RISE FOAM OR OLY-BOND TYPE ADHESIVE, SEE
0o N SPECIFICATION. Al 1i43
iy 2 gﬁggRERFAAVaE'gSATT'gNng Jég}( ,ESEEITEN'CETT%RW%ES;E%UEmg 2. NEW STANDING SEAM PRE-FINISHED 24 GA METAL CAP FLASHING. DlVlSlO.n of Facilities
A A APPROVAL COLOR AND FINISH AS PER ARCHITECT. GENERAL CONTRACTOR SHALL Construction & Management
A 3 COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND PROVIDE STANDING SEAM EXPANSION JOINT AT A MAXIMUM OF 4110 State Office Building
N " RECOMMENDATIONS. 10-0" 0.C. SEE DETAILS [D Salt Lake City, Utah 84114
o 3. NEW SKYLIGHT, SEE DETAIL AND SPECIFICATIONS. Phone: (801) 538 - 3018
4. THE GENERAL CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING 4.  VENT PIPE ROOF PENETRATION TO RECEIVE PRE—MANUFACTURED onc: ( ) -
e 1\ SO W4y RN RNy ' U 4 W WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO VENT PIPE BOOT, SEE SPECIFICATION AND DETAILS ON DRAWING Fax: (801) 538 - 3267
1 g g PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO THE A—DT500
<9>—/ | i i BUILDING OR ITS CONTENTS WILL BE THE RESPONSIBILITY OF 5. LOCATION OF ROOF EXPANSION JOINT, SEE DETAIL FOR Internet: http://www.dfcm.state.ut.us
i & & THE CONTRACTOR. CONSTRUCTION OF NEW EXPANSION JOINT AND CURB
i X , X o 5. AT THE END OF CONSTRUCTION, CONTRACTOR IS TO CLEAN OUT g ng VXEEEYEDUL‘NES%ACT)\(T’PONR'DGE LINE LOCATION.
i g K N AND FLUSH ALL ROOF DRAIN LINES TO MAKE SURE THEY ARE : :
. | g i 2 i & NOT PLUGGED AND ARE IN WORKING CONDITION 8. LXISTING ROOF TURTLE TYPE VENTS TO BE REMOVED AND
= ; K ' REINSTALLED AS REQUIRED FOR INSTALLATION OF NEW ROOF SYSTEM.
= : 6. ALL EXISTING VENT STACKS TO REMAIN. GENERAL PROVIDE NEW CURB AS PER DETAIL FOR ALL TURTLE TYPE VENTS,
i CONTRACTOR SHALL EXTEND EXISTING VENT STACK AS SEE DETAIL 15/ADT500
' s s NECESSARY FOR COMPLETION OF NEW ROOFING PROJECT. 9. EXISTING BUILDING ENTRANCES AND EXITS TO BE PROTECTED FROM
MIN. TOP OF STACK HEIGHT TO BE 12" ABOVE FINISHED FALLING DEBRIS DURING THE CONSTRUCTION PROCESS, SEE DETAIL
ROOF MEMBRANE 17/ADT500. DASHED LINES INDICATE 2x WALL FRAMING BELOW.
7. ALL ROOF AREAS MUST SLOPE TO DRAIN. POND WATER 10. NEW FULLY ADHERED EPDM ROOF MEMBRANE OVER NEW 1/2" DENZ
KR KR KR IS NOT ACCEPTABLE. ALL TAPERED INSULATION, DECK PRIME OVER MINIMUN 2" POLYISOCYANURATE RIGID INSULATION
S = CRICKETS, SADDLES AND ANY OTHER APPURTENANCES WTH §* PER FOOT TAPERED POLYISOCYANURATE RIGID INSULATION
S S x NECESSARY TO ACCOMPLISH THIS TASK ARE PART OF ABOVE 2" POLYISOCYANURATE RIGID INSULATION. INSULATION AND
—+ < THIS CONTRACT. GENERAL CONTRACTOR SHALL DENZ DECK PRIME TO BE ATTACHED USING LOW RISE FOAM OR
SR SR B B PROVIDE TAPERED INSULATION SHOP DRAWINGS TO THE OLY-BOND ADHESIVE, SEE SPECIFICATION
B —X B R B R B ARCHITECT PRIOR TO WORK. 11. EXISTING PROJECTING CONCRETE TO RECEIVE TREATED WOOD BLOCK
AND NEW CAP FLASHING.
B 8. PROVIDE SEALANT AND PAINT ALL ROOF PENETRATIONS. 12. EXISTING MUSHROOM EXHAUST STACK COLLARS TO BE REINSTALLED,
o o R K NOTE: DO NOT PAINT ALUMINUM OR STAINLESS STEEL PROVIDE CONT. SEALANT AT COLLAR SEAM
gggg §§§§§ Ezg':iz: §§§§§ Ezg 153’ §§§§§: gg 2 HOODS, VENTS, ETC.. PAINT ALL VENT STACKS, COLOR 13. CONCRETE WALL & CAP BELOW
5 , KB KB BY ARCHITECT. 14. NEW ROOF OVERFLOW SCUPPER, SEE DETAIL 14/ADT500
| R R o5 RS o5 RS o5
-+ | KX Kk 53 Kk kS Kk kS 9. ALL EXISTING AND NEW PIPE AND VENT PIPES SHALL 15. NEW ROOF SCUPPER WITH NEW CONDUCTOR HEAD AND DOWN SPOUT. . .
= | : RECEIVE PRE MANUFACTURED PIPE BOOTS ONLY. BASE OF DOWN SPOUT TO EXTEND 2'~6" FROM FACE OF BUILDING. CREATED BY: P+A architects
| 5 PROVIDE PRECAST CONCRETE SPLASH BASE AT ALL DOWN SPOUT
; i i R g R & 10. NO MEMBRANE SEAMS WILL BE ALLOWED IN VALLEY LOCATION , SEE DETAIL 15/ADT500 .
| LOCATIONS. 16. WHERE EXISTING WINDOW HAS BEEN REMOVED AT EAST AND WEST 8Pz-l1-AE‘ atLChlt_e(itS A
: K K K kK] ast Kensington Ave.
c—X - | C 1. ROOF MEMBRANE INSTALLATION AS PER FIRESTONE LOCATIONS, THE GENERAL CONTRACTOR SHALL INFILL WALL AS PER _
8-0 | BUILDING PRODUCTS EPDM ROOFING SYSTEM UL ITEM NEW WALL DETAL. - Salt Lake City, Utah 84105
5 4 | /Q@\ 8 NUMBER A FA 144 17. PROVIDE DURA-BLOCK PIPE SUPPORTS AT 10'-0" 0.C. WITH P: 801.484.1161 s | e——
- ! y UNI-STRUT AT TOP AND CLAMP RING AT CONDUIT LOCATIONS. F: 801.485.4640 -.l
= ELOW PROVIDE 16"x16” REINFORCED PAD AT EACH PIPE SUPPORT e-mail parchitects@comcast.net
LOCATION.
18. SATELLITE DISH TO BE REINSTALLED AS PER DETAIL.
h LOW 19. EXISTING ROOF DRAINAGE HOLES TO BE CORE—CUT TO 3" DIAMETER.
° PROVIDE NEW FLASHING AT HOLE TO EXTEND DOWN TO 12" ABOVE
D —® D LOWER ROOF. PROVIDE 16"x16” REINFORCED MEMBRANE PAD AT
BASE OF DOWN SPOUT.
20. EXISTING ROOF DRAIN AT THIS LOCATION TO BE CAPPED PRIOR TO
LEGEND BEING COVERED BY NEW ROOF SYSTEM.
W 21. NEW WINDOW & WALL SYSTEM AT EAST & WEST OPENING LOCATIONS,
SEE DETAIL 06/  ARP102
&~ ARROW INDICATES DIRECTION OF EXISTING SLOPE 22. EXISTING MASONRY BOILER STACK TO REMAIN UNDISTURBED
23. GENERAL CONTRACTOR SHALL SAW CUT TOP OF EXISTING CONCRETE
WALL AS NECESSARY TO INSTALL OVER FLOW SCUPPER &
N K3 o— b = E)SSSHEN%XTSOT?ﬁcDgélluAkoYcaggy'DRAle CONDUCTOR HEAD. PROVIDE ALL NEW TREATED 2X WOOD NAILERS
N K AS REQUIRED FOR SCUPPER & CONDUCTOR HEAD INSTALLATION.
S AND BASKETS AS SHOWN ON NEW ROOF PLANS 24. PROVIDE COUNTER FLASHING AS PER DETAIL 07,/ADT500. H H H
25. NEW FULLY ADHERED 60 MIL EPDM ROOF MEMBRANE ON }" DENZ architecture planning design
-+ —NEW WINDOW TAG, SEE WINDOW ELEVATION AND DETALL DECK PRIME ON 1 J" POLYISOCYANURATE RIGID INSULATION. ADHERE
DENZ DECK & POLYISOCYANURATE TO EXIST CONCRETE ROOF DECK PROJECT TITLE:
2——HATCH PATTERN AT UPPER SAW TOOTH PATTERN WITH LOW RISE FOAM.
5| ROOF INDICATES LOCATION OF TAPERED 26. EXISTING ROOF DRAIN HOLES TO BE CORE-CUT TO 3" DIAMETER. YOUTH CORRECTIONS
51 INSULATION. PROVIDE NEW FLASHING AT HOLE, SEE DETAIL. PROVIDE RAIN CHAIN
53 S AS DETAILED TO 6" ABOVE LOWER ROOF. PROVIDE 16"X16” WASATCH YOUTH CENTER
. A ] REINFORCED EPDM SPLASH PAD AT ROOF BELOW END OF RAIN
A HATCH PATTERN INDICATION LOCATION WHERE G.C. CHAIN.
SHALL PROVIDE BUILT-UP CRICKET. CRICKET TO 27. PROVIDE AND INSTALL NEW ROOF MOUNTED DOWN BLAST
BE CONSTRUCTED USING TAPERED CENTRIFUGAL EXHAUST VENTILATOR, "COOK” MODEL 165C3B, 2000
POLYISOCYANURATE RIGID INSULATION. C.FM. @ 0.4 SP, RATED AT 4500 FEET ELEVATION, } HP, 120 VOLT,
SINGLE PHASE. PROVIDE WITH GRAVITY BACKDRAFT DAMPER. PROVIDE
NEW ON/OFF SWITCH AT EXISTING SWAMP COOLER CONTROL
LOCATION.
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GENERAL NOTES
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DEMOLITIION ROOF PLAN
REFERENCE NOTES

State of Utah

1.

CONTRACTOR MUST VISIT THE SITE SO AS TO BE
FAMILIAR WITH ALL EXISTING CONDITIONS. BRING ANY
QUESTIONS OR CONCERNS TO THE ATTENTION OF THE
PROJECT MANAGER FOR CLARIFICATION, FOR ADDENDUM
PRIOR TO BID OPENING. NO ALLOWANCES WILL BE MADE
FOR CONDITIONS THAT ARE CLEARLY VISIBLE.

CONTRACTOR SHALL WORK WITH LOCAL LEADERSHIP ON
SCHEDULING TO INSURE CONTINUED USE OF THE BUILDING
NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE
SHALL HAVE ACCESS TO THE BUILDING WITHOUT PRIOR
AUTHORIZATION.

ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
RESPONSIBILITY OF THE CONTRACTOR.

THE CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING
WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO
PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO
THE BUILDING OR ITS CONTENTS WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

GENERAL CONTRACTOR SHALL KEEP ALL WALKWAYS OPEN
DURING THE CONSTRUCTION PERIOD. ABSOLUTELY NO
MATERIAL SHALL BE DROPPED, OR THROWN FROM THE
ROOF.

GENERAL CONTRACTOR SHALL THOROUGHLY INSPECT
EXISTING ROOF FOR BIRD EXCREMENT. ALL EXISTING
BIRD EXCREMENT SHALL BE REMOVED IN AREAS OF
CONSTRUCTION AS PER THE STATE OF UTAH'S
GUIDELINES FOR CLEANUP OF BIRD AND BAT EXCREMENT.
GENERAL CONTRACTOR SHALL NOTE THE GUIDE LINES
FOR THE REMOVAL OF BIRD AND BAT EXCREMENT ARE
PROVIDED IN THE CONSTRUCTION SPECIFICATIONS.

GENERAL CONTRACTOR SHALL REMOVE ALL EXISTING
TERMINATION BARS AND COUNTER FLASHINGS AS
NECESSARY FOR NEW ROOF MEMBRANE INSTALLATION.
GENERAL CONTRACTOR SHALL REMOVE ALL ASSOCIATED
SEALANTS AND ADHESIVES AS REQUIRED FOR NEW ROOF
MEMBRANE INSTALLATION. GENERAL CONTRACTOR SHALL
THOROUGHLY REMOVE SEALANTS AND ADHESIVES FROM
SURFACES SO AS NOT TO BE VISIBLE

GENERAL CONTRACTOR SHALL PROVIDE CAUTION TAPE AT
PERIMETER OF BUILDING. CAUTION TAPE TO BE HELD IN
PLACE WITH 3'-0" HIGH ABOVE FINISHED GRADE @ 10'-0"
0.C. WOOD STAKES. PERIMETER CAUTION TAPE TO BE
LOCATED AT A DISTANCE OF 20% OF BUILDING HEIGHT BACK
FROM FACE OF BUILDING OR 10°-0" WHICH EVER DISTANCE IS
GREATER.

NEW ROOF PLAN
GENERAL NOTES

10.

1.

ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
RESPONSIBILITY OF THE CONTRACTOR.

BEFORE FABRICATION OF ANY SHEET METAL WORK, SUBMIT
SHOP DRAWINGS TO PROJECT ARCHITECT FOR REVIEW AND
APPROVAL.

COMPLY WITH ALL MANUFACTURER'S SPECIFICATIONS AND
RECOMMENDATIONS.

THE GENERAL CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING
WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO
PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO THE
BUILDING OR ITS CONTENTS WILL BE THE RESPONSIBILITY OF
THE CONTRACTOR.

AT THE END OF CONSTRUCTION, CONTRACTOR IS TO CLEAN OUT
AND FLUSH ALL ROOF DRAIN LINES TO MAKE SURE THEY ARE
NOT PLUGGED AND ARE IN WORKING CONDITION.

ALL EXISTING VENT STACKS TO REMAIN. GENERAL
CONTRACTOR SHALL EXTEND EXISTING VENT STACK AS
NECESSARY FOR COMPLEATION OF NEW ROOFING
PROJECT. MIN. TOP OF STACK HEIGHT TO BE 12" ABOVE
FINISHED ROOF MEMBRANE

ALL ROOF AREAS MUST SLOPE TO DRAIN. POND WATER
IS NOT ACCEPTABLE. ALL TAPERED INSULATION,
CRICKETS, SADDLES AND ANY OTHER APPURTENANCES
NECESSARY TO ACCOMPLISH THIS TASK ARE PART OF
THIS CONTRACT. GENERAL CONTRACTOR SHALL
PROVIDE TAPPERED INSULATION SHOP DRAWINGS TO
THE ARCHITECT PRIOR TO WORK.

PROVIDE SEALANT AND PAINT ALL ROOF PENETRATIONS.
NOTE: DO NOT PAINT ALUMINUM OR STAINLESS STEEL
HOODS, VENTS, ETC.. PAINT ALL VENT STACKS, COLOR
BY ARCHITECT.

ALL EXISTING AND NEW PIPE AND VENT PIPES SHALL
RECEIVE PRE MANUFACTURED PIPE BOOTS ONLY.

NO MEMBRANE SEAMS WILL BE ALLOWED IN VALLEY
LOCATIONS.

ROOF MEMBRANE INSTALLATION AS PER FIRESTONE
BUILDING PRODUCTS EPDM ROOFING SYSTEM UL ITEM
NUMBER A,FA,144

~
o)

D

Department of Administrative Services

<> EXISTING BUILT-UP ROOFING SYSTEM TO BE
REMOVED

@ EXISTING COUNTER FLASHING TO BE REMOVED.
REMOVE AND CLEAN ALL TAR FROM EXISTING
WALL SURFACES.

<3> EXISTING CONCRETE PROJECTION TO REMAIN [D
UNDISTURBED

<‘> GENERAL CONTRACTOR SHALL PRUNE EXISTING TREE.
PRUNE SO THAT NO BRANCHES EXTEND OVER ROOF OF
BREEZEWAY.

<5> EXISTING METAL ROOFING SYSTEM TO REMAIN UNDISTURBED

Division of Facilities

Construction & Management
4110 State Office Building

Salt Lake City, Utah 84114
Phone: (801) 538 - 3018
Fax: (801) 538 - 3267

Internet: http://www.dfcm.state.ut.us
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o\ KEY ROOF PLAN (BREEZEWAY)

REFERENCE NOTES |:| architecture |:| planning |:| design
PROJECT TITLE:
<> NEW FULLY ADHEARED E.P.D.M. ROOF MEMBRANE OVER NEW §” YOUTH CORRECTIONS
DENZ DECK PRIME OVER 4" PER FOOT MIN. TAPPERED
POLYISOCYANURATER RIGID INSULATION SYSTEM ADHEARED TO WASATCH YOUTH CENTER
EXISTING CONCRETE DECKING SYSTEM WITH LOW RISE FOAM,
SEE SPECIFICATION
@ EXISTING METAL ROOFING SYSTEM TO REMAIN UNDISTURBED
<z> NEW TAPPERED INSULATION RIDGE LINE LOCATION.
<A> NEW VALLEY LINE LOCATION.
<5> EXISTING PROJECTING CONCRETE TO REMAIN
UNDISTURBED
<e> NEW ROOF SCRUPPER WITH NEW CONDUCTOR HEAD
AND DOWN SPOUT. BASE OF DOWN SPOUT TO
EXTEND 2'—6" FROM FACE OF BUILDING. PROVIDE
PRECAST CONCRETE SPLASH BASE AT ALL DOWN ROOFING IMPROVEMENTS
SPOUT LOCATION, SEE DETAIL
<> PROVIDE COUNTER FLASHING AS PER DETAIL 07/ADT500
GENERAL CONTRACTOR SHALL PRUNE EXISTING TREE.
PRUNE SO THAT NO BRANCHES EXTEND OVER ROOF OF
BREEZEWAY.
WASATCH YOUTH CENTER
&~ ARROW INDICATES DIRECTION OF EXISTING SLOPE 3534 SOUTH 700 WEST
SALT LAKE CITY, UTAH
)
' MARK | DATE DESCRIPTION
ISSUE TYPE: CONSTRUCTION DOCUMENTS
ISSUE DATE: 18th July, 2010
CAD PROJECT NO: 10094430
CAD DWG FILE:
. DRAWN BY: BRIAN AND SCOTT
CHK'D BY: SCOTT
X . COPYRIGHT: P&A architects
D KEY PLAN
L O O O
[m] [m]
o d
[m]
// O [m]
[m] [m]
SHEET TITLE

DEMO AND NEW ROOF
PLAN (BREEZEWAY)

SHEET NUMBER

A-RP102

SCALE

+




State of Utah

Department of Administrative Services

LEGEND

ARROW INDICATES DIRECTION OF EXISTING SLOPE

ement

g

4110 State Office Building
Salt Lake City, Utah 84114

Phone

f Facilities

Construction & Mana
(801) 538 - 3018

(801) 538 - 3267
//www.dfcm.state.ut.us

1vision O

Fax
http

D

Internet

REUSE EXISTING PRIMARY ROOF DRAINS
AND BASKETS AS SHOWN ON NEW ROOF PLANS

EXISTING ROOF DRAIN LOCATION.
SHALL PROVIDE BUILT-UP CRICKET. CRICKET TO

HATCH PATTERN INDICATION LOCATION WHERE G.C.
BE CONSTRUCTED USING TAPERED

ROOF INDICATES LOCATION OF TAPERED

INSULATION.
POLYISOCYANURATE RIGID INSULATION.

——HATCH PATTERN AT UPPER SAW TOOTH PATTERN

——NEW ROOF WALKWAY PADS

o

o/—R.D.

P+A architects

CREATED BY

Salt Lake City, Utah 84105

P: 801.484.1161

821 East Kensington Ave.
F: 801.485.4640

P+A architects

|:| design

|:| planning

e-mail parchitects@comcast.net

|:| architecture

ROOFING IMPROVEMENTS

2
S
—
ZF
Z35
=
Emw
2|2 >
alists
—
==
o
o<
sz

DESCRIPTION
18th July, 2010

WASATCH YOUTH CENTER
3534 SOUTH 700 WEST

SALT LAKE CITY, UTAH

MARK | DATE

ISSUE TYPE: CONSTRUCTION DOCUMENTS
ISSUE DATE

10094430

BRIAN AND SCOTT

SCOTT

CAD PROJECT NO:

CAD DWG FILE:

DRAWN BY:

CHK'D BY:

COPYRIGHT: P&A architects
KEY PLAN

77777

SHEET TITLE

ROOF PLAN (WEST)

NEW WALKWAY PAD
SHEET NUMBER

L

dJ

T~ T~—T—r ~// //

N TN~ TN TN TN TN TSNS TN

[
Q

1_071

10

Emus

8,—0”

——DI—

8!_011

X RX XX RI I e
X RIXRKX XXX
0% %0 %004 00 %0 % 26 %%

&%
v 0007000 0 e Y0 % S et e e de e e Lok 0! bee2ets! 2
QR R I AX ALK KL KKK
SO a et prateraterateretetetetetaes

KRR
_ X KRR
v 90007000 0 e %0 % %0 0 et de e e teteted %6 %
&S

arsssersetatetele et

%4
952,
)

R R R RRR KK KR RN HHRRRKE
R RRRAAS

e,
22RRRRRRRINRELKKKLKL

R
CRXXRXZ>
SSREELENEL

XK
1305300RRIHAAS

QRIS
A S BTS00 M IOOOOO

R RRRRRRXHKS

51_011

40'-3"

R.D.

A-RP103

7™\ KEY ROOF PLAN (EAST)

10

/ 7/ pa /
1 y=l “ 8-l 1 0-.LT Y
“ ¢ [ 1 3 ¢
Ll=F
RRRIT
RN IR g
KRR S
LRRRAXA r
RIS
STt
XXX XX XXX R IRy .
120202202620 36% 0 0% e % aTe 0 vt MDA
-
|||||||||||||||| N
1
|
KR RIIIR L |
QR T -
02000 % 4% %070 0 v 1 HEA -
L0 AR KRR B [+ o] 80
................ 3 ©
—
SRR RIS <
R
SRR e i
IR REH I IR R KRR I I A0
RIS AR
« O ¢ @
RIS A
IR I -
— e
R AL
R KX KX KR RI I
2020200202560 a0 e Y% 000
SRR XXX XK RIAXAKA LS -
RSISEEEIIIDTRER
TSR IIERRRRIRRRARARAKKNKS
RS RRRRLILERLKEKE
O R X
e s e deretereteTevs
XXX
[fe)
L (e}
wd 1 —
(a
T ‘
i/ - _
<+
-l
«l
= N N
A
X
o
w0 D
|
©
—
<
= o O
- H KL
1 o2 5
| T4
I
i
| 1
! !
]
i
]
r T
1
RRISTEIRRRRS .
< 0000000000, 00 0.9, R
J . QR K KRR RIS . L
- "r.t«blvq.coﬁow&onowowo@w%’w < e % et woNtw0wowowoﬂowoﬂtwomowowowowouowomowo 0202020234 0022 %0700 00 0. - e
B2 RRERERIAR e e atas et -
X R0 IANIRRIRNHARRHIHKXIARHKRRK
R RRRRRRRRRIRRIRRUIIHAXX
|
1 i3
1 o
; |
H -
1 M
! N
I
% PRI HXHIRK KRR X KRR R IR
- TR CRIXHKIK KRR IKX X XX X R AR M| @
ol "r.14010401«0«0w&onowow.wowooowooowootw%owowowowt‘owooowooowowowowowow Jetetetele oletotetetetetetotete e e el e te et R TLXTZR «@ "
Lo e R R R R A RAKL XXXAUAUONE
R RRIRIRILIRIIRIKRIKKNKEKLARRRKES
X X ORI RRIRRLRRRES
XA IBRIRIIRRINNAX
o XX
1
W [
|
!
1
|
L E
o
o I Lo
[m) o L—d L—
\ ) )
Lr
3 /g\ : < 1
; © N
\ O
% 0-9
- -1 \*/
K
(- o —l —
o
r L
o
|
|
|
I
|
1
g TR AITR
o~ TR ORI IR R IIIRR .
- RS R R RRIRILIIEAIKLIRKIERRKKIEKE XTSI L
00 070 0T e 0¥ Y 0 U et ¥ % e ¥ ¥ %ot e e Yo e e e g et e e e e %o 0 P02 % %o 20 2 2 0 2 ¥ 2 0 20 Y 2 20 e e e 2 00 0a e e e a0 0 %770 0 0 0 (0w o N PO
o R R R R RS O R R R R R R R R zmnt &
XXX XXX
R RRRRRRRRRERIISRRIIKKLIRLIKALIERRRRIELN r-
B B e 0009004 % 20 % e o0 St oo et tete te At
1 =
| o
! [
| ™
| N
i
l R4 .
K2 ROSTSTR
\ - R IRTTTRRRRR R R R B R R I rrers -1
Ot AR KL LIRS % % SR o
- SURXXXXKRL 000 00 R RSN AR K —
$a%% %2050,
'
[
|
|
[T o L
_|_ |
— N
8-.91 ’ N4
«O w @ ¢ F
m (@) Ll L —

N.T.S.

SCALE
+

T
)
<C
S
Z
<
—
al
LL
Q)
Q|7
Rn__
WV
Ll |y
Z |3

PLAN NORTH




r-0" 0" 50" State of Utah
w " (N LEGEND
o I = Department of Administrative Services
8'-0 ,\ N ¢~ ARROW INDICATES DIRECTION OF EXISTING SLOPE
3\‘ II ° \\\\ + ° N // : =
@ T — ° ° 9 S o—RD. = EXISTING ROOF DRAIN LOCATION. Division of Facilities
o o RD o REUSE EXISTING PRIMARY ROOF DRAINS -
A ’ S — é l l l A AND BASKETS AS SHOWN ON NEW ROOF PLANS Construction & Management
. / T o O 4110 State Office Building
= P \ ' ——HATCH PATTERN AT UPPER SAW TOOTH PATTERN D Salt Lake City, Utah 84114
‘ ] IRNoScL)JFL AI%[())I,S.ATES LOCATION OF TAPERED Phone: (801) 538 - 3018
E S — o o o o : . - Fax: (801) 538 - 3267
O e ~—HATCH PATTERN INDICATION LOCATION WHERE G.C. Internet: http://www.dfcm.state.ut.us
i — ) 3 " SHALL PROVIDE BUILT-UP CRICKET. CRICKET TO
' S BE CONSTRUCTED USING TAPERED
| 1 POLYISOCYANURATE RIGID INSULATION.
}’ __ ——NEW ROOF WALKWAY PADS
3 I N/
—
o O ;
I N
+ : 3 53 : : : : . N
B % - o . B
s CREATED BY: P+A architects
. -+ R.D; i
| . . . . . P+A architects
A i ,.‘ ,.‘ - - - 821 East Kensington Ave.
¢ N g0 0| i It It Iy iy C Salt Lake City, Utah 84105
- / P: 801.484.1161 e | —
] ; F: 801.485.4640 -.I
= =H L L L L L L e-mail parchitects@comcast.net
D | JI__I
. 7 \ /
. A u |
D I —% . / g0 -0 D
E - <
OI ] : R.D. 1=
4-8 . ﬁr R.D. N4 / : 5 5 5%
- 0 kS RS
0 \\\\*\ H§§\ E? 33 H H H
+ S s ’ architecture planning design
" — '
T @ PROJECT TITLE:
1 YOUTH CORRECTIONS
Y .y WASATCH YOUTH CENTER
E ;< s s Lid Lid E
| ° — i I
o ‘ \ ’r \H"'/o 1\
— RD. 3
//
| ROOFING IMPROVEMENTS
S
o l
H . .\0 |
i ’ WASATCH YOUTH CENTER
3534 SOUTH 700 WEST
k& T l SALT LAKE CITY, UTAH
+ a ,
/ & R.D. H —
l |
H o o
@.D. L—~RD?
& —— f
—
! = l
. — - —
B 4 . MARK | DATE | DESCRIPTION
\L R'D'o\ o f///%///%/////// ISSUE TYPE: CONSTRUCTION DOCUMENTS
y . | . T g ISSUE DATE:  18th July, 2010
@ .—. - %
; C = CAD PROJECTNO: 10094430
— N .
SRR T n F / CAD DWG FILE:
, , ‘ , % 77N T . DRAWNBY:  BRIAN AND SCOTT
! ! CHK'D BY: SCOTT
= i i g 2.
7 | | %M%/ 7 - COPYRIGHT: P&A architects
4 l l i ! % 0 ] KEY PLAN
A —
—c? R.D " 4 / ; ) - o
—c\l R.D. R.D.o H < 6 -0 o
- _':_ % // \\ (] O o
7
— 5 0 Ak . -
W\ T o o
[m]
o ' ' <:::> T O -
A ?? i | i:?<_________ , G /{;ééggggggg o o
i i |
. L 5 N— i i SHEET TITLE
iy . | |
A % | |
i | NEW WALKWAY PAD
L i i
ROOF PLAN (EAST)
110 324" (0" 6'-0" 0" -0’ _o”
5'-6" 56'-2" , 28'-10" 230" 29'-0" ,
# 7 SHEET NUMBER
1 2 3 4 §)

@ /2 NEW ROOF PLAN (WEST) @ o\ KEY ROOF PLAN (WEST) A-RP1 04

RP104/ SCALE 1/8" = 1'-0" RP104/ SCALE N.T.S.
PLAN NORTH

+ | + , + ; + + + | |



10

/ :TYP. |
TYP.

231_0"

TYP

TYP.

?

TYP.

TYP.

\/ 23'-0" iy

/

YLIG

GENERAL NOTES

30'-10”

14-4
o

11,—'8"

V4
7
()

R.D.

%

v

VA

CHAPEL

1 41_0"

R B < ——
O
r—t— .
O ———

|, 44-10"

251__2n

702_9n

10.
1.

12.

13.

14,

CONTRACTOR MUST VISIT THE SITE SO AS TO BE
FAMILIAR WITH ALL EXISTING CONDITIONS. BRING ANY
QUESTIONS OR CONCERNS TO THE ATTENTION OF THE
PROJECT MANAGER FOR CLARIFICATION, FOR ADDENDUM
PRIOR TO BID OPENING. NO ALLOWANCES WILL BE MADE
FOR CONDITIONS THAT ARE CLEARLY VISIBLE.

CONTRACTOR SHALL WORK WITH LOCAL LEADERSHIP ON
SCHEDULING TO INSURE CONTINUED USE OF THE BUILDING
NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE
SHALL HAVE ACCESS TO THE BUILDING WITHOUT PRIOR
AUTHORIZATION.

ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
RESPONSIBILITY OF THE CONTRACTOR.

THE CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING
WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO
PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO
THE BUILDING OR ITS CONTENTS WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR TO CHECK ALL MECHANICAL EQUIPMENT
BEFORE DISCONNECTING TO MAKE SURE THEY ARE
OPERATING PROPERLY. CONTRACTOR IS RESPONSIBLE
FOR UNITS TO BE IN COMPLETE OPERATING CONDITION
AT THE COMPLETION OF THE PROJECT. COORDINATE
SHUTDOWN WITH USERS.

ALL PIPES, CONDUITS AND MECHANICAL UNITS TO REMAIN
ON ROOF ARE TO BE PROTECTED AND KEPT CLEAN
THROUGH THE END OF CONSTRUCTION.

GENERAL CONTRACTOR SHALL USE EXISTING WOOD
NAILERS FOR NEW ROOFING SYSTEM.

GENERAL CONTRACTOR SHALL PROVIDE AN ENCLOSED
DEBRIS SHOOT FOR THE REMOVAL OF ALL ROOFING
MATERIAL. THE GENERAL CONTRACTOR SHALL PROVIDE
PROTECTION FOR THE EXISTING BUILDING, WALK WAYS
AND SURROUNDING SITE AS NECESSARY FROM DAMAGE
THAT MAY RESULT FROM THE REMOVAL OF THE ROOFING
MATERIALS.

GENERAL CONTRACTOR SHALL KEEP ALL WALKWAYS OPEN
DURING THE CONSTRUCTION PERIOD. ABSOLUTELY NO
MATERIAL SHALL BE DROPPED, OR THROWN FROM THE
ROOF.

ALL EXISTING VENT STACKS TO REMAIN.

GENERAL CONTRACTOR SHALL THOROUGHLY INSPECT
EXISTING ROOF FOR BIRD EXCREMENT. ALL EXISTING
BIRD EXCREMENT SHALL BE REMOVED IN AREAS OF
CONSTRUCTION AS PER THE STATE OF UTAH'S
GUIDELINES FOR CLEANUP OF BIRD AND BAT EXCREMENT.
GENERAL CONTRACTOR SHALL NOTE THE GUIDE LINES
FOR THE REMOVAL OF BIRD AND BAT EXCREMENT ARE
PROVIDED IN THE CONSTRUCTION SPECIFICATIONS.

GENERAL CONTRACTOR SHALL REMOVE ALL EXISTING
TERMINATION BARS AND COUNTER FLASHINGS AS
NECESSARY FOR NEW ROOF MEMBRANE INSTALLATION.
GENERAL CONTRACTOR SHALL REMOVE ALL ASSOCIATED
SEALANTS AND ADHESIVES AS REQUIRED FOR NEW ROOF
MEMBRANE INSTALLATION. GENERAL CONTRACTOR SHALL
THOROUGHLY REMOVE SEALANTS AND ADHESIVES FROM
SURFACES SO AS NOT TO BE VISIBLE

GENERAL CONTRACTOR SHALL PROVIDE CAUTION TAPE AT
PERIMETER OF BUILDING. CAUTION TAPE TO BE HELD IN

PLACE WITH 3'-0" HIGH ABOVE FINISHED GRADE @ 10'-0"
0.C. WOOD STAKES. PERIMETER CAUTION TAPE TO BE

LOCATED AT A DISTANCE OF 20% OF BUILDING HEIGHT BACK
FROM FACE OF BUILDING OR 10°-0" WHICH EVER DISTANCE IS

GREATER.

GENERAL CONTRACTOR SHALL THROUGHLY CLEAN ALL

EXISTING TAR FROM MASONRY AND CONCRETE PRIOR TO NEW

ROOF INSTALLATION

REFERENCE NOTES

<> EXISTING BUILT-UP ROOFING SYSTEM, EPDM ROOFING SYSTEM,
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VERMICULITE AND GRAVEL BALLAST AND ALL ASSOCIATED FASTENERS
TO BE REMOVED. THOROUGHLY REMOVE ALL ROOFING MATERIALS
DOWN TO EXISTING CONCRETE DECK. POWER SWEEP EXISTING
CONCRETE DECK PRIOR TO NEW ROOF INSTALLATION. SEE EXISTING
ROOF PROFILE DRAWING 01/ADT500

EXISTING METAL CAP FLASHING TO BE REMOVED. EXISTING WOOD
NAILERS TO REMAIN.

EXISTING VENT THROUGH ROOF TO REMAIN. GENERAL CONTRACTOR
SHALL EXTEND AS NECESSARY FOR NEW ROOF INSTALLATION, SEE
NEW ROOF PLAN AND DETAILS

EXISTING MASONRY STACK AND ASSOCIATED CAP TO REMAIN
UNDISTURBED.

EXISTING ROOF VALLEY LOCATION

EXISTING FOLDING CONCRETE ROOF. EXISTING BUILT-UP ROOFING
SYSTEM (VERMICULITE AND GRAVEL BALLAST) AND ASSOCIATED
FASTENERS TO BE REMOVED. THOROUGHLY REMOVE ALL MATERIALS
DOWN TO EXISTING CONCRETE DECK. POWER SWEEP EXISTING
CONCRETE DECK PRIOR TO NEW ROOF INSTALLATION. EXISTING ROOF
EXPANSION JOINT LOCATION.

EXISTING EXPANSION JOINT AND ASSOCIATED METAL FLASHING TO BE
REMOVED. SEE NEW ROOF PLANS AND EXPANSION JOINT DETAIL.
EXISTING SATELLITE DISH TO BE REMOVED AND REINSTALL AS PER
NEW ROOF PLAN.

EXISTING SWAMP COOLER TO BE REMOVED AND REPLACED WITH NEW
EXHAUST FAN

EXISTING METAL DRIP EDGE AND ASSOCIATED HOLD DOWN CLIPS TO
BE REMOVED, SEE NEW ROOF PLAN

EXISTING ANTENNA TOWER TO BE REMOVED AND DISPOSED OF.
EXISTING CONCRETE CAP BELOW TO REMAIN UNDISTURBED

EXISTING CONCRETE PROJECTION TO REMAIN UNDISTURBED

EXISTING EXHAUST STACKS AND COLLAR TO BE DISCONNECTED AND
REMOVE. SEE NEW ROOF PLAN. PROVIDE NEW CURB AND
RECONNECT AS PER NEW ROOF PLAN.

GENERAL CONTRACTOR TO REMOVE EXISTING SKYLIGHT, CURB AND
FLASHING AS REQUIRED FOR NEW SKYLIGHT AND ROOF MEMBRANE
INSTALLATION.

EXISTING CONDUIT TO BE REMOVED BACK TO CLOSEST "TEE”
LOCATION. EXISTING WIRES TO BE CAREFULLY REMOVED AND
REINSTALL IN NEW CONDUIT AND RECONNECTED TO NEW SATELLITE
DISH LOCATION.

EXISTING BUILDING ENTRANCES AND EXITS TO BE PROTECTED FROM
FALLING DEBRIS DURING THE CONSTRUCTION PROCESS, SEE DETAIL
17/ADT500. DASHED LINES INDICATE 2x WALL FRAMING BELOW.
EXISTING HOLLOW METAL WINDOW FRAME AND GLAZING SYSTEM TO
BE REMOVED AS PER NEW ROOF PLANS. DURING CONSTRUCTION,
GENERAL CONTRACTOR SHALL NOT REMOVE MORE WINDOWS THAN
CAN BE INFILL DURING THE SAME DAY.

EXISTING BUILT-UP ROOFING SYSTEM AND ALL ASSOCIATED ROOFING
MATERIALS TO BE REMOVED DOWN TO CONCRETE DECK. POWER
SWEEP EXISTING CONCRETE DECK PRIOR TO BEW ROOFING SYSTEM
APPLICATION.

EXISTING CONDUITS & JUNCTION BOXES ON ROOF TO REMAIN.
EXISTING DRAIN PENETRATIONS THROUGH EXISTING FOLDED CONCRETE
ROOF SYSTEM TO BE REMOVE, SEE NEW ROOF PLAN.

EXISTING SKYLIGHT AT CHAPEL LOCATION TO REMAIN UNDISTURBED.
CONDUIT "TEE" LOCATION

EXISTING SWAMP COOLER TO BE REMOVED. SE NEW ROOF PLAN FOR
REPLACEMENT OF EXISTING SWAMPCOOLERS.

THOROUGHLY CLEAN EXISTING TAR FROM CHAPEL WALL.
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CONTRACTOR MUST VISIT THE SITE SO AS TO BE
FAMILIAR WITH ALL EXISTING CONDITIONS. BRING ANY
QUESTIONS OR CONCERNS TO THE ATTENTION OF THE
PROJECT MANAGER FOR CLARIFICATION, FOR ADDENDUM
PRIOR TO BID OPENING. NO ALLOWANCES WILL BE MADE
FOR CONDITIONS THAT ARE CLEARLY VISIBLE.

CONTRACTOR SHALL WORK WITH LOCAL LEADERSHIP ON
SCHEDULING TO INSURE CONTINUED USE OF THE BUILDING
NEITHER THE CONTRACTOR NOR ANY OF HIS PEOPLE
SHALL HAVE ACCESS TO THE BUILDING WITHOUT PRIOR
AUTHORIZATION.

ALL SAFETY STANDARD AND REQUIREMENTS ARE THE
RESPONSIBILITY OF THE CONTRACTOR.

THE CONTRACTOR IS RESPONSIBLE TO KEEP BUILDING
WATERTIGHT AT ALL TIMES. STARTING FROM NOTICE TO
PROCEED TO SUBSTANTIAL COMPLETION ANY DAMAGE TO
THE BUILDING OR ITS CONTENTS WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR TO CHECK ALL MECHANICAL EQUIPMENT
BEFORE DISCONNECTING TO MAKE SURE THEY ARE
OPERATING PROPERLY. CONTRACTOR IS RESPONSIBLE
FOR UNITS TO BE IN COMPLETE OPERATING CONDITION
AT THE COMPLETION OF THE PROJECT. COORDINATE
SHUTDOWN WITH USERS.

ALL PIPES, CONDUITS AND MECHANICAL UNITS TO REMAIN
ON ROOF ARE TO BE PROTECTED AND KEPT CLEAN
THROUGH THE END OF CONSTRUCTION.

GENERAL CONTRACTOR SHALL USE EXISTING WOOD
NAILERS FOR NEW ROOFING SYSTEM.

GENERAL CONTRACTOR SHALL PROVIDE AN ENCLOSED
DEBRIS SHOOT FOR THE REMOVAL OF ALL ROOFING
MATERIAL. THE GENERAL CONTRACTOR SHALL PROVIDE
PROTECTION FOR THE EXISTING BUILDING, WALK WAYS
AND SURROUNDING SITE AS NECESSARY FROM DAMAGE
THAT MAY RESULT FROM THE REMOVAL OF THE ROOFING
MATERIALS.

GENERAL CONTRACTOR SHALL KEEP ALL WALKWAYS OPEN
DURING THE CONSTRUCTION PERIOD. ABSOLUTELY NO
MATERIAL SHALL BE DROPPED, OR THROWN FROM THE
ROOF.

ALL EXISTING VENT STACKS TO REMAIN.

GENERAL CONTRACTOR SHALL THOROUGHLY INSPECT
EXISTING ROOF FOR BIRD EXCREMENT. ALL EXISTING
BIRD EXCREMENT SHALL BE REMOVED IN AREAS OF
CONSTRUCTION AS PER THE STATE OF UTAH'S
GUIDELINES FOR CLEANUP OF BIRD AND BAT EXCREMENT.
GENERAL CONTRACTOR SHALL NOTE THE GUIDE LINES
FOR THE REMOVAL OF BIRD AND BAT EXCREMENT ARE
PROVIDED IN THE CONSTRUCTION SPECIFICATIONS.

GENERAL CONTRACTOR SHALL REMOVE ALL EXISTING
TERMINATION BARS AND COUNTER FLASHINGS AS
NECESSARY FOR NEW ROOF MEMBRANE INSTALLATION.
GENERAL CONTRACTOR SHALL REMOVE ALL ASSOCIATED
SEALANTS AND ADHESIVES AS REQUIRED FOR NEW ROOF
MEMBRANE INSTALLATION. GENERAL CONTRACTOR SHALL
THOROUGHLY REMOVE SEALANTS AND ADHESIVES FROM
SURFACES SO AS NOT TO BE VISIBLE

GENERAL CONTRACTOR SHALL PROVIDE CAUTION TAPE AT
PERIMETER OF BUILDING. CAUTION TAPE TO BE HELD IN

PLACE WITH 3'-0" HIGH ABOVE FINISHED GRADE @ 10'-0"
0.C. WOOD STAKES. PERIMETER CAUTION TAPE TO BE

LOCATED AT A DISTANCE OF 20% OF BUILDING HEIGHT BACK
FROM FACE OF BUILDING OR 10°-0" WHICH EVER DISTANCE IS

GREATER.

GENERAL CONTRACTOR SHALL THROUGHLY CLEAN ALL

EXISTING TAR FROM MASONRY AND CONCRETE PRIOR TO NEW

ROOF INSTALLATION
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State of Utah

REFERENCE NOTES

Department of Administrative Services

<> EXISTING BUILT-UP ROOFING SYSTEM, EPDM ROOFING SYSTEM,

VERMICULITE AND GRAVEL BALLAST AND ALL ASSOCIATED FASTENERS
TO BE REMOVED. THOROUGHLY REMOVE ALL ROOFING MATERIALS

DOWN TO EXISTING CONCRETE DECK. POWER SWEEP EXISTING DlVlSlQn of Facilities
CONCRETE DECK PRIOR TO NEW ROOF INSTALLATION. SEE EXISTING Construction & Management
ROOF PROFILE DRAWING 01/ADT500 4110 State Office Building
2. EXISTING METAL CAP FLASHING TO BE REMOVED. EXISTING WOOD :
NALERS. T0 REMAN. [D Salt Lake City, Utah 84114
3. EXISTING VENT THROUGH ROOF TO REMAIN. GENERAL CONTRACTOR Phone: (801) 538 - 3018
SHALL EXTEND AS NECESSARY FOR NEW ROOF INSTALLATION, SEE Fax: (801) 538 - 3267
NEW ROOF PLAN AND DETAILS
4, EXISTING MASONRY STACK AND ASSOCIATED CAP TO REMAIN Internet: http://www.dfcm.state.ut.us
UNDISTURBED.

EXISTING ROOF VALLEY LOCATION

EXISTING FOLDING CONCRETE ROOF. EXISTING BUILT-UP ROOFING

SYSTEM (VERMICULITE AND GRAVEL BALLAST) AND ASSOCIATED

FASTENERS TO BE REMOVED. THOROUGHLY REMOVE ALL MATERIALS

DOWN TO EXISTING CONCRETE DECK. POWER SWEEP EXISTING

CONCRETE DECK PRIOR TO NEW ROOF INSTALLATION. EXISTING ROOF

EXPANSION JOINT LOCATION.

7. EXISTING EXPANSION JOINT AND ASSOCIATED METAL FLASHING TO BE
REMOVED. SEE NEW ROOF PLANS AND EXPANSION JOINT DETAIL.

8. EXISTING SATELLITE DISH TO BE REMOVED AND REINSTALL AS PER
NEW ROOF PLAN.

9. EXISTING SWAMP COOLER TO BE REMOVED AND REPLACED WITH NEW
EXHAUST FAN

10. EXISTING METAL DRIP EDGE AND ASSOCIATED HOLD DOWN CLIPS TO
BE REMOVED, SEE NEW ROOF PLAN

11, EXISTING ANTENNA TOWER TO BE REMOVED AND DISPOSED OF.

12, EXISTING CONCRETE CAP BELOW TO REMAIN UNDISTURBED

13. EXISTING CONCRETE PROJECTION TO REMAIN UNDISTURBED

14. EXISTING EXHAUST STACKS AND COLLAR TO BE DISCONNECTED AND
REMOVE. SEE NEW ROOF PLAN. PROVIDE NEW CURB AND
RECONNECT AS PER NEW ROOF PLAN.

15. GENERAL CONTRACTOR TO REMOVE EXISTING SKYLIGHT, CURB AND

FLASHING AS REQUIRED FOR NEW SKYLIGHT AND ROOF MEMBRANE

oo

INSTALLATION. CREATED BY: P+A architects
16. EXISTING CONDUIT TO BE REMOVED BACK TO CLOSEST "TEE”
LOCATION. EXISTING WIRES TO BE CAREFULLY REMOVED AND :
REINSTALL IN NEW CONDUIT AND RECONNECTED TO NEW SATELLITE P+A architects
DISH LOCATION. 821 East Kensington Ave.
17. EXISTING BUILDING ENTRANCES AND EXITS TO BE PROTECTED FROM Salt Lake City, Utah 84105
FALLING DEBRIS DURING THE CONSTRUCTION PROCESS, SEE DETAIL P: 801.484.1161 — |
17/ADT500. DASHED LINES INDICATE 2x WALL FRAMING BELOW. F: 801.485.4640 -.I
18. EXISTING HOLLOW METAL WINDOW FRAME AND GLAZING SYSTEM TO e-mail parchitects@comcast.net

BE REMOVED AS PER NEW ROOF PLANS. DURING CONSTRUCTION,
GENERAL CONTRACTOR SHALL NOT REMOVE MORE WINDOWS THAN
CAN BE INFILL DURING THE SAME DAY.

19, EXISTING BUILT-UP ROOFING SYSTEM AND ALL ASSOCIATED ROOFING
MATERIALS TO BE REMOVED DOWN TO CONCRETE DECK. POWER
SWEEP EXISTING CONCRETE DECK PRIOR TO BEW ROOFING SYSTEM
APPLICATION.

20. EXISTING CONDUITS & JUNCTION BOXES ON ROOF TO REMAIN.

21. EXISTING DRAIN PENETRATIONS THROUGH EXISTING FOLDED CONCRETE
ROOF SYSTEM TO BE REMOVE, SEE NEW ROOF PLAN.

22. EXISTING SKYLIGHT AT CHAPEL LOCATION TO REMAIN UNDISTURBED.

23. CONDUIT 'TEE" LOCATION

24. EXISTING SWAMP COOLER TO BE REMOVED. SE NEW ROOF PLAN FOR
REPLACEMENT OF EXISTING SWAMPCOOLERS.

25. THOROUGHLY CLEAN EXISTING TAR FROM CHAPEL WALL.
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METAL FASCIA AND
CAP BEYOND

1” MINA
1/4” MAX-
CONTINUOUS BEAD SEALANT—
CONTINUOUS HOLD DOWN CLEAT—~_

PRE-FINISHED 24 GA.
CONT. METAL FASCIA

NEW TREATED 2°x6-

WOOD NAILER

CONTINUOUS HOLD—

DOWN CLEAT

PRE-FINISHED 24 GA:
CONT. METAL
CLOSURE STRIP

EXISTING CONCRETE—

STRUCTURE

\

1-3/4" STANLESS STEEL RINGSHANK 5D COMMON
NAILS AT 8" D.C. MAX.

4

BONDING ADHESIVE
3'DENZ DECK PRIME

EXTEND ROOFING MEMBRANE
INTO PIPE, PROVIDE FORM

/60 MIL FULLY ADHEARED EPDM ROOFING MEMBRANE

1-3/4” STAINLESS STEEL RINGSHANK 5D COMMON
NAILS AT 6" O.C. MAX.

1-3/4" STANLESS STEEL RINGSHANK 5D COMMO
NAILS AT 4" 0.C. MAX,, 1/2" STAGGERED

NEW STANDING SEAM COLOR CLAD METAL CAP
FLASHING. COLOR BY ARCHITECT.

GALVANIZED METAL HOLD DOWN CLIP

1-3/4” STAINLESS STEEL RINGSHANK 50 COMMON
NALLS AT 6" 0.C. MAX.

1-3/4" STAINLESS STEEL RINGSHANK 5D COMMON
NAILS AT 4" 0.C. MAX,, 1/2" STAGGERED

9" MIN. FORMFLASH
5°MIN. FLASHING
PRIMER AND ADHESIVE

ROOFING MEMBRANE
BONDING ADHESIVE

T

ONTINUQUS BEAD
OF |LAP SEALANT

e

)

A

A

H
#'DENZ DECK PRIME

§' PER FOOT TAPERED
POLYISOCYANURATE
RIGID INSULATION

(2) 4'x3" "REDHEAD"
EXPANSION ANCHOR @
POP OUTS

NEW PRE-FINISHED
METAL CONDUCTOR HEAD
WITH OVER FLOW SPOUT
AND DOWN SPOUT

EXTEND DOWN SPQOUT TO FINISHED GRADE AND
DAYLIGHT 2'-6" FROM FACE OF BUILDING.
PROVIDE PRECAST CONCTRETE SPLASH AT END
OF DOWN SPOUT

{
.\ ROOF

SCALE 3=

42—0"

SCUPPER

1"-0

1" PLATE CUT AND SHAPED AND
CONT. WELDED TO TOP OF 2"
PIPE. TOP PLATE, PIPE AND
BASE PLATE TO BE PAINTED
PRIOR TO INSTALLATION.

2" PANTED PIPE FOR SATELLITE
" DISH NOUNTING.

EPDM BOOT AT FRAME, SEE
/_ DETAIL

EPDM MEMBRANE MEMBRANE

5 DENZ DECK PRIME".

POLYISOCYANURATE RIGID
/7 INSULATION

4]
et ——H———————-

9" MIN. FORMFLASH
5'MIN. FLASHING
PRIMER AND ADHESIVE

FULLY ADHEARED EPDM
ROOFING MEMBRANE

BONDING ADHESIVE

CONTINUOUS BEA
OF LAP SEALANT

I'DENZ DECK PRME |-

(2) 3" "REDHEAD"
EXPANSION ANCHOR @ POP
OUTS AND 1 PER 16"0.C.
AT LONGER RUNS

7\ DETAIL

CONTINUOUS BEAD SEALANT

NEW TREATED 1/2"x6”
WOOD NAILERS

ONTINUOUS HOLD DOWN CLEAT

RE-FINISHED 24 GA.
CONT. METAL FASCIA

NEW TREATED 2°x6”
WOOD NAILERS

ONTNUQUS HOLD

2 J” PER FOOT TAPERED DOWN CLEAT
POLYISOCYANURATE RE-FINISHED 24 GA.
RIGID INSULATION CONT. METAL

CLOSURE STRIP
\EXISTING CONCRETE

STRUCTURE

dwg

5

SCALE 3 =1-0

EPDM MEMBRANE TO CONTINUE OVER TOP OF
PARAPET WALL. EXGTEND DOWN FACE OF WALL 4§"

NEW 2x8 PRESSURE TREATED WOOD CAPS

é‘ l,

Al

FASTENER W/ NEOPRENE WASHER @ 10"0.C.
NEW 2x8 PRESSURE TREATED WOOD CAP
HELD IN PLACE WITH §’x4" RED-HEAD
EXPANSION ANCHORS @ 16” 0.C.
__——NEW %" DENZ DECK GOLD

EXISTING CONCRETE WALL TO
/_REMAIN UNDISTRUBED

[

I 1

\

@

=
DXy

‘ﬁg
%@ FULLY ADHEAQRED EPDM ROOF MEMBRANE
& ON 4’ DENZ DECK PRIME ON TAPPERED

QA POLYISOCYANURATE RIGID INSULATION

9

A
20\ PARAPET DETAIL

\ADT500/ SCALE 3= 10"

5.dw

4-0

EXISTING EXHAUST VENT HOQD.
FIELD VERIFY EXACT TYPE AND

[

~

\12” MIN \ |j

TR

DIMENSIONS.

_——SCREW TO CURB.

— EXISTING DUCTWORK. EXTEND AS
REQUIRED TO MATCH NEW EXHAUST
VENT HOOD ELEVATION. RECONNEC
TO EXISTING FAN.

——NEW TREATED 2x WOOD CURB.
NEW TREATED 2x WOOD NAILER SIZE
CUT TO FIT.

FULLY ADHEAQRED EPDM ROOF
MEMBRANE ON 3" DENZ DECK PRIME
ON TAPPERED POLYISOCYANURATE
RIGID INSULATION

ALL SHEET METAL WORK

TO COMPLY WITH SMACNA

N-EXISTING CONCRETE DECK
—NEW TREATED 2x6 WOOD NAILER

\

ATTACHED TO EXISTING CONCRETE
DECK

s\ NEW EXHAUST HOOD AND FAN CURB DETAILS

4-0

NEW §” TREATED AND SHAPED

CONTINUOUS BEAD SEALANT

CONTINUQUS HOLD DOWN CLEAT

PRE-FINISHED 24 GA:
CONT. METAL FASCIA

DT500) SCALE  N.TS.

WOOD NAILER

EXISTING WOOD
NAILER TO REMAIN J

1-3/4” STANLESS STEEL RINGSHANK 5D COMMON
NAILS AT 8" O.C. MAX.

1-3/4” STAINLESS STEEL RINGSHANK 5D COMMON

NAILS AT 4" 0.C. MAX., 1/2" STAGGERED

9" MIN. FORMFLASH

5"MIN. FLASHING

QUICKPRIME PLUS

FULLY ADHEARED EPDM ROOFING MEMBRANE
BONDING ADHESIVE

NEW PRE—FINISHED METAL EXPANSION
JOINT COVER, SLOPE @ %":12". GENERAL
CONTRACTOR SHALL PROVIDE STANDING
SEAM EXPANSION JOINT AT 10'-0" MAX.

NEW {” TREATED AND SHAPE
WOOD NAILER

CONTINUOUS BEAD SEALANT: OF LAP SEALAN
1-1/4" HOT DIPPED - = =

GALVANIZED ROOF NAILS P T T T T e S T
AT 6" 0.C. MAX.

CONTINUOUS HOLD DOWN CLEAT:

FLASHING AT PIPE AS =
NECESSARY

P
o

T

>

3" DIA. STAINLESS STEEL
PIPE W/ §’ STAINLESS

1'—-0"

FULLY ADHEAQRED EPDM ROOF

1-3/4” STAINLESS STEEL RINGSHANK 5D COMMON
NAILS AT 8" 0.C. MAX.
1-3/4” STANLESS STEEL RINGSHANK 50 COMMON
NAILS AT 4" 0.C. MAX., 1/2" STAGGERED
9” MIN. FORMFLASH
5"MIN. FLASHING
QUICKPRIME PLUS
FULLY ADHEARED EPDM ROOFING MEMBRANE
BONDING ADHESIVE
CONTINUQUS BEAD F'DENZ DECK RRHWBRANE ON " DENZ DECK PRIME
ON TAPPERED POLYISOCYANURATE

STEEL FLANGES WELDED TO
PIPE TO HOLD IN PLACE

\—EXISTING CONCRETE ROOF
SYSTEM

EXISTING CONCRETE ROOF
DECKING TO BE CORE
DRILLED AS NECESSARY FOR
NEW PIPE FITTING

20

. ROOFING MEMBRANE BELOW
o WITH REINFORCED SPLASH

3" DENZ DECK PRIME
: 2\

PAD, SEE NEW ROOF PLAN.

/9 DETAIL

DT500/ SCALE 3 =1-0"
1-3/4" STAINLESS STEEL RINGSHANK 5D COMMON
NAILS AT 6" 0.C. MAX.
6" 1-3/4" STAINLESS STEEL RINGSHANK 5D COMMON
NAILS AT 4" 0.C. MAX., 1/2" STAGGERED
9” MIN. FORMFLASH
METAL FASCIA AND / /~5"MIN. FLASHING

CAP BEYOND  px ~PRIMER AND ADHESIVE

—FULLY ADHEARED EPDM ROOFING MEMBRANE
BONDING ADHESIVE
/ CONTINUOUS BEAD

1/4” MAXA
CONTINUOUS BEAD SEALANT— 3

5

BONDING ADHESIVE

3’'DENZ DECK PRIME
EXTEND ROOFING MEMBRANE
INTO PIPE, PROVIDE FORM
FLASHING AT PIPE AS ==
NECESSARY =

/60 MIL FULLY ADHEARED EPDM ROOFING MEMBRANE

3 DIA. STAINLESS STEEL
PIPE W/ §" STAINLESS

STEEL FLANGES WELDED TO
PIPE TO HOLD IN PLACE

PLYWOOD ROOF

\@IOR GRADE
I

7N\,
/' N,
/ \\
S
X 2

& \—EXISTING CONCRETE ROOF S
T~ SYSTEM \\ )
s EXISTING CONCRETE ROOF
N DECKING TO BE CORE
DRILLED AS NECESSARY FOR
NEW PIPE FITTING
DOUBLE CLEVIS
EYE HOOK CONT. WELDED TO EXISTING MASONRY WALL:
%"DlA. SOLID STEEL BAR SYSTEM _\
- GALVANIZED STEEL
BARS TO BE HOT DIPPED
MOUNTING PLATE
GALVANIZED AFTER WELDING.
%" DIA HOT DIPPED
GALVANIZED SOLID
I STEEL BAR CONT. I
WELDED TO DRIP CHAIN 3 =
E GALVANIZED STEEL CHAIN AND WALL MOUNTING E A | ’ Tl L
:, é CONNECTED TO SUPPORT . BRACKET. &)
A AT WALL, SEE DETAIL ]
oo .
S /J( B >
o
=
U PROVIDE (2) §'x2¥" REDj -
HEAD EXPANSION ANCHORS
GALVANIZED STEEL CHAIN M PER EACH BRACKET
CONNECTED TO SUPPORT
AT WALL, SEE DETAIL L for— 2—6" L
i G.C. TO VERIFY 1
U FOR EACH LOCATION
_/
ROOFING MEMBRANE BELOW
WITH REINFORCED SPLASH
«© %" DENZ DECK PRIME PAD, SEE NEW ROOF PLAN.

/15 RAIN CHAIN DETAIL

DT50Q/ SCALE 3 =1-0"

3'DENZ DECK PRIME

CONTINUOUS HOLD DOWN CLEAT~[\p ettt =
PRE-FINISHED 24 GA: &S 1-3/4" STAINLESS STEEL RINGSHANK 5D COMMON
CONT. METAL FASCIA . =5 NAILS AT 6" 0.C. MAX.
Al ~ L 1-3/4" STAINLESS STEEL RINGSHANK 5D COMMON
NAILI-IZE)QS%\I GREVXA‘L?E : So NAIL/S AT 47 0.C. MAX., 1/2" STAGGERED
AN 2= 9" MIN. FORMFLASH
CONTINUQUS HOLD— = METAL FASCIA AND / ~5"MIN. FLASHING
- HngSg)N 204LE&T <POLYISOCYANURATE CAP BEYOND X ~PRIMER AND ADHESIVE
B : RIGID INSULATION 1” MINA
CONT. METAL !
CLOSURE STRIP 1/4" MAXA -

EXISTING CONCRETE—
STRUCTURE

_~—NEW PRE-FINISHED
METAL CONDUCTOR HEAD
WTH OVER FLOW SPOUT
AND DOWN SPOUT

EXTEND DOWN SPOUT TO FINISHED GRADE AND
DAYLIGHT 2'-6" FROM FACE OF BUILDING.
PROVIDE PRECAST CONCTRETE SPLASH AT END
OF DOWN SPOUT

N\,

y
/15 OVERFLOW ROOF SCUPPER

DT50Q/ SCALE 3 =1-0"

(2) NEW TREATED 2x
NAILER EA. SIDE

MEMBRANE ADHEARED T
VERTIACAL SURFACES

~

8
MIN.

NEW CON[. TREATED
2x NAILERS EA. SIDE
AS REQUJRED.

7 PR R T T
[T T LT e AT

RIGID INSULATION

CONTINUQUS BEAD SEALANF—
CONTINUOUS HOLD DOWN CLEAT—~

11/4 CONTINUOUS HOLD DOWN CLEAT:

PRE-FINISHED 24 GA: %
CONT. METAL CLOSURE STRIP >

PRE-FINISHED 24 GA:
CONT. METAL FASCIA

EXISTING WOQD
NAILER TO REMAIN /

EXISTING CONCRETE—"
STRUCTURE

1 ”
11/4"

—FULLY ADHEARED EPDM ROOFING MEMBRANE
BONDING ADHESIVE
CONTINUOUS BEAD
OF LAP SEALAN
o

ABOVE RIM OF
EXISTING ROOF DRAIN

POLYISOCYANURATE
RIGID INSULATION

/i OVERFLOW ROOF SCUPPER

LEXIBLE WEATHERPROOF
MEMBRANE CLOSURE

FASTENER W/ NEOPRENE
WASHER @ 8" 0.C. EA SIDE

NEW PRE+FINISHED METAL FLASHING

—2" DIA. PIPE CONT. WELDED

T0 10°x10"x§" STEEL PLATE.
STEEL PLATE ATTACHED TO

7 CONCRETE DECK WITH 4 ¥

x 4" RED-HEAD EXPANSION
ANCHORS.

A8

—EXISTING CONCRETE DECKING

)\ SATELLITE DISH SUPPORT

\l
§ /
1/8" 3.2 mm) MIN. TO

1/4" (6.4 mm) MAX.

g

SCALE 3 =1-0

&

7\ DETAIL

CONTINUOUS CLEAT

PREFINISHED METAL CAPFLASHING ,
(SEE NOTES) NOTES:

1. INSTALL METAL WORK TO SMACNA
RECOMMENDATIONS. SHOP FABRICATED
METAL EDGE MUST MEET ANSI/SPRI
ES-1 OR AN FM STANDARD.

CONTINUOUS HOLD DOWN CLEAT : /
PRE=FINISHED 24 GA:

CONT. METAL CLOSURE STRIP

EXISTING CONCRETE/

7\ ROOF EDGE DETAIL
DT500) SCAE . 7 =70

PRE-FINISHED 24 GA.-
CONT. METAL FASCIA

EXISTING WOO

NAILER TO REMAIN
CONTINUGUS HOLD DOWN CLEAT:
PRE-FINISHED 24 GA:

CONT. METAL CLOSURE STRIP/
EXISTING CONCRETE

STRUCTURE

/\/
7 ROOF EDGE DETAIL

D500/ SCALE

STAINLESS STEEL CLAMP RING

3n — 11__0n

1-1/4" HOT DIPPEQ_GALVANIZED ROOF

ANY GIVEN DIRECTION.

2.WOO0D NAILER MUST BE INSTALLED TO
MEET APPLICABLE BUILDING CODES OR
200 LBS PER LINEAR FOOT MINIMUM IN

—
ISOMETRIC VIEW

CONT. SEALANT

HEAT RESISTANT TAPE
OVER METAL SPLICE

5.dw

9-0

SCALE N.T.S.

NOTES:

STANLESS STEEL CLAMPING RING -
ND WRINKLES OR FOLDS UNDERNEATH
CLAMPING RING
POM FLASHING
BONDING ADHESIVE

FASTENERS MIN. 4 PER PENETRATION & MAX 12"

1. REMOVE ALL EXISTING FLASHINGS, LEAD, ETC. PIPE \—FOLYISOCYANURATE BOARD INSULATION
SURFACE MUST BE FREE OF ALL RUST, GREASE, EIC.

2 PPE NUST BE ANCHORED TO BOTTOM SIDE OF DECK

T0 ASSURE: STABLLITY.

=1\ PIPE WRAP

\— TREATED Wogh N

d

S\ADT50() SCALE  NTs,

CONT. SEALANT

£\ PIPE WRAP
%\@@/ SCALE N.TS.

o

+

3.dwg

g

|

COMPRESSIBLE INSULATION—
FLEXIBLE VAPOR RETARDER

\—EXISTING CONCRETE DECKING

DT500Q/ SCALE 3 =1-0

PRE-MANUFACTURED SKYLIGHT-
WITH CURB, SEE SPECIFICATION\

INSULATED SKYLIGHT CURB

FULLY ADHEAQRED EPDM ROOF
MEMBRANE ON 4" DENZ DECK
PRIME ON TAPPERED
POLYISOCYANURATE RIGID
INSULATION

8" MIN.

——NEW TREATED 2x6
] WOOD NAILERS

.1 EXISTING CONCRETE

ROOF DECK

7\ SECTION @ EXP. JNT. 205\ SKYLIGHT DETAIL
DT50Q/ SCALE 3" =1-0" TWDT500/ SCALE 3" = 10"

EXISTING STRAINER BASKET
TO BE REINSTALLED

EXISTING COMPRESSION RING

CONTINUOUS BEAD OF WATER BLOCK

PDM MEMBRANE
BONDING ADHESIVE

o
—

—

==/

_.-6.
e ocesaatanasas et
02050500000

NOTE:

30"

— REMOVE EXISTING FLASHINGS DOWN TO METAL BOWL
— REPAIR OR REPLACE BROKEN DRAIN COMPONENTS

— DRILL AND TAP BROKEN DRAIN BOLTS AND REPLACE

IF NECESSARY.

i\ ROOF DRAIN

n

Draw

DT500/ SCALE

4

+Draw

\ REINFORCED EPDM WALKWAY
L 30 L \

FULLY ADHERE EPDM N\
WALKWAY TO EPDM. MEMBRANE.—/ ¢

NOTES:

1.WALKWAY SECTIONS SHOULD BE SPACED PROPERLY TO ALLOW FOR DRAINAGE.
SPACING BETWEEN WALKWAY SECTIONS SHALL BE 1” [25.4 mm] MINIMUM TO
3" [76.2 mm] MAXIMUM.

o WALKWAY PAD

gﬁg

-
-
-
-
-
-
-
-
-
-
”
-
-
-
-
-
-
-
e
-

n

DT500/ SCALE  N.TS.

2 DENZ DECK PRIMEONTINUOUS HOLD DOWN CLEAT

CONTINUOUS HOLD DOWN CLEAT /
PRE-FINISHED 24 GA

2x4 FRAMING @ 16" 0.C.

2x4 DIAG. BRACING @
16" 0.C. >

N\

%' 0.5B—
2x4 FRAMING @ 16" 0.~

FINISH GRADE~\

g7\ ENTRANCE PROTECTION
EW SUALE =1 1-3/4" STANLESS STEEL RINGSHANK 5D COMMON

1" MIN:

1/4” MAX:
CONTINUOUS BEAD SEALANT—

1-1/4" HOT DIPPE
GALVANIZED ROOF NAILS
AT 6" 0.C. MAX.

NAILS AT 8" 0.C. MAX.
1-3/4” STANLESS STEEL RINGSHANK 5D COMMON
NAILS AT 4" 0.C. MAX., 1/2" STAGGERED

9" MIN. FORMFLASH

5"MIN. FLASHING
QUICKPRIME PLUS
FULLY ADHEARED EPDM ROOFING MEMBRANE
BONDING ADHESIVE

CONTINUQUS BEAD

1'DENZ DECK PRIME
OF LAP SEALAN

PRE-FINISHED 24 GA:
CONT. METAL FASCIA

EXISTING WOOD

—4" MAX. TAPPERED
POLYISOCYANURATE

NAILER TO REMAIN

CONT. METAL CLOSURE STRIP

EXISTING CONCRETE/

STRUCTURE

1n

[ RIGID INSULATION

2" MIN.
POLYISOCYANURATE
RIGID INSULATION

11/4"

7 ROOF EDGE DETAIL

DT500/ SCALE

3n — 11__0n

EXISTING MASONRY WALL.
/ CONT. BEAD OF SEALANT.
/ FASTENER @ 12" 0.C..

CONT. BEAD OF WATERBLOCK.
CONT. BEAD OF SEALANT.
CONT TERMINATION BAR.

FASTENER @ 12" 0.C..
CONT. BEAD OF WATERBLOCK.

PREFINISHED METAL COUNTERFLASHING,

State of Utah

Department of Administrative Services

Division of Facilities

Construction & Management
4110 State Office Building

D Salt Lake City, Utah 84114
Phone: (801) 538 - 3018
Fax: (801) 538 - 3267

Internet: http://www.dfcm.state.ut.us
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P+A architects
821 East Kensington Ave.
Salt Lake City, Utah 84105

P: 801.484.1161
F: 801.485.4640
e-mail parchitects@comcast.net

|:| architecture

|:| design
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PROJECT TITLE:

YOUTH CORRECTIONS
WASATCH YOUTH CENTER

ROOFING IMPROVEMENTS

WASATCH YOUTH CENTER
3534 SOUTH 700 WEST
SALT LAKE CITY, UTAH

MARK | DATE DESCRIPTION

ISSUE TYPE: CONSTRUCTION DOCUMENTS

MIN FACE OF 3. ISSUE DATE:  1st July, 2010
| ——EPDM: MEMBRANE. £
BONDING ADHESIVE. £
DENZ DECK PRME MECHANICALLY CAD PROJECT NO: 10094430
: FASTENED TO EXISTING VERTICAL CAD DWG FILE:
g MASONRY SURFACES.
DRAWN BY: BRIAN AND SCOTT
5~ COUNTER FLASHING CHKDBY: — SCOTT
$ DT500) SCALE ¥ -0 COPYRIGHT: P&A architects
KEY PLAN
EXISTING GRAVEL BALLAST TO BE
REMOVED
EXISTING ROOF MEMBRANE TO BE REMOVED
/—ASPHALT ROOFING SYSTEM TO BE REMOVED
S2g i o e e /—EXISTING 2" VERMICULITE TO BE REMOVED
@xon= 2
= 7/ ,~EXISTNG HOT MOPPED TAR SHEET TITLE
Ex® ¥ SYSTEM TO BE REMOVED
S=Eo M N . . e
RPN ROOF DETAILS
A4 A . : <
NOTE: “\-EXSTING CONCRETE DECK T0
UPON REMOVAL OF EXISTING ROOFING REMAIN. UNDISTURBED
SYSTEM, GENERAL CONTRACTOR SHALL
POWER SWEEP THE EXISTING ROOF TO SHEET NUMBER

REMOVE ANY DEBRIS AND FOREIGN

MATERIALS.

dwg

o\ EXISTING ROOF PROFILE

4-10

DT500/ SCALE

+

A-DT500

1 1//2n — 1’—-0"

6 I
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