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TERRACE STAIRS & EXTERIOR STANDARDS
ENLARGED PLAN
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SITE FEATURES
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PEDESTAL ELEVATION
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HISTORIC MARKER
ENLARGED PLAN
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B5

HISTORIC MARKER 
CURRENT VIEW

1 EXISTING CAST STONE ELEMENT TO REMAIN.

2 REMOVE CAST STONE CAPS AND DISPOSE.

3 REMOVE YARD LIGHTS AND DISPOSE. SEE ELECTRICAL

FOR POWER TERMINATION.

4 FURNISH AND INSTALL CAST STONE CAP.  MATCH COLOR,

APPEARANCE, TEXTURE, ETC. OF ADJACENT CAST STONE

AND APPROVED MOCK-UP.

5 REPOSITION EXISTING CAST STONE BENCH CAP TO

ORIGINAL POSITION.

6 REPOINT ALL OPEN OR DETERIORATED MORTAR JOINTS

W/IN 3 FT. OF NEW WORK -- MATCH EXISTING /

UNDETERIORATED MORTAR; BLEND TO MATCH.

7 EXISTING SANDSTONE PAVERS.

8 EXISTING SANDSTONE STAIR TREADS.

9 EXISTING SANDSTONE WALL.

10 EXISTING GRAVEL MOAT WITH ALUMINUM EDGING.

11 COMPACTED GRAVEL FILL, 6" MINIMUM.

12 REINFORCED CONCRETE POLE BASE FOUNDATION.  SEE

STANDARD DETAIL ON ELECTRICAL FOR ADDITIONAL

INFORMATION (E.G., REINFORCEMENT).  SEE ALTERNATES

SECTION 01230 FOR FULLPRE-CAST POLE BASE OPTION.

13 CAST STONE PEDESTAL, DETAILING SAME ALL FOUR

SIDES; MATCH COLOR, TEXTURE AND APPEARANCE OF

HISTORIC MARKER CAST STONE AND APPROVED SAMPLE.

14 INSTALL OWNER-PROVIDED EXTERIOR STANDARD

('HISTORIC' LIGHT FIXTURE).

15 WIRING CONDUIT, BELOW GRADE, CAST IN CONCRETE,

THREADED THROUGH CAST STONE, AS APPLICABLE.

REFER TO ELECTRICAL FOR MORE INFORMATION.

16 MODIFY/EXTEND MOAT, GRAVEL AND EDGING AS SHOWN.

17 BASE AND POLE AS SCHEDULED.

18 HISTORIC MARKER, PROTECT IN PLACE.

19 MODIFY/REPAIR LANDSCAPING AND IRRIGATION AS

NEEDED.

20 EXPOSED AGGREGATE REINFORCED CONCRETE MOW

STRIP.  RED/BROWN AGGREGATE MIX -- ARCHITECT TO

APPROVE.  ONE #4 BAR CENTERED IN CIRCULAR MOW

STRIP.

21 CLEANLY CUT AND PATCH EXISTING ASPHALT.

22 CAST-IN-PACE CONCRETE POLE BASE.  INTEGRAL COLOR

SIMILAR TO SANDSTONE, AS APPROVED BY ARCHITECT.

LIGHTLY SAND-BLASTED SURFACE.  1" CHAMFER ALL

AROUND TOP EDGE.  SEE ALTERNATES SECTION 01230

FOR FULLPRE-CAST POLE BASE OPTION.

23 1/2" DEEP CHAMFERED REVEAL ALL FOUR SIDES OR ALL

AROUND FOR CIRCULAR BASES.

24 EXISTING CONCRETE CHEEK WALL.  EXISTING STAIRS,

HANDRAIL, LANDING AND LANDSCAPE BEYOND.

25 12 X 12 X 3/4 IN. STEEL PLATE W/ (4) 3/4 X 8 IN. HEADED

STUD ANCHORS.

26 2 IN. STD. GALV. STEEL PIPE, 18 IN. LONG, WELD TO PLATE

W/ 3/16 IN. FILLET WELD ALL AROUND.

27 2-1/2 IN. GALV. STEEL 'RECEIVER' PIPE, 18 IN. LONG, CAST

IN PLACE IN CAST STONE PEDESTAL.  PREVENT IN-FILL OF

PIPE DURING CASTING.  PROVIDE CONTINUOUS HOLE FOR

THREADING OVER CONDUIT DURING INSTALLATION.

28 SHIM / ANCHOR PLUMB; PACK GAP FULL W/

HIGH-STRENGTH NON-SHRINK GROUT.

29 ORIENT REFURBISHED EXTERIOR STANDARD AS SHOWN

(NOTE LANTERN CAGE -- ANCHOR HOLE PATTERN VARIES

BETWEEN EXISTING FIXTURES).  SECURE W/ EXPOXY-SET

1/2 IN. DIA.THREADED ANCHORS  6 IN. MIN. EMBEDMENT.

'DOUBLE NUT' TO SET PLUMB.  PACK GAP FULL W/

HIGH-STRENGTH NON-SHRINK GROUT.  CLEANLY

CONCEAL ALL WORK BENEATH POLE BASE CAP.
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WHITE CHAPEL -- EXTERIOR STANDARD
ENLARGED PLAN WEST CHEEK WALL (EAST SIM)
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