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INFRASTRUCTURE PHASE 2
DFCM PROJECT #13240480
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NOTICE TO CONTRACTOR

UTILITY DISCLAIMER
THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATION AND / OR ELEVATIONS OF EXISTING UTILITIES AS
SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY COMPANIES AND WHERE POSSIBLE,
MEASUREMENTS TAKEN IN THE FIELD. THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE
CONTRACTOR MUST CALL THE LOCAL UTILITY LOCATION CENTER AT LEAST 48 HOURS BEFORE ANY EXCAVATION TO
REQUEST EXACT FIELD LOCATIONS OF UTILITIES. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE
ALL EXISTING UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

ALL CONTRACTORS AND SUBCONTRACTORS PERFORMING WORK SHOWN ON OR RELATED TO THESE PLANS SHALL
CONDUCT THEIR OPERATIONS SO THAT ALL EMPLOYEES ARE PROVIDED A SAFE PLACE TO WORK AND THE PUBLIC IS
PROTECTED. ALL CONTRACTORS AND SUBCONTRACTORS SHALL COMPLY WITH THE "OCCUPATIONAL SAFETY AND HEALTH
REGULATIONS OF THE U.S. DEPARTMENT OF LABOR AND THE STATE OF UTAH DEPARTMENT OF INDUSTRIAL RELATIONS
CONSTRUCTION SAFETY ORDERS." THE CIVIL ENGINEER SHALL NOT BE RESPONSIBLE IN ANY WAY FOR THE CONTRACTORS
AND SUBCONTRACTORS COMPLIANCE WITH SAID REGULATIONS AND ORDERS.

CONTRACTOR FURTHER AGREES TO ASSUME SOLE AND COMPLETE RESPONSIBILITY FOR JOB-SITE CONDITIONS  DURING
THE COURSE OF CONSTRUCTION OF THIS PROJECT, INCLUDING SAFETY OF ALL PERSONS AND PROPERTY,  THAT THIS
REQUIREMENT SHALL APPLY CONTINUOUSLY AND NOT BE LIMITED TO NORMAL WORKING HOURS, AND THAT THE
CONTRACTOR SHALL DEFEND, INDEMNIFY AND HOLD THE OWNER AND THE CIVIL ENGINEER HARMLESS FROM ANY AND ALL
LIABILITY, REAL OR ALLEGED IN CONNECTION WITH THE PERFORMANCE OF WORK ON THIS PROJECT, EXCEPTING FOR
LIABILITY ARISING FROM THE SOLE NEGLIGENCE OF THE OWNER OR ENGINEER.

NOTICE TO DEVELOPER/ CONTRACTOR
UNAPPROVED DRAWINGS REPRESENT WORK IN PROGRESS, ARE SUBJECT TO CHANGE, AND DO NOT CONSTITUTE A
FINISHED ENGINEERING PRODUCT.  ANY WORK UNDERTAKEN BY DEVELOPER OR CONTRACTOR BEFORE PLANS ARE
APPROVED IS UNDERTAKEN AT THE SOLE RISK OF THE DEVELOPER, INCLUDING BUT NOT LIMITED TO BIDS, ESTIMATION,
FINANCING, BONDING, SITE CLEARING, GRADING, INFRASTRUCTURE CONSTRUCTION, ETC.

DEFERRED SUBMITTALS

NONE

FINAL INSPECTION
PRIOR TO FINAL APPROVAL OF THIS PROJECT, A FINAL INSPECTION NEEDS TO BE SUBMITTED TO THE BUILDING OFFICIAL
INDICATING THAT THE PROJECT IS COMPLETE IN ACCORDANCE WITH THE APPROVED DRAWINGS AND DOCUMENTS.

DFCM STANDARDS
THESE DRAWINGS MEET THE CURRENT DFCM STANDARDS.

UTAH NATIONAL GUARD
12953 MINUTEMAN DRIVE

DRAPER, UTAH 84020

CONTACT:
CAPTAIN ERIC HOLLAND

PHONE: 801-716-9162

CLIENT:
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SECTION CORNER

EXIST MONUMENT

PRO MONUMENT

EXIST REBAR AND CAP

SET ENSIGN REBAR AND CAP

EXIST WATER METER

PRO WATER METER

EXIST WATER MANHOLE

PRO WATER MANHOLE

EXIST WATER BOX

EXIST WATER VALVE

PRO WATER VALVE

EXIST FIRE HYDRANT

PRO FIRE HYDRANT

EXIST SECONDARY WATER VALVE

PRO SECONDARY WATER VALVE

EXIST IRRIGATION BOX

EXIST IRRIGATION VALVE

PRO IRRIGATION VALVE

EXIST SANITARY SEWER MANHOLE

PRO SANITARY SEWER MANHOLE

EXIST SANITARY CLEAN OUT

EXIST STORM DRAIN CLEAN OUT BOX

PRO STORM DRAIN CLEAN OUT BOX

EXIST STORM DRAIN INLET BOX

EXIST STORM DRAIN CATCH BASIN

PRO STORM DRAIN CATCH BASIN

EXIST STORM DRAIN COMBO BOX

PRO STORM DRAIN COMBO BOX

EXIST STORM DRAIN CLEAN OUT

EXIST  STORM DRAIN CULVERT

PRO STORM DRAIN CULVERT

EXIST ELECTRICAL MANHOLE

EXIST ELECTRICAL BOX

EXIST ELECTRICAL VAULT

EXIST TRANSFORMER

EXIST UTILITY POLE

EXIST LIGHT POLE

EXIST GAS MANHOLE

EXIST GAS VALVE

EXIST TELEPHONE MANHOLE

EXIST TRAFFIC SIGNAL BOX

EXIST BOLLARD

EXIST PARKING METER

EXIST SIGN

PRO SIGN

EXIST TREE

DENSE VEGETATION PREVENTION ACCESS
FOR ACCURATE SURVEY

EXIST WALL

EXIST SPOT ELEVATION

PRO SPOT ELEVATION

STORM DRAIN PIPE NUMBER

EXIST FLOW DIRECTION

EXIST MINOR CONTOURS

EXIST MAJOR CONTOURS

PRO MINOR CONTOURS

PRO MAJOR CONTOURS

EXIST BUILDING

PRO BUILDING

EXIST ASPHALT

PRO ASPHALT

EXIST CURB AND GUTTER

PRO CURB AND GUTTER

PRO REVERSE CURB AND GUTTER

EXIST SIDEWALK

PRO SIDEWALK

BUILDABLE AREA WITHIN SETBACKS

PUBLIC DRAINAGE EASEMENT

EXIST DITCH FLOW LINE

PRO DITCH FLOW LINE

EXIST EDGE OF ASPHALT

PRO EDGE OF ASPHALT

EXIST STRIPING

PRO STRIPING

EXIST FENCE

PRO FENCE

EXIST FLOW LINE

PRO FLOW LINE

GRADE BRAKES

EXIST STORM DRAIN LINE

PRO STORM DRAIN LINE

CATCHMENTS

EXIST SANITARY  SEWER

PRO SANITARY SEWER LINE

PRO SAN. SWR. SERVICE LINE

EXIST LAND DRAIN LINE

PRO LAND DRAIN LINE

EXIST HIGH PRESSURE WATER LINE

EXIST WATER LINE

PRO WATER LINE

PRO CULINARY WATER SERVICE LINE

EXIST SECONDARY WATER LINE

PRO SECONDARY WATER LINE

PRO SEC. WATER SERVICE LINE

EXIST IRRIGATION LINE

PRO IRRIGATION LINE

EXIST POWER LINE

EXIST GAS LINE

EXIST TELEPHONE LINE

STRAW WATTLE

TEMPORARY  BERM

TEMPORARY SILT FENCE

LIMITS OF DISTURBANCE

TEMPORARY SAG INLET PROTECTION

TEMPORARY IN-LINE INLET PROTECTION
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NOTE: MAY CONTAIN ABBREVIATIONS THAT ARE NOT USED IN THIS PLAN SET.

ABBREVIATIONS

APWA AMERICAN PUBLIC WORKS ASSOCIATION
ASTM AMERICAN SOCIETY FOR TESTING AND MATERIALS
BOP BOTTOM OF PIPE
BS BOTTOM OF STEP
BVC BEGIN VERTICAL CURVE
BW BOTTOM OF WALL
C CURVE
CB CATCH BASIN
CO CLEANOUT
COMM COMMUNICATION
CONC CONCRETE
CONT CONTINUOUS
D DUMPSTER
DIA DIAMETER
DIP DUCTILE IRON PIPE
EA EDGE OF ASPHALT
EB EDGE OF BUILDING
ELEC ELECTRICAL
ELEV ELEVATION
EVC END OF VERTICAL CURVE
EX, EXIST EXISTING
FF FINISH FLOOR
FG FINISH GRADE
FH FIRE HYDRANT
FL FLOWLINE OR FLANGE
GB GRADE BREAK
GV GATE VALVE
HC HANDICAP
HP HIGH POINT
INV INVERT ELEVATION
IRR IRRIGATION
K RATE OF VERTICAL CURVATURE
LF LINEAR FOOT OR FEET
LP LOW POINT
MH MANHOLE
MIN MINIMUM
MJ MECHANICAL JOINT
NIC NOT IN CONTRACT
NG NATURAL GROUND
NO NUMBER
OC ON CENTER
OCEW ON CENTER EACH WAY
OHP OVERHEAD POWER
PC POINT OF CURVATURE OR PRESSURE CLASS
PCC POINT OF COMPOUND CURVATURE
PI POINT OF INTERSECTION
PIP PLASTIC IRRIGATION PIPE
PIV POST INDICATOR VALVE
POW POWER
PRC POINT OF REVERSE CURVATURE
PRO PROPOSED
PT POINT OF TANGENCY
PVC POINT OF VERTICAL CURVATURE
PVI POINT OF VERTICAL INTERSECTION
PVT POINT OF VERTICAL TANGENCY
R RADIUS
ROW RIGHT OF WAY
S SLOPE
SAN SWR SANITARY SEWER
SD STORM DRAIN
SEC SECONDARY WATER
SIM SIMILAR
SS SANITARY SEWER
STA STATION
SW      SIDEWALK
TA TOP OF ASPHALT
TBC TOP BACK OF CURB
TC TOP OF CONCRETE
TG TOP OF GRATE
TOF TOP OF FOUNDATION
TOP TOP OF PIPE
TOW, TW TOP OF WALL
TS TOP OF STEP
TYP VERTICAL
UNO UNLESS NOTED OTHERWISE
VC VERTICAL CURVE
WIV WALL INDICATOR VALVE
WL WATER LINE

1. ALL CONSTRUCTION MUST STRICTLY FOLLOW THE STANDARDS AND SPECIFICATIONS SET FORTH BY: THE DESIGN
ENGINEER, UTAH NATIONAL GUARD, APWA (2012 EDITION), AND THE CURRENT MANUAL ON UNIFORM TRAFFIC
CONTROL DEVICES (M.U.T.C.D.) (2009 EDITION).  THE ORDER LISTED ABOVE IS ARRANGED BY SENIORITY.  THE
LATEST EDITION OF ALL STANDARDS AND SPECIFICATIONS MUST BE ADHERED TO. ALL CONSTRUCTION MUST
ALSO STRICTLY ADHERE TO THE FOLLOWING: THE INTERNATIONAL PLUMBING CODE (2012 EDITION), UTAH
DRINKING WATER REGULATIONS, THE INTERNATIONAL BUILDING CODE (IBC) (2012 EDITION), ADA AND ADAAG (2010
EDITION).  IF A CONSTRUCTION PRACTICE IS NOT SPECIFIED BY ANY OF THE LISTED SOURCES, CONTRACTOR MUST
CONTACT DESIGN ENGINEER FOR DIRECTION.

2. CONTRACTOR TO STRICTLY FOLLOW THE MOST CURRENT COPY OF THE SOILS REPORT FOR THIS PROJECT,
PREPARED BY GSH GEOTECHNICAL REPORT DATED JUNE 29, 2007 AS FOUND IN DFCM'S RFP DESIGN GUIDE
DOCUMENT DATED AUGUST 8, 2013. ALL GRADING INCLUDING BUT NOT LIMITED TO CUT, FILL, COMPACTION,
ASPHALT SECTION, SUBBASE, TRENCH EXCAVATION/BACKFILL, SITE GRUBBING, AND FOOTINGS MUST BE
COORDINATED DIRECTLY WITH SOILS REPORT.

3. CONTRACTOR SHALL BE RESPONSIBLE FOR DUST CONTROL. WET DOWN DRY MATERIALS AND RUBBISH TO
PREVENT BLOWING.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO ADJACENT SURFACE IMPROVEMENTS.

5. CONTRACTOR SHALL BE RESPONSIBLE FOR CORRECTING ANY SETTLEMENT OF OR DAMAGE TO EXISTING
UTILITIES.

6. THE CONTRACTOR IS RESPONSIBLE TO FURNISH ALL MATERIALS TO COMPLETE THE PROJECT.

7. UNLESS OTHERWISE NOTED, ALL ON-GRADE CONCRETE WILL BE PLACED ON A MINIMUM 4" GRAVEL BASE OVER A
WELL COMPACTED (95 % DENSITY PER ASTM D-1557) SUB GRADE.

8. THE LOCATIONS OF UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE BASED ON FIELD  SURVEYS AND
LOCAL UTILITY COMPANY RECORDS. IT SHALL BE THE CONTRACTOR'S FULL  RESPONSIBILITY TO CONTACT THE
VARIOUS UTILITY COMPANIES TO LOCATE THEIR FACILITIES PRIOR TO  PROCEEDING WITH CONSTRUCTION.  NO
ADDITIONAL COMPENSATION SHALL BE PAID TO THE  CONTRACTOR FOR DAMAGE AND REPAIR TO THESE
FACILITIES CAUSED BY HIS WORK FORCE. CONTRACTOR SHALL START INSTALLATION AT LOW POINT OF ALL NEW
GRAVITY UTILITY LINES.

9. ALL DIMENSIONS, GRADES, AND UTILITY DESIGN SHOWN ON THE PLANS SHALL BE VERIFIED BY THE  CONTRACTOR
PRIOR TO CONSTRUCTION.  CONTRACTOR SHALL NOTIFY THE ENGINEER IF ANY  DISCREPANCIES EXIST, PRIOR TO
PROCEEDING WITH CONSTRUCTION FOR NECESSARY PLAN OR GRADE  CHANGES.  NO EXTRA COMPENSATION
SHALL BE PAID TO THE CONTRACTOR FOR WORK HAVING TO BE  REDONE DUE TO THE DIMENSIONS OR GRADES
SHOWN INCORRECTLY ON THESE PLANS, IF SUCH  NOTIFICATION HAS NOT BEEN GIVEN.

10. NO CHANGE IN DESIGN LOCATION OR GRADE WILL BE MADE BY THE CONTRACTOR WITHOUT THE WRITTEN
APPROVAL OF THE PROJECT ENGINEER.

11. NATURAL VEGETATION AND SOIL COVER SHALL NOT BE DISTURBED PRIOR TO ACTUAL CONSTRUCTION OF A
REQUIRED FACILITY OR IMPROVEMENT. MASS CLEARING OF THE SITE IN ANTICIPATION OF CONSTRUCTION SHALL
BE AVOIDED.

12. CONTRACTOR SHALL BE RESPONSIBLE FOR FURNISHING, MAINTAINING, OR RESTORING ALL  MONUMENTS AND
MONUMENT REFERENCE MARKS WITHIN THE PROJECT SITE.

13. CONTRACTOR TO LAYOUT AND POTHOLE FOR ALL POTENTIAL CONFLICTS WITH UTILITY LINES ON- OR OFF-SITE AS
REQUIRED PRIOR TO ANY CONSTRUCTION, AND THE CONTRACTOR WILL VERIFY DEPTHS OF UTILITIES IN THE
FIELD BY POT HOLING A MINIMUM OF 300 FEET AHEAD OF PIPELINE CONSTRUCTION TO AVOID CONFLICTS WITH
DESIGNED PIPELINE GRADE AND ALIGNMENT.  IF A CONFLICT ARISES RESULTING FROM THE CONTRACTOR'S
NEGLIGENCE TO POTHOLE UTILITIES, THE CONTRACTOR WILL BE REQUIRED TO RESOLVE THE CONFLICT WITHOUT
ADDITIONAL COST OR CLAIM TO THE OWNER OR ENGINEER.

14. ANY AREA OUTSIDE THE LIMIT OF WORK THAT IS DISTURBED SHALL BE RESTORED TO ITS ORIGINAL CONDITION AT
NO COST TO OWNER.

15. CONSULT ALL OF THE DRAWINGS AND SPECIFICATIONS FOR COORDINATION REQUIREMENTS BEFORE
COMMENCING CONSTRUCTION.

16. AT ALL LOCATIONS WHERE EXISTING PAVEMENT ABUTS NEW CONSTRUCTION, THE EDGE OF THE EXISTING
PAVEMENT SHALL BE SAWCUT TO A CLEAN, SMOOTH EDGE.

17. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THE MOST RECENT, ADOPTED EDITION OF
ADA ACCESSIBILITY GUIDELINES.

18. CONTRACTOR SHALL, THROUGHOUT THE PERIOD OF THE CONTRACT, BE LICENSED IN THE STATE OF UTAH AND
SHALL BE BONDABLE FOR AN AMOUNT REQUIRED BY THE OWNER.

19. CONTRACTOR SHALL BE RESPONSIBLE TO PROVIDE ALL WATER, POWER, SANITARY FACILITIES AND TELEPHONE
SERVICES AS REQUIRED FOR THE CONTRACTOR'S USE DURING CONSTRUCTION.

20. CONTRACTOR SHALL BE RESPONSIBLE FOR ADEQUATELY SCHEDULING INSPECTION AND TESTING OF ALL
FACILITIES CONSTRUCTED UNDER THIS CONTRACT.  ALL TESTING SHALL CONFORM TO THE REGULATORY
AGENCY'S STANDARD SPECIFICATIONS.  ALL RE-TESTING AND/OR RE-INSPECTION SHALL BE PAID FOR BY THE
CONTRACTOR.

21. IF EXISTING IMPROVEMENTS NEED TO BE DISTURBED AND/OR REMOVED FOR THE PROPER PLACEMENT OF
IMPROVEMENTS TO BE CONSTRUCTED BY THESE PLANS, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
PROTECTING EXISTING IMPROVEMENTS FROM DAMAGE.  COST OF REPLACING OR REPAIRING EXISTING
IMPROVEMENTS SHALL BE INCLUDED IN THE UNIT PRICE BID FOR ITEMS REQUIRING REMOVAL AND/OR
REPLACEMENT.  THERE WILL BE NO EXTRA COST DUE TO THE CONTRACTOR FOR REPLACING OR REPAIRING
EXISTING IMPROVEMENTS.

22. WHENEVER EXISTING FACILITIES ARE REMOVED, DAMAGED, BROKEN, OR CUT IN THE INSTALLATION OF THE WORK
COVERED BY THESE PLANS OR SPECIFICATIONS, SAID FACILITIES SHALL BE REPLACED AT THE CONTRACTOR'S
EXPENSE WITH MATERIALS EQUAL TO OR BETTER THAN THE MATERIALS USED IN THE ORIGINAL EXISTING
FACILITIES.  THE FINISHED PRODUCT SHALL BE SUBJECT TO THE APPROVAL OF THE OWNER, THE ENGINEER, AND
THE RESPECTIVE REGULATORY AGENCY.

23. CONTRACTOR SHALL MAINTAIN A NEATLY MARKED SET OF FULL-SIZE RECORD DRAWINGS SHOWING THE FINAL
LOCATION AND LAYOUT OF ALL STRUCTURES AND OTHER FACILITIES.  RECORD DRAWINGS SHALL REFLECT
CHANGE ORDERS, ACCOMMODATIONS, AND ADJUSTMENTS TO ALL IMPROVEMENTS CONSTRUCTED.  WHERE
NECESSARY, SUPPLEMENTAL DRAWINGS SHALL BE PREPARED AND SUBMITTED BY THE CONTRACTOR.  PRIOR TO
ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL DELIVER TO THE ENGINEER ONE SET OF NEATLY
MARKED RECORD DRAWINGS SHOWING THE INFORMATION REQUIRED ABOVE.  RECORD DRAWINGS SHALL BE
REVIEWED AND THE COMPLETE  RECORD DRAWING SET SHALL BE CURRENT WITH ALL CHANGES AND DEVIATIONS
REDLINED AS A PRECONDITION TO THE FINAL PROGRESS PAYMENT APPROVAL AND/OR FINAL ACCEPTANCE.

24. WHERE THE PLANS OR SPECIFICATIONS DESCRIBE PORTIONS OF THE WORK IN GENERAL TERMS BUT NOT IN
COMPLETE DETAIL, IT IS UNDERSTOOD THAT ONLY THE BEST GENERAL PRACTICE IS TO PREVAIL AND THAT ONLY
MATERIALS AND WORKMANSHIP OF THE FIRST QUALITY ARE TO BE USED.

25. CONTRACTOR SHALL PROVIDE ALL SHORING, BRACING, SLOPING OR OTHER PROVISIONS NECESSARY TO
PROTECT WORKMEN FOR ALL AREAS TO BE EXCAVATED TO A DEPTH OF 4' OR MORE.  FOR EXCAVATIONS 4 FEET
OR MORE IN DEPTH, THE CONTRACTOR SHALL COMPLY WITH INDUSTRIAL COMMISSION OF UTAH SAFETY ORDERS
SECTION 68 - EXCAVATIONS AND SECTION 69 - TRENCHES, ALONG WITH ANY LOCAL CODES OR ORDINANCES.

26. ALL EXISTING GATES AND FENCES TO REMAIN UNLESS OTHERWISE NOTED ON PLANS.  PROTECT ALL GATES AND
FENCES FROM DAMAGE.

27. ALL EXISTING TREES ARE TO REMAIN UNLESS OTHERWISE NOTED ON PLANS. PROTECT ALL TREES FROM DAMAGE.

28. CONTRACTORS ARE RESPONSIBLE FOR ALL OSHA REQUIREMENTS ON THE PROJECT SITE.

1. EXISTING UTILITY INFORMATION SHOWN IS FOR INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM RECORD
DRAWINGS AND MAY NOT BE LOCATED CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR SHALL FIELD
LOCATE ALL UTILITIES BEFORE BEGINNING DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION. CONTRACTOR SHALL NOTIFY ENGINEER WHEN UNEXPECTED
UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO THE
COMPLETENESS AND ACCURACY OF THE LOCATIONS. ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE TO
EXISTING FACILITIES RESULTING DIRECTLY, OR INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT SAID
FACILITIES ARE SHOWN ON THESE PLANS.

1. TRAFFIC CONTROL AND STRIPING TO CONFORM TO CURRENT MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES
(M.U.T.C.D.).

2. BARRICADING AND DETOURING SHALL BE IN CONFORMANCE WITH THE REQUIREMENTS OF THE CURRENT MANUAL
OF UNIFORM TRAFFIC CONTROL DEVICES (M.U.T.C.D.).

3. NO STREET SHALL BE CLOSED TO TRAFFIC WITHOUT WRITTEN PERMISSION FROM THE UTAH NATIONAL GUARD,
EXCEPT WHEN DIRECTED BY LAW ENFORCEMENT OR FIRE OFFICIALS.

4. THE CONTRACTOR SHALL MAKE EVERY EFFORT TO PROVIDE FOR SMOOTH TRAFFIC FLOW AND SAFETY.  ACCESS
SHALL BE MAINTAINED FOR ALL PROPERTIES ADJACENT TO THE WORK.

5. DETOURING OPERATIONS FOR A PERIOD OF SIX CONSECUTIVE CALENDAR DAYS, OR MORE, REQUIRE THE
INSTALLATION OF TEMPORARY STREET STRIPING AND REMOVAL OF INTERFERING STRIPING BY SANDBLASTING.
THE DETOURING STRIPING PLAN OR CONSTRUCTION TRAFFIC CONTROL PLAN MUST BE SUBMITTED TO THE CITY
TRAFFIC ENGINEER FOR REVIEW AND APPROVAL.

6. ALL TRAFFIC CONTROL DEVICES SHALL BE RESTORED TO THEIR ORIGINAL CONDITION AT THE END OF THE WORK
TO THE SATISFACTION OF THE CITY TRAFFIC ENGINEER.

7. TRAFFIC CONTROL DEVICES (TCDs) SHALL REMAIN VISIBLE AND OPERATIONAL AT ALL TIMES.

8. ALL PERMANENT TRAFFIC CONTROL DEVICES CALLED FOR HEREON SHALL BE IN PLACE AND IN FINAL POSITION
PRIOR TO ALLOWING ANY PUBLIC TRAFFIC ONTO THE PORTIONS OF THE ROAD(S) BEING IMPROVED HEREUNDER,
REGARDLESS OF THE STATUS OF COMPLETION OF PAVING OR OTHER OFF-SITE IMPROVEMENTS CALLED FOR BY
THESE PLANS.

9. THE CONTRACTOR SHALL PROVIDE BARRICADES, SIGNS, FLASHERS, OTHER EQUIPMENT AND FLAG PERSONS
NECESSARY TO INSURE THE SAFETY OF WORKERS AND VISITORS.

TRAFFIC CONTROL AND SAFETY NOTES

GRADING AND DRAINAGE NOTES
1. SITE GRADING SHALL BE PERFORMED IN ACCORDANCE WITH THESE PLANS AND SPECIFICATIONS AND THE

RECOMMENDATIONS SET FORTH IN THE GEOTECHNICAL REPORT BY GSH DATED JUNE 29, 2007 AS FOUND IN
DFCM'S RFP DESIGN GUIDE DOCUMENT DATED AUGUST 8, 2013.

2. CONTRACTOR TO STRIP AND CLEAR THE TOPSOIL, MAJOR ROOTS AND ORGANIC MATERIAL FROM ALL PROPOSED
BUILDING AND PAVEMENT AREAS PRIOR TO SITE GRADING. (THE TOPSOIL MAY BE STOCKPILED FOR LATER USE IN
LANDSCAPED AREAS.)

3. CONTRACTOR SHALL REMOVE ALL ORGANIC MATERIAL AND OTHER DELETERIOUS MATERIALS PRIOR TO PLACING
GRADING FILL OR BASE COURSE. THE AREA SHOULD BE PROOF ROLLED TO IDENTIFY ANY SOFT AREAS. WHERE
SOFT AREAS ARE ENCOUNTERED THE CONTRACTOR SHALL REMOVE THE SOIL AND REPLACE WITH COMPACTED
FILL.

4. ALL DEBRIS PILES AND BERMS SHOULD BE REMOVED AND HAULED AWAY FROM SITE OR USED AS GENERAL FILL IN
LANDSCAPED AREAS.

5. CONTRACTOR TO GRADE PROJECT SITE TO PROVIDE A SMOOTH TRANSITION BETWEEN NEW AND EXISTING
ASPHALT, CURB AND  GUTTER, AND ADJOINING SITE IMPROVEMENTS.

6. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE AND DEBRIS ON ADJACENT STREETS WHEN EQUIPMENT IS
TRAVELING THOSE STREETS.

7. CONTRACTOR SHALL BE FAMILIAR WITH ALL CONDITIONS AND RECOMMENDATIONS OUTLINED IN THE
GEOTECHNICAL REPORT AND TAKE ALL NECESSARY PRECAUTIONS AND RECOMMENDED PROCEDURES TO
ASSURE SOUND GRADING PRACTICES.

8. CONTRACTOR SHALL TAKE APPROPRIATE GRADING MEASURES TO DIRECT STORM SURFACE RUNOFF TOWARDS
CATCH BASINS.

9. THE LOCATIONS OF UNDERGROUND FACILITIES SHOWN ON THESE PLANS ARE BASED ON FIELD  SURVEYS AND
LOCAL UTILITY COMPANY RECORDS. IT SHALL BE THE CONTRACTORS' FULL  RESPONSIBILITY TO CONTACT THE
VARIOUS UTILITY COMPANIES TO LOCATE THEIR FACILITIES PRIOR TO  PROCEEDING WITH CONSTRUCTION. NO
ADDITIONAL COMPENSATION SHALL BE PAID TO THE  CONTRACTOR FOR DAMAGE AND REPAIR TO THESE
FACILITIES CAUSED BY HIS WORK FORCE.

10. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PERFORM ALL NECESSARY CUTS AND FILLS WITHIN
THE LIMITS OF THIS PROJECT AND THE RELATED OFF-SITE WORK, SO AS TO GENERATE THE DESIRED SUBGRADE,
FINISH GRADES, AND SLOPES SHOWN.

11. THE CONTRACTOR IS WARNED THAT AN EARTHWORK BALANCE WAS NOT NECESSARILY THE INTENT OF THIS
PROJECT.  ANY ADDITIONAL MATERIAL REQUIRED OR LEFTOVER MATERIAL FOLLOWING EARTHWORK OPERATIONS
BECOMES THE RESPONSIBILITY OF THE CONTRACTOR.

12. THE GRADING CONTRACTOR IS RESPONSIBLE TO COORDINATE WITH THE OWNER TO PROVIDE FOR THE
REQUIREMENTS OF THE PROJECT STORM WATER POLLUTION PREVENTION PLAN (SWPPP) AND ASSOCIATED
PERMIT.  ALL CONTRACTOR ACTIVITIES 1 ACRE OR MORE ARE REQUIRED TO PROVIDE A STORM WATER POLLUTION
PREVENTION PLAN.

13. ALL CUT AND FILL SLOPES SHALL BE PROTECTED UNTIL EFFECTIVE EROSION CONTROL HAS BEEN ESTABLISHED.

14. THE USE OF POTABLE WATER WITHOUT A SPECIAL PERMIT FOR BUILDING OR CONSTRUCTION PURPOSES
INCLUDING CONSOLIDATION OF BACKFILL OR DUST CONTROL IS PROHIBITED.  THE CONTRACTOR SHALL OBTAIN
ALL NECESSARY PERMITS FOR CONSTRUCTION WATER FROM THE GOVERNING AGENCY.

UTILITY  NOTES
1. ALL CONSTRUCTION AND MATERIALS SHALL BE IN ACCORDANCE WITH THESE CONTRACT DOCUMENTS, CITY AND

STATE REQUIREMENTS AND THE MOST RECENT EDITIONS OF THE FOLLOWING: THE INTERNATIONAL PLUMBING
CODE (2012 EDITION), UTAH DRINKING WATER REGULATIONS, APWA MANUAL OF STANDARD PLANS AND
SPECIFICATIONS (2012 EDITION), IBC (2012 EDITION), ADA AND ADAAG (2010 EDITION).  THE CONTRACTOR IS
REQUIRED TO ADHERE TO ALL OF THE ABOVE-MENTIONED DOCUMENTS UNLESS OTHERWISE NOTED AND
APPROVED BY THE ENGINEER.

2. CONTRACTOR SHALL COORDINATE LOCATION OF NEW "DRY UTILITIES" WITH THE APPROPRIATE UTILITY COMPANY,
INCLUDING BUT NOT LIMITED TO: TELEPHONE & INTERNET SERVICE, GAS SERVICE, CABLE, AND POWER.

3. EXISTING UTILITIES HAVE BEEN SHOWN ON THE PLANS USING A COMBINATION OF FIELD MAINTENANCE STAFF AND
ON-SITE SURVEY.  PRIOR TO COMMENCING ANY WORK, IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO HAVE
EACH UTILITY COMPANY LOCATE, IN THE FIELD, THEIR MAIN AND SERVICE LINES.  THE CONTRACTOR SHALL
NOTIFY BLUE STAKES AT 1-800-662-4111 48 HOURS IN ADVANCE OF PERFORMING ANY EXCAVATION WORK.  THE
CONTRACTOR SHALL RECORD THE BLUE STAKES ORDER NUMBER AND FURNISH ORDER NUMBER TO OWNER AND
ENGINEER PRIOR TO ANY EXCAVATION.  IT WILL BE THE CONTRACTOR'S SOLE RESPONSIBILITY TO DIRECTLY
CONTACT ANY OTHER UTILITY COMPANIES THAT ARE NOT MEMBERS OF BLUE STAKES.  IT SHALL BE THE
CONTRACTOR'S SOLE RESPONSIBILITY TO PROTECT ALL EXISTING UTILITIES SO THAT NO DAMAGE RESULTS TO
THEM DURING THE PERFORMANCE OF THIS CONTRACT.  ANY REPAIRS NECESSARY TO DAMAGED UTILITIES SHALL
BE PAID FOR BY THE CONTRACTOR.  THE CONTRACTOR SHALL BE REQUIRED TO COOPERATE WITH OTHER
CONTRACTORS AND UTILITY COMPANIES INSTALLING NEW STRUCTURES, UTILITIES AND SERVICE TO THE
PROJECT.

4. CARE SHOULD BE TAKEN IN ALL EXCAVATIONS DUE TO POSSIBLE EXISTENCE OF UNRECORDED UTILITY LINES.
EXCAVATION REQUIRED WITHIN PROXIMITY OF EXISTING UTILITY LINES SHALL BE DONE BY HAND.  CONTRACTOR
SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES INCURRED DURING CONSTRUCTION
OPERATIONS AT CONTRACTOR'S EXPENSE.

5. TRENCH BACKFILL MATERIAL AND COMPACTION TESTS ARE TO BE TAKEN PER APWA STANDARD SPECIFICATIONS
(2012 EDITION), SECTION 02320 - BACKFILLING TRENCHES, OR AS REQUIRED BY THE GEOTECHNICAL REPORT IF
NATIVE MATERIALS ARE USED.  NO NATIVE MATERIALS ARE ALLOWED IN THE PIPE ZONE.  THE MAXIMUM LIFT FOR
BACKFILLING EXCAVATIONS IS 8-INCHES.

6. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR CONFORMING TO LOCAL AND FEDERAL CODES GOVERNING
SHORING AND BRACING OF EXCAVATIONS AND TRENCHES, AND FOR THE PROTECTION OF WORKERS.

7. THE CONTRACTOR IS REQUIRED TO KEEP ALL CONSTRUCTION ACTIVITIES WITHIN THE APPROVED PROJECT
LIMITS.  THIS INCLUDES, BUT IS NOT LIMITED TO VEHICLE AND EQUIPMENT STAGING, MATERIAL STORAGE AND
LIMITS OF TRENCH EXCAVATION.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO OBTAIN PERMISSION AND/OR
EASEMENTS FROM THE APPROPRIATE GOVERNING ENTITY AND/OR INDIVIDUAL PROPERTY OWNER(S) FOR WORK
OR STAGING OUTSIDE OF THE PROJECT LIMITS.

8. THE CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE, CAUSED BY ANY CONDITION INCLUDING
SETTLEMENT, TO EXISTING UTILITIES FROM WORK PERFORMED AT AT OR NEAR EXISTING UTILITIES.  THE
CONTRACTOR SHALL TAKE ALL MEASURES NECESSARY TO PROTECT ALL EXISTING PUBLIC AND PRIVATE
ROADWAY AND UTILITY FACILITIES.  DAMAGE TO EXISTING FACILITIES CAUSED BY THE CONTRACTOR MUST BE
REPAIRED BY THE CONTRACTOR AT HIS/HER EXPENSE TO THE SATISFACTION OF THE OWNER OF SAID FACILITIES.

9. ALL WATER LINE AND SEWER LINE INSTALLATION AND TESTING TO BE IN ACCORDANCE WITH ALL APPLICABLE
AWWA, UPWS, ASTM, ANSI, & APWA SPECIFICATIONS.

10. ALL NEW PIPE, VALVES, FITTINGS, THRUST BLOCKS, JOINT RESTRAINTS, ETC. SHALL BE RATED FOR 150 PSI
WORKING PRESSURE AND 200 PSI TEST PRESSURE, UNLESS NOTED OTHERWISE.

11. ALL POTABLE WATER SYSTEM PIPE, FITTINGS, VALVES, ETC SHALL CONFORM TO NSF 61 REQUIREMENTS.

12. CONTRACTOR SHALL PERFORM THE CHLORINATION TEST, PRESSURE TEST, LEAKAGE TEST, AND BACTERIA
TESTS.  ALL WATER LINES INSTALLED SHALL BE DISINFECTED IN ACCORDANCE WITH THE "AMERICAN WATER
WORKS ASSOCIATION STANDARD FOR DISINFECTING WATER MAINS" (AWWA C651).  ALL CHLORINATED WATER
SHALL BE DISPOSED OF IN ACCORDANCE WITH THE UTAH DEPT OF ENVIRONMENTAL QUALITY RULES AND
REQUIREMENTS FOR SURFACE DISCHARGE AND COORDINATED WITH OWNER PERSONNEL.  ALL WATER LINES
INSTALLED SHALL BE PRESSURE AND LEAK TESTED IN ACCORDANCE WITH THE "AMERICAN WATER WORKS
ASSOCIATION STANDARD FOR INSTALLATION OF WATER MAINS" (AWWA C600-10 FOR DUCTILE IRON AND AWWA
C605-05 FOR PVC).

13. IN THE CASE OF PIPELINES THAT FAIL TO PASS THE LEAKAGE TEST IN ACCORDANCE WITH AWWA STANDARD
600-10 AND 605-05, THE CONTRACTOR SHALL DETERMINE THE CAUSE OF THE EXCESSIVE LEAKAGE, SHALL TAKE
CORRECTIVE MEASURES NECESSARY TO REPAIR THE LEAKS, AND SHALL AGAIN TEST THE PIPELINES, ALL AT NO
COST TO THE OWNER.

14. ALL MANHOLES, HYDRANTS, VALVES, CLEANOUT BOXES, CATCH BASINS, METERS, ETC. MUST BE RAISED OR
LOWERED TO FINAL GRADE PER APWA (2012 EDITION) STANDARDS AND INSPECTOR REQUIREMENTS.  CONCRETE
COLLARS MUST BE CONSTRUCTED ON ALL MANHOLES, CLEANOUT BOXES, CATCH BASINS, AND VALVES PER APWA
STANDARDS.  ALL MANHOLE, CATCH BASIN, OR CLEANOUT BOX CONNECTIONS MUST BE MADE WITH THE PIPE CUT
FLUSH WITH THE INSIDE OF THE BOX AND GROUTED OR SEALED.

15. CONTRACTOR SHALL NOT ALLOW ANY GROUNDWATER OR DEBRIS TO ENTER THE NEW OR EXISTING PIPE DURING
CONSTRUCTION.

16. WATER LINES SHALL BE CAPPED AND/OR SEALED AT THE END OF EACH WORKING DAY.

17. CONTRACTOR TO LOOP NEW WATERLINE AROUND GRAVITY UTILITIES IF CONFLICT DOES OCCUR.  NOTE ALL
CONFLICTS AND LOOPS ON AS-BUILT DRAWINGS.

18. SILT AND DEBRIS ARE TO BE CLEANED OUT OF ALL STORM DRAIN BOXES.  CATCH BASINS ARE TO BE MAINTAINED
IN A CLEANED CONDITION AS NEEDED UNTIL AFTER THE FINAL BOND RELEASE INSPECTION.

19. CONTRACTOR SHALL CLEAN ASPHALT, TAR OR OTHER ADHESIVES OFF OF ALL MANHOLE LIDS AND INLET GRATES
TO ALLOW ACCESS.

20. EACH TRENCH SHALL BE EXCAVATED SO THAT THE PIPE CAN BE LAID TO THE ALIGNMENT AND GRADE AS
REQUIRED.  THE TRENCH WALL SHALL BE SO BRACED THAT THE WORKMEN MAY WORK SAFELY AND EFFICIENTLY.
ALL TRENCHES SHALL BE DRAINED SO THE PIPE LAYING MAY TAKE PLACE IN DEWATERED CONDITIONS.

21. CONTRACTOR SHALL PROVIDE AND MAINTAIN AT ALL TIMES AMPLE MEANS AND DEVICES WITH WHICH TO REMOVE
PROMPTLY AND TO PROPERLY DISPOSE OF ALL WATER ENTERING THE TRENCH EXCAVATION.

22. CONTRACTOR SHALL MAINTAIN A MINIMUM SEPARATION OF 10 HORIZONTAL FEET BETWEEN ALL WATER LINES
AND SEWER LINES UNLESS OTHERWISE SHOWN AND APPROVED BY UTAH DDW.  IF A 10 FOOT SEPARATION CAN
NOT BE MAINTAINED, THE SEWER LINE AND WATER LINE SHALL BE LAID IN SEPARATE TRENCHES AND THERE
SHALL BE A MINIMUM 18" VERTICAL SEPARATION BETWEEN THE PIPES. ROUTE WATER LINES ABOVE SEWER LINES.

23. CONTRACTOR SHALL INSTALL THRUST BLOCKING OR JOINT RESTRAINTS AT ALL WATERLINE ANGLE POINTS AND
TEES.

24. WATER LINE DEFLECTIONS SHALL NOT EXCEED 50% OF MANUFACTURER RECOMMENDATIONS.

25. ALL UNDERGROUND UTILITIES SHALL BE IN PLACE PRIOR TO INSTALLATION OF CURB, GUTTER, SIDEWALK AND
STREET PAVING.

26. CONTRACTOR SHALL INSTALL MAGNETIC LOCATING TAPE CONTINUOUSLY OVER ALL NONMETALLIC PIPE.

GENERAL NOTES

DEMOLITION NOTES
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C-100

DEMOLITION PLAN

( IN FEET )
HORZ: 1 inch =        ft.

TOTAL DISTURBED AREA = 20.3 ACRES
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DEMOLITION PLAN

C-101.K

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

MATCHLINE    
SEE SHEET       

1
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4
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PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES

12

13

14

15

MATCHLINE    
SEE SHEET       
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UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
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PERMIT SET

DEMOLITION PLAN

C-101.O

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES

12

13

14

15

MATCHLINE    
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UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.R

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES

12

13

14

15

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.S

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.U

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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SEE SHEET       
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SEE SHEET       
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SEE SHEET       

MATCHLINE    
SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.V

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.W

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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SEE SHEET       

MATCHLINE    
SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.Y

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.Z

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.BB

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.CC

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1
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3

4
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PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.EE

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1
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3

4

5

6

7

8

9
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PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DEMOLITION PLAN

C-101.FF

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1

2

3

4

5

6

7

8

9

10

PROTECT AND PRESERVE EXISTING IMPROVEMENTS,
STRUCTURES, UTILITIES, VEGETATION, ETC., UNLESS
NOTED OTHERWISE.
SAWCUT EXISTING ASPHALT TO A CLEAN EDGE FOR
TRANSITION BETWEEN EXISTING AND PROPOSED
ASPHALT PER PLANS AND SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
STRUCTURE OR CONCRETE PER PLANS AND
SPECIFICATIONS.
CLEAR AND GRUB WITHIN THE LIMITS OF DISTURBANCE
AS SHOWN ON PLANS AND SPECIFICATIONS
EXISTING ROADBASE MATERIAL TO BE RE-COMPACTED
AS NECESSARY TO MEET SPECIFICATIONS
SAWCUT AND REMOVE ASPHALT FOR UTILITY
INSTALLATION AS SHOWN ON PLANS AND PER
SPECIFICATIONS.
REMOVE AND PROPERLY DISPOSE OF EXISTING
ASPHALT MATERIAL.
REMOVE AND PROPERLY DISPOSE OF EXISTING GRAVEL
ROAD WHERE SHOWN ON PLANS AND PER
SPECIFICATIONS
REMOVE AND PROPERLY DISPOSE OF FENCE AS SHOWN
ON PLANS AND PER SPECIFICATIONS.
CONTRACTOR TO COORDINATE RELOCATION OF
STRUCTURES WITH OWNER PRIOR TO CONSTRUCTION.
CONTRACTOR TO BLUESTAKE (SEE CONTACT
INFORMATION ON COVER SHEET) AND POTHOLE
UTILITIES IN THIS AREA TO VERIFY PROPOSED UTILITY
ALIGNMENT TO BE INSTALLED AS SHOWN.
ELECTRICAL LINE TO BE BURIED AND RELOCATED.
REFER TO ELECTRICAL PLANS FOR DESIGN
INFORMATION.
REMOVE POWER POLE. SEE ELECTRICAL PLANS FOR
ADDITIONAL INFORMATION.
PROPERTY LINE SHOWN FOR REFERENCE ONLY.
PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY
PERFORMED BY APEX LAND SURVEYORS.
REMOVE EXISTING GATE, CARD READER, TRAFFIC
SENSOR LOOP, ETC. RELOCATE TO NEW ROAD ACCESS.
SEE SHEET C-201.EE AN ELECTRICAL PLANS FOR
ADDITIONAL DESIGN INFORMATION.

DEMOLITION KEY NOTES

11

1. EXISTING UTILITY INFORMATION SHOWN IS FOR
INFORMATIONAL PURPOSES ONLY.  IT IS DERIVED FROM
RECORD DRAWINGS AND MAY NOT BE LOCATED
CORRECTLY AND IS NOT ALL INCLUSIVE.  CONTRACTOR
SHALL FIELD LOCATE ALL UTILITIES BEFORE BEGINNING
DEMOLITION/CONSTRUCTION.

2. THERE MAY BE BURIED UTILITIES WITHIN THE LIMITS OF
DISTURBANCE THAT ARE NOT SHOWN ON THE PLANS DUE
TO LACK OF MAPPING OR RECORD INFORMATION.
CONTRACTOR SHALL NOTIFY ENGINEER WHEN
UNEXPECTED UTILITIES ARE DISCOVERED.

3. THE CONTRACTOR SHALL BE FULLY RESPONSIBLE FOR
LOCATING AND PROTECTING FROM DAMAGE ALL EXISTING
UTILITIES AND IMPROVEMENTS WHETHER OR NOT SHOWN
ON THESE PLANS.  THE FACILITIES AND IMPROVEMENTS
ARE BELIEVED TO BE CORRECTLY SHOWN BUT THE
CONTRACTOR IS REQUIRED TO SATISFY HIMSELF AS TO
THE COMPLETENESS AND ACCURACY OF THE LOCATIONS.
ANY CONTRACTOR PERFORMING WORK ON THIS PROJECT
SHALL FAMILIARIZE THEMSELVES WITH THE SITE AND
SHALL BE HELD SOLELY RESPONSIBLE FOR ANY DAMAGE
TO EXISTING FACILITIES RESULTING DIRECTLY, OR
INDIRECTLY, FROM THEIR OPERATIONS, WHETHER OR NOT
SAID FACILITIES ARE SHOWN ON THESE PLANS.

DEMOLITION NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

OVERALL

C-200

SITE PLAN

( IN FEET )
HORZ: 1 inch =        ft.

PROPOSED CURB TYPE "Q"
PER APWA PLAN NO. 209 (TYP.)

6'-0" 25'-0" 2'-0"
60'-0"

25'-0"2'-0"

MATCH EXISTING
DECORATIVE ROCK

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

SCARIFY AND RECOMPACT
12" OF EXISTING EARTH

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205 (TYP.)

2:1 MAX.
CUT/FILL
SLOPE

SCALE:

60' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION1

-- NTS

SCALE:

50' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION2

-- NTS

2'-0" 23'-0" 23'-0" 2'-0"

50'-0"

30" REVERSE CURB AND GUTTER PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

PROPERLY PREPARED SUB-BASE PER GEOTECHNICAL
REPORT.  SEE ROADWAY SECTION NOTES BELOW

SCALE:

35' WIDTH
TYPICAL ROAD CROSS SECTION4

-- NTS

2'-0"
15'-0" TRAVEL LANE 15'-0" TRAVEL LANE

2'-0"
35'-0"

30" REVERSE CURB
AND GUTTER

2:1 MAX.
CUT/FILL
SLOPE

PROPOSED CURB &
GUTTER TYPE "E" PER
APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

SCALE:

50' WIDTH
TYPICAL ROAD CROSS SECTION3

-- NTS

2'-0" 23'-0"

15'-0" TRAVEL LANE

2'-0"

50'-0"

24" REVERSE CURB
AND GUTTER

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

23'-0"

15'-0" AUXILIARY LANE15'-0" TRAVEL LANE

2'-6"

10'-0"

STORM DRAIN

SANITARY
SEWER

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

±5'-0" 5'-0"

NATURAL GAS

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

2'-0"

WATER
NATURAL GAS

10'-0" UTILITY ZONE 10'-0" UTILITY ZONE

5'-0"5'-0" 4'-0" ±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-6"

STORM DRAIN

ELECTRICAL
DUCT BANK

5'-0"

5'-0"

4'-0"±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-0"
STORM DRAIN

ELECTRICAL
DUCT BANK

4'-0" ±3'-0"

TELE-COMM
DUCT BANK

NATURAL GAS3'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

6"6"

15'-0" AUXILIARY LANE 15'-0" TRAVEL LANE15'-0" TRAVEL LANE

STORM DRAIN

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL

SLOPE

WATER
TELE-COMM
DUCT BANK

4'-0"±3'-0"

6" 6"

6" 6"

3'-0" 3'-0"

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

ROADWAY SECTION NOTES:

1. ALL ROADS HAVE CUT AND FILL SLOPES OF 2.5:1 UNLESS NOTED ON PLANS.

2. CONTRACTOR TO COMPLY WITH IGES GEOTECHNICAL REPORT (CAMP WILLIAMS
200 ACRE EXPANSION REPORT) DATED OCTOBER 17, 2013 FOR COMPACTION
SPECIFICATIONS REGARDING SITE PREPARATION, GRADING, COMPACTION, ETC.

BASE BID FOR PATRIOT WAY
INCLUDES ALL ROAD GRADING, PAVING, GRADING, RETENTION PONDS, DRAINAGE
AND UTILITY IMPROVEMENTS SHOWN ON THE PLANS.  EXCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING, AND LANDSCAPING IN PATRIOT WAY, SOUTH OF
THE ROUNDABOUT AS SHOWN ON PLANS.
 
UNIT PRICING FOR PATRIOT WAY
AREA LIMITED TO PATRIOT WAY, SOUTH OF THE ROUNDABOUT.  INCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING AND LANDSCAPING AS SHOWN ON PLANS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.K

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.O

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.R

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.S

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.U

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.V

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.

1

2

3

4

5

6

7

8

9

10
11
12

13

14

15

16

17

18
19

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MA
TC

HL
IN

E 
   

SE
E 

SH
EE

T 
    

  
MA

TC
HL

IN
E 

   
SE

E 
SH

EE
T 

    
  

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       



LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD

LOD
LOD

LOD
LOD

LOD

LO
D

LO
D

LO
D

LO
D

LO
D

LODLODLODLODLODLODLODLODLODLODLODLODLODLODLODLOD

irr

irr
irr

irr

irr

irr
x

x
x

x
x

x
x

x

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

ohp

x

FUTURE 35.0'
ROADW

AY

15

14

EX
IS

T 
GR

AV
EL

 R
OA

D

14

A

E

I

M

Q

B

F

J

N

R

U

X

AA

DD

C

G

K

O

S

V

Y

BB

EE

D

H

L

P

T

W

Z

CC

FF

No. 5567061

Koby J.
MorganI

L

T
TA E FO

S

ED
ENC

S

F
P

OR
ISE S

E

ATU
H

R
NE

NI E
G

ALNO

CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.W

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.Y

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.Z

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.BB

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.CC

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.EE

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SITE PLAN

C-201.FF

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. UTILITIES SHOWN FOR REFERENCE ONLY.  SEE UTILITY PLANS
FOR SANITARY SEWER, CULINARY WATER AND NATURAL GAS
DESIGN INFORMATION.  SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN INFORMATION.

2. ALL WORK SHALL COMPLY WITH THE GENERAL NOTES ON
SHEET C-100.

INSTALL 24" CURB & GUTTER TYPE "E" WHERE SHOWN ON
PLANS PER APWA PLAN 205 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER WHERE SHOWN ON
PLANS PER DETAIL B ON SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB AS SHOWN ON PLANS PER
DETAIL C ON SHEET C-601 AND SPECIFICATIONS.

INSTALL ASPHALT PAVING AS SHOWN ON PLANS PER DETAIL
A ON SHEET C-601 AND SPECIFICATIONS.  ASPHALT AND BASE
COURSE THICKNESS PER SECTIONS SHOWN ON SHEET C-200.

INSTALL ASPHALT CONCRETE T-PATCH WHERE SHOWN ON
PLANS PER APWA PLAN 255 AND SPECIFICATIONS.  SEE
SHEET C-602.

INSTALL 10" CURB TYPE "Q" WHERE SHOWN ON PLANS PER
APWA PLAN 209 AND SPECIFICATIONS.  SEE SHEET C-602.

FUTURE ROADWAY SHOWN FOR REFERENCE, NIC.

INSTALL DRIVE WAY WHERE SHOWN ON PLANS PER DETAIL G
ON SHEET C-601 AND SPECIFICATIONS.

INSTALL INFILL, SEE ARCHITECTURAL SITE PLANS FOR DESIGN
INFORMATION.

INSTALL STRIPING PER PLANS AND SPECIFICATIONS.

END OF PROPOSED ROADWAY.

INSTALL SIGN PER PLANS AND SPECIFICATIONS.

INSTALL ROUNDABOUT ASPHALT PAVING PER PLANS AND
SPECIFICATIONS AS SHOWN. SEE DETAIL A SHEET C-601.

RESTORE EXISTING IMPROVEMENTS, STRUCTURES, UTILITIES,
VEGETATION, ETC TO PRE-CONSTRUCTION CONDITIONS.  SEE
EROSION CONTROL PLANS FOR VEGETATION RESTORATION.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL
GUARD ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY
APEX LAND SURVEYORS. SHOWN FOR REFERENCE ONLY.

INSTALL GATE, CARD READER, TRAFFIC SENSOR LOOP, THAT
WAS REMOVED FROM THE EXISTING ACCESS ROAD. SEE
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFORMATION.
GATE SYSTEM WILL REQUIRE MODIFICATIONS TO
ACCOMMODATE PATRIOT WAY WIDTH. CONTRACTOR TO
PROVIDE SHOP DRAWINGS FOR ENGINEER APPROVAL PRIOR
TO INSTALLATION.

TRANSITION CURB TYPE AT THIS LOCATION.

INSTALL JERSEY BARRIERS ACROSS END OF ROAD

CANAL EASEMENT IS SHOWN FOR REFERENCE ONLY.
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PROPOSED CURB TYPE "Q"
PER APWA PLAN NO. 209 (TYP.)

6'-0" 25'-0" 2'-0"
60'-0"

25'-0"2'-0"

MATCH EXISTING
DECORATIVE ROCK

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

SCARIFY AND RECOMPACT
12" OF EXISTING EARTH

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205 (TYP.)

2:1 MAX.
CUT/FILL
SLOPE

SCALE:

60' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION1

-- NTS

SCALE:

50' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION2

-- NTS

2'-0" 23'-0" 23'-0" 2'-0"

50'-0"

30" REVERSE CURB AND GUTTER
PROPOSED CURB & GUTTER TYPE

"E" PER APWA PLAN NO. 205

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

PROPERLY PREPARED SUB-BASE PER GEOTECHNICAL
REPORT.  SEE ROADWAY SECTION NOTES BELOW

SCALE:

35' WIDTH
TYPICAL ROAD CROSS SECTION4

-- NTS

2'-0"
15'-0" TRAVEL LANE 15'-0" TRAVEL LANE

2'-0"
35'-0"

30" REVERSE CURB
AND GUTTER

2:1 MAX.
CUT/FILL
SLOPE

PROPOSED CURB &
GUTTER TYPE "E" PER
APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

SCALE:

50' WIDTH
TYPICAL ROAD CROSS SECTION3

-- NTS

2'-0" 23'-0"

15'-0" TRAVEL LANE

2'-0"

50'-0"

24" REVERSE CURB
AND GUTTER

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

23'-0"

15'-0" AUXILIARY LANE15'-0" TRAVEL LANE

2'-6"

10'-0"

STORM DRAIN

SANITARY
SEWER

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

±5'-0" 5'-0"

NATURAL GAS

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

2'-0"

WATER
NATURAL GAS

10'-0" UTILITY ZONE 10'-0" UTILITY ZONE

5'-0"5'-0" 4'-0" ±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-6"

STORM DRAIN

ELECTRICAL
DUCT BANK

5'-0"

5'-0"

4'-0"±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-0"
STORM DRAIN

ELECTRICAL
DUCT BANK

4'-0" ±3'-0"

TELE-COMM
DUCT BANK

NATURAL GAS3'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

6"6"

15'-0" AUXILIARY LANE 15'-0" TRAVEL LANE15'-0" TRAVEL LANE

2% MIN.

STORM DRAIN

2% MIN, 5% MAX
REFER TO PLANS

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL

SLOPE

WATER
TELE-COMM
DUCT BANK

4'-0"±3'-0"

6" 6"

6" 6"

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

2% MIN, 5% MAX
REFER TO PLANS

3'-0" 3'-0"

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

ROADWAY SECTION NOTES:

1. ALL ROADS HAVE CUT AND FILL SLOPES OF 2.5:1 UNLESS NOTED ON PLANS.

2. CONTRACTOR TO COMPLY WITH IGES GEOTECHNICAL REPORT (CAMP WILLIAMS
200 ACRE EXPANSION REPORT) DATED OCTOBER 17, 2013 FOR COMPACTION
SPECIFICATIONS REGARDING SITE PREPARATION, GRADING, COMPACTION, ETC.

BASE BID FOR PATRIOT WAY
INCLUDES ALL ROAD GRADING, PAVING, GRADING, RETENTION PONDS, DRAINAGE
AND UTILITY IMPROVEMENTS SHOWN ON THE PLANS.  EXCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING, AND LANDSCAPING IN PATRIOT WAY, SOUTH OF
THE ROUNDABOUT AS SHOWN ON PLANS.
 
UNIT PRICING FOR PATRIOT WAY
AREA LIMITED TO PATRIOT WAY, SOUTH OF THE ROUNDABOUT.  INCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING AND LANDSCAPING AS SHOWN ON PLANS. No. 5567061
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

OVERALL

C-300

UTILITY PLAN

( IN FEET )
HORZ: 1 inch =        ft.
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EXIST 8" WATER LINE

PROPOSED 12" TEE

PROPOSED 12"x8" REDUCER

PROPOSED 8" GATE VALVE

PROPOSED 8" GATE VALVE

PROPOSED 12"x8" REDUCER

EXIST 8" WATER LINE

PROPOSED 12" WATER LINE
PROPOSED 12" 11.25° BEND

PROPOSED 12" BUTTERFLY VALVE

WATER CONNECTION DETAIL

PROPOSED LONG BODY SLEEVE
W/ MEGALUG FOLLOWERS OR

RESTRAINED COUPLING ADAPTOR
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.K

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.O

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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PROPOSED 35.0'
ROADWAY

EXISTING SANITARY SEWER

EXISTING SSMH

EXISTING 10" DI WATER LINE.
FIELD VERIFY LOCATION AND

DEPTH. NOTIFY DESIGN ENGINEER
IF DISCREPANCIES ARE FOUND.

FIELD LOCATE EXISTING
WATER LINE.
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WATER LINE MAY REQUIRE ALIGNMENT
ADJUSTMENT (ROUTED BENEATH ROAD)
IN THIS AREA DUE TO EXISTING UTILITY
AND GRADE CONSTRAINTS.
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PROPOSED 12" BUTTERFLY VALVE

PROPOSED 10" BUTTERFLY VALVE

PROPOSED 12"x10" REDUCER

PROPOSED 12"
WATER LINE

PROPOSED 10" BUTTERFLY VALVE

WATER CONNECTION DETAIL

EXIST 10" DI WATER LINE
PROPOSED LONG BODY SLEEVE

W/ MEGALUG FOLLOWERS
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.R

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.S

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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EXISTING GAS LINE

PROPOSED 80.1'

ROADWAY

PROPOSED 35.0'
ROADWAY

GAS EASEMENT

SEE GRADING AND DRAINAGE PLANS
FOR STORM DRAIN DESIGN
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134 LF BEND TO BEND13
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165 LF BEND TO TEE13
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256 LF TEE TO VALVE13
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32 LF BEND TO VALVE13
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EXISTING VALVES TO BE PRESERVED
AND PROTECTED. RAISE LIDS TO GRADE

INSTALL NEW IRRIGATION MANHOLE,
PIPE, AND VALVE, SEE SHEET PP-3
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.U

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.V

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.W

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.Y

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.Z

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.BB

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.CC

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.EE

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

UTILITY PLAN

C-301.FF

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

1. ALL UTILITY WORK SHALL COMPLY WITH THE GENERAL UTILITY
NOTES ON SHEET C-100.

2. CONTRACTOR IS RESPONSIBLE TO PROVIDE VERIFICATION, BY AN
INDEPENDENT INSPECTOR, THAT THE SANITARY SEWER ALONG
THE EAST PROPERTY LINE HAS BEEN INSTALLED PER DESIGN.

3. CONTRACTOR IS RESPONSIBLE FOR DE-WATERING COSTS
ASSOCIATED WITH UTILITY INSTALLATION.

4. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT THE
END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

5. PIPE LENGTHS ARE SHOWN FOR BIDDING PURPOSES.
CONTRACTOR IS RESPONSIBLE TO VERIFY.
CULINARY WATER

6. INSTALL THRUST BLOCKS AND TIE-DOWN THRUST RESTRAINTS
WHERE SHOWN ON PLANS PER APWA PLAN 561, 562 AND
SPECIFICATIONS. SEE SHEET C-605.

7. INSTALL COVER COLLAR FOR VALVES AND LIDS PER APWA PLAN
574 AND SPECIFICATIONS. SEE SHEET C-606.

8. INSTALL PIPE CASING AS SHOWN ON PLANS AND PER DETAIL E ON
SHEET C-601.
SANITARY SEWER

9. ALL SANITARY SEWER  LINES SHALL BE A-2000 PVC, OR EQUIV.
10. INSTALL SANITARY SEWER LINES PER APWA PLAN 381, 382 AND

SPECIFICATIONS. SEE SHEET C-603 AND C-604.
11. INSTALL SANITARY SEWER MANHOLES AS SHOWN ON THE PLANS

PER APWA PLAN 411 AND SPECIFICATIONS. SEE SHEET C-604.
12. INSTALL COVER COLLAR FOR SANITARY SEWER MANHOLES PER

APWA PLAN 413 AND SPECIFICATIONS. SEE SHEET C-604.
NATURAL GAS

13. NATURAL GAS LINES SHALL BE DESIGNED AND INSTALLED PER
QUESTAR GAS COMPANY.

14. THE CONTRACTOR SHALL COORDINATE INSTALLATION WITH
QUESTAR, CARRY COST OF GAS LINE INSTALLATION AND PAY ALL
ASSOCIATED FEES.
POWER & TELECOM

15. POWER AND TELECOM LINES SHOWN ON THIS PLAN ARE FOR
REFERENCE ONLY.  SEE ELECTRICAL PLANS FOR DESIGN
INFORMATION.

LOOP WATER LINE AS REQUIRED PER APWA PLAN 543 &
SPECIFICATIONS. SEE SHEET C-605.  POTHOLE TO VERIFY
DEPTH & SIZE

TELECOM AND ELECTRIC FOR REFERENCE ONLY. REFER TO
ELECTRICAL PLANS FOR ADDITIONAL DESIGN INFO.

PROPOSED GAS LINE DESIGNED AND INSTALLED BY QUESTAR.
CONTRACTOR TO COORDINATE WORK WITH QUESTAR.  UTAH
NATIONAL GUARD TO COVER INSTALLATION COST. (NIC)

INSTALL UTILITY SLEEVES FOR FUTURE USE. INCLUDE:
 24" STEEL SLEEVE (FOR 12" PW), 72" MIN. COVER
 20" STEEL SLEEVE (FOR 8" IRR), 72" MIN. COVER
 16" STEEL SLEEVE (FOR 4-6" NG), 72" MIN. COVER
 6" PVC SLEEVE (FOR ELEC), 72" MIN. COVER
 6" PVC SLEEVE (FOR COMM), 72" MIN. COVER
*STUB ALL SLEEVES 15' BEYOND BACK OF CURB.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN 561,
562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUST BLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" MJ CAP RESTRAINED W/ MEGALUGS & THRUST
BLOCK PER APWA PLAN 561 AND SPECS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE C-603 AND C-604. 5' MIN. COVER.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY

INSTALL 2" POLY PW SERVICE W/ DBL CHECK VALVE IN
IRRIGATION BOX FOR IRRIGATION USE AS SHOWN ON PLANS,
48 MIN. COVER, PER SPECIFICATIONS.

INSTALL 4' PVC IRR PIPE FOR FUTURE USE AS SHOWN ON
PLANS, 36" MIN. COVER, PER SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

OVERALL

C-400

GRADING &

( IN FEET )
HORZ: 1 inch =        ft.

DRAINAGE PLAN

PROPOSED CURB TYPE "Q"
PER APWA PLAN NO. 209 (TYP.)

6'-0" 25'-0" 2'-0"
60'-0"

25'-0"2'-0"

MATCH EXISTING
DECORATIVE ROCK

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

SCARIFY AND RECOMPACT
12" OF EXISTING EARTH

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205 (TYP.)

2:1 MAX.
CUT/FILL
SLOPE

SCALE:

60' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION1

-- NTS

SCALE:

50' WIDTH
TYPICAL "PATRIOT WAY" CROSS SECTION2

-- NTS

2'-0" 23'-0" 23'-0" 2'-0"

50'-0"

30" REVERSE CURB AND GUTTER
PROPOSED CURB & GUTTER TYPE

"E" PER APWA PLAN NO. 205

5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

PROPERLY PREPARED SUB-BASE PER GEOTECHNICAL
REPORT.  SEE ROADWAY SECTION NOTES BELOW

SCALE:

35' WIDTH
TYPICAL ROAD CROSS SECTION4

-- NTS

2'-0"
15'-0" TRAVEL LANE 15'-0" TRAVEL LANE

2'-0"
35'-0"

30" REVERSE CURB
AND GUTTER

2:1 MAX.
CUT/FILL
SLOPE

PROPOSED CURB &
GUTTER TYPE "E" PER
APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

SCALE:

50' WIDTH
TYPICAL ROAD CROSS SECTION3

-- NTS

2'-0" 23'-0"

15'-0" TRAVEL LANE

2'-0"

50'-0"

24" REVERSE CURB
AND GUTTER

PROPOSED CURB & GUTTER TYPE
"E" PER APWA PLAN NO. 205

3.5" PG 64-22 (DM-3/4) ASPHALTIC CONCRETE
COMPACTED TO 96% DENSITY (ASTM T230)

8" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

PROPERLY PREPARED SUB-BASE
PER GEOTECHNICAL REPORT.  SEE
ROADWAY SECTION NOTES BELOW

23'-0"

15'-0" AUXILIARY LANE15'-0" TRAVEL LANE

2'-6"

10'-0"

STORM DRAIN

SANITARY
SEWER

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

±5'-0" 5'-0"

NATURAL GAS

10'-0" UTILITY ZONE

WATER

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

10'-0" UTILITY ZONE

2'-0"

WATER
NATURAL GAS

10'-0" UTILITY ZONE 10'-0" UTILITY ZONE

5'-0"5'-0" 4'-0" ±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-6"

STORM DRAIN

ELECTRICAL
DUCT BANK

5'-0"

5'-0"

4'-0"±3'-0"

ELECTRICAL
DUCT BANK

TELE-COMM
DUCT BANK

2'-0"
STORM DRAIN

ELECTRICAL
DUCT BANK

4'-0" ±3'-0"

TELE-COMM
DUCT BANK

NATURAL GAS3'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

12'-0" TRAVEL LANE12'-0" TRAVEL LANE

1'-0"

6"6"

15'-0" AUXILIARY LANE 15'-0" TRAVEL LANE15'-0" TRAVEL LANE

STORM DRAIN

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL

SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL
SLOPE

2:1 MAX.
CUT/FILL

SLOPE

WATER
TELE-COMM
DUCT BANK

4'-0"±3'-0"

6" 6"

6" 6"

3'-0" 3'-0"

14" UNTREATED BASE COURSE.
COMPACTED TO 95% ASTM D-1557

ROADWAY SECTION NOTES:

1. ALL ROADS HAVE CUT AND FILL SLOPES OF 2.5:1 UNLESS NOTED ON PLANS.

2. CONTRACTOR TO COMPLY WITH IGES GEOTECHNICAL REPORT (CAMP WILLIAMS
200 ACRE EXPANSION REPORT) DATED OCTOBER 17, 2013 FOR COMPACTION
SPECIFICATIONS REGARDING SITE PREPARATION, GRADING, COMPACTION, ETC.

BASE BID FOR PATRIOT WAY
INCLUDES ALL ROAD GRADING, PAVING, GRADING, RETENTION PONDS, DRAINAGE
AND UTILITY IMPROVEMENTS SHOWN ON THE PLANS.  EXCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING, AND LANDSCAPING IN PATRIOT WAY, SOUTH OF
THE ROUNDABOUT AS SHOWN ON PLANS.
 
UNIT PRICING FOR PATRIOT WAY
AREA LIMITED TO PATRIOT WAY, SOUTH OF THE ROUNDABOUT.  INCLUDES CURBING,
PAVEMENT, PAVEMENT STRIPING AND LANDSCAPING AS SHOWN ON PLANS.



REDW
OOD ROAD

MINK ROAD  (2600 NORTH)

38.433 AC
CN: 54.3

TOC: 60 MIN.

B-2

0.415 AC
CN: 98

TOC: 6 MIN.

R-1

0.518 AC
CN: 98

TOC: 6 MIN.

R-2

11.720 AC
CN: 77.0

TOC: 60 MIN.

B-6

0.919 AC
CN: 98

TOC: 6 MIN.

R-5

0.460 AC
CN: 98

TOC: 6 MIN.

R-6

0.460 AC
CN: 98

TOC: 6 MIN.

R-7 24.741 AC
CN: 77.0

TOC: 60 MIN.

B-8

0.299 AC
CN: 98

TOC: 6 MIN.

R-8

20.683 AC
CN: 77.0

TOC: 60 MIN.

B-4

0.477 AC
CN: 98

TOC: 6 MIN.

R-9

0.459 AC
CN: 98

TOC: 6 MIN.

R-11

3.066 AC
CN: 67.0

TOC: 60 MIN.

B-9

0.829 AC
CN: 98

TOC: 6 MIN.

R-12

0.608 AC
CN: 98

TOC: 6 MIN.

R-13

31.030 AC
CN: 77.0

TOC: 60 MIN.

B-11

43.493 AC
CN: 77.0

TOC: 60 MIN.

B-13

1.116 AC
CN: 98

TOC: 6 MIN.

R-17

0.551 AC
CN: 98

TOC: 6 MIN.

R-15

0.551 AC
CN: 98

TOC: 6 MIN.

R-16

0.272 AC
CN: 98

TOC: 6 MIN.

R-18

0.328 AC
CN: 98

TOC: 6 MIN.

R-23
0.292 AC
CN: 98

TOC: 6 MIN.

R-240.321 AC
CN: 98

TOC: 6 MIN.

R-12

26.787 AC
CN: 63.8

TOC: 60 MIN.

B-3

0.309 AC
CN: 98

TOC: 6 MIN.

R-22

10.093 AC
CN: 77.0

TOC: 60 MIN.

B-1

0.364 AC
CN: 98

TOC: 6 MIN.

R-19

0.324 AC
CN: 98

TOC: 6 MIN.

R-20
0.459 AC
CN: 98

TOC: 6 MIN.

R-10

11.765 AC
CN: 77.0

TOC: 60 MIN.

B-5

10.182 AC
CN: 67.0

TOC: 60 MIN.

B-7

1.407 AC
CN: 48

TOC: 30 MIN.

B-10

8.091 AC
CN: 72.0

TOC: 60 MIN.

B-12
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

DRAINAGE

C-400.1

SUB-BASIN

( IN FEET )
HORZ: 1 inch =        ft.

PLAN
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.K

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.

1

2

3

4

5

6

7

DRAINAGE PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.O

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.R

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.S

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.

1

2

3

4

5

6

7

DRAINAGE PLAN

MATCHLINE    
SEE SHEET       

MA
TC

HL
IN

E 
   

SE
E 

SH
EE

T 
    

  
MA

TC
HL

IN
E 

   
SE

E 
SH

EE
T 

    
  

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       



LODLOD
LOD

LOD
LODLODLODLODLODLODLOD

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LOD

LOD

LOD

LOD

LOD

LO
D

LO
D

LO
D

LO
D

LO
D

LOD

LOD

LOD
LOD

LOD
LOD

LOD

LOD

LOD

LOD

LOD
LOD

LOD

LOD

LOD

LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD LOD

IRR

x
x

sd

SD

SD

SD

SD

SD
SD SD SD SD SD SD SD

0.9
9%

10.00%
10.01%

EXISTING GRAVEL R
OAD

EX
IS

TI
NG

 G
RA

VE
L R

OA
D

SD

SD

SD

1

4

C-400

1

1

1

1

3

C-400

10
.00

%

10.50%
SD

SD

SD

A

E

I

M

Q

B

F

J

N

R

U

X

AA

DD

C

G

K

O

S

V

Y

BB

EE

D

H

L

P

T

W

Z

CC

FF

No. 5567061

Koby J.
MorganI

L

T
TA E FO

S

ED
ENC

S

F
P OR

ISE S

E

ATU
H

R
NE

NI E
G

ALNO

CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.U

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE.

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LID
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.V

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.Y

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.BB

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

GRADING &

C-401.EE

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

GRADING & DRAINAGE PLAN NOTES

1. ALL UTILITY WORK SHALL COMPLY WITH THE GRADING AND
DRAINAGE NOTES ON SHEET C-100.

2. MARK ALL UTILITY STUBS WITH A PAINTED VERTICAL 2x4 AT
THE END OF THE PIPE INVERT.  EXTEND 36" MIN. ABOVE GRADE

3. INSTALLED PIPE LENGTHS MAY VARY FROM THOSE SHOWN ON
THE PLAN. CONTRACTOR SHALL ALLOW FOR VARIATION IN BID.

STORM DRAIN INSTALLATION NOTES

4. ALL STORM DRAIN LINES SHALL BE N-12 HDPE PIPE, OR
EQUIVALENT.

5. INSTALL STORM DRAIN LINES PER APWA PLAN 381, 382 AND
SPECIFICATIONS. SEE SHEET C-603 AND C-604.

6. INSTALL CATCH BASINS (SDCB) WHERE SHOWN ON PLANS PER
APWA PLAN 315 AND SPECIFICATIONS. SEE SHEET C-602.

7. INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOXES
(SD COMBO) WHERE SHOWN ON PLANS PER APWA PLAN 316
AND SPECIFICATIONS. SEE SHEET C-603.

8. INSTALL FLARED END SECTIONS, ROUND WITH FLARE, W/
TRASH RACK WHERE SHOWN ON PLANS PER APWA PLAN 323
AND SPECIFICATIONS. SEE SHEET C-603.

9. INSTALL STORM DRAIN MANHOLES (SDMH) WHERE SHOWN ON
PLANS PER APWA PLAN 331 AND SPECIFICATIONS. SEE SHEET
C-603.

KEY NOTES

INSTALL 2.5H : 1.0V SLOPE TO CATCH EXISTING GRADE AS
SHOWN ON PLANS AND PER SPECIFICATIONS.

INSTALL GRADED SWALE AS SHOWN ON PLANS AND PER
SPECIFICATIONS.  SEE DETAIL F, ON SHEET C-601.

INSTALL GRADED POND AS SHOWN ON PLANS WITH 3H:1V SIDE
SLOPES AND 0.5% MIN SLOPE TOWARDS OUTLET.

INSTALL GRADED RETENTION POND AS SHOWN ON PLANS AND
PER SPECIFICATIONS.  SEE SECTION H, ON SHEET C-601.

FINISH GRADE CONTOURS SHOWN ALONG FUTURE ROADWAY
FOR REFERENCE ONLY.  THE CONTRACTOR SHALL PROVIDE
ROUGH GRADING FOR THE INSTALLATION OF THE WATER LINE
AS SHOWN ON THE UTILITY PLANS AND PLAN & PROFILE
SHEETS.

PROPERTY LINE WAS OBTAINED FROM UTAH NATIONAL GUARD
ON MAY 8, 2014. BOUNDARY SURVEY PERFORMED BY APEX
LAND SURVEYORS.  SHOWN FOR REFERENCE ONLY.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
GUTTER.  INSTALL AN HS-20 RATED REMOVABLE CONCRETE LI
FOR BASE BID IN PATRIOT WAY.  INCLUDE INSTALLATION COST
OF GRATE OR LID IN UNIT PRICING FOR PATRIOT WAY.

1

2

3

4

5

6

7

DRAINAGE PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       
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NOTES:
1. PLACE SEDIMENT TRAPS AT LOCATIONS
SHOWN ON PLANS, AND WHEREVER APPROPRIATE
TO INTERCEPT SEDIMENT LADEN FLOW ON SITE.

2. MAINTAIN PROPER FUNCTION OF SEDIMENT
TRAP UNTIL DISTURBED AREAS CONTRIBUTING TO
BASIN HAVE BEEN PAVED OR REVEGETATED.

3. REMOVE ACCUMULATED SEDIMENT WHEN
CAPACITY IS DECREASED BY HALF.

2" GRAVEL AT
OUTLET

L > 2W

W
 >

 12
'

2:1 TYP

2' MIN 3'

FLOW FLOW

PLAN VIEW

NOTES:
1. COMPACT SOIL SURFACE AND

BERMS AT ENTRANCE TO PIPE END
SECTION TO PREVENT
UNDERMINING OF PIPE AND
EROSION OF SLOPE.  REPAIR ANY
EROSION IMMEDIATELY.

2. ANCHOR PIPE EVERY 10' TO
PREVENT MOVEMENT OF PIPE AND
FAILURE OF DRAIN IN STORM
EVENT.

3. USE WATER-TIGHT FITTINGS AT ALL
DRAIN CONNECTIONS

4. MAINTAIN PROPERLY FUNCTIONING
SLOPE DRAINS UNTIL SLOPES HAVE
BEEN PERMANENTLY STABILIZED,
OR UNTIL PERMANENT SURFACE
IMPROVEMENTS AND STORM DRAIN
FACILITIES REPLACE THE NEED FOR
TEMPORARY SLOPE DRAINS.

5. STABILIZE SLOPES NOT TO BE
REWORKED WITHIN 14 DAYS OF
ACHIEVEMENT OF GRADE.  FOR
SLOPES BETWEEN 10:1 AND 3:1.
TRACKING AND MULCHING IS
REQUIRED.  FOR SLOPES STEEPER
THAN 3:1, TRACKING AND EROSION
CONTROL MATS ARE REQUIRED.

3' MIN.

SEDIMENT TRAP

6" D50 RIP RAP

PIPE ANCHOR (10' MIN
SPACING)

12" CORRUGATED
POLYETHLENE PIPE

END SECTION
EXTEND TEMPORARY BERM
12" OVER TOP OF PIPE

TOE OF SLOPE

TOP OF SLOPE

TOP OF BERM

TOP OF BERM

FLOW

PLAN VIEW

PROFILE VIEW
SEDIMENT TRAP

STABILIZATION REQUIRED
PER NOTE 5.

PIPE OUT TO
SYSTEM
BURY END OF PIPE 6" INTO
GROUND

2" FREE DRAINING GRAVEL

HDPE OR CMP PIPE,
DIA= DIAMETER OF EXIST.
PIPE + 18"

NOTE:
OPTIONAL: STANDPIPE MAY BE PERFORATED AND
WRAPPED IN FILTER FABRIC TO ALLOW FLOW
THROUGH FOR PARTIALLY FILLED BASIN

PIPE OUT TO
SYSTEM

ADS PIPE,
DIA= DIAMETER OF EXIST.
PIPE + 18"

2" FREE
DRAINING
GRAVEL

3
1

12' MIN

10'

9' MIN

3:1 SLOPE

PLAN VIEW

3'

SILT FENCE

OVERFLOW DEPTH

GRANULAR BACKFILL

A-A SECTION

A A

    MIN. OR AS
NOTED.

PROTECT OVERFLOW WITH RIP
RAP AND/OR EROSION CONTROL
MATS TO STABLE GROUND.

L>2W

RUNOFF

MIRAFI FILTER FABRIC

GRANULAR BACKFILL SEE
NOTE 3

12
" M

IN
.

CURB &
GUTTER IF
ANY

6"

SIDEWALK IF ANY 2'-0"

WOODEN OR STEEL FENCE
POSTS @ 10.0' O.C. MAX.

1. EXCAVATE 6" X 6" TRENCH ALONG LIMITS
OF DISTURBANCE AS SHOWN ON
CONSTRUCTION DRAWINGS.

2. POSTS SHALL BE POSITIONED ON
DOWNSTREAM SIDE OF FENCE.

3. LAY TOE-IN FABRIC FLAP IN BOTTOM OF
TRENCH, BACKFILL TRENCH WITH FREE
DRAINING GRANULAR MATERIAL,
COMPACT TRENCH TO SATISFACTION OF
THE ENGINEER OF RECORD.

4. SILT FENCE GEOTEXTILE SHALL MEET
AASHTO M288-92 REQUIREMENTS.

5. REMOVE & DISPOSE OF SEDIMENT WHEN
ACCUMULATION IS 50% OF EXPOSED
FENCE HEIGHT.

6. 10' MAX. SPACING BETWEEN STAKES.

7. SILT FENCES SHALL BE INSTALLED
ALONG CONTOURS. NOT UP AND DOWN
SLOPES, WITH 10' OVERLAP AT BREAKS.

APPROX. 6"X6"
TRENCH

1
2

EMBED FABRIC BELOW
BACKFILL

MAX

RUNOFF DIRECTION

UNDISTURBED GROUND

SWALE TO SEDIMENTATION

BASIN

50.0' MIN.

12.0' MIN.

3"-6" ROCK, 9" THICK
1/2"-3/4" FILTER LAYER

FILTER FABRIC
BELOW GRAVEL

NOTE:  PLACE SIGN ADJACENT TO ENTRANCE " CONSTRUCTION TRAFFIC ONLY - ALL
CONSTRUCTION TRAFFIC SHALL ENTER AND EXIT SITE AT THIS LOCATION"

3:1 SLOPE TO
EXISTING

EXISTING
GROUND

PROPERTY
LINE

1.0
' 1

33.0'

6.0'

EXISTING
GROUND

NOTES:
1. PROTECT CHANNEL FROM EROSION AS NECESSARY

WITH RIP RAP,  EROSION CONTROL MATS AND /OR
ROCK CHECK DAMS

2. SEDIMENT TRAPS REQUIRED AT 200' SPACING OR AS
SHOWN ON PLANS, WHICHEVER IS MORE STRINGENT.

3. FOR SWALES STEEPER THAN 5%, STABILIZE SWALES
WITH RIP RAP LINING IN SWALE AND ROCK CHECK DAMS
SPACED AT EVERY THREE FEET OF DROP IN FLOWLINE.

NOTES:
1. EROSION CONTROL MATS REQUIRED ON ALL DISTURBED SLOPES 3:1 OR

STEEPER NOT OTHERWISE PROTECTED OR TO BE REWORKED WITHIN 14
DAYS OF CESSATION OF WORK ON SLOPE.

2. LAY OUT MATS WITH SEAMS RUNNING UP AND DOWN SLOPE AND NOT ALONG
GRADE, EXCEPT IN CHANNELS OR SWALES LESS THAN 10' WIDE.

OVERLAP PER MFG.
RECOMMENDATIONS

ANCHOR PER MFG.
RECOMMENDATIONS

ROUGHEN SURFACE BY TRACKING
(LINES PERPENDICULAR TO FLOW)
BEFORE PLACING MATS

PLAN VIEW

B-B' SECTION

TOP DITCH

TOP DITCH

TOE DITCH

TOP DITCH

TOE DITCH

2'

6' 6'

A

A'

6" DIA RIP RAP 12"
THICK
MIRAFI FILTER FABRIC

COMMON FILL

B B'

A-A' SECTION
2'

6" DIA RIP RAP 12"
THICK

MIRAFI FILTER
FABRIC
COMMON FILL

CENTER 6" LOWER
THAN EDGES

EMBED RIP RAP 6" INTO
SLOPE

NOTES:
1. PLACE CHECK DAMS PERPENDICULAR TO FLOW

DIRECTION

2. DO NOT PLACE DAMS ACROSS NATURAL STREAM
BEDS

3. CONSTRUCT CHECK DAMS SO THAT WATER DOES
NOT FLOW AROUND THE ENDS OF THE DAM.

4. REMOVE ACCUMULATED SEDIMENT WHEN DEPTH
REACHES 1 FOOT.

FOR EROSION CONTROL ON A
DISTURBED SLOPE, USE THE
FOLLOWING SPACING:

1:1 SLOPES = 10' APART
2:1 SLOPES = 20' APART
3:1 SLOPES = 30' APART
ETC.

NOTE:
INSTALL WATTLE ALONG A
LEVEL CONTOUR

SECURE AGAINST WIND

CONTAINMENT EARTH
BERM

1 NONE
SAG INLET PROTECTION

11 NONE
TEMPORARY SILT FENCE

2 NONE
DRAINAGE SWALE

4 NONE
STABILIZED CONSTRUCTION ENTRANCE 

13 NONE
SEDIMENT TRAP

7 NONE
SLOPE DRAIN6 NONE

ROCK CHECK DAM

3 NONE
TEMPORARY SEDIMENTATION BASIN 5 NONE

EROSION CONTROL MAT

12 NONE
STRAW WATTLES

9 NONE
IN-LINE INLET PROTECTION 10 NONE

TEMPORARY BASIN OUTLET PROTECTION

8 NONE
PORTABLE TOILET

TEMPORARY VEHICLE WASHDOWN &

20'

5.0
'
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

OVERALL

C-500

EROSION

( IN FEET )
HORZ: 1 inch =        ft.

CONTROL PLAN

REVISION SCHEDULE

NUMBER DATE AUTHOR COMPANY REPRESENTATIVE
SIGNATURE

1

2

3

4

5

6

7

8

9

10

11

12
TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

1. THIS PLAN IS DESIGNED AS A FIRST APPRAISAL OF
NECESSARY MEANS TO PROTECT THE WATERS OF THE STATE
FROM POTENTIAL POLLUTION.  IT IS THE RESPONSIBILITY OF
THE OWNER/OPERATOR TO ADD WARRANTED BEST
MANAGEMENT PRACTICES (BMP'S) AS NECESSARY, MODIFY
THOSE SHOWN AS APPROPRIATE, AND DELETE FROM THE
PROJECT THOSE FOUND TO BE UNNECESSARY.  FEDERAL AND
STATE LAW ALLOWS THESE UPDATES TO BE MADE BY THE
OWNER/OPERATOR ONSITE AND RECORDED BY THE
OWNER/OPERATOR ON THE COPY OF THE SWPPP KEPT
ONSITE.

2. ALL WORK SHALL COMPLY WITH MIDVALE CITY DEVELOPMENT
GUIDELINES AND STANDARD PLANS, AND WITH CURRENT
APWA PLANS AND SPECIFICATIONS.  WHERE CONFLICTS
OCCUR, CONTRACTOR TO FOLLOW MIDVALE CITY STANDARDS.

3. DISTURBED LAND SHALL BE KEPT TO A MINIMUM - NO SITE
CLEARING MORE THAN 14 CALENDAR DAYS AHEAD OF
CONSTRUCTION IN ANY GIVEN AREA SHALL BE ALLOWED.

4. RESEED DISTURBED LAND WITH NATIVE GRASS MIXTURE
WITHIN 14 CALENDAR DAYS OF ACHIEVEMENT OF FINISH
GRADE TO STABILIZE SOILS IF LAND IS NOT TO BE RE-WORKED
WITHIN 14 CALENDAR DAYS OF THE CESSATION OF
CONSTRUCTION ACTIVITIES AT THAT LOCATION.

5. DETAILS SHOWN ARE TO BE EMPLOYED TO PROTECT RUNOFF
AS APPROPRIATE DURING CONSTRUCTION  - NOT ALL DETAILS
ARE NECESSARY AT ALL PHASES OF THE PROJECT.  IT SHALL
BE THE RESPONSIBILITY OF THE OWNER/OPERATOR TO USE
APPROPRIATE BEST MANAGEMENT PRACTICES.

6. STABILIZED CONSTRUCTION ENTRANCE, VEHICLE
WASH-DOWN AREA, AND SEDIMENTATION AND CLEANOUT
BASIN HAVE BEEN SHOWN AT SUGGESTED LOCATION.
CONTRACTOR MAY MOVE TO OTHER LOCATION IF PREFERRED,
PROVIDED THE INTENT OF THE DESIGN IS PRESERVED.

7. NOT ALL POSSIBLE BMP'S HAVE BEEN SHOWN. CONTRACTOR
IS RESPONSIBLE TO APPLY CORRECT MEASURES TO PREVENT
POLLUTION OF STORM WATER PER PROJECT SWPPP.

8. PLAN LOCATIONS SHOWN FOR BMP'S ARE APPROXIMATE.
ACTUAL LOCATIONS AND CONFIGURATIONS SHALL BE
FIELD-DETERMINED BY THE OWNER/OPERATOR.

9. NOT ALL BMP'S SHOWN CAN OR SHOULD BE IMPLEMENTED
SIMULTANEOUSLY AND/OR FOR THE DURATION OF
CONSTRUCTION.  SEE SWPPP FOR BMP IMPLEMENTATION
SCHEDULE.

10. EXISTING TOPSOIL IS TO BE HARVESTED WHEN GROUND IS
CLEARED.  TOPSOIL SHALL THEN BE STOCKPILED ON-SITE FOR
USE IN AREAS NOT OTHERWISE TO BE LANDSCAPED, TO
ACCELERATE REVEGETATION AND STABILIZATION.  AS AN
ALTERNATE TO STOCKPILING TOPSOIL ONSITE,
OWNER/OPERATOR MAY IMPORT TOPSOIL TO AREAS TO BE
STABILIZED FROM OFFSITE.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.K

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.O

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.R

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.S

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.U

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.V

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES

MATCHLINE    
SEE SHEET       
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.W

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.Y

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.Z

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       
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SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
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INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.BB

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.CC

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       
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6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.EE

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

EROSION

C-501.FF

( IN FEET )
HORZ: 1 inch =        ft.

KEY MAP

TEMPORARY SAG INLET PROTECTION PER
DETAIL 1 SHEET C-500

TEMPORARY IN-LINE INLET PROTECTION PER
DETAIL 9 SHEET C-500

TEMPORARY SILT FENCE PER DETAIL 11
SHEET C-500

EXIST CONCRETE

PRO CONCRETE

EXIST MINOR CONTOURS 1' INCREMENT

EXIST MAJOR CONTOURS 5' INCREMENT

PRO MINOR CONTOURS 1' INCREMENT

PRO MAJOR CONTOURS 5' INCREMENT

CONTROL PLAN

MATCHLINE    
SEE SHEET       

1

2

3

4

5

6

INSTALL  SAG INLET PROTECTION WHERE SHOWN ON
PLANS PER DETAIL 1, SHEET C-500 AND SPECIFICATIONS.

INSTALL TEMPORARY SEDIMENTATION BASIN WHERE
SHOWN ON PLANS PER DETAIL 3, SHEET C-500 AND
SPECIFICATIONS.

INSTALL TEMPORARY VEHICLE WASH DOWN & STABILIZED
CONSTRUCTION ENTRANCE WHERE SHOWN ON PLANS
PER DETAIL 4, SHEET C-500 AND SPECIFICATIONS.

INSTALL  NORTH AMERICAN GREEN SC-150 EROSION
CONTROL MAT WHERE SHOWN ON PLANS PER DETAIL 5,
SHEET C-500 AND SPECIFICATIONS.

PROPOSED PORTABLE TOILET LOCATION
SEE DETAIL 8, SHEET C-500

INSTALL TEMPORARY SILT FENCE WHERE SHOWN ON
PLANS PER DETAIL 11, SHEET C-500 AND SPECIFICATIONS.

EROSION CONTROL KEY NOTES

MATCHLINE    
SEE SHEET       
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24'

10
'

3'
 TRANSITION

3'
 TRANSITION

24" TYPE "H" CURB

24" TYPE "E" CURB

6" THICK CONCRETE SLAB
OVER 8" BASE COURSEANGLE IRON EDGE

G DRIVE ACCESS DETAIL
1"=5'

A-A
PLAN VIEW
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-601

DETAILS

30"

5" PG 64-22 (DM-3/4) ASPHALTIC
CONCRETE COMPACTED TO 96% DENSITY
(ASTM T230)

14" UNTREATED BASE COURSE
COMPACTED TO 95% ASTM D-1557

NOTES:
1. PROVIDE EXPANSION JOINT AT 60' MAX. O.C.
2. PROVIDE 2" SCORE AT 8' O.C.

R=3/4"

6" UNTREATED BASE
COURSE

6" 2"

6"
12

"

3 4"

6"

24"

3 4"

1
2" PER FOOT

PROPERLY PREPARED SUB-BASE PER
GEOTECHNICAL REPORT.  SEE SECTION
NOTES BELOW.

SECTION NOTES:
CONTRACTOR TO COMPLY WITH THE GSH GEOTECHNICAL REPORT
DATED JUNE 29, 2007 AS FOUND IN DFCM'S RFP DESIGN GUIDE
DOCUMENT DATED AUGUST 8, 2013 FOR COMPACTION SPECIFICATIONS
REGARDING SITE PREPARATION, GRADING, COMPACTION, ETC.

CONTRACTOR TO PROOF ROLL AND REMEDIATE SOFT SPOTS PRIOR TO
INSTALLATION OF ASPHALT PAVEMENT.

NOTES:
1. PROVIDE EXPANSION JOINT AT 60' MAX. O.C.
2. PROVIDE 2" SCORE AT 8' O.C.

4" 8"

12
"

7"
4"

2"

REVERSE FLOW
BOTTOM OF CONTRACTION JOINT

6" UNTREATED
BASE COURSE

BOTTOM OF CONTRACTION JOINT

SEALANT

12"

18
"

 8"Ø CONCRETE
FOOTING

FINISH GRADE

2 1/4" SQUARE 12 GA.
GALV. QUICK-PUNCH

INSTALL SIGN
PER PLAN

2" SQUARE 14 GA
GALV. QUICK-PUNCH

5.0
' A

BO
VE

 F
G

36
"

SCALE:
ROUNDABOUT ASPHALT PAVEMENT SECTIONA

-- NTS SCALE:
24" REVERSE CURB & GUTTERB

-- NTS SCALE:
30" MOUNTABLE CURBC

-- NTS SCALE:
TYPICAL SIGN DETAILD

-- NTS

6"

SCALE:
24" MOUNTABLE CURB TYPE "H" WITH NELSON STUDAA

NTS

10'

4"

∠6X6X1
4"

NELSON STUD
H4L 12" X 4"

CONCRETE ANCHOR

CONCRETE SLAB

SCALE:
ANGLE WITH NELSON STUD DETAILBB

NTS

3/16"

ASPHALT ROAD

24" TYPE "H" CURB

BB

SCALE:
CASING PIPE AND SPACERS DETAILE

-- NTS

SCALE:
TYPICAL GRADED SWALEF

- NTS

VARIES, 6' MIN.

3 MIN.
1

VA
RI

ES
12

" M
IN

.

GRADE TO
MATCH

RE-SEED
DISTURBED AREA

3
1

3
1

5" BERM VARIES VARIES VARIES

RE-VEGETATE AS REQUIRED TO
RESTORE TO NATIVE CONDITION

SCALE:
TYPICAL RETENTION POND CROSS SECTIONH

NTS

INSTALL END SEAL
ON CASING (TYP.)
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-602

DETAILS
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-603

DETAILS

LA
Y

T
O

N
Ph

on
e: 

80
1.5

47
.11

00

T
O

O
E

LE
Ph

on
e:4

35
.84

3.3
59

0

C
E

D
A

R
 C

IT
Y

Ph
on

e:4
35

.86
5.1

45
3

S
A

LT
 L

A
K

E
 C

IT
Y

45
 W

es
t 1

00
00

 S
ou

th 
Su

ite
50

0
Sa

nd
y, 

UT
 84

07
0

Ph
on

e: 
80

1.2
55

.05
29

Fa
x: 

80
1.2

55
.44

49

W
W

W
.E

NS
IG

NU
TA

H.
CO

M



No. 5567061

Koby J.
MorganI

L

T
TA E FO

S

ED
ENC

S

F
P

OR
ISE S

E

ATU
H

R
NE

NI E
G

ALNO

CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-604

DETAILS
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-605

DETAILS
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

SECTIONS AND 

C-606

DETAILS

INSTALL WITH 3" COMBINATION
AIR VALVE AND 3" PIPING FROM
WATER MAIN TO CONNECTION
TO OPEN AIR.

3"

3" 3"



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-1

STA: 8+00 TO STA: 13+00

KEY MAP
NOT TO SCALE

ROAD 2



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-2

ROAD 2

KEY MAP
NOT TO SCALE

STA 15+00 TO STA 19+00



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-3

ROAD 2

KEY MAP
NOT TO SCALE

STA 19+00 TO STA 23+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.

1
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5
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14
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-4

CONSTRUCTION ROAD
STA 23+00 TO STA 27+00

KEY MAP
NOT TO SCALE

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-5

CONSTRUCTION ROAD

KEY MAP
NOT TO SCALE

STA 27+00 TO STA 32+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-6

CONSTRUCTION ROAD

KEY MAP
NOT TO SCALE

STA 32+00 TO STA 37+00

MATCHLINE

MATCHLINE



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-7

CONSTRUCTION ROAD

KEY MAP
NOT TO SCALE

STA 10+00 TO STA 15+31



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-8

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 34+00 TO STA 39+00

MATCHLINE



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-9

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 39+00 TO STA 44+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-10

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 44+00 TO STA 49+00



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-11

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 49+00 TO STA 54+00



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.

No. 5567061

Koby J.
MorganI

L

T
TA E FO

S

ED
ENC

S

F
P

OR
ISE S

E

ATU
H

R
NE

NI E
G

ALNO

CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-12

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 54+00 TO STA 59+00



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-13

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 59+00 TO STA 64+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.
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INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.

18

19

20
INSTALL CURB TYPE "Q" PER APWA PLAN 205 AND
SPECIFICATIONS.  SEE SHEET C-602

INSTALL UTILITY SLEEVES FOR FUTURE USE. SEE UTILITY
SHEETS FOR DESIGN INFORMATION.

INSTALL 4' PVC IRR PIPE AND  2" POLY PW PIPE FOR FUTURE
USE.  SEE UTILITY SHEETS FOR DESIGN INFORMATION.
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-14

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 64+00 TO STA 69+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.1
INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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INSTALL CURB TYPE "Q" PER APWA PLAN 205 AND
SPECIFICATIONS.  SEE SHEET C-602

INSTALL UTILITY SLEEVES FOR FUTURE USE. SEE UTILITY
SHEETS FOR DESIGN INFORMATION.

INSTALL 4' PVC IRR PIPE AND  2" POLY PW PIPE FOR FUTURE
USE.  SEE UTILITY SHEETS FOR DESIGN INFORMATION.

INSTALL STORM DRAIN BOXES 1-FOOT LOW TO ALLOW FOR
FUTURE INSTALLATION OF GRATE OR RIM AND CURB &
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( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-15

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 69+00 TO STA 74+00

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.
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INSTALL CURB TYPE "Q" PER APWA PLAN 205 AND
SPECIFICATIONS.  SEE SHEET C-602

INSTALL UTILITY SLEEVES FOR FUTURE USE. SEE UTILITY
SHEETS FOR DESIGN INFORMATION.

INSTALL 4' PVC IRR PIPE AND  2" POLY PW PIPE FOR FUTURE
USE.  SEE UTILITY SHEETS FOR DESIGN INFORMATION.

21

22

23



( IN FEET )
HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-16

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 74+00 TO STA 79+00
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HORZ: 1 inch =        ft.
VERT: 1 inch =        ft.

No. 5567061

Koby J.
MorganI

L

T
TA E FO

S

ED
ENC

S

F
P

OR
ISE S

E

ATU
H

R
NE

NI E
G

ALNO

CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-17

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 79+00 TO STA 84+00
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-18

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 84+00 TO STA 86+50
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-19

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

MATCHLINE

STA 2+00 TO STA 6+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-20

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 6+00 TO STA 11+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-21

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 11+00 TO STA 16+00

MATCHLINE

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-22

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 16+00 TO STA 21+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-23

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 21+00 TO STA 26+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-24

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 26+00 TO STA 31+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-25

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 31+00 TO STA 36+00

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.
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CALL CAMP W.G. WILLIAMS
UTAH TRAINING CENTER
DEPARTMENT OF PUBLIC WORKS
@ 801-878-5768 AT LEAST 48
HOURS PRIOR TO THE
COMMENCEMENT OF  ANY
CONSTRUCTION.

PERMIT SET

PLAN AND PROFILE

PP-26

NEW CONSTRUCTION

KEY MAP
NOT TO SCALE

STA 36+00 TO STA 41+27

1. ALL SPOT ELEVATIONS ARE TOP BACK OF CURB UNLESS
NOTED OTHERWISE.

2. SEE SITE PLAN SHEETS FOR PAVEMENT AND CURBING
INSTALLATION NOTES.

3. SEE UTILITY PLAN SHEETS FOR CULINARY WATER, SANITARY
SEWER, NATURAL GAS, POWER AND TELECOM INSTALLATION
NOTES.

4. SEE GRADING AND DRAINAGE PLAN SHEETS FOR STORM
DRAIN INSTALLATION NOTES.

ELEC & TELE SHOWN FOR REFERENCE ONLY.  INSTALL
SERVICE LINES & DUCT BANKS PER ELECTRICAL PLANS.

INSTALL 12" C900 PVC WATER LINE PER APWA PLAN 381, 382
AND SPECIFICATIONS. SEE SHEET C-603 AND C-604. LENGTH
PER PLAN.  REFER TO UTILITY NOTES ON C-002.

INSTALL 12", 11.25° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  22.5° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12",  45° BEND W/THRUSTBLOCK PER APWA PLAN
561, 562 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 12" BUTTERFLY VALVE PER PLANS AND SPECS.

INSTALL 12" TEE W/THRUSTBLOCK PER APWA PLAN 561, 562
AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL WATER MAIN LINE LOOP AS REQUIRED PER APWA
PLAN 543 AND SPECIFICATIONS.  SEE SHEET C-605.

INSTALL 4" WASHOUT VALVE PER APWA PLAN 571 AND
SPECIFICATIONS.  SEE SHEET C-606.

INSTALL 3" COMBINATION AIR VALVE ASSEMBLY PER APWA
PLAN 575 AND SPECIFICATIONS.  SEE SHEET C-606.

INSTALL A-2000 PVC (OR EQUIV.) SS PIPE PER APWA PLAN
381, 382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL SANITARY SEWER MANHOLE PER APWA PLAN 411
AND SPECIFICATIONS.  SEE SHEET C-604.

INSTALL N-12 HDPE (OR EQUIV.) SD PIPE PER APWA PLAN 381,
382 AND SPECIFICATIONS. SEE SHEET C-603 AND C-604.
LENGTH AND SLOPE PER PLAN.

INSTALL CATCH BASIN OR DBL CATCH BASIN AS SHOWN ON
PLANS PER APWA PLAN 315 AND SPECS.  SEE SHEET C-602.

INSTALL COMBINATION CATCH BASIN AND CLEANOUT BOX
PER APWA PLAN 316 AND SPECIFICATIONS. SEE SHEET C-603.

INSTALL STORM DRAIN MANHOLE PER APWA PLAN 331 AND
SPECIFICATIONS.  SEE SHEET C-603.

INSTALL PIPE OUTFALL W/ TRASH RACK PER APWA PLAN 323
AND SPECIFICATIONS.  SEE SHEET C-603.

INSTALL 24" CURB & GUTTER TYPE "E" PER APWA PLAN 205
AND SPECIFICATIONS.  SEE SHEET C-602.

INSTALL 24" REVERSE CURB & GUTTER PER DETAIL B ON
SHEET C-601 AND SPECIFICATIONS.

INSTALL 30" MOUNTABLE CURB PER DETAIL C ON SHEET
C-601 AND SPECIFICATIONS.

1

3

4

5
6
7

8

9

10

11

12

13

14

2

15

16

17

18

19

20



AFF

AIC

AL

BG

C

CFCI

CKT

CO

CU

EM

(E)

EWC

EWH

(F)

FA

FACP

FLA

GFI

GFP

GND

GRC

IG

LTG

MCB

MCC

MLO

(N)

NIC

NL

NTS

OFCI

OFOI

PNL

(R)

ST

TYP

SPD

WG

WP

UNO

(X)

XFMR

DUAL POLE MOUNTED LIGHT FIXTURE

JUNCTION BOX

RECESSED EQUIPMENT CABINET AS NOTED

SURFACE EQUIPMENT CABINET AS NOTED

MANHOLE

ABOVE FINISHED FLOOR

AMP INTERRUPTING CURRENT (SYMMETRICAL)

ALUMINUM

BELOW GRADE

CONDUIT

CONTRACTOR FURNISHED CONTRACTOR INSTALLED

CIRCUIT

CONDUIT ONLY

COPPER

EMERGENCY

EXISTING

ELECTRIC WATER COOLER

ELECTRIC WATER HEATER

FUTURE

FIRE ALARM

FIRE ALARM CONTROL PANEL

FULL LOAD AMPS

GROUND FAULT INTERRUPTER

GROUND FAULT PROTECTOR

GROUND

GALVANIZED RIGID CONDUIT

ISOLATED GROUND

LIGHTING

MAIN CIRCUIT BREAKER

MOTOR CONTROL CENTER

MAIN LUGS ONLY

NEW

NOT IN CONTRACT

NIGHT LIGHT
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SOUND/PAGING ONLY (NO CONTROL WIRING)
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M
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NOT ALL SYMBOLS ARE
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EG001 SYMBOLS, ABBREVIATIONS AND DRAWING INDEX
ES101 UPPER AND LOWER ELECTRICAL SITE PLAN
ED101-R DEMOLITION SITE PLAN AREA 'R' PHASE 2
ED101-U DEMOLITION SITE PLAN AREA 'U' PHASE 2
ED101-X DEMOLITION SITE PLAN AREA 'X' PHASE 2
ED101-AA DEMOLITION SITE PLAN AREA 'AA' PHASE 2
ED101-BB DEMOLITION SITE PLAN AREA 'BB' PHASE 2
ED101-EE DEMOLITION SITE PLAN AREA 'EE' PHASE 2
EL101R LIGHTING SITE PLAN AREA 'R' PHASE 2
EL101-U LIGHTING SITE PLAN AREA 'U' PHASE 2
EL101-V LIGHTING SITE PLAN AREA 'V' PHASE 2
EL101-Y LIGHTING SITE PLAN AREA 'Y' PHASE 2
EL101-BB LIGHTING SITE PLAN AREA 'BB' PHASE 2
EL101-EE LIGHTING SITE PLAN AREA 'EE' PHASE 2
EP101-E POWER SITE PLAN AREA 'E' PHASE 2
EP101-I POWER SITE PLAN AREA 'I' PHASE 2
EP101-M POWER SITE PLAN AREA 'M' PHASE 2
EP101-Q POWER SITE PLAN AREA 'Q' PHASE 2
EP101-R POWER SITE PLAN AREA 'R' PHASE 2
EP101-U POWER SITE PLAN AREA 'U' PHASE 2
EP101-V POWER SITE PLAN AREA 'V' PHASE 2
EP101Y POWER SITE PLAN AREA 'Y' PHASE 2
EP101-BB POWER SITE PLAN AREA 'BB' PHASE 2
EP101-EE POWER SITE PLAN AREA 'EE' PHASE 2
EP601 EQUIPMENT BUILDING  POWER PLAN  PHASE 2
EX101 NEW ONE-LINE DIAGRAM PHASE 2
EX102 ELECTRICAL DETAILS PHASE 2
EX103 ELECTRICAL DETAILS PHASE 2
EX104 ELECTRICAL DETAILS PHASE 2
EX105 ELECTRICAL DETAILS PHASE 2
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DEMOLITION SITE PLAN
AREA 'R' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.
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DEMOLISH EXISTING OVERHEAD POWER LINE.
(BASE BID)

EXISTING SWITCH SG405 TO BE REPLACED
WITH NEW 6-WAY SWITCH RELOCATE EXISTING
SWITCH TO SG502 OR SG504
EXISTING POWER POLE TO BE DEMOLISHED.
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PHASE II SOUTH GARRISON
INFRASTRUCTURE

17800 SOUTH CAMP WILLIAMS
ROAD

RIVERTON, UTAH

ISSUE DESCRIPTION
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DRAWINGS ARE IN

COMPLIANCE

WITH DFCM STANDARDS

.
.

DEMOLITION SITE PLAN
AREA 'U' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.

KEYED NOTES
DEMOLISH EXISTING OVERHEAD POWER
LINE. (BASE BID)

DEMOLISH EXISTING OVERHEAD POWER
LINE. (ALTERNATE #2)

1

2
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DEMOLITION SITE PLAN
AREA 'X' PHASE 2

KEYED NOTES
DEMOLISH EXISTING OVERHEAD POWER
LINE. (ALTERNATE #2)1

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.
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DEMOLITION SITE PLAN
AREA 'AA' PHASE 2

KEYED NOTES
DEMOLISH EXISTING OVERHEAD POWER
LINE. (ALTERNATE #2)1

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.
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DEMOLITION SITE PLAN
AREA 'BB' PHASE 2

KEYED NOTES
DEMOLISH EXISTING OVERHEAD POWER LINE.
(ALTERNATE #2)

EXISTING POWER POLE TO BE REMOVED.
INSTALL (2) NEW POWER POLES TO SUPPORT
THE EXISTING OVERHEAD POWER LINE, ONE
ON EACH SIDE OF THE NEW ROAD. SEE
SHEET EP101-BB.

1

2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.
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DEMOLITION SITE PLAN
AREA 'EE' PHASE 2

KEYED NOTES
EXISTING POWER FOR MOTORIZED GATE TO BE
RELOCATED. SEE SHEET EP101-EE FOR NEW
LOCATION.

1

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BUILDING OCCUPANTS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.
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LIGHTING SITE PLAN
AREA 'R' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.
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LIGHTING SITE PLAN
AREA 'U' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.
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LIGHTING SITE PLAN
AREA 'V' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.

KEYED NOTES
PROVIDE ENGRAVED LABEL STATING "STREET
LIGHTING"
RUN 3#4 WIRES IN 1"C FOR LIGHTING CIRCUIT.
TIE TO A 30 A, 1P DEDICATED BREAKER IN
PANEL. (ALT #4)

RUN 3#6 WIRES IN 1"C FOR LIGHTING CIRCUIT.
TIE TO A 30A, 1P DEDICATED BREAKER IN
PANEL. (ALT #3)

1

2

3
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LIGHTING SITE PLAN
AREA 'Y' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.



x

EXIST. UTIL POLE

EXIST. ELEC BOX

sd

ohpohpohpohpohpohpohpohpohp ohp ohp ohp ohp

x

x

x

x

x

x

EXIST. ELEC BOX

EXIST. UTIL POLE

E
E

E

LOD

LO
D

LO
D

LO
D

LO
D

LOD

LOD

LOD
LOD

LOD

LOD

LOD
LOD

LOD

LOD
LOD

LOD
LOD

LOD
LOD

LOD
LOD

LOD

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LOD

D

SD

SD

OHPE E

SD

SL2
TYP

MINK ROAD

A

E

I

M

Q

B

F

J

N

R

U

X

AA

DD

C

G

K

O

S

V

Y

BB

EE

D

H

L

P

T

W

Z

CC

FF

420 East South Temple, Suite 370
Salt Lake City, Utah 84101
Telephone: 801.328.8800
Fax: 801.328.8802
Contact: LEWIS WONG
Email: LEWIS@KENGARNER.COM
Project #: 2013-082.00

PHASE II SOUTH GARRISON
INFRASTRUCTURE

17800 SOUTH CAMP WILLIAMS
ROAD

RIVERTON, UTAH

ISSUE DESCRIPTION

5 4 3 2 1

D

C

B

A

D

C

B

A

5 4 3 2 1

D

C

B

A

DATE

SHEET TITLE

SHEET NUMBER

DFCM

4110 STATE OFFICE BUILDING

SALT LAKE CITY, UTAH 84114

PHONE: 801.538.3018

CODE OFFICIAL STAMP

PROFESSIONAL STAMP

CAMP WILLIAMS

ISSUED DATE

06.02.14

LW

CHECKED BYDRAWN BY

SW

1324048013013

DFCM PROJECT NO.EFT PROJECT NO.

5.29.2014

PLOTTED DATE

DRAWINGS ARE IN

COMPLIANCE

WITH DFCM STANDARDS

.
.

LIGHTING SITE PLAN
AREA 'BB' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.
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LIGHTING SITE PLAN
AREA 'EE' PHASE 2

GENERAL NOTES
A. ALL LIGHTING CONDUIT TO SHARE DUCT BANK

WITH DISTRIBUTION LINES WHEN POSSIBLE.
OTHERWISE DIRECT BURY CONDUIT.

B. FIELD VERIFY LOCATIONS OF CURBS, ROADS, AND
OTHER POTENTIAL LUMINAIRE OBSTRUCTIONS
AND ADJUST LOCATIONS AS NEEDED.

BASE BID
INSTALL LIGHTING CONDUIT AT LOWER GARRISON
ROUNDABOUT TO THE NORTH. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #2
INSTALL LIGHTING CONDUIT FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD. PROVIDE PULL ROPE
AND J-BOXES WHERE LIGHTS ARE SHOWN.

ALTERNATE #3
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS AT LOWER GARRISON ROUNDABOUT
TO THE NORTH.

ALTERNATE #4
INSTALL LIGHTS AND BASES AND RUN CONDUCTORS
FOR POLE LIGHTS FROM LOWER GARRISON
ROUNDABOUT TO MINK ROAD.
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POWER SITE PLAN
AREA 'E' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES

AND   CONSTRUCTION OF UNDERGROUND SYSTEM
TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED
IN  CONCRETE AT A MINIMUM OF 36 IN. BELOW
GRADE WITH MAGNETIC RIBBON AT 12" BELOW
GRADE. RUN DEEPER THAN 36" IN THE EVENT OF A
CONFLICTING CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE
ELECTRICAL DETAILS.

SHEET KEYNOTES
RUN NEW FEEDER IN EXISTING 5"C. SEE SINGLE-LINE
DIAGRAM FOR CONDUCTOR SIZE AND QUANTITY.1
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POWER SITE PLAN
AREA 'I' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND DIMENSIONS
BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS AND
ROADS OUTSIDE OF CONSTRUCTION AREA ARE KEPT
CLEAN AND CLEAR OF DEBRIS AND OBSTRUCTIONS AT
ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES AND

CONSTRUCTION OF UNDERGROUND SYSTEM TO
MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 36 IN. BELOW GRADE
WITH MAGNETIC RIBBON AT 12" BELOW GRADE. RUN
DEEPER THAN 36" IN THE EVENT OF A CONFLICTING
CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE ENCASED
IN CONCRETE AT A MINIMUM OF 24 IN. BELOW GRADE
UNLESS RUNNING PARALLEL WITH THE PRIMARY
VOLTAGE CONDUIT, THEN RUN THE SECONDARY
VOLTAGE CONDUIT IN THE SAME  CONCRETE
DUCTBANK AS THE PRIMARY. SEE ELECTRICAL

DETAILS.

KEYED NOTES
VACUUM TRENCH IN AREA INDICATED.

TURN ONE SPARE CONDUIT AND EXTEND TO
MANHOLE.
TIE INTO EXISTING DUCT BANK.

PROVIDE AN ADDITIONAL 5"C IN DUCTBANK FOR
FUTURE SOLAR AS PART OF ALTERNATE #1, FOR A
TOTAL OF (4)5"C +(1) 1"C IN THE DUCTBANK.

FURNISH AND INSTALL A TEMPORARY FENCE TO
RESTRICT ACCESS AND CONTAIN WORK.
RUN NEW FEEDER IN EXISTING 5"C. SEE
SINGLE-LINE DIAGRAM FOR CONDUCTOR SIZE AND
QUANTITY.
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DRAWINGS ARE IN

COMPLIANCE

WITH DFCM STANDARDS
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POWER SITE PLAN
AREA 'M' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES

AND   CONSTRUCTION OF UNDERGROUND SYSTEM
TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED
IN  CONCRETE AT A MINIMUM OF 36 IN. BELOW
GRADE WITH MAGNETIC RIBBON AT 12" BELOW
GRADE. RUN DEEPER THAN 36" IN THE EVENT OF A
CONFLICTING CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
PROVIDE AN ADDITIONAL 5"C IN DUCTBANK FOR
FUTURE SOLAR AS PART OF ALTERNATE #1, FOR A
TOTAL OF (4)5"C +(1) 1"C IN THE DUCTBANK.
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POWER SITE PLAN
AREA 'Q' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA ARE
KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES AND

CONSTRUCTION OF UNDERGROUND SYSTEM TO
MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 36 IN. BELOW GRADE
WITH MAGNETIC RIBBON AT 12" BELOW GRADE. RUN
DEEPER THAN 36" IN THE EVENT OF A CONFLICTING
CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
PROVIDE AN ADDITIONAL 5"C IN DUCTBANK FOR
FUTURE SOLAR AS PART OF ALTERNATE #1, FOR A
TOTAL OF (4)5"C +(1) 1"C IN THE DUCTBANK.
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INFRASTRUCTURE

17800 SOUTH CAMP WILLIAMS
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POWER SITE PLAN
AREA 'R' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES

AND   CONSTRUCTION OF UNDERGROUND SYSTEM
TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED
IN  CONCRETE AT A MINIMUM OF 36 IN. BELOW
GRADE WITH MAGNETIC RIBBON AT 12" BELOW
GRADE. RUN DEEPER THAN 36" IN THE EVENT OF A
CONFLICTING CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
PLACE BOLLARDS TO PROTECT EQUIPMENT
FROM DAMAGE IN HIGH TRAFFIC AREAS. SEE
DETAILS 6, 7, AND 8 ON SHEET EX303.1 FOR
INSTALLATION AND PLACEMENT.
STUB UP SPARE CONDUITS 4" ABOVE GRADE.
PROVIDE PULL ROPE AND CAP.
RUN CONDUITS AND PROVIDE PULL ROPE IN
BASE BID. CONDUCTORS TO BE PROVIDED IN
ALTERNATE #2.
PROVIDE AN ADDITIONAL 5"C IN DUCTBANK FOR
FUTURE SOLAR AS PART OF ALTERNATE #1,
FOR A TOTAL OF (4)5"C +(1) 1"C IN THE
DUCTBANK.
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POWER SITE PLAN
AREA 'U' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND DIMENSIONS
BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS AND
ROADS OUTSIDE OF CONSTRUCTION AREA ARE KEPT
CLEAN AND CLEAR OF DEBRIS AND OBSTRUCTIONS
AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES AND

CONSTRUCTION OF UNDERGROUND SYSTEM TO
MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 36 IN. BELOW GRADE
WITH MAGNETIC RIBBON AT 12" BELOW GRADE. RUN
DEEPER THAN 36" IN THE EVENT OF A CONFLICTING
CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE ENCASED
IN CONCRETE AT A MINIMUM OF 24 IN. BELOW GRADE
UNLESS RUNNING PARALLEL WITH THE PRIMARY
VOLTAGE CONDUIT, THEN RUN THE SECONDARY
VOLTAGE CONDUIT IN THE SAME  CONCRETE
DUCTBANK AS THE PRIMARY. SEE ELECTRICAL

DETAILS.

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
STUB UP SPARE CONDUITS 4" ABOVE GRADE.
PROVIDE PULL ROPE AND CAP.
RELOCATE EXISTING SG405 TO NEW LOCATION
SHOWN TO FEED EXISTING OVERHEAD POWER. SEE
DETAILS ON SHEET EX106 FOR SWITCH VAULTS.
FURNISH AND INSTALL A NEW DEAD END POWER
POLE TO MAINTAIN EXISTING OVERHEAD POWER
LINES. DO NOT PROVIDE IF ALTERNATE #2 IS
ACCEPTED.
DO NOT INSTALL SWITCH IF ALTERNATE #2 IS
ACCEPTED,
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POWER SITE PLAN
AREA 'V' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND DIMENSIONS
BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS AND
ROADS OUTSIDE OF CONSTRUCTION AREA ARE KEPT
CLEAN AND CLEAR OF DEBRIS AND OBSTRUCTIONS AT
ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES AND

CONSTRUCTION OF UNDERGROUND SYSTEM TO
MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 36 IN. BELOW GRADE
WITH MAGNETIC RIBBON AT 12" BELOW GRADE. RUN
DEEPER THAN 36" IN THE EVENT OF A CONFLICTING
CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 24 IN. BELOW GRADE
UNLESS RUNNING PARALLEL WITH THE PRIMARY
VOLTAGE CONDUIT, THEN RUN THE SECONDARY
VOLTAGE CONDUIT IN THE SAME  CONCRETE

DUCTBANK AS THE PRIMARY. SEE ELECTRICAL DETAILS .

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
STUB UP SPARE CONDUITS 4" ABOVE GRADE.
PROVIDE PULL ROPE AND CAP.
RUN CONDUITS AND PROVIDE PULL ROPE IN BASE
BID. CONDUCTORS TO BE PROVIDED IN ALTERNATE
#2.
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POWER SITE PLAN
AREA 'Y' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES

WITH  BASE OPERATIONS PRIOR TO
DISCONNECTING.

E. COORDINATE DEMOLITION OF OVERHEAD LINES
AND   CONSTRUCTION OF UNDERGROUND
SYSTEM TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED
IN  CONCRETE AT A MINIMUM OF 36 IN. BELOW
GRADE WITH MAGNETIC RIBBON AT 12" BELOW
GRADE. RUN DEEPER THAN 36" IN THE EVENT OF
A CONFLICTING CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
RUN CONDUITS AND PROVIDE PULL ROPE IN
BASE BID. CONDUCTORS TO BE PROVIDED IN
ALTERNATE #2.
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POWER SITE PLAN
AREA 'BB' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA
ARE KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES

AND   CONSTRUCTION OF UNDERGROUND SYSTEM
TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED
IN  CONCRETE AT A MINIMUM OF 36 IN. BELOW
GRADE WITH MAGNETIC RIBBON AT 12" BELOW
GRADE. RUN DEEPER THAN 36" IN THE EVENT OF A
CONFLICTING CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
FURNISH AND INSTALL DEAD END POWER POLE
WITH GUY WIRES AT LOCATION SHOWN AS
ALTERNATE #2. EXTEND (1) 5"C UP POLE TO 20'
AFG. SEE SHEET EX105 FOR DETAILS. PROVIDE
STANDARD POWER POLE IN BASE BID.
RELOCATE EXISTING SG405 TO NEW LOCATION
SHOWN TO FEED EXISTING OVERHEAD POWER.
SEE DETAILS ON SHEET EX106 FOR SWITCH
VAULTS.
REMOVE FROM BASE BID IF ALTERNATE #2 IS
ACCEPTED.

1

2

3

4



ss ss ss ss ss

x

x

xx

ohpohpohpohpohpohp

x xx x x

MINK ROAD

SD

LOD
LOD

LOD
LOD

LOD
LOD

LOD
LOD

LOD
LOD

LOD
LOD

LOD

LOD LOD LO
D

LO
D

LO
D

LOD

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

LO
D

SD

XX

XX

NEW POWER
MANHOLE

MH-12
ALT#2

NEW TELECOM
MANHOLE
ALT#2

1

1

(8) 5"C
(1) 1"C
ALT#2

(2) 4"C

(8) 5"C

2

F (R)

3
JJ

(1) 4"C

MINK ROAD

A

E

I

M

Q

B

F

J

N

R

U

X

AA

DD

C

G

K

O

S

V

Y

BB

EE

D

H

L

P

T

W

Z

CC

FF

420 East South Temple, Suite 370
Salt Lake City, Utah 84101
Telephone: 801.328.8800
Fax: 801.328.8802
Contact: LEWIS WONG
Email: LEWIS@KENGARNER.COM
Project #: 2013-082.00

PHASE II SOUTH GARRISON
INFRASTRUCTURE

17800 SOUTH CAMP WILLIAMS
ROAD

RIVERTON, UTAH

ISSUE DESCRIPTION

5 4 3 2 1

D

C

B

A

D

C

B

A

5 4 3 2 1

D

C

B

A

DATE

SHEET TITLE

SHEET NUMBER

DFCM

4110 STATE OFFICE BUILDING

SALT LAKE CITY, UTAH 84114

PHONE: 801.538.3018

CODE OFFICIAL STAMP

PROFESSIONAL STAMP

CAMP WILLIAMS

ISSUED DATE

06.02.14

LW

CHECKED BYDRAWN BY

SW

1324048013013

DFCM PROJECT NO.EFT PROJECT NO.

5.29.2014

PLOTTED DATE

DRAWINGS ARE IN

COMPLIANCE

WITH DFCM STANDARDS

.
.

POWER SITE PLAN
AREA 'EE' PHASE 2

GENERAL NOTES
A. CONTRACTOR TO FIELD VERIFY ALL EXISTING

CONDITIONS, MATERIALS, FINISHES, AND
DIMENSIONS BEFORE AND AFTER DEMOLITION

B. CONTRACTOR TO ENSURE THAT ALL SIDEWALKS
AND ROADS OUTSIDE OF CONSTRUCTION AREA ARE
KEPT CLEAN AND CLEAR OF DEBRIS AND
OBSTRUCTIONS AT ALL TIMES.

C. PROTECT ALL ITEMS TO REMAIN FROM DAMAGE.
D. COORDINATE ALL PLANNED POWER OUTAGES WITH

BASE OPERATIONS PRIOR TO DISCONNECTING.
E. COORDINATE DEMOLITION OF OVERHEAD LINES

AND   CONSTRUCTION OF UNDERGROUND SYSTEM
TO MINIMIZE DOWN TIME.

F. ALL PRIMARY VOLTAGE CONDUIT TO BE ENCASED IN
CONCRETE AT A MINIMUM OF 36 IN. BELOW GRADE
WITH MAGNETIC RIBBON AT 12" BELOW GRADE. RUN
DEEPER THAN 36" IN THE EVENT OF A CONFLICTING
CROSSING.

G. ALL SECONDARY VOLTAGE CONDUIT TO BE
ENCASED IN CONCRETE AT A MINIMUM OF 24 IN.
BELOW GRADE UNLESS RUNNING PARALLEL WITH
THE PRIMARY VOLTAGE CONDUIT, THEN RUN THE
SECONDARY VOLTAGE CONDUIT IN THE SAME
CONCRETE DUCTBANK AS THE PRIMARY. SEE

ELECTRICAL DETAILS.

KEYED NOTES
RUN CONDUITS AND PROVIDE PULL ROPE.
CONDUCTORS TO BE PROVIDED IN FUTURE.
STUB UP SPARE CONDUITS 4" ABOVE GRADE.
PROVIDE PULL ROPE AND CAP.
RELOCATE EXISTING DISCONNECT FOR
MOTORIZED GATE TO NEW LOCATION SHOWN.
EXTEND CONDUITS AND CONDUCTORS FROM
EXISTING SOURCE FOR A COMPLETE
INSTALLATION. CIRCUIT TO BE FED FROM EXISTING
UHP BUILDING.

1

2

3



1.
2.
3.
4.

5.

KEYED NOTES - SHEET EP601.1B
CONDUIT CONTINUES TO PADMOUNT SWITCH.
CONDUIT CONTINUES TO TRANSFORMER.
TOP OF TRENCH TO BE FLUSH WITH FINISHED FLOOR.
TOP OF TRENCH TO BE FLUSH WITH TOP OF EQUIPMENT
PAD.
CONDUIT FOR MAIN SERVICE ENTRANCE.
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NEW ONE-LINE DIAGRAM
PHASE 2

FEEDER SCHEDULE SYMBOL

CONDUIT & WIRE SIZE

20A 0.75"C 3#12

20B 0.75"C 4#12

20C 0.75"C 3#12, 1#12 GRD

20D 0.75"C 4#12, 1#12 GRD

20E 0.75"C 4#12, 1#12 GRD, 1#12 ISOLATED GRD

30A 0.75"C 3#10

30B 0.75"C 4#10

30C 0.75"C 3#10, 1#10 GRD

30D 0.75"C 4#10, 1#10 GRD

30E 0.75"C 4#10, 1#10 GRD, 1#10 ISOLATED GRD

40A 0.75"C 3#8

40B 0.75"C 4#8

40C 0.75"C 3#8, 1#10 GRD

40D 0.75"C 4#8, 1#10 GRD

40E 0.75"C 4#8, 1#10 GRD, 1#10 ISOLATED GRD

60A 0.75"C 3#6

60B 0.75"C 4#6

60C 0.75"C 3#6, 1#10 GRD

60D 1"C 4#6, 1#10 GRD

60E 1"C 4#6, 1#10 GRD, 1#10 ISOLATED GRD

70A 1"C 3#4

70B 1"C 4#4

70C 1"C 3#4, 1#8 GRD

70D 1.25"C 4#4, 1#8 GRD

70E 1.25"C 4#4, 1#8 GRD, 1#8 ISOLATED GRD

80A 1"C 3#3

80B 1.25"C 4#3

80C 1.25"C 3#3, 1#8 GRD

80D 1.25"C 4#3, 1#8 GRD

80E 1.25"C 4#3, 1#8 GRD, 1#8 ISOLATED GRD

100A 1"C 3#2

100B 1.25"C 4#2

100C 1.25"C 3#2, 1#8 GRD

100D 1.25"C 4#2, 1#8 GRD

100E 1.25"C 4#2, 1#8 GRD, 1#8 ISOLATED GRD

100XA 2"C 1#2 15KV EPR AL, 1#2 CU THWN NEUTRAL

100XC 3"C 3#2 15KV EPR AL, 1#2 CU THWN NEUTRAL

125A 1.25"C 3#1

125B 1.5"C 4#1

125C 1.5"C 3#1, 1#6 GRD

125D 2"C 4#1, 1#6 GRD

125E 2"C 4#1, 1#6 GRD, 1#6 ISOLATED GRD

150A 1.5C" 3#1/0

150B 2"C 4#1/0

150C 2"C 3#1/0, 1#6 GRD

150D 2"C 4#1/0, 1#6 GRD

150E 2"C 4#1/0, 1#6 GRD, 1#6 ISOLATED GRD

175A 1.5"C 3#2/0

175B 2"C 4#2/0

175C 2"C 3#2/0, 1#6 GRD

175D 2"C 4#2/0, 1#6 GRD

175E 2"C 4#2/0, 1#6 GRD, 1#6 ISOLATED GRD

200A 2"C 3#3/0

200B 2"C 4#3/0

200C 2"C 3#3/0, 1#6 GRD

200D 2.5"C 4#3/0, 1#6 GRD

200E 2.5"C 4#3/0, 1#6 GRD, 1#6 ISOLATED GRD

225A 2"C 3#4/0

225B 2.5"C 4#4/0

225C 2.5"C 3#4/0, 1#4 GRD

225D 2.5"C 4#4/0, 1#4 GRD

225E 2.5"C 4#4/0, 1#4 GRD, 1#4 ISOLATED GRD

250A 2.5"C 3#250KCM

250B 2.5"C 4#250KCM

250C 2.5"C 3#250KCM, 1#4 GRD

250D 3"C 4#250KCM, 1#4 GRD

250E 3"C 4#250KCM, 1#4 GRD, 1#4 ISOLATED GRD

300XC
5"C 3#350KCM 15 KV EPR AL, 1#4/0 CU THWN
NEUTRAL
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GRADE

MAGNETIC RIBBON

1 1/2"

1 1/2"

3'

1'

CONCRETE
CUP

12"

4" BOLLARD TYPICAL EACH SIDE
PLACE AS SHOWN. BOLLARD MUST NOT
INTERFERE WITH EQUIPMENT OPERATION
OR MAINTENANCE

PANEL/DISCONNECT

UNISTRUT RACK

MEDIUM VOLTAGE
SWITCH

GRADE

PRE-CAST SWITCH
PAD VAULT

MIN. 3" CONCRETE ON SIDES.
MAX. 10' BETWEEN SPACERS.

CONDUITS TO BE SPACED 2" APART.

MAIN CIRCUIT
BREAKER/SWITCH

GROUND BUS

GROUNDED
CONDUCTOR

BONDING JUMPER
SIZE PER NEC 250-66METALLIC SERVICE

RACEWAY

#4/0 GROUND CABLE
(TYP 2)

RIGID CONDUIT 90

6"

24"

4"

24"
MIN67" WHERE

LOCATED IN CLAY
OR SILT, AND
LOCATED IN

LANDSCAPING OR DIRT

3,000 PSI 28 DAY
STRENGTH CONCRETE

1" ANCHOR BOLT
(4 REQ'D) EMBED
18" BELOW GRADE

1" CHAMFER
ON ALL EDGES

SMOOTH FINISH

GROUT

18"
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ELECTRICAL DETAILS
PHASE 2

#4 RE-BAR RINGS 9" APART THROUGHOUT
WITH (2) RINGS IN TOP 4"

(6) #6 RE-BARS

(6)5"C

# CONDUITS ROWS COLUMNS
2 1 2

4 2 2

6 2 3

8 3 3

NOTES:
1. ANCHOR BOLTS SUPPLIED WITH POLE. INSTALL PER

MANUFACTURER'S INSTRUCTIONS.
2. BOND GROUND CONDUCTOR TO POLE.
3. SEAL CONDUIT TO PREVENT WATER INFILTRATION.
4. PROVIDE SPARE CONDUIT 36" BEYOND LAST POLE

ON CIRCUIT AND CAP FOR FUTURE EXTENSION.

1"C

ROWS

COLUMNS

1/2" REBAR
(TYPICAL FOR 4)

LUMINAIRE SCHEDULE
TYPE DESCRIPTION LAMP(S) AND

BALLASTS
INPUT
(VA) VOLTAGE (V) MANUFACTURER(S) CATALOG #

SL2

DESCRIPTION: 2-HEAD POLE MOUNTED FIXTURE, TYPE II DIST. LED 404 240 USA LTG

(2) VRS
LED-II-120LED-525MA-
NW-120-1-RPA-SCBA

SIZE: 24"L X 16"W 8"H 13,500 LUMENS/HEAD LITHONIA

MOUNTING: POLE MOUNTED WITH STRAIGHT ARM SPAULDING

HOUSING: DIE-CAST ALUMINUM W MATCHING DOOR 4100K BEGALED

REFLECTOR: INJECTION - MOULDED ARCYLIC - TYPE 3 WITH SPILL LIGHT CONTROL

LENS: FLAT TEMPERED GLASS

FINISH: DARK BRONZE POLYESTER POWDER

OTHER: FUSED, PHOTOCELL

NOTE: 30' SQUARE TAPERED STEEL DARK BRONZE POLE W/ 180 DEG BANNER ARMS

PROVIDE POLE BASE AS SHOWN ON THE DRAWINGS.

SL1

DESCRIPTION: SINGLE HEAD POLE MOUNTED FIXTURE, TYPE III DIST. LED 202 240 USA LTG

VRS
LED-III-120LED-525MA-
NW-120-1-RPA-SCBA

SIZE: 24"L X 16"W 8"H 13,500 LUMENS LITHONIA

MOUNTING: POLE MOUNTED WITH STRAIGHT ARM SPAULDING

HOUSING: DIE-CAST ALUMINUM W MATCHING DOOR 4100K BEGALED

REFLECTOR: INJECTION - MOULDED ARCYLIC - TYPE 3 WITH SPILL LIGHT CONTROL

LENS: FLAT TEMPERED GLASS

FINISH: DARK BRONZE POLYESTER POWDER

OTHER: FUSED, PHOTOCELL

NOTE: 30' SQUARE TAPERED STEEL DARK BRONZE POLE,

PROVIDE POLE BASE AS SHOWN ON THE DRAWINGS.

NOTES:

1 ALL LIGHT FIXTURES SHALL HAVE A MINIMUM 5 YEAR WARRANTY.

2 ALL LED LIGHT FIXTURES SHALL HAVE REPLACEABLE AND UPGRADABLE LED MODULES, LM79 AND LM80 LISTED, WITH 50,000 HR MIN. L70 RATING.

3 LIGHT FIXTURE DESCRIPTION TAKES PRECEDENCE OVER CATALOG NUMBER. LIGHT FIXTURES SHALL MEET DESCRIPTION REQUIREMENTS.



TO SG503

GROUND BELL
CONDUIT ENDS

GROUND BELL
CONDUIT ENDS

6'-
0"

8'-0"

6'-
0"

8'-0"

GROUND BELL
CONDUIT ENDS

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

PULLED IN
ALTERNATE #2

TO NEVADA & 3RD AVE
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ELECTRICAL DETAILS
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TO MAINTENANCE
& 3RD AVETO MH-2

(4) 5"C
(1) 1" SCADA

6'-
0"

8'-0"
GROUND BELL

CONDUIT ENDS

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

PULLED IN
ALT #2

6'-
0"

8'-0"

GROUND BELL
CONDUIT ENDS

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

PULLED IN
ALT #2
MH-10

TO MH-7

8'-0"

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

TO STUB OUT NORTH
OF ROUNDABOUT TO STUB OUT EAST

OF ROUNDABOUT

TO MH-9

(8) 5"C
(1) 1" SCADA

TO SG503

6'-
0"

8'-0"

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

6'-
0"

8'-0"

GROUND BELL
CONDUIT ENDS

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

6'-
0"

8'-0"

GROUND BELL
CONDUIT ENDS

1. PROVIDE SEALS FOR ALL SPARE CONDUIT BELLS.
2. SEAL ALL CONDUCTOR ENTRANCES.

(8) 5"C
(1) 1" SCADA

(8) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA

(4) 5"C
(1) 1" SCADA (2) 5"C

(2) 5"C

(2) 5"C

(1) 5"C
(1) 1" SCADA
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