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Addendum No. 1 
 

 
Date: February 27, 2015  
 
To:  Contractors  
 
From: Tim Parkinson – Project Manager, DFCM 
 
Reference: Mechanical/Electrical/Plumbing Upgrades 
  Miller Administration Building 
  Weber State University    
  DFCM Project No.  14031810 
 
Subject: Addendum No. 1 
 
Pages Addendum Cover Sheet 1 page 
 General Items 16 pages 
 Total 17 pages 
  
 
Note: This Addendum shall be included as part of the Contract Documents. Items in this 
Addendum apply to all drawings and specification sections whether referenced or not involving 
the portion of the work added, deleted, modified, or otherwise addressed in the Addendum. 
Acknowledge receipt of this Addendum in the space provided on the Bid Form. Failure to do so 
may subject the Bidder to Disqualification.   
 
 
1.1 SCHEDULE CHANGES:  There are no Project Schedule changes. 
 
 
 
1.2  GENERAL ITEMS:  See Architect’s Addendum No. 1 dated February 17, 2015. 
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ARCHITECTURE • INTERIOR DESIGN • PLANNINGWSU - Miller Administration MEP Upgrades

2668 Grant Avenue
Ogden, Utah  84401

Phone: 801.621.7303
www.sandersarch.com

SANDERS ASSOCIATES ARCHITECTS

ADDENDUM #1

Project:     Weber State University
      Miller Administration M.E.P. Upgrades
      3848 Harrison Boulevard
      Ogden, Utah 84401

Architect:     Sanders Associates Architects
      2668 Grant Ave.  Suite 100
      Ogden, Utah  84401

Owner:     UTAH STATE DFCM
      4110 State Offi ce Building
      Salt Lake City, Utah 84114

Project Architect:   M. Shane Sanders, AIA
DFCM Project Number:  14031810
Project Number:   214016
Date:     02.17.2015

The following information is intended to amend, alter, expand or clarify the drawings and specifi cations issued for this project.  
All information in this Addendum shall be made part of the contractor’s bid.   

A. LIST OF SUBMITTED QUESTIONS:

1. WALL DEMOLITION CLARIFICATION:

QUESTION: “Talking to the Kawneer rep about the NFRC certifi cation, he is telling me the aluminum system in the specs has 
not been tested for the NFRC rating. We will need to have it independently tested to qualify for the NFRC rating. 
I’m sure the NFRC certifi cation will not be done by the time of turnover. Please advise.”

ANSWER: We have been in contact with Kawneer during the design process and bidding process of the Project. They 
indicate that the Kawneer 2250 LR system was tested for the NFRC rating before the NFRC testing for 
curtainwalls became mandatory. Under NFRC requirements, the system is required to be re-tested and certifi ed. 
Kawneer is planning on providing the testing concurrently with the Project’s Schedule. The type of testing, CMA 
or Site Built, is to be provided by Kawneer as required by NFRC and DFCM, only if they are the curtainwall 
manufacturer under contract. Note: A fi nal certifi cation cannot be given to any Project until completion, as 
the certifi cation includes verifi cation of what was installed in the specifi c project is in fact the same as what 
was specifi ed. (Refer to the attached Kawneer NFRC 966A testing document for the 2250 LR system, 
Attachment A1-1).   

2. WALL DEMOLITION CLARIFICATION:
QUESTION:  “There is a new 1 hour fi re rated metal stud wall showing on the level one fl oor plan but it is not shown on the 

demo plan.  Please advise.”
ANSWER: There is an Level One Demolition Elevation within the bid documents at indicates the existing wall that is being 

demolished for the new one hour fi re rated assembly. (Refer to attached drawing AD100, Elevation 2, also 
included within the original Bid Documents). An approximate wall length dimension and notation is added to 
Level One Demolition Plan in the existing West Corridor clarifi ng where the existing west corridor wall is to be 
removed. (Refer to the attached drawing AD100, Level One Demolition Plan). 

3. WINDOW BLIND CLARIFICATION:
QUESTION:  “There are confl icting notes about who is to re-install the blinds. Please clarify.”  
ANSWER: The work for the blinds for in Conference Room 319 are to be as follows: “NEW MOTORIZED BLINDS, 

(PROVIDED BY & INSTALLED BY OWNER), (CONTRACTOR TO RECONNECT TO EXISTING POWER & 
BLIND CONTROLS), (BLINDS TO BE ANCHORED BY OWNER TO NEW BRAKE METAL COVERS).” (Refer to 
the attached drawing AE581, Detail D1 for notation modifi cations).

 The existing return-air housings in Conference Room 319 against the exterior wall window system are to be 
removed. (Refer to attached drawings from AD102 and AE102 for notation modifi cations). 

 The remaining existing blinds in the building as to be treated as follows: “CONTRACTOR TO REMOVE, TAG, 
AND STORE EXISTING BLINDS, THEN REINSTALL WHEN WORK COMPLETED, (PROVIDE NEW BLIND 
MOUNTING BRACKETS AND INSTALL INTO WOOD BLOCKING).” (Refer to drawing AE581, Detail D4 and 
Detail B4 for notation modifi cations). 
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11.0 CERTIFICATE OF COMPLIANCE OVERALL RATING 
U-Factor: 

(Btu/h•ft2•F)       

Certificate Authorization 

SHGC:       
Directions:  Fill out form completely.  Determine the Overall 
Rating for this project by using the C.O.G. U-Factor and 
C.O.G. SHGC from Table 1 and looking up the overall rating 
from Table 2.  Indicate the Overall Rating in the space above.  
Linear interpolation is permitted. 

Name:  Company: 

            
Signature:  Date: 

        
CERTIFIES THAT THE MATERIALS LISTED ON THIS CERTIFICATE WERE INSTALLED ON THE PROJECT IDENTIFIED 

 

 PROJECT INFORMATION: 
       

 

 Street Address: 
       

 

 City:  State:  Zip: 
       

       
       

 

 GLAZING CONTRACTOR / INSTALLER:  Contact Person:  
       

       
 

 Street Address:  Phone Number: 
       

       
 

 City:  State:  Zip: 
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GLAZING MATERIAL SUPPLIER:  Contact Person: 

      
       

 

Street Address:  Phone Number: 

      
       

 

City:  State:  Zip: 

      
             

Glass and Spacer Type: 

       

Center-of-glass (C.O.G.) U-factor:  Center-of-glass (C.O.G.) SHGC: 

      Btu/h•ft2•F 
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FRAMING MATERIAL SUPPLIER:  Contact Person: 

      
       

Street Address:  Phone Number: 

      
       

 

City:  State:  Zip: 

                     

U-factor Matrix 
(Btu/h•ft2•F) 

SHGC Matrix 
 

Product Line: 

C.O.G. 
U-factor 

OVERALL 
U-factor 

C.O.G. 
SHGC 

OVERALL 
SHGC 2250 LR  

0.48 .57 0.75 .70
The overall ratings for U-factor and SHGC are based on a size of 

2000 mm x 2000 mm (78.75 in x 78.75 in)  

as required in NFRC 100. 

 
0.46 .55 0.70 .66
0.44 .53 0.65 .61
0.42 .51 0.60 .57
0.40 .50 0.55 .52
0.38 .48 0.50 .48

Overall U-factors and Solar Heat Gain Coefficients (SHGC) listed 
in the matrix were determined in accordance with NFRC 100 and 
NFRC 200 respectively by a NFRC accredited laboratory. 

 
0.36 .46 0.45 .43
0.34 .44 0.40 .38
0.32 .43 0.35 .34
0.30 .41 0.30 .29 ACCREDITED LABORATORY:

0.28 .39 0.25 .25
Architectural Testing  

0.26 .38 0.20 .20  

0.24 .36 0.15 .16 Reference Test Report #:

0.22 .34 0.10 .11  

01-42339.01 0.20 .32 0.05 .07
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UP

REMOVE ALL EXTERIOR WINDOW SYSTEMS,
GLAZING, FRAMES, CAULKING & ANCHORS ( TYP.)

REMOVE ALL EXTERIOR
WINDOW SYSTEMS, GLAZING,
FRAMES, CAULKING &
ANCHORS ( TYP.)

REMOVE ALL EXTERIOR WINDOW SYSTEMS,
GLAZING, FRAMES, CAULKING & ANCHORS ( TYP.)

REMOVE ALL EXTERIOR WINDOW OPENINGS. TYP.

REMOVE ALL
EXTERIOR
WINDOW SYSTEMS,
GLAZING, FRAMES,
CAULKING &
ANCHORS ( TYP.)

REMOVE DOORS, FRAMES, THRESHOLD, GUIDE RAILS,
& OPERATORS. (PATCH CONC. SLAB SURFACES).
(WIRING & POWER SUPPLY FOR 'LENEL'  SYSTEM &
CARD READERS TO REMAIN) (SALVAGE CARD
READER & 'LENEL' EQUIPMENT FOR REINSTALL)

REMOVE DOORS, DOOR FRAMES, THRESHOLD, GUARD
RAILS AND OPERATORS. (PATCH CONC. FLOOR),
(POWER SUPPLY TO REMAIN)

REMOVE EXISTING
WALK-OFF CARPET
AND ADHESIVE

REMOVE EXISTING
CARPET AND
ADHESIVE

REMOVE EXISTING CARPET AND ADHESIVE

AD100

2

REMOVE WALL COVERING ON CORRIDOR
SIDE FROM FLOOR TO TOP OF WALL
(INDICATED BY DASHED LINE                 )
REMOVE ALL SIGNAGE NOT TO BE RE-
INSTALLED, (WALL SURFACES TO BE SKIM
COATED)

REMOVE &
REINSTALL
DIRECTORY

REMOVE WOOD
TRIM, PATCH WALL

REMOVE
WOOD
TRIM

REMOVE DOOR
AND FRAME

REMOVE WOOD
CHAIR RAIL

REMOVE TACK
BOARDS

REMOVE
WOOD TRIM

REMOVE TACK
BOARD

REMOVE
RUBBER BASE

REMOVE &
SALVAGE SIGNS
FOR REINSTALL

REMOVE & SALVAGE
SIGNS FOR REINSTALL

REMOVE &
SALVAGE SIGNS
FOR REINSTALL

REMOVE WALL
COVERING &
ADHESIVE ON
COLUMN

REMOVE WALL CORNER
GUARDS & BASE EDGE
GUARDS

REMOVE
EXISTING
CASHIER
WINDOW

REMOVE EXISTING
CASHIER WINDOW

EXISTING VCT TILE AND RUBBER
TRANSITION STRIP TO REMAIN.

EXISTING MECHANICAL
LOUVERS TO REMAIN,
CLEAN. (TYP.)

EXIST. PLBG .
FIXTURES TO
REMAIN

EXIST. DRINKING
FOUNTAINS TO
REMAIN

EXIST.
ELEVATOR
(PROTECT
FROM
DAMAGE)

EXISTING FLOOR COVERINGS, TO
REMAIN, (UNLESS OTHERWISE
INDICATED), (PROTECT FROM
DAMAGE), (TYP.)

EXISTING WALLS &
PARTITIONS,  TO REMAIN,
(PROTECT FROM
DAMAGE) (TYP.)

EXISTING DOORS & FRAMES
TO REMAIN, (PROTECT FROM
DAMAGE) (TYP.)

EXISTING FLOOR COVERINGS, TO
REMAIN, (UNLESS OTHERWISE
INDICATED), (PROTECT FROM
DAMAGE), (TYP.)

EXISTING WALLS & PARTITIONS,  TO
REMAIN, (PROTECT FROM DAMAGE) (TYP.)

EXISTING DOORS & FRAMES TO REMAIN,
(PROTECT FROM DAMAGE) (TYP.)

EXIST. FIRE HOSE CABINETS
& EXTINGUISHERS TO
REMAIN, (INSTALL SHEET
METAL PLATE TO COVER
HOLE LEFT FROM FIRE
PROTECTION DEMO.)

DOOR HOLD-OPEN
& WIRING TO
REMAIN, RE: ELEC.

REMOVE DOOR,
FRAME, HOLD-OPEN &
WIRING AT , RE: ELEC.

REMOVE EXIST.
FIRE HOSE CABINET

REMOVE WALL COVERING ON CORRIDOR
SIDE FROM FLOOR TO TOP OF WALL
(INDICATED BY DASHED LINE                 )
REMOVE ALL SIGNAGE NOT TO BE RE-INSTALLED,
(WALL SURFACES TO BE SKIM COATED)

REMOVE WALL COVERING
ON CORRIDOR
SIDE FROM FLOOR TO TOP
OF WALL (INDICATED BY
DASHED LINE                       )
REMOVE ALL SIGNAGE NOT
TO BE RE-INSTALLED, (WALL
SURFACES TO BE SKIM
COATED)

DOOR, HOLD-OPEN
& WIRING TO
REMAIN, RE: ELEC.

REMOVE DOOR, HOLD-
OPEN & WIRING AT , RE:
ELEC., DOOR FRAME TO
REMAIN, (PATCH FRAME
OPENINGS WITH BONDO

REMOVE
DOORS AND
FRAMES

REMOVE
DOORS AND
FRAMES

REMOVE EXISTING WALL
79' - 6 1/2" APPROXIMATE LENGTH

1

GENERAL DEMOLITION NOTES
1. DEMOLITION WORK WITHIN THE EXISTING BUILDING WILL NOT

COMMENCE BEFORE MAY 01, 2015.
2. THE CONTRACTOR TO INSTALL FLEXBOARD OVER ALL FLOOR

MATERIAL TO REMAIN, TO PROTECT SURFACES FROM
CONSTRUCTION DEBRIS AND PROJECT WORK.  45 MIL
MINIMUM THICKNESS.  TAPE ALL JOINTS.  CLEAN CARPET IF
NECESSARY AT COMPLETION  OF CONSTRUCTION.

3. THE CONTRACTOR TO MOVE ALL EXISTING FURNITURE A
MINIMUM OF (3) FEET FROM WALLS IN EACH ROOM. WRAP THE
PERIMETER OF FURNITURE WITH 60 GAUGE STRETCH WRAP FILM
A MINIMUM OF (2) WRAPS.  COVER FURNITURE TOPS WITH 6 MIL
PLASTIC AND WRAP PERIMETER WITH (2) MORE LAYERS OF 60
GAUGE STRETCH WRAP TO SEAL.

4. ALL EXISTING ARTWORK TO BE REMOVED BY WSU.
5. CONTRACTOR TO REMOVE ALL SIGNAGE IN CORRIDORS NOT

INDICATED TO BE REINSTALLED. (COORDINATE WITH OWNER).
6. THE CONTRACTOR MUST FIELD VERIFY ALL DIMENSIONS AND

CONDITIONS INCLUDING EXISTING UTILITIES PRIOR TO BIDDING
AS THE LOCATIONS SHOWN IN THE DOCUMENTS ARE
APPROXIMATED.  ALL VARIANCES NOT SHOWN IN THE
DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT PRIOR TO BID.

7. CONTRACTOR TO COORDINATE WITH ELECTRICAL,
MECHANICAL AND FIRE PROTECTION PLANS FOR LOCATIONS
OF ALL EXISTING AND NEW EQUIPMENT, SYSTEMS, AND
DEVICES.

8. AS SOME DEMOLITION WORK WILL BE SPECIFIC TO DIVISION 22,
23, 26, THE CONTRACTOR SHALL CROSS REFERENCE WITH
ELECTRICAL AND MECHANICAL PLANS FOR ADDITIONAL
DEMOLITION WHICH IS REQUIRED, BUT NOT REFLECTED ON
ARCHITECTURAL DRAWINGS.

9. INTERIOR WALLS AND PARTITIONS TO REMAIN, UNLESS
OTHERWISE INDICATED. (PROTECT FROM DAMAGE).

10. CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO
PROTECT THE EXISTING STRUCTURE, FINISHES, AND SITE
ELEMENTS NOT CALLED FOR DEMOLITION DURING REMODEL OF
WALLS, FLOORING MATERIAL, CASEWORK, DOORS, WINDOWS,
CEILINGS, AND SITE.

11. ALL EXISTING INTERIOR FINISHES, MATERIALS, STRUCTURE,
SYSTEMS, LANDSCAPING, AND SITE FEATURES, ETC., NOT
IDENTIFIED FOR DEMOLITION THAT ARE DAMAGED DURING THE
PROCESS OF CONSTRUCTION SHALL BE RESTORED TO THEIR
ORIGINAL CONDITION OR REPLACED TO MATCH AT THE
CONTRACTORS EXPENSE.

12. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL FLOORING,
WALLS, & CEILING SYSTEMS AS SHOWN ON THE DRAWINGS.

13. ALL EXISTING FINISHED SURFACES DAMAGED DUE TO WORK
UNDER THIS CONTRACT SHALL BE PATCHED & FINISHED TO
MATCH EXISTING ADJACENT SURFACES.

14. PATCH & LEVEL EXISTING CONCRETE SLABS AS REQUIRED FOR
NEW FINISHES WITH FLOOR LEVELING COMPOUND AS
APPROVED BY ARCHITECT.

15. THE GENERAL CONTRACTOR SHALL BRING TO THE ATTENTION
OF THE ARCHITECT FOR IMMEDIATE RESOLUTION, ANY CODE
VIOLATIONS, INCORRECT CONSTRUCTIONS OR SAFETY
PROBLEMS  THAT ARE EXISTING FIELD CONDITIONS.

16. THE GENERAL CONTRACTOR IS RESPONSIBLE TO COORDINATE
SCOPE IN REMODEL AS INDICATED ON ALL ARCHITECTURAL,
ELECTRICAL, MECHANICAL, AND FIRE PROTECTION SHEETS AND
COORDINATE AND PROVIDE DEMOLITION AS NEEDED.  WORK
AS DESCRIBED FOR REMODEL THAT IS IN CONFLICT WITH
EXISTING CONDITION IS TO BE BROUGHT TO THE ATTENTION OF
ARCHITECT PRIOR TO DEMOLITION.

17. REMOVE EXISTING RED IRON CEILING TILE SUSPENDED GRID
SUPPORT SYSTEM.

18. EXISTING METAL SUSPENDED GRID PERIMETER WALL ANGLES
CAN BE REUSED IF IN GOOD CONDITION AND NOT DAMAGED
FROM DEMOLITION. PROVIDE ADDITIONAL ANCHORAGE
SUPPORT FOR NEW SEISMIC CLIPS WHERE REQUIRED FOR NEW
GRID SYSTEM.

REMOVE EXISTING CARPET AND ADHESIVE

DEMOLITION PLAN LEGEND

REMOVE EXISTING SHEET VINYL FLOORING AND
RUBBER BASE (STAIR SKIRTS TO REMAIN)

REMOVE EXISTING CASHIERS
WINDOWS AND WOOD FRAMING

REMOVE EXISTING DOOR AND FRAMES

REMOVE AND REINSTALL  DIRECTORY

REMOVE BASE

REMOVE AND SALVAGE
SIGNS FOR REINSTALL

REMOVE EXISTING
DOORS AND FRAMES

REMOVE EXISTING WALL
COVERING AT WALL
LOCATION IS THAT
REMAINS

REMOVE EXISTING WALL

SANDERS ASSOCIATES ARCHITECTS

2668 Grant Avenue
Ogden, UT 84401

: 801.621.7303
www.sandersarch.com
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LEVEL ONE DEMOLITION ELEVATION
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REMOVE
EXISTING
CARPET
AND ADHESIVE

REMOVE & SALVAGE
EXISTING DOOR,
HARDWARE, SIDELIGHT &
FRAME FOR RELOCATION.

REMOVE EXISTING
DOOR, SIDELIGHT
AND FRAME

REMOVE EXISTING
FIXTURES, STALLS, TOILET
ACCESSORIES, MIRRORS

EXISTING FLOOR TILE TO
REMAIN, (CLEAN &
PREP. FOR NEW TILE
INSTALLATION,
RE: SPEC.)

REMOVE EXISTING
SINKS AND COUNTERS,
(PROTECT WALLS
FROM DAMAGE)

REMOVE EXISTING
ACCESS
PANEL ON BOTH
SIDES OF WALL

REMOVE WALLCOVERING ON
CORRIDOR SIDE FROM FLOOR
TO TOP OF WALL. (INDICATED
BY DASHED LINE                       )
REMOVE ALL SIGNAGE NOT
INDICATED TO BE RE-INSTALLED,
(WALL SURFACES TO BE SKIM
COATED)

REMOVE, SALVAGE &
REINSTALL SIGN

REMOVE &
REINSTALL SIGN

REMOVE EXISTING ART
HANGING SYSTEM.

REMOVE ART HANGING
SYSTEM

REMOVE WOOD TRIM

PROTECT & COVER STONE
WALL SURFACE DURING
CONSTRUCTION TYP.

PROTECT & COVER
STONE WALL DURING
CONSTRUCTION TYP.

DECORATIVE
CORRIDOR WALL
SURFACES & WOOD
TRIM TO REMAIN
UNDISTURBED

DECORATIVE
CORRIDOR
WALL SURFACES
AND WOOD
TRIM TO REMAIN
UNDISTURBED

REMOVE EXISTING
DOOR, SIDELIGHT
AND FRAME

REMOVE ALL EXTERIOR
WINDOW SYSTEMS, GLAZING,
FRAMES, CAULKING &
ANCHORS ( TYP.)

REMOVE ALL EXTERIOR
WINDOW SYSTEMS, GLAZING,
FRAMES, CAULKING &
ANCHORS ( TYP.)

REMOVE ALL EXTERIOR
WINDOW SYSTEMS,
GLAZING, FRAMES,
CAULKING & ANCHORS (
TYP.)

REMOVE ALL
EXTERIOR
WINDOW SYSTEMS,
GLAZING, FRAMES,
CAULKING &
ANCHORS ( TYP.)

EXIST. PLUMBING
FIXTURES, TO REMAIN

REMOVE MECH. RETURN AIR GRILLES &
HOUSINGS TO FLOOR, TYP. AT EACH
WINDOW OPENING (RE: MECHANICAL)

REMOVE MECH. RETURN AIR GRILLES &
HOUSINGS TO FLOOR, TYP. AT EACH
WINDOW OPENING (RE: MECHANICAL)

REMOVE MECH.
RETURN AIR GRILLES &
HOUSINGS TO FLOOR,
TYP. AT EACH
WINDOW OPENING
(RE: MECHANICAL)

REMOVE MECH. RETURN AIR GRILLES &
HOUSINGS TO FLOOR, TYP. AT EACH
WINDOW OPENING (RE: MECHANICAL)

REMOVE SECTION OF
EXIST. WALL FOR NEW
DRINKING FOUNTAINS

IT IS IMPERATIVE THAT
ALL FLOOR, WALL AND
CEILING FINISHES AND
FURNITURE IS TOTALLY
PROTECTED, FROM
DAMAGE WITHIN THE
CONFERENCE 319 AREA

EXISTING FLOOR COVERINGS, TO
REMAIN, (UNLESS OTHERWIDSE
INDICATED), (PROTECT FROM
DAMAGE), (TYP.)

EXISTING FLOOR COVERINGS, TO
REMAIN, (UNLESS OTHERWIDSE
INDICATED), (PROTECT FROM
DAMAGE), (TYP.)

EXISTING DOORS & FRAMES
TO REMAIN, (PROTECT FROM
DAMAGE) (TYP.)

EXISTING DOORS & FRAMES
TO REMAIN, (PROTECT FROM
DAMAGE) (TYP.)

EXISTING WALLS &
PARTITIONS,  TO REMAIN,
(PROTECT FROM
DAMAGE) (TYP.)

EXISTING WALLS &
PARTITIONS,  TO REMAIN,
(PROTECT FROM
DAMAGE) (TYP.)

EXIST. FIRE HOSE CABINET TO REMAIN,
(INSTALL SHEET METAL PLATE TO COVER
HOLE LEFT FROM FIRE PROTECTION DEMO.)

EXIST. FIRE HOSE CABINET TO REMAIN,
(INSTALL SHEET METAL PLATE TO COVER
HOLE LEFT FROM FIRE PROTECTION DEMO.)

REMOVE MECH.
RETURN AIR GRILLES &
HOUSINGS TO FLOOR,
TYP. AT EACH
WINDOW OPENING
(RE: MECHANICAL)
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REMOVE EXISTING
MECH. RETURN
AIR GRILLES &
HOUSINGS AT
FLOOR, (REFER TO
DETAIL B3/AE402
FOR REQUIRED
WORK

ALL WALL
SCONCES TO
SALVAGED
FOR REUSE,
REFER TO
ELECTRICAL

DOOR HOLD-OPENS
& WIRING TO
REMAIN, RE: ELEC.

DOOR HOLD-OPEN &
WIRING TO REMAIN,
RE: ELEC.

REMOVE EXISTING
FLOOR DRAINS, RE: ELEC.

GENERAL DEMOLITION NOTES
1. DEMOLITION WORK WITHIN THE EXISTING BUILDING WILL NOT

COMMENCE BEFORE MAY 01, 2015.
2. THE CONTRACTOR TO INSTALL FLEXBOARD OVER ALL FLOOR

MATERIAL TO REMAIN, TO PROTECT SURFACES FROM
CONSTRUCTION DEBRIS AND PROJECT WORK.  45 MIL
MINIMUM THICKNESS.  TAPE ALL JOINTS.  CLEAN CARPET IF
NECESSARY AT COMPLETION  OF CONSTRUCTION.

3. THE CONTRACTOR TO MOVE ALL EXISTING FURNITURE A
MINIMUM OF (3) FEET FROM WALLS IN EACH ROOM. WRAP THE
PERIMETER OF FURNITURE WITH 60 GAUGE STRETCH WRAP FILM
A MINIMUM OF (2) WRAPS.  COVER FURNITURE TOPS WITH 6 MIL
PLASTIC AND WRAP PERIMETER WITH (2) MORE LAYERS OF 60
GAUGE STRETCH WRAP TO SEAL.

4. ALL EXISTING ARTWORK TO BE REMOVED BY WSU.
5. CONTRACTOR TO REMOVE ALL SIGNAGE IN CORRIDORS NOT

INDICATED TO BE REINSTALLED. (COORDINATE WITH OWNER).
6. THE CONTRACTOR MUST FIELD VERIFY ALL DIMENSIONS AND

CONDITIONS INCLUDING EXISTING UTILITIES PRIOR TO BIDDING
AS THE LOCATIONS SHOWN IN THE DOCUMENTS ARE
APPROXIMATED.  ALL VARIANCES NOT SHOWN IN THE
DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT PRIOR TO BID.

7. CONTRACTOR TO COORDINATE WITH ELECTRICAL,
MECHANICAL AND FIRE PROTECTION PLANS FOR LOCATIONS
OF ALL EXISTING AND NEW EQUIPMENT, SYSTEMS, AND
DEVICES.

8. AS SOME DEMOLITION WORK WILL BE SPECIFIC TO DIVISION 22,
23, 26, THE CONTRACTOR SHALL CROSS REFERENCE WITH
ELECTRICAL AND MECHANICAL PLANS FOR ADDITIONAL
DEMOLITION WHICH IS REQUIRED, BUT NOT REFLECTED ON
ARCHITECTURAL DRAWINGS.

9. INTERIOR WALLS AND PARTITIONS TO REMAIN, UNLESS
OTHERWISE INDICATED. (PROTECT FROM DAMAGE).

10. CONTRACTOR SHALL TAKE ALL PRECAUTIONS NECESSARY TO
PROTECT THE EXISTING STRUCTURE, FINISHES, AND SITE
ELEMENTS NOT CALLED FOR DEMOLITION DURING REMODEL OF
WALLS, FLOORING MATERIAL, CASEWORK, DOORS, WINDOWS,
CEILINGS, AND SITE.

11. ALL EXISTING INTERIOR FINISHES, MATERIALS, STRUCTURE,
SYSTEMS, LANDSCAPING, AND SITE FEATURES, ETC., NOT
IDENTIFIED FOR DEMOLITION THAT ARE DAMAGED DURING THE
PROCESS OF CONSTRUCTION SHALL BE RESTORED TO THEIR
ORIGINAL CONDITION OR REPLACED TO MATCH AT THE
CONTRACTORS EXPENSE.

12. CONTRACTOR SHALL REMOVE AND DISPOSE OF ALL FLOORING,
WALLS, & CEILING SYSTEMS AS SHOWN ON THE DRAWINGS.

13. ALL EXISTING FINISHED SURFACES DAMAGED DUE TO WORK
UNDER THIS CONTRACT SHALL BE PATCHED & FINISHED TO
MATCH EXISTING ADJACENT SURFACES.

14. PATCH & LEVEL EXISTING CONCRETE SLABS AS REQUIRED FOR
NEW FINISHES WITH FLOOR LEVELING COMPOUND AS
APPROVED BY ARCHITECT.

15. THE GENERAL CONTRACTOR SHALL BRING TO THE ATTENTION
OF THE ARCHITECT FOR IMMEDIATE RESOLUTION, ANY CODE
VIOLATIONS, INCORRECT CONSTRUCTIONS OR SAFETY
PROBLEMS  THAT ARE EXISTING FIELD CONDITIONS.

16. THE GENERAL CONTRACTOR IS RESPONSIBLE TO COORDINATE
SCOPE IN REMODEL AS INDICATED ON ALL ARCHITECTURAL,
ELECTRICAL, MECHANICAL, AND FIRE PROTECTION SHEETS AND
COORDINATE AND PROVIDE DEMOLITION AS NEEDED.  WORK
AS DESCRIBED FOR REMODEL THAT IS IN CONFLICT WITH
EXISTING CONDITION IS TO BE BROUGHT TO THE ATTENTION OF
ARCHITECT PRIOR TO DEMOLITION.

17. REMOVE EXISTING RED IRON CEILING TILE SUSPENDED GRID
SUPPORT SYSTEM.

18. EXISTING METAL SUSPENDED GRID PERIMETER WALL ANGLES
CAN BE REUSED IF IN GOOD CONDITION AND NOT DAMAGED
FROM DEMOLITION. PROVIDE ADDITIONAL ANCHORAGE
SUPPORT FOR NEW SEISMIC CLIPS WHERE REQUIRED FOR NEW
GRID SYSTEM.

REMOVE EXISTING CARPET AND ADHESIVE

DEMOLITION PLAN LEGEND

REMOVE EXISTING SHEET VINYL FLOORING AND
RUBBER BASE (STAIR SKIRTS TO REMAIN)
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ELEVATOR,
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FROM
DAMAGE)
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UP

UP

AE200C3

AE200

A3

AE201C3

AE201

A3

1597 SF

CORRIDOR
301

308 SF

RECEPTION
313

177 SF

OFFICE
313A

189 SF

OFFICE
313B

191 SF

OFFICE
313C

136 SF

OFFICE
316A

306 SF

RECEPTION
316

142 SF

OFFICE
316C

142 SF

OFFICE
316D

142 SF

OFFICE
316E

145 SF

OFFICE
316F

246 SF

PROJECT ROOM
316H

239 SF

OFFICE
317

244 SF

OFFICE
316G

168 SF

OFFICE
317A68 SF

WORKROOM
318

STORAGE
319A

729 SF

CONFERENCE
319

451 SF

RECEPTION
302

108 SF

WORKROOM
302D

UNISEX
302C

171 SF

OFFICE
302B

319 SF

CONFERENCE
302A

175 SF

OFFICE
303

190 SF

OFFICE
303A

1012 SF

RECEPTION
306

255 SF

OFFICE
304

255 SF

OFFICE
306A

255 SF

OFFICE
306B

259 SF

OFFICE
306C

142 SF

OFFICE
306D

189 SF

OFFICE
306E

240 SF

RECEPTION
307

178 SF

CONFERENCE
307C

192 SF

OFFICE
307A

189 SF

OFFICE
307B

569 SF

RECEPTION
308

254 SF

OFFICE
308A

189 SF

OFFICE
308B

191 SF

OFFICE
308C

158 SF

BREAK
308D

71 SF

OFFICE
308E

143 SF

OFFICE
308F

92 SF

OFFICE
308G

130 SF

ELECTRICAL
314E

CUSTODIAL
314B

153 SF

STAIR
399B

197 SF

STAIR
399A

147 SF

MEN
305

147 SF

WOMEN
315

54 SF

ELEVATOR
3E1

AE400
A1

PATCH EXISTING HOLE W/ MTL. STUDS
& 5/8" GYP. BD. (REPAINT WALLS
FROM CORNER TO CORNER)

W4

W5

W6

W6

W6

W6

W4

W4 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W4

W4

W5

W5

W5

W5

W5

W5

W5

W5

W5

W6

W6

W6

W6

W5

W5

W5

W5

W5

W5

W5

W5

W5

W4 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W5 W4

INFILL OPENING
W/ MTL. STUDS &
5/8" GYP. BD.
(REFER TO DETAIL
C1/AE301),
(REPAINT INTERIOR
WALL CORNER TO
CORNER)

INFILL OPENING W/ MTL.
STUDS & 5/8" GYP. BD. (REFER
TO DETAIL C1/AE301),
(REPAINT INTERIOR WALL
CORNER TO CORNER)

1
AE300

2
AE3003

AE300

1
AE300

Sim

1
AE300

Sim

1
AE300

Sim

2
AE301

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W5

W4

1
AE301

HALL
302E

WAITING
319C

STORAGE
319B

OFFICE
316B

CORRIDOR
316J

MECHANICAL
314C

REMOVE WALLCOVERING ON CORRIDOR
METAL STUD WALLS, SKIM COAT SURFACES,
(INDICATED BY DASHED LINE                  )

INSTALL RELOCATED
DOOR, FRAME,
HARDWARE AND
SIDELIGHT FROM
RECEPTION 306
(REFER TO DETAIL
B1/AE582)

308
A

REMOVE WALLCOVERING ON CORRIDOR
METAL STUD WALLS, SKIM COAT SURFACES,
(INDICATED BY DASHED LINE                  )

AE400
C2

EXIST. CABINET & EXTINGUISHER, (REMOVE
SIGNAGE & INSTALL NEW DECAL, REFER TO
DECAL 2/AE700)

EXIST. CABINET & EXTINGUISHER, (REMOVE
SIGNAGE & INSTALL NEW DECAL, REFER TO
DECAL 2/AE700)

EXISTING CANOPY ROOF BELOW

EXISTING CANOPY ROOF BELOWNEW DRINKING FOUNTAINS,
(RE: PLUMBING)

ONE-HOUR FIRE-
RATED SHAFT
ENCLOSURE
(FIRE SEAL ALL
PENETRATIONS)

EXISTING RETURN-AIR
HOUSINGS TO BE
REMOVED  CONF.
ROOM, (INSTALL NEW
WOOD TRIM AT FLOOR)
(REFER TO DETAIL
C5/AE581)

IT IS IMPERATIVE THAT
ALL FLOOR, WALL AND
CEILING FINISHES AND
FURNITURE IS TOTALLY
PROTECTED, FROM
DAMAGE WITHIN THE
CONFERENCE 319 AREA

CORR.
314A

A1

AE301

A1

AE301

A1

AE301

A1

AE301

NEW ONE HOUR FIRE-RATED
METAL STUD WALL INFILL,
SEE DETAIL A1/AE301

EXISTING DOOR
FRAMES TO REMAIN,
REPAINT, TYP.

305
A

315
A

DECORATIVE
CORRIDOR WALL
SURFACES & WD.
TRIM TO REMAIN
UNDISTURBED

DECORATIVE
CORRIDOR WALL
SURFACES & WD.
TRIM TO REMAIN
UNDISTURBED

EXIST. ONE-HOUR FIRE-RATED STAIR
ENCLOSURE (FIRE SEAL ALL PENETRATIONS)

EXIST. ONE-HOUR FIRE-RATED STAIR
ENCLOSURE (FIRE SEAL ALL PENETRATIONS)

1

ACCESS AREA
400400

A
MECHANICAL

314C

TOLIET ROOMS BELOW

ELEVATOR
3E1

 1/8" = 1'-0"

Level Three Floor Plan
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EDGE OF EXISTING
PRE-CAST COLUMN

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

EDGE OF EXISTING PRE-CAST
COLUMN

EXISTING CONC.
FLOOR SLAB

EDGE OF EXISTING
PRE-CAST PANEL
STOOL

EXISTING
INSULATION

NEW GALV. SHEET
METAL CLOSURE,
CONT. W/ CLIP
ANGLES @ 1'-0" O.C.

NEW SAFING INSULATION,
COMPRESS & INFILL ALL VOIDS
- FULL PRECAST DEPTH

V
er

ify

3"

NEW BATT INSULATION - PIN
TO STRUCTURE (INSTALL
VAPOR BARRIER TAPED TO
EXISTING INSUL. & NEW
METAL CLOSURE

1' - 4" 5" 3"

BRAKE METAL CLOSURE, EXTEND BELOW
CURTAINWALL & CLIP TO CONCRETE

SEALANT W/
BACKER ROD

SLOT SHEET METAL
AT WASHERED
FASTENER

NEW CARPET, CUT EDGE OF
EXIST. CARPET

EXIST. CARPET, TO REMAIN

CLEAN CONC. SURFACES WHERE
RETURN-AIR ENCLOSURES ARE
REMOVED, (PATCH HOLES TO MATCH
EXISTING CONCRETE SURFACES)SEALANT W/ BACKER

ROD, EACH SIDE

EXISTING CONC.
STOOL

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

EXISTING CONC.
FOUNDATION

1' - 4"

2 
1/

4"

5"

EDGE OF EXISTING
PRE-CAST COLUMN

EDGE OF EXSTING
PRE-CAST COLUMN

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

2 
1/

4"

5"

GLAZING,
RE: SCHEDULE

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

SPANDREL GLAZING,
RE: SCHEDULE

2 
1/

4"

5"
EDGE OF EXISTING PRE-CAST COLUMN

EXISTING CONC.
FLOOR SLAB

NEW SAFING INSULATION  - INFILL
ALL VOIDS - FULL SLAB DEPTH

3"

(2) 1 1/2" x 1 1/2" ALUM.
PERIMETER ANGLES, CONT.

BRAKE METAL CLOSURE, EXTEND OVER
ANGLE & FASTEN IN SLOTTED HOLE
(SEPARATE DIS-SIMILAR METALS)

STICK PIN TO
MOUNT SAFING
INSULATION

NEW CARPET (CPT-4), CUT EDGE OF
EXIST. CARPET

EXIST. CARPET, TO REMAIN

CLEAN CONC. SURFACES WHERE RETURN-
AIR ENCLOSURES ARE REMOVED, (PATCH
HOLES TO MATCH EXISTING CONCRETE
SURFACES)

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

SEALANT W/ BACKER ROD,
BOTH SIDES

SEALANT W/ BACKER ROD,
BOTH SIDES

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

EXISTING PRE-CAST
COLUMN

8"

2 1/4"2 1/4"

5"
1'

 - 
4"

3"

CLEAN CONC. SURFACES
WHERE RETURN-AIR
ENCLOSURES ARE
REMOVED, (PATCH HOLES
TO MATCH EXISTING
CONCRETE SURFACES)

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

2 
1/

4"

SPANDREL
GLAZING,
RE: SCHEDULE

5" 3"

NEW CEILING
AS SCHEDULED

NEW 3 5/8" METAL STUD HEAD IN
2 1/2" STUD FRAMING, (ANCHOR
TO EXIST.  COLUMNS

BREAK METAL COVER AT HEAD,
MATCH CURTAINWALL FINISH

1 1/2" x 1 1/2" CLEAR
ANODIZED ALUM.
PERIMETER ANGLE, MOUNT
TO MULLION

SEALANT W/ BACKER ROD

EDGE OF EXISTING
PRE-CAST COLUMN

CEILING HEIGHT

8' - 11 1/2"

NEW 2 X 4 WOOD
NAILER, (CUT TO FIT)

CONTRACTOR TO REMOVE, TAG, AND STORE
EXISTING BLINDS, THEN REINSTALL WHEN WORK
COMPLETED, (PROVIDE NEW BLIND MOUNTING
BRACKETS AND INSTALL INTO WOOD
BLOCKING)

1

EXISTING BRICK
VENEER

EXISTING
CONCRETE
FOUNDATION

2 1/4"

EXIST. GYP. BD.
(REPAIR DAMAGE
FROM
DEMOLITION)

EDGE OF EXISTING
PRE-CAST COLUMN

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

EXISTING ROOFING
OVER STEEL DECK

EXISTING STEEL CHANNEL FRAMING

1' - 4" 5"

EDGE OF EXISTING
FLASHING BEYOND

SEALANT W/ BACKER ROD

NEW ALUM. BRAKE METAL
SILL FLASHING

SEALANT W/ BACKER ROD

REPLACE EXISTING
MEMBRANE
FLASHING & CANT REPLACE EXIST.

2 X WOOD
BLOCKING IF
IN POOR
CONDITION
(VERIFY EXISTING
CONDITIONS)

FLASH TO EXIST. AT
END TIE-INS

EXTERIOR
SHEATHING

SEALANT W/ BACKER
ROD, EACH SIDE

EXISTING PRE-CAST
SOFFIT 2 

1/
4"

5"

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

3"

EDGE OF EXISTING PRE-
CAST COLUMN

ANCHOR NAILERS TO EXIST. CONC.
W/ 1/4" BOLTS W/ WASHERS 16" O.C.
DRILLED & EPOXYED INTO CONC.
(FULLY RECESS HEADS)

NEW CEILING AS SCHEDULED

NEW BREAK METAL COVER AT HEAD,
MATCH CURTAINWALL FINISH, CAULK
TO CONC. COLUMNS

EXISTING INSUL.,
TO REMAIN

1' - 4"

EDGE OF
EXISTING PRE-
CAST COLUMN

TAPE NEW VAPOR
BARRIER TO EXIST.

NEW 2 x 4 WOOD STUD NAILERS
BETWEEN COLUMNS, (PRESSURE
TREATED)

CONTRACTOR TO REMOVE, TAG, AND
STORE EXISTING BLINDS, THEN REINSTALL
WHEN WORK COMPLETE (PROVIDE NEW
BLIND MOUNTING BRACKETS AND
INSTALL INTO WOOD BLOCKING)

SEALANT W/ BACKER
ROD, EACH SIDE

EXISTING PRE-CAST
SOFFIT 2 

1/
4"

5"

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

GLAZING,
RE: SCHEDULE

3"

EDGE OF EXISTING PRE-CAST COLUMN

EXISTING INSUL.,
TO REMAIN

1' - 4"

EDGE OF
EXISTING PRE-
CAST COLUMN

NEW MOTORIZED BLINDS (PROVIDED BY &
INSTALLED BY OWNER), (CONTRACTOR TO
RECONNECT TO EXISTING POWER & BLIND
CONTROLS) (BLINDS TO BE ANCHORED BY
OWNER TO NEW BRAKE METAL COVERS)

EXIST. SUPPLY HOUSING, TO REMAIN
(AIR SUPPLY IS ABANDONDED - REFER
TO MECHANICAL)

EXIST. AC WALL PANELS, TO REMAIN

INSTALL NEW CLEAR ANODIZED BRAKE
METAL COVERS OVER EXISTING
GRILLES, (BEND METAL AT BACK, FRONT
AND SIDES TO FIT) 1

ALUM. CURTAIN WALL
FRAME RE: SPECIFICATIONS

SPANDREL GLAZING,
RE: SCHEDULE

2 
1/

4"

5" EDGE OF EXISTING PRE-CAST COLUMN

EXISTING CONC.
FLOOR SLAB

NEW SAFING INSULATION  - INFILL
ALL VOIDS - FULL SLAB DEPTH

3"

(2) 1 1/2" x 1 1/2" ALUM.
PERIMETER ANGLES, CONT.

BRAKE METAL CLOSURE, EXTEND OVER
ANGLE & FASTEN IN SLOTTED HOLE
(SEPARATE DIS-SIMILAR METALS)

STICK PIN TO MOUNT
SAFING INSULATION

NEW HARDWOOD TRIM EXTENDING
BETWEEN COLUMNS (MATCH
EXISTING WOOD SPECIES & STAIN)

EXIST. CARPET, TO REMAIN

CLEAN CONC. SURFACES WHERE
RETURN-AIR ENCLOSURES ARE
REMOVED, (PATCH HOLES TO MATCH
EXISTING CONCRETE SURFACES)
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 3" = 1'-0"
A4

Curtainwall Sill (Level 2)
 3" = 1'-0"

A2
Curtainwall Sill (Level 1)

 3" = 1'-0"
D3

Curtainwall Mullion

 3" = 1'-0"
C4

Curtainwall Mullion (Level 3 Floor)

 3" = 1'-0"
B3

Curtainwall Jamb

 3" = 1'-0"
B4

Curtainwall Mullion (Level 2 Ceiling)

 3" = 1'-0"
B1

Curtainwall Jamb

 3" = 1'-0"
A1

Curtainwall Sill at Canopy Roof (Level 2)

 3" = 1'-0"
D4

Curtainwall Head

 3" = 1'-0"
D1

Curtainwall Head (Conference Room)

 3" = 1'-0"
C5

Curtainwall Mullion (Conf. Rm.)
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